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PREFACE 



The ultimate goal of image technology is to seamlessly perform visual 
functions equivalent to the recognition and the reconstruction power of 
living beings. Computer graphics has been mainly driven by engineering 
design processes and has established itself as a dominating methodology. 
Traditionally, image technology and computer graphics technology have 
been concerned with different goals. In computer graphics, computers are 
used to create pictures, animations and simulations. Image technology, on the 
other hand, consists of techniques and methodologies that modify or interpret 
existing pictures. Many methods proposed and used in these two areas often 
overlap and cross-fertilization between them can impact their progress. In the 
past, image technology and computer graphics have been typically combined 
in subtle ways, mainly in applications. In fact, the convergence of image 
processing and computer graphics has become the main research stream in 
both the computer graphics community as well as in the computer vision and 
image processing community. The image, vision and graphics research 
streams culminate with the interactive fusion of digital image and computer 
graphics. Therefore, it is useful to study approaches and methodologies that 
foster the integration of image and graphics technologies. This will provide 
the background and inspiration for some new creative methods or techniques. 

This book provides a collection of 20 chapters containing tutorial articles 
and applications, in a unified way, the basic concepts, theories and 
characteristic features of integrating different facets of Image and Graphics, 
with recent developments and significant applications. The articles, written 
by recognized international experts, demonstrate the various ways in which 
this integration can be made possible in order to design methodologies and 
their applications efficiently. With the exception of the first chapter that 
serves as an introduction to image and graphics, each chapter provides 
detailed technical analysis of the development in the respective area, keeping 
a cohesive character with other chapters. Although there is an extensive 
coverage of problems and solutions that make the integration of graphics and 
image technologies more practical, it is generally difficult to compile in one 
volume all the possible techniques and design issues that arise in the 
multitude of application domains. We have attempted as much as possible to 
incorporate three main streams in this book: (1) From graphics to image, (2) 
From image to graphics, and (3) Applications of image and graphics 
integration. 
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Preface 



The book, which is unique in its characters, is useful to graduate students 
and researchers in computer science, electrical engineering, systems science, 
and information technology not only as a reference book, but also as a 
textbook for some parts of the curriculum of courses in image processing and 
graphics. Researchers and practitioners in industry and R&D laboratories 
working in the fields of image processing, computer vision and graphics, 
system design, pattern recognition will also benefit from the new 
perspectives and techniques described in the book. 

We take this opportunity to thank all the authors for agreeing to 
contribute chapters for the book. We owe a vote of thanks to Susan 
Lagerstrom-Fife and Sharon Palleschi of Kluwer Academic Publisher, USA, 
for taking the initiative in bringing the volume out. The technical/software 
support provided by Martin Kyle and Lily Yu is also acknowledged. 



David Zhang 
Mohamed Kamel 
George Baciu 

November 2003 
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INTRODUCTION 

19 1 

David Zhang , Mohamed Kamel and George Baciu 

1. Department of Computing, The Hong Kong Polytechnic University, Hong Kong 

2. Department of Systems Design, University of Waterloo, Ontario N2L 3G1, Canada 

{csdzhang,csgeorge}@comp.polyu.edu.hk, mkamel@uwaterloo.ca 

1.1 Image and Graphics Technologies 

Image is visual communication and graphics is the art of communicating 
beyond words. From the Egyptian hieroglyphics to the CAD systems used today in 
aerospace, architecture, mechanical and VLSI designs, images have enhanced the 
acuity of our perception of 3D space and have reinforced concepts and 
associations within highly complex objects, while drawings have enhanced the 
creative process of shape design, color and reflections. Combining the two 
processes within the hyper-grid of computational display processors has become 
the architectural challenge of our era. The evolution of imagery is culminating in 
the interleaving of the two basic tasks of visual communication: image processing 
and graphic design. Computer generated imagery has become so pervasive that it 
is in fact expected rather than appreciated. However, new challenges continue in 
the simulation of new physical phenomena and the faithful reproduction of 
panoramas. As the wheel of technical innovation turns, image and graphics 
techniques evolve out of our passion to experience new visual dimensions. 

1.1.1 Graphics Technology 

While the computer graphics technology has often been the choice for 
preproduction and special effects in film and animated features, currently the 
exposure to digital graphics comes mostly from 3D computer games. These have 
become a new form of interactive art and communication for all ages. Graphics 
technology is now propelled by both photo- and non-photo- realism in technical 
design, art and animation. 

Triangles have been rooted as the basic rendering primitive for 3D objects. 
Hence, in the last two decades, the focus of graphics hardware designers has been 
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mainly on satisfying the demand for increasing the triangle rendering rates and 
decreasing the triangle size. This has created a threshold paradox heyond which 
the ever increasing triangle resolution does not add to the visual quality of micro- 
features hut rather it contributes strictly to the degradation of fill rates. In essence, 
as the median triangle size decreases below the pixel resolution the return on our 
polygon investment for the visible detail and realism diminishes drastically at the 
cost of the fill rate performance. The problem of polygon contention at the pixel 
level again leads to addressing the problem of resolving the visual quality issues at 
the image level by supporting fast anti-aliasing and complex shading in hardware. 

For the next level of image quality enhancement, the solutions to the current 
problems will converge to non-uniform supersampling [1] and multi-pass 
rendering algorithms [6], as shown for example in collision detection applications 
[2]. Further enhancements can be made available with programmable mask 
patterns resolving, for example, anisotropic texture filtering, depth of field, and 
motion blur. 

1.1.2 Image Technology 

The image capturing and processing technology has been around for a number 
of years. The convergence of digital image processing and computer vision has 
transformed the imaging technology from low level binary representation and 
color reproduction and enhancement to more complex shape identification and 
understanding for automatic decision making purposes. Driven by the demands in 
robotics and machine learning, computer vision has focused on the detection of 
features and structures in complex 2D and 3D representations of objects. The very 
belief that machines may at some point process data in similar or equivalent 
processes as the human visual system has lead to numerous open problems. The 
remaining challenges continue to persist in resolution, compression, structural 
encoding and segmentation. More recently the concentration of the research work 
in image analysis has been the image reassembly and composition from multiple 
sources. The range of work extends from low level filtering, anti-aliasing and 
blurring techniques to panoramic synthesis, depth of field, video wall image tiling, 
dynamic illumination, shape extraction and blending. Early attempts to scalable 
hardware-based image composition resulted in the massively parallel PixelFlow 
depth-composition system [11]. 

The sophistication in image-based rendering techniques has climaxed in the 
attempt to resolve lighting constraints in image composition [5,4,14]. 



1.2. Integrated Technologies 

In most areas of science and engineering as well as in entertainment and 
education, it seems that the main driver of new visualization, interaction and 




Introduction 



3 



communication applications is hybrid integration of the three main fields: image 
processing, computer graphics and computer vision [8]. For example, large 
interactive displays are beginning to appear in commercial applications for both 
image-based queries as well as for visualizing product designs [16,17]. 
Furthermore, virtual 2D and 3D devices such as projection keyboards [18] are 
beginning to attract consumers as the size of computational devices such as Palm 
organizers are getting increasingly difficult to operate with high accuracy and 
speed. In all these applications and many others, one area of study by itself is not 
sufficient any longer. Digital image processing, computer vision and computer 
graphics must work in concert in order to provide designers, decision makers and 
consumers with better qualitative information. 

Both image processing and computer graphics have contributed most 
significantly towards the enhancement of computer hardware architecture and data 
transmission performance. High-end architectures with advanced features could 
best be demonstrated by benchmarking a combination of image tools and 
interactive visual applications. This has also pushed the development costs for 
hardware systems. Currently, the popularity of visual applications has grown 
tremendously due to the new video and graphics features with lower cost 
penetration into the home entertainment markets. However, the significant cost 
constraints on products for the consumer market restrain the interfaces and levels 
of performance required by the higher end visual design and simulation in 
application fields such as scientific, medical, manufacturing, and other industrial 
forms of engineering design. 

One of the recent attempts to meet the growing requirements of interactive 3D 
applications is the design of graphics systems supported by parallel rendering 
chips. An example of such a recent system is the SAGE (Scalable Advanced 
Graphics Environment) architecture demonstrated by Deering [6]. Other attempts 
to build systems out of arrays of inexpensive game chips by Stoll et al [13], were 
initially not designed to be clustered, and therefore the resulting systems were less 
effective for the highly complex engineering simulation applications. The 
performance of a single SAGE board has been benchmarked to render in excess of 
80 million fully lit, textured, anti-aliased triangles per second. The architecture has 
also been remarkable in the support for basic image processing techniques such as 
high quality anti-aliasing filters running at video rates for the first time. This has 
been achieved by replacing the concept of a frame buffer by a fully doubled 
buffered sample buffer that stores between 1 and 16 non-uniformly placed samples 
per final output pixel. Furthermore, the raster of samples is subject to convolution 
by a 5-5 programmable reconstruction and bandpass filter that replaced the 
traditional RAMDAC. The convolution operation during rasterization at video 
rates with a delay of less than one additional scanline of latency while the 
reconstruction filter processes up to 400 samples per output pixel, with full support 
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for any radially symmetric filter including Mitchell-Netravali filters. More 
importantly, the SAGE architecture supports scalable tiling for additional fill rates, 
resolutions and performance. 

The proactive research in hardware design for high-performance imaging and 
graphics emphasizes once again the commercial requirements of combining 
graphics and image techniques. This has also been reflected in the high 
performance architectures realized in the NVIDIA’ s GeForce chip sets, Sony 
Playstation, ATI's Radeon and many other experimental and commercial systems. 

All these developments point to one of the primary needs for quality real-time 
antialiasing within the rendering pipeline. This requires massive supersampling 
with large area resampling and bandpass filters all of which lead to the integration 
of image and graphics techniques closer to the hardware level. It is indeed the joint 
use of all these areas at multiple levels of computational processing, both hardware 
and software, that holds the greatest potential for future applications. In this book, 
we have attempted to bring together some of the fundamental issues in the current 
integration of image and graphics technologies and recent applications that 
contribute presently to the evolution of visual communication. 

These fields are in the process of a natural convergence with an abundance of 
research material being disseminated every year. Although there is an extensive 
coverage of problems that is difficult to compile altogether under one volume, we 
tried our best to incorporate some recent representative work that falls into one of 
the three streams: (1) From graphics to image, (2) From image to graphics, and (3) 
Applications of image and graphics integration. 



1.3. Book Perspective 

This book embraces the explosive growth in the hybridization of image 
generation stemming from the combination of image processing, computer vision 
and computer graphics rendering. The quest has always been the visual 
understanding of concepts, structures and design. Figure 1.1. 

1.3.1 From Graphics to Images 

The graphics-to-image stream has been the most natural progression in the 
evolution of graphics technology. The three-dimensional modeling and rendering 
techniques have always been subject to a series of transformations from 3D to 2D 
in order to capture the visible parts of a three-dimensional scene. As shown in the 
chapters compiled in this section, this data stream is no longer limited to a 
unidirectional flow from graphical modeling and design to binary image synthesis. 
Currently, the image resolution is often used in the feedback loop to the graphics 
modeling and animation systems for level of detail, rendering quality and object 
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interference detection. The chapters compiled for this part of the book add a new 
dimension of data streaming that allows for better control of the image formation. 




Figure 1. 1. Image and graphics technologies. 

Part I of this book is dedicated to the transformations required in the data 
stream from 3D models to the formation of a 2D digital image. In Chapter 2, 
Jingqi Yan, Pengfei Shi and David Zhang will first address the problem of mesh 
parameterization for transforming a 3D mesh into images. The chapter provides a 
review of several classic and popular parameterization algorithms based on 
solving the linear or non-linear systems, for instance, barycentric mapping, 
conformal mapping, harmonic mapping, and geometrical stretch minimizing. The 
chapter also introduces some recent methods for opening an arbitrary mesh into a 
topological disk by cutting along an appropriate set of edges for partitioning it into 
several charts. These techniques are applied to texture mapping, remeshing, and 
mesh compression. 

In Chapter 3, Li Rong and Andrew K.C. Wong introduce a new mathematical 
framework for 3D computer vision based on the attributed hypergraph 
representation (AHR). This model incorporates the data structure and algorithms 
that build, manipulate and transform augmented AHRs and demonstrate the 
integration of machine vision and computer graphics. 

In Chapter 4, George Baciu and Kwok Ki Wan investigate recent occlusion 
culling methods that compute the potential visible feature sets for large dynamic 
outdoor scenes at interactive rates. The new methods use occlusion maps on a 
dual ray-space to encode the visible sets with respect to a view cell and utilize the 
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new features of the advanced graphics hardware in order to construct and maintain 
the occlusion maps. 

Chapter 5, George Baciu and Wong Sai-Keung discuss new developments in 
collision detection that combine both object space culling and image-space 
interference tests in order to provide a more balanced computational load for 
interactive animation and motion response in 3D virtual environments and 
interactive games. Complex object interactions between rigid and deformable 
objects of arbitrary surface complexity can be attained at interactive rates. 

In Chapter 6, Edward Angel and Kenneth Moreland address the processing of 
the data at the lower end of the graphics-to-image stream and provide an 
implementation of the Fast Fourier Transform on a GPU by exploiting the new 
features of the recent graphics hardware that is able to carry out floating point 
operations with large arrays on Graphics Processing Units (GPUs). 

1.3.2 From Images to Graphics 

Part II of this book is dedicated to methods and techniques that provide 
solutions for the inverse data stream from images to 3D graphics. The image-to- 
graphics stream is based on driving graphics applications from images and video 
sequences. The most exemplary topic of this stream is image-based rendering 
which is covered extensively in this part of the book. 

In Chapter 7, Zonghua Zhang, Xiang Peng and David Zhang begin with an 
overview of state-of-the-art range image acquisition methods. The chapter 
provides an introduction to the construction of complete 3D graphical models 
using multi-view range image registration and integration. It also presents a novel 
color texture acquisition method and discusses popular approaches to the 
geometric description of 3D graphical models resulting from range image 
registration and integration. 

Image-based rendering (IBR) techniques have shown to be highly effective in 
using images and geometry for the representation of 3D scenes. In Chapter 8, 
Heung Yeung Shum, Yin Li and Sing Bing Kang explore the issues in trading off 
the use of images and geometry by revisiting plenoptic sampling analysis and the 
notions of view dependency and geometric proxies. Furthermore, they introduce a 
practical IBR technique called pop-up light field which models a sparse light field 
by a set of coherent layers. These layers incorporate both color and matting 
information, and allow rendering in real time without introducing any aliasing. 

The IBR theme is continued in Chapter 9. Tien-Tsin Wong and Pheng-Ann 
Heng introduce illumination control in IBR by modifying the plenoptic function 
into a new function called the plenoptic illumination function. This function 
explicitly specifies the illumination component of image representations in order 
to support relighting and view interpolation. Furthermore, new compression 
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techniques for IBR data based on intra-pixel, inter-pixel and the inter-channel 
correlations are presented. 

In Chapter 10, Enhua Wu and Yanci Zhang discuss the research issues and 
state-of-the-art of construction of complex environments from a set of depth 
images. A new automatic construction algorithm is introduced in this chapter. The 
algorithm uses a hybrid representation of complex models by a combination of 
points and polygons achieving the real-time walkthrough of a complex 3D scene. 

In Chapter 11, Gang Xu and Rubin Gong propose using SQP (Sequential 
Quadratic Programming) to directly recover 3D quadratic surface parameters from 
multiple views. A surface equation is used as a constraint. In addition to the sum 
of squared reprojection errors defined in the traditional bundle adjustment, a 
Lagrangian term is added to force recovered points to satisfy the constraint. The 
recovered quadratic surface model can be represented by a much smaller number 
of parameters than point clouds and triangular patches. 

In Chapter 12, Bo Zhang, Zicheng Liu, and Baining Guo introduce image-based 
facial animation (IBFA) techniques. These allow for rapid construction of photo- 
realistic talking heads. The authors address the main issues in creating a 
conversation agent using IBFA, the appearance of a conversation agent and lip- 
synching for different languages. The techniques are demonstrated on an English 
speaker and a Mandarin Chinese speaker, in the E-Partner system. 

1.3.3 Systems and Applications 

In Chapter 13, Jon Rockne discusses methods for 3D visualization of data 
gathered from seismic exploration programs after it has been processed into a 3D 
seismic datavolume. After a general overview of 3D volume visualization is 
provided, the main problem addressed is the identification of subsurface structures 
of interest. 

In Chapter 14, lie Zhou, David Zhang, Jinwei Gu, and Nannan focus on 
research issues in the graphical representation of fingerprints. The authors 
introduce a minutiae-based representation and provide models for the graphical 
representation of orientation fields. The problem of the generation of synthetic 
fingerprint images is addressed and a complete fingerprint representation is 
introduced. 

In Chapter 15, Jinlian Hu and Binjie Xin analyze and model the fabric 
appearance using image-based techniques and state-of-the-art of objective 
evaluation of textile surfaces for quality control in the textile industry. Details are 
given on the three major textile surface appearance attributes, namely, pilling, 
wrinkling and polar fleece fabric appearance. Modeling methods for different 
textile materials with different surface features are described. These include 
template matching for pilling modeling, morphological fractals for polar fleece 
fabrics and photometric stereo for 3D wrinkling. 
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In Chapter 16, Zhigeng Pan, Mingmin Zhang and Tian Chen compare several 
online 3D product presentation web sites and then focus on the current virtual 
shopping malls web sites which integrate Virtual Reality into E-commerce. The 
work is substantiated by the two applications developed by the authors, EasyMall, 
a virtual shopping mall, and EasyShow, a virtual presentation of textile products. 

In Chapter 17, Xiaoyi Jiang and Hanspeter Bieri address the difficulties in the 
traditional synthetic modeling approaches and indicate new directions for 
modeling complex objects and environments through data acquisition from various 
active sensors, data fusion, and integration models. 

In Chapter 18, Inas Khalifa, Medhat Moussa, and Mohamed Kamel discuss the 
accurate extraction of geometric and topological information from CAD drawings 
based on local approximation of scan lines. This particular application contains 
numerous basic fundamental problems that reflect the convergence of image and 
graphics techniques for the purpose of reverse-engineering architectural and 
engineering drawings. 

In Chapter 19, Ossama El Badawy and Mohamed Kamel extend the 3D shape 
understanding problem by a new query-by-example retrieval method that is able to 
match a query image or graphical sketch to one of the images in the database, 
based on a whole or partial match of a given shape. The method has two key 
components: the architecture of the retrieval and the features that are invariant 
with respect to basic transformations. 

In Chapter 20, Haikel Salem Alhichri and Mohamed Kamel propose a new 
image registration method, based on the Hausdorff fraction similarity measure and 
a multi-resolution search of the transformation space. This method is then applied 
to problems involving translations, scaling, and affine transformations in both 
image and graphic pictures. 
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Abstract This chapter addresses the problem of mesh parameterization for 
transforming 3D mesh surfaces into images. We begin with a survey of the 
algorithms for parameterizing a chart, a simply connected mesh isomorphic 
to a topological disk, into a 2D domain and follow this with a review of 
several classic and popular parameterization algorithms based on solving the 
linear or non-linear systems, for instance, barycentric mapping, conformal 
mapping, harmonic mapping, and geometrical stretch minimizing. We then 
introduce state-of-the-art methods for opening an arbitrary mesh into a 
topological disk by cutting along an appropriate set of edges or for 
partitioning it into several charts. The chapter ends with a discussion of some 
related applications, such as texture mapping, remeshing, and mesh 
compression. 

Keywords: Mesh parameterization, barycentric mapping, conformal mapping, harmonic 

mapping, geometrical stretch, computational topology, polygonal schema, 
mesh simplification, mesh partitioning, texture mapping, remeshing, mesh 
compression 



2.1. Introduction 

Recent advances in 3D data acquisition, together with the software for data 
aligning and mesh generation, allow us to accurately digitize the geometrical 
shape and surface properties (such as color, texture, and normal) of many physical 
objects. A proliferation of meshes with increasingly complex structure and 
realistic details are readily available, coming from a variety of sources including 
3D scanners, modeling software, and computer vision. 
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However, the common meshes usual with their (sometimes highly) irregular 
connectivity, random sampling, and huge size (including the excessive cost on the 
flat regions) are far from ideal for subsequent processes such as. Finite Element 
computations, real-time textured visualization, compression, transmission, and 
multiresolution analysis. Instead, meshes with (semi-) regular connectivity, nearly 
equilateral triangles, appropriate sampling density, or image-based texture 
representation are much preferable inputs to most existing geometry processing 
algorithms. 

One of the most promising techniques for improving the efficiency and 
broadening the applications of these manipulations is to transform the meshes into 
images. Once a mesh is parameterized into a 2D rectangular domain, the 
geometrical information and all of its intrinsic properties can be alternatively 
represented in the form of images with the same parameterized coordinates. Then, 
surface properties can be conveniently stored, alternated, or rendered with 
mapping techniques, such as texture [57,3,39,8,24,47-50,34-36,19], bump [4,45], 
and normal mapping [15,8,19], which are increasingly supported by most graphics 
systems. In addition, flexible remeshing techniques [5-6,19,1], together with 
powerful image processing tools, allow us to convert an arbitrarily complex mesh 
into a new mesh with a variety of characteristics including uniformity, regularity, 
semi-regularity, curvature sensitive resampling, and feature preservation, all of 
which are important for subsequent applications. Furthermore, mesh compression 
can also benefit from sophisticated image-compression coders. 

The remainder of this chapter is organized as follows. Section 2.2 surveys 
several typical chart parameterization algorithms. Section 2.3 introduces some 
methods for opening an arbitrary mesh into a topological disk by cutting along an 
appropriate set of edges and for partitioning it into several charts. Section 2.4 
discusses some interesting applications related to the mesh-to-image transform. In 
Section 2.5 we offer some conclusions. 



2.2. Chart Parameterization 

In this chapter, we state the chart parameterization problem as follows: Given a 
chart M , i.e., a simply connected triangular mesh isomorphic to a topological disk, 
construct a mapping / between M and an isomorphic planar triangulation 
Pc 9?^ that best preserves some user-specific characteristic of M . Throughout 
the chapter, we denote by x,. the 3D position of the i’^ vertex in the original mesh 
M , and by u,- the 2D position (parameter value) of the corresponding vertex in 
the 2D mesh P . We also use the self-explanatory notation: x,- = (x,-, >>,■,/, )^ , 
Uj = (m,., v,.)^ . Specially assume, by re-labelling vertices if necessary, that 
X[,X 2 ,--’,x„ are the internal vertices and x„_,.|,x„_j 2 >"'i*n the boundary 
vertices in any anticlockwise sequence with respect to the boundary of M . 
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Due to its primary importance for the subsequent mesh manipulations, chart 
parameterization has for a number of years been the subject of research, and not 
only in Computer Graphics. These years have seen the publication of a large body 
of work on parameterization, with some earlier work referring to the problem as 
surface flattening [3,39,51,55]. Throughout the previous work, almost every 
parameterization technique sought, either implicitly or explicitly, to produce least- 
distorted parameterizations, and varied only in the distortions they addressed and 
the minimization processes that were used. In the following, we broadly classify 
these methods into two categories, linear and non-linear, according to the different 
minimization processes, and briefly review them. Because of the large amount of 
published work on chart parameterization, our review is necessarily incomplete. 

2.2.1 Linear Methods 

Linear methods are used to convert chart parameterization problems into 
computable sparse linear systems with sophisticated Conjugate Gradient methods 
[18,54]. We broadly divide these methods into three categories according to the 
distortions that they addressed: barycentric mapping, conformal mapping, and 
harmonic mapping. Such classifications are not strict however. Some methods, for 
instance, are both conformal and harmonic. 

Barycentric Mapping. Tuette [53] introduced barycentric mapping as an early 
method for making a straight line drawing of a planar graph. Within this mapping, 
any internal vertex is a linear convex combination of its neighbors in the 
parameterized domain. The general procedure of barycentric mapping for chart 
parameterization can be described as follows [14]: 

1) Choose as the vertices of any Ai -sided convex polygon 

P c 91^ in an anticlockwise sequence. 

2) For each i 6 {1,2, •••,«} , choose any set of real numbers Xj j for 
j = 1,2,---, N such that 



= 0, (i, J)eE, X,J > 0, (/, » 6 £ , I X,J = 1 . (2.1) 

7=1 

And define U|,U 2 ,---,u„ as the solutions of the linear system of equations, 

N 

= I =1,2, •••,«. 

j=\ 



( 2 . 2 ) 
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Note that it can be rewritten in the form 

I / = 1,2, •••,«. (2.3) 

j=\ ,/=n+l 

By considering the two components u, and v,. of u,- separately this is 
equivalent to the two matrix equations 



Au = b,, Av = b 2 , (2.4) 

where u and v are the column vectors (U|,U 2 ,-">w„)^ and (V|,V 2 ,---,v„)^ 
respectively. The matrix A is nxn having elements 

( 2 . 5 ) 



The existence and uniqueness of a solution to the equations in (2.2) is thus 
equivalent to be the non-singularity of the matrix A . 

Tuette [53] proposed equations (2.2) in the special case of drawing a planar 
graph with straight lines when A,, y = \/dj for all {i,j) e E , i = (i.e., u,- 

is the barycentre of its neighbors). He proved in this case that a unique solution 
was guaranteed. In his method, the weights were evenly assigned, which can be 
regarded as a generalization of uniform parameterization for point sequences. 

Floater [14] generalized barycentric mapping by allowing every internal vertex 
to be any convex combination of its neighbors and provided an algorithm for 
choosing the convex combinations so that the local shape of the original mesh 
patch is preserved. The basic idea of his algorithm is shown in Figure 2.1 and can 
be described as follows: 




Figure 2. 1. A local illustration for the Floater’s Parameterization. 

Firstly, he adopted the method proposed by Welch and Witkin [56] for making 
local parameterizations to emulate the so-called geodesic polar map, a local 
mapping known in differential geometry that preserves arc length in each radial 
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direction. Suppose x is any internal vertex of the input 3D mesh and 
X|,X 2 ,-".Xrf is its neighbors in an anticlockwise sequence. Let ang(a,b,c) 
denote the angle between the vectors a-b andc-b. Then, choose any 
and u,,U 2 ,'",u^ satisfying, fork = 1,2, ■■■,d , 

IK -«|| = ||xt -x||. ang(U;,u,Ui_|) = 27rang(x*,x,x*^,)/6l (2.6) 



where 0 = Xt=|ang(Xj,x, x^^,) and x,;^., = x, , = u, . In the implementation, 

u = 0 and u , = (||x , - x||, 0) are commonly used for configuration and then 
u 2 , • • • > u are computed in sequence. 

Secondly, for each / € {1,2, •••,£?} , the straight line through u, and u intersects 
the polygon at a unique second point u) which is either a vertex or locates 

on a line segment with endpoints and u . In either case, there is a 
unique r(/)g (1,2, •••,(/}, and unique d^, k= 1, 2, d given in equations (2.7) 

such that S/j > 0 , 5, > 0 , Sij, > 0{k *l,k * r{l)) , D * = 1 , and 

i=l 

d 

u= . 

k=\ 






'area(\x, u )larea{u , , u,(/, , ), 

_ area(u,, u, )/ area(u, , u,(,) , u ) , 
areaiu , , u , u)/ area(u ,, u u ,(„+,) . 

0 , 



k = l 
k = r{l) 
k = r{l) + \ 
others 



(2.7) 



Select / throughout { 1,2, ■••,£/), then 



\ (I d d \ d 

a i=\k=\ *=i a /=! 



(2.8) 



1 d d 

Finally, make = — X * > k = 1,2, such that X'^ 4 =land 

d /=! ■ t=i 

d 

thusu = >a linear convex combination of its neighbors U|,U 2 ,"-,u^. 

*=i 

From the above definitions. Floater’s method considered the weights for convex 
combination in terms of the local edge-length distortion and conformality, which 
was shape preserving in some sense. Note that the weights in his method are local 
and static so that it is not completely effective in preserving the shape of the 3D 
mesh during the dynamic parameterization procedure. 




16 



Chapter 2 



Recently, Levy and Mallet [35] took additional linear constraints into account 
and used the modified barycentric mapping method for non-distorted texture 
mapping. 

Conformal Mapping. There are many methods that seek to minimize the 
distortion of the corresponding angles between the 3D mesh and its 2D 
parameterization (a conformal map [24,51,36,20]). Here, because of its simplicity, 
we introduce the method presented by Pinkall and Polthier [46], which was 
recently developed for intrinsic parameterization [10] combining authalic mapping. 

Pinkall and Polthier first defined the Dirichlet energy of a linear mapping/ 
between two triangles for chart parameterizations by: 

£’D(/) = ^(cot(ang(x2,X3,x,)|u2-u,f +cot(ang(Xj,x,,X2)|uj-U2f 
+ cot(ang(X|,X2,X3))||u, -Ujf) 



As an immediate consequence they defined the Dirichlet energy of a mapping 
/ between two triangulated mesh surfaces as the sum of all energies on triangles: 






= — X (cot«,- +cot /?,■ 

4 (iJ)eE 




( 2 . 10 ) 



where {i,j) is one edge of the input 3D mesh patch, and a, and are the angles 
opposite the edge {i,j) in the two adjacent triangles. For boundary edges there is 
only one triangle incident to this edge so that one term is assumed to be zero. 

Mimicking the differential case, Pinkall and Polthier proposed to define the 
discrete conformal map as the critical point (also known as the minimum) of the 
Dirichlet energy. Since this energy is quadratic, the derivation results in a simple 
linear system, 

I (cot«^. +cot/?y)(u, -u,y) = 0, /or; =1,2, •••,« (2.11) 

OU,. j^Nhbr(i) 



where u, is any internal vertex, u,j are its neighbors, and a^j and are the 
angles opposite the edge (;',/) in the two adjacent triangles, as shown in Figure 
2.2. It has a provably unique solution that is easy to compute once we fix the 
boundaries, the parameter domain. 
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Figure 2.2. A 3D 1-ring and its associated parameterized domain. 

Although there is generally no way to flatten a curved, discrete surface without 
the distortion of angles, the Dirichlet energy depends only on the 3D angles, and 
that in the differential case, the minimum of the Dirichlet energy is indeed 
conformal. 

Harmonic Mapping. Harmonic mapping can be visualized as follows. 
Imagine M to be composed of elastic, triangular rubber sheets sewn together 
along their edges. Stretch the boundary of M over the boundary of the polygon 
P according to the mapping g . Using the elasticity theory, Eck et al. [12] 
reinterpreted the harmonic mapping by minimizing the total spring-like energy 
E), (/) over this configuration of rubber sheets: 

£*(/) = 7 I (2.12) 

2 HJ)eE " " 



where A’,- ^ are the spring constants. 

There are several methods for choosing the spring constants to approximate the 
harmonic mapping in a piecewise linear way. One such method, introduced by 
Kent et al. [29], chose the spring constants as either all equal (i.e., the uniform 
spring constants) or inversely proportional to edge lengths as measured in the 
original mesh. Applying the method of Kent et al. to complex meshes, however, 
neither choice consistently produces satisfactory results. Eck et al. [12] presented 
the following more competitive method for choosing the spring constants: Let 
L(i, j) and Area(i, j, k) denote the length of one edge (/, j) and the area of one 
triangle (;, 7 , k), respectively, both as measured in M . Each interior edge (i,j) is 
incident to two triangles, say (/, j, ) and (/, j, ) . Then 



^,.7 = ( 2 -^ (b k^) + l? iJ, ky)-L^ a, J)) / Areaii, j, ) 
-t {Lf (i, k2) + L^ U, k.^)-L^ (i, j )) / Area{i, j , ) 



(2.13) 
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For the boundary edges, the formula for computing the spring constants has 
only one term. 

The system (2.12) is positive definite although the spring constants computed 
by the equations in (2.13) can assume negative values and its unique minimum can 
be found by solving a sparse linear least-squares problem. In contrast with 
harmonic mapping itself, the piecewise linear approximation of Eck et al. is not 
always an embedding. In these cases the uniform spring constants are used instead. 
Other than the simplicity of computation, the total performance of the method by 
Eck et al. is comparable to that of the nonlinear method, also based on elasticity 
theory, by Maillot et al. [39]. 

2.2.2 Non-Linear Methods 

To find a good parameterization from the mesh M to the 2D domain P , many 
researchers took into consideration the combination of the distortions on the 
corresponding edge-length and triangle-area [39], the Dirichlet Energy per 
parameter area [26], or the average and maximum geometric stretch [49,50], 
which resulted in the non-linear metrics as well as the non-linear minimization 
process. Since the geometric-stretch metric differs greatly from the metrics 
mentioned in the previous sections, we introduce it in detail as follows. 

Given atriangle T with u,, 112 , 113 , u,- =(«;,v,) as the coordinates of its three 
vertices in the 2D domain, and the corresponding 3D coordinates x,,X 2 ,X 3 , the 
unique affine mapping / is 

/(u) = (^fea(u,U2,U3)x, -I- ,4rea(U|,u,U3)x2 

-r ,4rea(U| ,U 2 ,u)Xj)/ Area(u^,U 2 ,»i) 

Since the mapping is affine, its partial derivatives are constant over (u, v) and 
given by 



=(Xi(v2-V3)4-X2(v3-V|)-rXj(v, -V2))/(2.Irea(u,,U2,U3)) 

1/v =(Xi(»3-“2) + X 2 («i -« 3 ) + Xj(u2 -M,))/(2.4/-ea(u,,U2,U3)) 

The lacobian matrix of the mapping / is Jy(u,v) = [/„ /„]. Its singular 

values, r and y , represent the largest and smallest lengths obtained when 
mapping unit-length vectors from the 2D domain to the mesh, i.e., the largest and 
smallest geometric stretch. They are given by 
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where ctf=fu'fu^ = fv 'fv ■ Then, two stretch norms over 

triangle T are defined by: 




The norm L 2 {T) corresponds to the root-mean-square stretch, and the worst- 
case norm L^{T) is the greatest stretch over all directions in the domain. Once 
the area of the parameterization of T becomes zero (i.e., degenerate) or negative 
(i.e., flipped), both norms are defined to infinity. 

Two analogous norms over the entire mesh M = {Tj) are given by: 



LiiM) 




= max 

TsM 



(2.18) 



Such stretch norms can be normalized by multiplying with a factor, 
lY.T,eM ^(T,)/Sr,eW ^'(7^ ) . where A{T,) and A'(Ti) are the area of triangle T 



in the 2D domain and in the mesh, respectively. 

To minimize the non-linear metrics L^iM) and L„{M) , it starts from a 
solution produced by one of the linear approaches (such as the uniform spring-like 
energy minimization), and then performs several optimization iterations. Within 
each iteration the neighborhood stretches of vertices are considered and listed in 
decreasing order, then, for each vertex, a line search along a randomly chosen 
search direction in the 2D kernel of the polygons enclosed by its neighbors is 
performed to minimize its neighborhood stretch as well as the total stretch. 



2.2.3 Examples 

Figure 2.3 shows chart parameterizations using several methods. The simple 
mesh used here is the head of the Cat model present in the work of Floppe et al. 
[25]. The boundary of this mesh is mapped into a square using the chord-length 
parameterization [14]. The comer vertices are marked as the red dots in Figure 2.3 
(a). According to [50], the geometric-stretch minimizing method is often better at 
capturing high-frequency detail over the entire surfaces. 
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(a) A 3D chart (b) Floater [14] (c) Hormann [26] (d) Maillot [39] (e) Sander [50] 



Figure 2.3. Chart parameterization by several methods. 



2.3. Transforming Meshes into Images 

In this section, we introduce two schemes for transforming an arbitrary mesh 
into an image using parameterization. One is the single-chart transform scheme: 
open the mesh into a single chart by cutting along an appropriate set of edges and 
then parameterize it into a 2D rectangular domain. The other is the multi-chart 
transform scheme: to avoid the excessive distortion from the single-chart 
transform, the mesh is firstly partitioned into several charts by some criteria, then 
each chart is parameterized into a 2D domain, and finally the parameterized charts 
are packed into an image. 

2.3.1 Single-Chart Transform 

To transform a manifold mesh of arbitrary genus to the representation of a 
single image by parameterization, the first task is to find an initial cut that opens 
the mesh topologically isomorphic to a disk. The cut mesh can then be regarded as 
a single patch and transformed into a 2D rectangular domain as an image by patch 
parameterization. 

It is well known that any manifold polygonal mesh can be opened into a 
topological disk by cutting along an appropriate set of edges, called a polygonal 
schema [41,31,13]. Such an algorithm presented by Dey et al. [11] and developed 
by Gu et al. [19] works as follows. 

First, let B be the set of boundary edges in the original mesh. This set remains 
frozen throughout the algorithm, and is always a subset of the final cut. Second, 
arbitrarily select a triangle as the seed to remove from the mesh, and then perform 
two removing subprocedures: edge-triangle removals and vertex-edge removals. In 
the edge-triangle removing subprocedure, repeatedly identify an edge ei B 
adjacent to exactly one triangle, and remove both the edge and the triangle. Note 
that the two remaining edges of the triangle are left in the simplicial complex, even 
if they are dangling. In order to obtain a result of "minimal radius", the candidate 
edge-triangle removals are ordered according to their geodesic distance from the 
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seed triangle. When this subprocedure terminates, a topological disk that includes 
all of the faces of the mesh has been removed. Thus, the remaining edges must 
form a topological cut of the mesh but also include many unnecessary edges. In 
the vertex-edge removing subprocedure, repeatedly identify a vertex adjacent to 
exactly one edge (i.e. a dangling edge), and remove both the vertex and the edge. 
This second subprocedure for the vertex-edge removals terminates when all the 
dangling edges have been trimmed away, leaving just the connected loops. At this 
moment, the resulting cut may be serrated, i.e., it is not made up of the shortest 
paths. Finally, each cut-path in the cut is straightened by computing a constrained 
shortest path that connects its two adjacent cut-nodes and stays within a 
neighborhood of the original cut-path. Specially, for a closed mesh of genus zero, 
the resulting cut consists of a single vertex so that two edges incident to the 
remaining vertex are added back to the cut. 







Figure 2. 4. Transforming a mesh lo a single-chart image by Gu et al. [ 1 9] . 



Such an initial cut only guarantees the mesh can be opened into a topological 
disk. Flowever, the transform between the mesh and its 2D version agreeing with 
mapping the initial cut to a rectangle in the 2D domain might produce a large 
distortion. Thus, the second work of transforming a mesh into a single image is to 
optimize the cut as well to improve the quality of the transform. Gu et al. [19] 
proposed an iterative algorithm with the cut optimization and the patch 
parameterization by turns. A result of their algorithm is shown in Figure 2.4. The 
basic strategy is as follows: Repeatedly, parameterize the mesh into a circular 
domain under the current cut using a shape-preserving parameterization of Floater 
[14]; find an "extremal" vertex, which is one vertex of the triangle with the 
maximum geometric stretch [50]; find the shortest path (as measured in the mesh 
M ) from the extremal vertex to the current cut; and finally update the cut by 
adding this shortest path. This procedure terminates when the geometric stretch of 
the entire mesh using the geometric- stretch parameterization [50] (at this time, the 
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mesh is parameterized into a rectangular domain instead of a circular domain) 
cannot be reduced. 

2.3.2 Multi-Chart Transform 

Although single-chart transforms can create completely regular meshes by 
remeshing techniques and avoid the discontinuity across multiple charts, they may 
introduce significant geometric stretch and noticeable artefacts when the models 
are high genus or have very sharp edges. 

The more common ways to avoid excessive distortion involve partitioning an 
arbitrary mesh into several charts and then parameterizing each chart into a 2D 
domain, referred to as a multi-chart parameterization [50,36]. However, 
partitioning the surface into many charts has drawbacks: multi-chart transforms 
can only create the semi-regular meshes by using current remeshing techniques 
and often produce serious discontinuities across the charts. Thus, a balance must 
be considered between the distortion of parameterization and the drawbacks of 
multiple charts. 

Various mesh-partitioning algorithms have been developed in the past ten years. 
In the work of Pederson [44] and Krishnamurthy and Levoy [30], the user had to 
partition the model in an interactive way. To perform automatic segmentation. 
Maillot et al. [39] partitioned the mesh by a bucketing of face normals. Eck et al. 
[12] developed a Voronoi-based partition. Kalvin and Taylor [28] partitioned the 
surface into a set of "superfaces". Their algorithm merged two adjacent faces 
under a planarity threshold. Mangan and Whitaker [40] presented the curvature- 
based partitioning algorithm by generalizing morphological watersheds to 3D 
surfaces. Several multiresolution methods [33,23] decomposed the model into 
several charts corresponding to the simplices of the base complex. Garland et al. 
[17] described a process of hierarchical face clustering with quadric error metric. 
Following them, Sander et al. [50] improved the partitions with boundary 
straightening. More recently. Levy et al. [36] partitioned the mesh into charts with 
feature extraction and region growing. 

Once the mesh is partitioned into several charts, a chart-merging operation is 
performed if it results in any chart with fewer than three corners or if the boundary 
between one chart and any adjacent chart consists of more than one connected 
component. This merging operation guarantees that each chart remains isomorphic 
to a topological disk. Furthermore, the boundaries of the charts can be optimized 
with the shortest paths in the mesh constrained not to intersect each other [50]. 

After the charts of an arbitrary mesh are created, patch parameterization can be 
used to individually transform each of them into a 2D polygonal domain. Then, 
each parameterized chart polygon is uniformly resized to coincide with the area as 
measured in the 3D mesh, or with the average geometric stretch between the 2D 
domain and the corresponding 3D chart. Finally, the parameterized charts are 
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packed into a rectangular image [42,2,50,36]. An example for the multi-chart 
transform is shown in Figure 2.5. 
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Figure 2.5. Transforming a mesh into a multi-chart image by Sander et al. [50]. 



2.4. Applications 

This section introduces several significant applications related to the mesh-to- 
image transform. At present, these applications and their implied techniques are 
attracting an increasing research attention, and not only in the computer graphics 
community. 

Texture Mapping. Texture mapping is a common technique for dealing with 
color on a surface. Once a mesh is parameterized into a 2D rectangular domain 
(i.e., image), the one-to-one correspondence between the vertices x,. in the mesh 
and the vertices U; in the image is built: /(x,) = u,. ; and then any point p, on the 
surface tiled with the mesh can be mapped to one pixel I,, of the image: 

Suppose P( is in the interior (or on the boundary) of the triangle 
{Xy,Xj,x,} in the mesh, represented by p,. = a,.x^. + y 3 ,Xj -t-^'jX; , 
Uj ,Pi,Yi ^ 0 , a,. + Pj + yi =1 using the barycentric mapping, then build the 
mapping 

/(P/) = a,/(x^) + y9,/(Xi) + r,/(x,) = a,Uj +y,u, =1,. 



( 2 . 19 ) 
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Thus, the color on a surface can be conveniently stored into an image [8,50,19]; 
on the contrary, texturing the mesh M is then as simple as pasting a picture onto 
the parameter domain, and mapping each triangle of the original mesh M with the 
part of the picture present within the associated triangle in the parameter plane, 
also referred to as 3D painting [36]. See Figure 2.6 as an example. 




Figure 2.6. The mesh-to-image transform used for 3D painting by Levy et al. [36]. 

Texture mapping is just one instance of mapping. In fact, almost all of the 
intrinsic properties (displacement [7,32], normal [15,8,19], curvature [1], 
geometry [19], etc) on a surface can be alternatively represented in the form of 2D 
images as surface color by mapping. Other forms of mapping can use the same 
texture coordinate parameterization, but contain something other than surface 
color. For instance, displacement mapping [7] contains perturbations of the surface 
position, typically used to add surface detail to a simple model; bump mapping [4] 
is similar, but instead gives perturbations of the surface normal, used to make a 
smooth surface appear bumpy but not change the surface’s silhouette; and normal 
mapping [15] can also make a smooth surface appear bumpy, but contain the 
actual normal instead ofjust a perturbation of the normal. 

Texture mapping is available in most current graphics systems, including 
workstations and PCs. Other mapping techniques also become effective using the 
hardware accelerated OpenGL functions [45,43,6]. 

Remeshing. With advances in the hardware for 3D data acquisition and the 
software for data alignment and mesh generation, a mass of meshes with complex 
structures and vivid details are readily available, coming from a variety of sources 
including 3D scanners, modeling software, and output from computer vision 
algorithms. However, they often suffer from irregular connectivity, random 
sampling, and huge size, which are far from ideal for subsequent applications: for 
instance. Finite Element computations, detailed but real-time rendering, mesh 
compression and transmission, and multiresolution analysis. Instead, meshes with 
(semi-) regular connectivity, nearly equilateral triangles, or appropriate sampling 
density are preferable inputs to most existing geometry processing algorithms. 
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Remeshing, i.e., modifying the sampling and connectivity of a geometry to 
generate a new mesh with reasonable faithfulness to the origin, is therefore a 
fundamental technique for efficient mesh processing. 

A great deal of work has already been done on remeshing [38,12,33,22-23,5- 
6,27]. The majority of these techniques are semi-regular remeshing techniques 
based on a base 3D mesh (also referred to as control mesh) constructed by mesh 
simplification [25,16,37]. Once an arbitrary mesh is transformed into an image by 
parameterizations, it becomes much more flexible in terms of the quality of the 
remeshing, including its uniformity, regularity, semi-regularity, curvature sensitive 
resampling, and feature preservation, with the signal processing and halftoning 
tools for images [5-6,19,1], as shown in Figure 2.7. 
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(d) Regular remeshing (e) Semi-regular remeshing (f) Curvature-sensitive remeshing 
Figure 2. 1. The mesh-to-image transform used for remeshing by Alliez et al. [ 1]. 
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Mesh Compression. Mesh compression has recently been an active area of 
research. Several skilful schemes have been proposed for almost lossless 
compression [52,21], The mesh connectivity is encoded in an average of less than 
two bits per triangle with an appropriate triangle-traverse order, and the mesh 
geometry (i.e., vertex positions) is compressed within the desired accuracy by 
quantization, local prediction, and entropy encoding with an appropriate vertex- 
traverse order. In addition, a multiresolution mesh compression approach has also 
been developed based on subdivision schemes. It works as follows: the mesh is 
firstly simplified into a control mesh, a coarse one with fewer triangles. The 
control mesh is then refined in several successive subdivisions in which the finer 
geometric displacements are represented by a set of vector-valued or even scale- 
valued wavelet coefficients [38, 12,32,23]. 




(a) 49 KB (b)12KB (c) 3 KB 



Figure 2.8. The mesh-to-image transform used for compression by Gu et al. [19]. 

More recently, Gu et al. [19] presented an image-based mesh compression 
scheme. One of their results is shown in Figure 2.8. As introduced in the previous 
sections of this chapter, the mesh is firstly transformed into an image by 
parameterizations; and then it can be encoded as an image. In our opinion, this is a 
promising avenue for mesh compression. Many effective image-compression 
coders, such as the wavelet coder [9], can be exploited to compress the meshes. 
Besides the mesh geometry, all of the intrinsic properties (such as color, normal, 
and curvature) of the mesh can be alternatively represented in the form of 
convenient images, sharing the same parameterization, so it is easy to construct a 
unified compression. Furthermore, using the powerful processing tools for images, 
it offers more flexible control of the quality of the mesh compression, 
decompression and reconstruction. 
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2.5. Conclusion 

In this chapter, we surveyed current mesh-to-image transform technologies. We 
first focused on the methods for parameterizing a chart, i.e. a simple connected 
mesh isomorphic to a topological disk, into a 2D domain, and also introduced 
several distortions such as shape-preserving, angle-preserving, edge-length- 
preserving, and geometric stretch between the 3D mesh and its associated 
parameterization. Subsequently, the single-chart and multi-chart transform 
schemes for the arbitrary meshes were discussed, together with several interesting 
applications. 
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Abstract This chapter introduces a mathematical framework for 3D visions and 
modeling based on attributed hypergraph representation (AHR). It presents 
the data structure and algorithms that build, manipulate and transform 
augmented AHRs. The AHR model is built upon irregular triangular meshes. 
A net-like data structure is designed to handle the dynamic changes in AHR 
to give flexibility to the graph structure. Our research and implementation 
demonstrate the integration of machine vision and computer graphics. 

Keywords: 3D Vision, 3D modeling and reconstruction, representation, attributed 

graphs, attributed hypergraphs 



3.1. Introduction 

Computational modeling provides the theoretical fundamentals for a wide 
spectrum of research topics, such as machine vision and computer animation. With 
the emergence of virtual reality, intelligent modeling for a broader surrounding 
becomes increasingly important. The objective of 3D vision and modeling is to 
derive certain spatial and descriptive information from images and construct 3D 
models. The constructed 3D model can be represented in various internal 
structures, from triangular meshes to symbolic representations such as attributed 
hypergraphs (AHR). Imaging information extracted usually includes object surface 
colours and textures. Spatial information derived is related to the pose of object 
surface and edge features in 3D space. In an AHR, these features of the real world 
are virtually preserved, manipulated and transformed. 
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3.1.1 Object Modeling Applications 

Model Based 3D Computer Vision is a process directly making use of object 
modeling. In model based 3D vision systems, 3D models can be matched against 
2D views for object identification, pose calculation or motion analysis. Computer 
Animation has been making rapid progress largely because of its success in the 
entertainment industry. In a typical animation system, controlled by the animator, 
a multi-body is animated from its models according to kinematics and dynamic 
specifications. An intelligent modeling approach will minimize the operator 
interactions by allowing automatic derivation of local motion and deformation. 
Virtual Reality (VR) and Augmented Virtual Reality (AR) did not catch enough 
interest until the maturity of computer graphics and visualization technologies in 
the 1990s. VR technology today not only presents to users but also immerses them 
with a computer generated virtual world. Extended from VR, AR allows users to 
interact with a real world superimposed with computer graphics. Hence the 
combined VR and AR world would appear to the users as if both the real and the 
virtual objects coexist. Modeling for VR and AR should enable real-time 
performance and vivid presentation, requiring that the object's shape, texture, 
colours and physical parameters be registered in a unified representation. 

3.1.2 Object Modeling Metbodologies 

Continuous Modeling. Continuous modelling approximates the entire or a 
functional part of 3D objects by geometrical primitives (blocks, polyhedrons, 
cylinders or superquadrics). Kinematics and physical features can be attached to 
the primitive set. For example, Barr “borrowed” the techniques from linear 
mechanical analysis to approximate 3D objects [1] using angle-preserving 
transformations on superquadrics. Terzopoulos et. al. defined deformable 

superquadrics [12] with a physical feature based approach: in animation, the 
behaviour of the deformable superquadrics is governed by motion equations based 
on physics; in model construction, a model is fitted with 3D visual information by 
transforming the data and simulating the motion equations through time. It is easy 
to detect, attach and apply geometric, kinematic and physical parameters to the 
continuously modelled objects. Nevertheless, it is still difficult to mimic 
behavioural features since the model lacks a symbolic structure to fit in or to 
articulate the behavioural languages. For many real world objects, approximation 
by pre-defined primitives is very difficult if not impossible. 

Discrete Modeling. A variety of computer vision applications involve highly 
irregular, unstructured and dynamic scenes characterized by sharp and non- 
uniform variations in irregular spatial features and physical properties. Discrete 
modeling is able to approximate this kind of objects by large patches of simple 
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primitives, such as polygons or tetrahedrons. Physical and kinematical features can 
be flexibly associated with one or a group of primitives. Triangular mesh is the 
most popular discrete modeling method. The abundance of algorithms to 
manipulate triangular meshes encourages and facilitates their use in many vision 
and graphics applications [4][6]. Behavioural features such as facial expressions 
and emotions can be modelled by attaching physical constraints on triangular 
meshes [13]. Its main drawback is the lack of a structure to perform symbolic 
operations. Furthermore, the mesh primitives are unstructured and could capture 
only local features instead of higher level information. 

Graph Based Symbolic Modeling. In this approach, a complex object is 
usually represented by a set of primitives and the relations among them in the 
form of a graph. If the primitives are blocks such as cylinders, it is a clone of 
continuous modeling. If the model consists of a vast number of primitives (e.g., 
polygons), it is an extension of discrete modeling. The graph representation was 
first introduced for the script description of a scene in AI [11]. In 3D model 
synthesis, random graphs were applied to tackle the uncertainties in image 
processing [15]. In [14], attributed hypergraph model was constructed based on 
model features and used for 3D recognition and pose determination. Since graph 
based modeling approaches introduce the concepts of primitives and relations, it is 
straightforward to build a hierarchical representation. However, they need further 
improvements to address the problems in representing highly dynamic and 
deformable objects. 

3.1.3 Problem Definition 

Most existing 3D vision systems lack the capability to operate at symbolic or 
knowledge level. It is hard to learn unknown patterns from the sensed data. For 
computer vision and animation, an AHR is ideal as it is generic and effective for 
manipulation. Our research attempts: 1) to establish a mathematical framework for 
AHR; 2) to explore the algorithms that build, manipulate and augment AHRs and 
3) to develop an algorithm that controls and generates 3D animations. We base our 
AHR 3D modelling methodology on triangular mesh approximation. A net-like 
data structure is then designed to handle the dynamic changes in the 
representations to overcome the inflexibility of the graph structure. 



3.2. Attributed Hypergraph Representation (AHR) 

Here, AHR formalism based on category theory is introduced to provide a 
generalized framework for object modeling, transformation and manipulation. The 
category framework, embodied the concepts of objects, transformations, 
invariance and equivalence, allows patterns to be represented with a more general 
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and elegant mathematical formalism. Category theory also helps to establish links 
among different notions or aspects of the same problem. 

3.2.1 Category Theory and Graph Based Representation 

The theory of categories constitutes an autonomous branch of mathematics 
and has found many applications [10]. Based on a categorical framework, we 
establish the AHR for 3D object modelling from a mathematical perspective. 

Notations and Definitions: 

Definition 3.1. A Category C is formed if a class of elements, called objects, 
is given such that: 

■ For each pair of objects (0^,02) in C, a map u , called a morphism 
(denoted as (9, — - — > O 2 ) is given; 

■ For each object 0 in C, there is an identity morphism Iq , such that, 

if O > O' ,then 0 = 0’; 

■ The composition (denoted as ® ) of maps of morphisms satisfy: 

1 If 0| — - — > O 2 — O3 then V 18) M is the map that maps O, to O3 , 

i.e., O, > 0, If O,— ^^Oj-^Oj— ^O^ then 

0, -^^Oj ^^O, and O, -^O, > 0, 

2 If 0| — O2 , identity maps always compose to give 1 q.®u —U and 

u® I ^ =u 

The categories commonly seen in mathematics have objects that are structured 
sets with morphisms relating them. For example: Set, Grp (groups and group 
homomorphisms) and Gph (graphs and the graph morphisms). 

Definition 3.2. A morphism u from 0 to O', denoted as O — - — >0', is 
called a retraction if for each entity in O' , there is a unique non-null entity in 0 
that corresponds to it by u. A morphism u from 0 to O' is called a coretraction 
if for each entity in 0 , by m there is a unique non-null entity in O' that 
corresponds to it. A morphism u is an isomorphism, if it is both a retraction and a 
coretraction, and then 0 is said to be isomorphic to O' , denoted as O ~ O' . If 

O ~ O' and 0'~ 0" then 0 ~ 0" . 

Definition 3.3. A covariant functor F from category C, to category C 2 
is defined as a pair of maps F — , F ^^^ ) : objects of C, — — > objects of 
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C2 ; morphisms of C, — — > morphisms of Cj ; or simply C, — > Cj . 
Usually we refer to a covariant functor as a functor. 

Figure 3.1 gives an example ofafunctor. G| and Gj are two objects in Gph, 
and a morphism u is defined such that G, — - — > ■ A covariant functor 

F = {F„,j,F„J is defined as the mapping from Gph to Set. We have 

G| — — — and Gj — — — >82 ■ Corresponding to u , the morphism between 
Si and 82 isF„„,. 




Figure 3.1. An example of a function that maps graph category to set category. 



Definition 3.4. If a functor defined on C, and Cj preserves all retractions 
(coretractions, isomorphisms) from C, to C2 , it is called retraction preserving 
(coretraction preserving, isomorphism preserving) functor. 

Definition 3.5. The composition of two functors Fj on categories C, , C2 
( C| — - — > C2 ) and F2 on categories Cj , C3 ( C2 — ^ — > C3 ) is defined as the 
functor F2 (8) on C, and C3 , such that C, — ^ C3 . 

Definition 3.6. A graph G is an ordered pair (V, E) where 

F = {vj 1 < A: < «} is a set of n vertices, and 

E = {Sij I e^j = (v,.,v^.),l < i < n,l <j<n} 

is a set of edges. Each 6/ j in E relates two vertices V,. and Vj of V . 

Definition 3.7. A graph 5 is a subgraph of G (written as 5 C G ) if 

F5 C Fg and C Fg . If 5 C G , G is called a supergraph of S . 
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Definition 3.8. A subgraph S of graph G is detached in G if there is no 
vertex in S adjacent to any vertex of G is not in X ; a non-null graph G is 
connected iff there is no non-null subgraph of G that is detached in G . 

Definition 3.9. An attributed graph G is a graph defined as an ordered pair 
G= (V,E) associated with ^^and where G is a graph, ^4^is a finite set 

of vertex attributes and is a finite set of edge attributes. Both are defined on 
continuous domains. Each vertex in W assumes values of attributes from Ay , and 
each edge in E assumes values of attributes from A^ . 

Definition 3.10. A hypergraph is an ordered pair G = (X,Y) , where 

X = {v. 1 1 < f < n} is a finite set of vertices and Y = {H j 1 1 < j < m} is a 

finite set of hyperedges; each Hj is a subset of X such that 



Definition 3.11. An attributed hypergraph (AH) G is a hypergraph defined as 
an ordered pair G = {X, Y) associated with Aj^ and Ay , where G = (X, Y) is 
a hypergraph, A^ and Ay are finite sets of hyperedge attribute respectively. 
Each vertex in X and each hyperedge in Y may assume values of attribute 
from Ay respectively. 

3.2.2 Category Theory and Graph Theory for 3D Object Modeling 

Early object representations in computer vision and graphics mainly focused on 
geometrical features. With kinematical constraints attached, such representations 
were able to analyze motions. Then systems based on physical constraints were 
developed to solve animation and vision problems in highly deformable situations. 
The geometrical and physical features adequately characterize the corresponding 
objects for modeling and manipulation. However, they lack the capability to 
represent more complex features such as the behavioural ones due to the absence 
of high level structures. The graph based approaches are designed to solve this 
problem by mapping the primitive features to vertices and their relations to edges. 
Symbolic processing on graphs is possible and a few graph based algorithms are 
effective for common tasks such as searching, traversing and matching. 

In the view of category theory, object representation and transformation are 
equivalent to applying functors on a category. The geometric, physical and graph 
representations constitute three different categories: 
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■ The geometrical spaces, with geometrical descriptions and the kinematic 
transformations defined on it, comprise the geometrical category (Geo); 

■ The physical states identified by sets of physical parameters and the state 
transition functions make up the physical category {Phy)\ 

■ The graph and the graph morphisms form the graph category Gph. 

With the concept of functor defined in the scope of computer vision and 
graphics applications, the graph based representation can be viewed as the 
abstractions from geometrical and/or physical representations by applying the 
functors that map Geo and Phy to Gph respectively using categorical languages. 
The benefits of using category theory on 3D object modelling are: 

■ It provides a theoretical background for building a generic framework; 

■ It unifies spatial and algebraic approaches in object modelling; 

■ The formalism creates links among different aspects of modelling; 

■ It gives a general formalization of computational process using functors. 

However, category theory cannot by itself solve modelling problems in an 
application domain. Yet, it does render a particular methodology to formalize 
structure, pattern and shape. It should be adjoined with other mathematical 
disciplines for defining objects and transformations in an application domain. In 
this chapter, AHR is used to formulate 3D object modelling, whereas notions in 
category theory are adopted as the language in the formalization. 

3.2.3 Data Structure of Attributed Hypergraph Representation 

The Dynamic Structure of AHR. Traditional graph based modeling has a 
drawback that their graph structures are too rigid. Hence, they are not very 
appropriate for modeling highly deformable objects. We implement AHR with a 
net-like dynamic data structure (Figure 3.2) and call it a dynamic hypergraph 
(DAH). In a hypergraph, a subgraph is also a hypergraph. A subset or a superset of 
a hyperedge is also a hyperedge. Likewise, a hypergraph or any of its subgraphs 
can be represented by a collection of hyperedges. This property enables us to 
define a unified data structure for different types of entities in a hypergraph. In the 
net-like data structure as illustrated, the basic element is called a node (shown as a 
rectangle). The nodes on the bottom layer represent the vertices; those on the 
intermediate layers are the hyperedges which are supersets of the nodes on their 
lower layers; and the node on the top layer (called the roof) represents the entire 
hypergraph. There are three types of directional links between the nodes. Links 
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from the nodes on the lower layer to the higher layer ones represent the relation 
subset-of, those from the higher (upper) layer to the lower layer ones have the 
relation superset-of\ and those between the nodes on the same layer are the 
adjacency relations. If for each node there is an attribute associated with it, the 
hypergraph becomes an AH. In DAH, the structural changes on AHs can be 
handled efficiently. For example, the join of two hyperedges is simply the 
combination of the two corresponding nodes and the re-organization of the 
associated links. Graph based computations such as the re-organization of a 
hyperedge based on certain criteria can be performed by reshuffling the links 
among the nodes. In a DAH, the nodes on the bottom layer and the links among 
them construct an elementary graph. 
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Figure 3.2. The net-like structure for dynamic attributed hypergraph with nodes and links. 

Definition 3.12. In a DAH, the nodes on the bottom layer are called the 
elementary nodes', the links among the elementary nodes are called the elementary 
edges. The attributed graph which consists of the elementary nodes and the 
elementary edges is called the elementary graph of the DAH. 

If a DAH has n layers, and the node set on layer i is X ■ , then DAH 

G = (X,Y) can be written in the form of G = where 

X = X, and Y = {X 2,X^,...,X . The meanings of the nodes on the 

intermediate layers depend on the applications. For example, in geometrical 
modeling, we can have two intermediate layers based on elementary graph: 

■ The elementary graph characterizes the basic features extracted from the 
sensory data such as comer points and lines; 
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■ The hyperedges on the first intermediate layer represent the organizations of 
the bottom layer nodes, forming surface patches; 

■ The hyperedges on higher layers represent higher level knowledge; 

■ The root node represents the entire hypergraph. 

The elementary graph is critical for a complete and precise representation since 
it provides the basis to abstract the information required by the nodes on higher 
layers. We use the triangular meshes to create the elementary graph. 

Triangular Meshes of Range Data. The bottom layer of a DAH needs to 
satisfy two requirements simultaneously: 1) the ability to represent subtle features 
for general 3D patterns for reconstructing a complete object; and 2) the suitability 
to integrate the representation into a structural framework. Therefore it is 
necessary to compile and abstract the raw imaging data. It is ideal to use a mesh 
based representation due to the unstructured nature of general 3D shapes. We 
adopted the triangular mesh algorithm proposed in [4]. 

Hypergraph Based on Triangular Mesh. With triangular meshes, an object 
can be approximated using its salient geometrical or other extracted features. The 
structure of the mesh fits well in graph based representations. In the vertex-edge 
structure, a triangular mesh T is in the form of T -(K ) where F, is the 

vertex set and is the edge set of the mesh. 

Definition 3.13. A representative attributed graph (RAG) G = (V,E) of a 
triangular mesh T is an attributed graph constructed in the following manner: 

■ For each vertex V, £ F, , there is a vertex G F corresponding to it; 

■ For each edge e, £ . there is an edge G £ corresponding to it; 

■ V, 's features are mapped to 's features and e, 's features are mapped 
to e^'s features. 

In the net-like DAH data structure (refer to Figure 3.2), the elementary nodes 
on the bottom layer consist of the vertices in the RAG, and the elementary edges 
are copied from the edges in the RAG. The surface's properties attached to the 
mesh, such as pose, area, colour, texture, etc. are mapped to the attributes 
associated with the vertices or edges. Thus, the RAG of the mesh directly 
constitutes the elementary graph of the AH. 
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Definition 3.14. Suppose that X = is the vertex set of 

hypergraph G = E = {x^^ ,X^^ ,---,X^ }(£ C X,e/^ < n, k = 1,2,. ..m) 

is a hyperedge, and { } are the vertex attribute sets associated with 

vertices {x^ ,X^ ,■■■■, } respectively. We say that £ is a hyperedge induced 

by attribute value a , if for the selected attribute value a , we have: 

■ the corresponding vertex X)^ & E\ 

■ a ^ Uf. if the corresponding vertex Xj^ ^ E \ 

■ £ is connected. 

Different from classical hyperedges, hyperedges in a DAH can be generated 
from the topologies of the nodes on any of their lower layers. In a triangular mesh 
based DAH, a hyperedge can be a collection of triangles in the RAG and represent 
the organizations of those triangles based on certain constraints. Figure 3.3 (a) 
shows a sample 3D scene with simple triangles as its surfaces. The AHR generated 
for navigation guidance in a 3D scene is illustrated in Figure 3.3 (b). For 
simplicity, it only shows the elementary graph and the hyperedges (as the dashed 
closed loops). A navigable area is defined by a hyperedge which contains the floor 
area. 




Figure 3.3. (a) A simple 3D indoor scene; (b) the AHR for vision guided navigation. 



Another example of hyperedge construction is texture binding for augmented 
reality (AR). As shown later, to from an AR from real world scenes and virtual 
elements, natural looking textures have to be extracted from 2D views and then 
transposed to 3D surfaces. Thus, the features to construct the hyperedges are the 
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surface textures and connectivity properties of the triangles. Figure 3.4 (a) shows a 
similar 3D scene as the one in Figure 3.3 but with textures mapped to the triangles. 
Figure 3.4 (b) shows the corresponding AFIR for texture binding. The hyperedges 
are different from those in Figure 3.3 (b). With the AFIR, we can change the wall 
paper of the room by simply changing the attribute value of the corresponding 
hyperedge. More details about attributed hyperedge generation will be discussed 
later. 





Figure 3.4. (a) A textured indoor 3D scene, (b) The AHR for texture binding in AR. 
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Figure 3.5. The primary operators for an attributed hypergraph: (a) dichotomy; (b) 
merge; (c) subdivision; (d) join; (e) attribute transition. 
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Primary Operators on Hypergraph. Corresponding to the motions of a 3D 
pattern, the transformations on its AHR are represented hy a series of operators. 
Besides the commonly known operators of union and intersection, Figure 3.5 
depicts the operators of dichotomy, merge, subdivision, join and attribute 
transition. Compound operators (Figure 3.6) can also he defined. From category 
theory, primary operators and their compositions constitute the morphisms 
between different AHRs in the AH category Ahp. The functor then corresponds to 
the motions of the 3D patterns. 



v2 





Figure 3. 6. A compound operator defined on a simple graph. 



3.3. 3D Object Modeling using AHR and AH Operators 

Three levels of information are involved in the AHR based modeling 
methodology: a) Realization level is the visual level depicting the actual scene. It 
is the platform where the reconstructed 3D scene is rendered and back-projected, b) 
Feature level has the features which are used to extract symbolic information, or 
to reconstruct 3D scenes through the hack-projection to the realization level, c) 
Symbolic level is the representation level with symbolic information to form an 
attributed hypergraph. Figure 3.7 illustrates the relations among the three levels. 
The use of AHR enables us to manipulate 3D data focusing only on the selected 
feature types on higher levels. At the representation level instead of the realization 
and feature levels, transformations are in the form of AH operators on the AHR to 
represent various changes of the scene, such as augmentation and animation. 

When transformations are applied over an AHR, kinematic features and 
physical features are sufficient to characterize the rigid or non-rigid motions of the 
object. Based on the kinematic and physical attributes, we further introduce the 
behavioural attributes, a high-level feature type to model constraints, ego-motions 
and other intelligent behaviours of the objects. The kinematic and physical 
attributes are extracted directly from the triangular mesh, while the behavioural 
attributes are abstracted from the kinematic and physical attributes. The attributed 




3D Modeling Based on Attributed Hypergraphs 



43 



hypergraph is constructed from the triangular mesh together with all three types of 
attributes. In the following, we provide the details of the 3D object modelling. 




3.3.1 Modeling of Geometrical Shapes 

Modeling geometrical shapes from triangular meshes is straightforward: 

Realization Level. The surfaces of a 3D object are approximated by different 
patches in triangular meshes: each patch itself constitutes a mesh with 2.5D range 
data. For rendering, they are back-projected onto the viewing plane after being 
fitted by the surface spline functions [3]. 

Feature Level. At this level, relevant information is the geometrical features 
extracted from the meshes. The detection of the geometrical features is by 
studying neighbouring triangles or neighbouring patches of triangles and the 
common edges/boundaries among them. Common features include edges, comers, 
ridges, ravines, peaks, pits and saddles. 

Symbolic Level. Task dependent symbolic information about 3D shapes can be 
extracted. For example, for vision guided navigation purpose, such symbolic 
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information will include a conceptual map built upon the ridges, ravines, peaks, 
pits and saddles at the feature level. Figure 3.8 illustrates an example. 

In Figure 3.9 (a), the geometric model of a simple terrain is approximated by a 
triangular mesh consisting of a tetrahedron (hill) and two triangles (plain). Figures 
3.9 (b) and (c) show the corresponding AHR and DAH respectively. 




(a) 



Touches 




(b) 



Figure 3.8. (a) A sample outdoor scene, (b) The corresponding conceptual graph. 



3.3.2 Modeling of Kinematic Transformations 

Kinematic transformations include rotation, translation, scaling and their 
combinations. If before and after the transformations the point sets are expressed 
in a fixed homogeneous coordinate system, kinematic transformations can be 
expressed in the form of matrix multiplications. Translation, rotations, and 
scalings are achieved by applying a 4 x 4 scaling/translation joint matrix 7^ and 
a 4 X 4 rotation matrix R . Since kinematic transformations are about the location 
changes of an object, they do not introduce structural change in AHR when 
information is abstracted from the realization level. The transformations apply 
only to geometric entities such as lines, corners, triangles or patches. In AHR, they 
apply to the geometric attributes of vertices, hyperedges. With the definition of 

Tg and R to the morphisms in the Ahp, we 

have: Tg where is the attribute transition operator set 

corresponding to the translation and the scaling factors; R — > 0 ^ where 

is the attribute transition operator set that applies to the attributed vertices and 
hyperedges corresponding to the object rotation. 
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Figure 3.9. An example of the DAH representation: (a) a natural terrain with a hill and 
a piece of plain land; (b) the attributed hypergraph representation; (c) the DAH structure. 



3.3.3 Modeling of Physical Transformations 

Physical feature based representations describe deformable objects by physical 
parameters and state transitions. They use physics laws and constraints to govern 
the motions. The shape/location changes of an object are calculated by simulations 
in physics. It does not change the representation forms across representation levels 
during information abstraction. The object's physical state (in the form of physical 
parameters) at time t can be written as^, , and the state transition function is/. 
Given the initial state iSq , function / calculates S, where t > 0 . For elastic 
objects, the form of / is one or a set of partial differential equations [2]. 

A 4-level DAH H = {X ,H „H for the physical description is 
formed hy the definition of the functor ~ {P'p-obj’^p-mor) which maps the 
physical configurations from triangular mesh to the AH category. Suppose that the 
triangular mesh for finite element analysis is in the form of its RAG 
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G = (F, , Ej ) where the vertex set F, corresponds to the vertex set in the mesh, 
and edge set corresponds to the edge set in the mesh. is defined as: 

f 

1 Elementary nodes: V, — where sF, ,V^ &X 

2 Elementary edges: e, — where e, e e 

3 Triangles: ^ is a triangle in the mesh and /t, e H ^ 

4 Hyperedges: ^ — >/l^ where iS, is a surface patch, 

5 Operators: ^ 

where jD(^q,/, the state transition function /with initial state at 

tg and evaluated at fg, , Kito) and Kit) are the states of the 
vertex set F, at time and t respectively, Xit^) and X(t) are the 
attributed vertex sets of the DAH at time and r respectively, 

(o(^o),o(Ov,o(0) is the set of AH operators that are applied to 
X(to) and transform it to X(t) . 

3.3.4 Modeling of Behavioural Transformations 

In an AHR, the intrinsic data types are entities and their relations. The object's 
geometrical, kinematic and physical features are characterized by entities with 
attributes in an AHR. Hence, the "knowledge", "constraints" or "intelligence" of 
this object can be interpreted by high-order relations among these entities. In a 
graph language, these relations can be expressed by: 

■ Attributed vertices, edges and hyperedges that characterize geometrical, 
kinematic and physical features; 

■ Associations of the above entities in the form of high level hyperedges; 

■ Operators applied to the above attributed graph entities; and 

■ Rules defined on the compositions of the operators. 

The corresponding mapping functor which forms the behavioural factor 
representation from the above features in AH category can be constructed by 
process abstraction from the geometrical and physical mappings to a definite 
operator sequence where 0^.(1 </<«) is either an attribute 

transition on AH (e.g., or O,. ) or a primary operator on AH (O^ ). 
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3.4. Augmented Reality using AHR 

AHR provides an efficient and practical methodology for object modeling. 
Augmented Reality is an excellent example showing its flexibility: it first employs 
computer vision to estimate the 3D geometry of real scenes, and then facilitates 
computer graphics to augment the synthesized models and present them as in VR. 

3.4.1 Recovery of 3D Geometry 

The recovery of 3D geometry begins with 2D imaging processing. We adopted 
the 2D feature extraction method describe in [7] and the camera calibration 
algorithm given by [5]. Correspondences among the 2D features in different 
calibrated images are established through the guidance of: (1) the epipolar line 
geometry; (2) the structural characteristics of the feature groupings, and (3) the 
probability of coincidence of the feature groupings among the images. Then we 
apply the triangulation algorithm from [8] to construct a collection of 3D features. 
With the 3D features (corners and lines), the most straightforward method to 
represent a 3D object is the use of the well-known wire-frame model. A wire- 
frame is a 3D object model consisting of the surface discontinuity edges. 
Considering building a triangular mesh as the bridge between descriptive shape 
modeling and symbolic AHR, a more generic dual of wire-frame model is the face 
modeling, in which the elements are the surface patches bounded by closed 
circuits of wire-frame edges. The collection of faces forms a complete 3D surface 
boundary of the object. It can be easily converted into coarse triangular meshes, 
and then to AH's by the steps described previously. 

3.4.2 Construction of Augmented Reality using AHR 

To build an augmented scene, virtual object/scene mdoels have to be combined 
with real object models constructed by 3D geometry recovery. Up to now, range 
data have been modelled in the form of attributed hypergraphs. They will be 
incrementally synthesized into an integrated AHR, and then augmented with the 
AHRs representing the virtual objects/scenes. 

Synthesis of Two Attributed Hypergraphs. The synthesis of two AHRs 
G,={X„Y,) and G 3 =(A„r,) into G,=(X^X) is a two-stage process. 
First, hyperedges in and Y^ are considered. For two hyperedges e Y^ 

and G ^ 2 » correspond to the surface patches on the same plane, and 

touch, contain or overlap with each other, they are integrated into one patch by 
averaging their attribute values and composing the adjacency properties. For each 
hyperedge in G, the comparison is performed to search for its counterpart in Gj . 
After the first stage, there may be triangles that are identical, overlapping, one 
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containing the other. In such cases, the vertices and edges have to be re-calculated, 
otherwise, they are considered as new ones and simply copied to . The 
adjustment of the vertices has several possibilities: 

■ Ifthe two triangles to be compared are identical, copy one to X ^ ; 

■ If one of the two triangles is found to contain (or to be contained by) the 
other by comparing the attribute values, then copy the vertices of the former 
(or the latter) to X^. and the latter (or the former) is ignored; 

■ Ifthe two triangles are overlapping, then: 

1 Establish one-to-one correspondences between the three triangle points 
between the two triangles; 

2 Calculate the average point for each pair of matched triangle points; 

3 Construct an average triangle, whose points are the average points; 

4 Copy the three vertices of the average triangle ioX^. . 

■ Update the edges and the hyperedges in according to the new X,. set. 

Incremental AHR Synthesis. The above synthesis process considers only 
two AHRs. With multiple views, such synthesis can be repeated and a final model 
is constructed incrementally. Suppose that we have n range models in the form of 

AHRs: • We can conduct the synthesis for n - 1 times on the 

consequent images, and incrementally construct a 3D AHR. The possibly 
redundant information in these AHRs from different views enables us to 
compensate for system errors, recover missing features and eliminate noise. The 
incremental AHR synthesis consists of the following steps: 

1 Let i = 1, set AHR G,, empty; 

2 Match the two attributed hypergraph G,. and G^, , obtain a synthesized G^ ; 

3 Compare with G„ : 

4 If a new vertex's geometrical attributed value is close enough to one that is 
already in G^, , they are considered the same vertex. The average between 
them replaces the old one and the score for this vertex is increased by 1 ; 
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a) If no vertex in is close to the new vertex, add it to and set its 
score to 1; 

b) adjust the edges and hyperedges that contain the modified vertex; 



5 Let i = i + 1 , if i < M , go to step 2 

6 Eliminate the vertices in with scores lower than the preset threshold; 

7 Adjust edges and hyperedges of G^, after noisy vertex elimination. 

The result of the synthesized 3D scene is an integrated AHR. 

AHR Augmentation. At the representation level, the augmentation of a 3D 
scene is equivalent to the augmentation of the corresponding AHR by applying a 
proper set of AH operators. It may have qualitative changes on the topology of the 
hypergraph or quantitative changes on the attributes. 

Virtual Objects Integration. At the AHR level, the integration of a virtual 
object with the 3D scene constructed from sensory data (or vice versa) is to 
combine two or more AH’s. The operators union and intersection can be directly 

applied to two AHRs. Suppose that the AHR of the real scene is G^ and the 

AHR of the virtual part is , the combined AH G is obtained by: 

1 Calculate G^ = G^ U G^ and G, = G,. H ; 

2 Let G^ = G„ \ G,. (subtraction of graphs); 

3 Align the attributes of all entities in G,- ; 

4 Set G = G„ U G. 

The "alignment" of the attributes of two AH's depends upon the application 
context. Normally, it only involves translations and/or rotations by attribute 
transitions on the AH's for proper positioning. However, qualitative changes of the 
AHR are possible. In object fusion, the integration of the two AH's G^ and G^ has 
to be followed by eliminating all inner surfaces/vertices to ensure the integrity. 
The following steps remove the inner vertices and surfaces; 

1 Calculate G which is the integration ofG,. and G^ (with possible inner 
vertices and/or surfaces), and G,. = G^ fl G^ ; 
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2 If a vertex 6 Gj is an inner vertex: 

a) find a vertex V/ & G such that Vj is adjacent to and the discrepancy 

between V, 's attribute value Av/ to 's attribute value is the 
smallest among all vertices adjacent to ; 

b) in G , apply merge operator on and v, ; 

3 If a hyperedge e G, becomes an inner hyperedge: 

a) find a hyperedge H/ & G such that //, is adjacent to and the 

discrepancy between Hj 's attribute value ACi to 's attribute 
value is the smallest among all hyperedges adjacent to ; 

b) in G , apply join operator on and ; 



4 If there is no inner vertex or hyperedge, exit, otherwise go to step 2. 

Texture and Colour Mapping. Natural looking surface textures and/or 
colours are important for the construction of augmented reality. A 
texturing/colouring algorithm is adopted from [9] to estimate the surface 
appearance for each 3D triangle in the mesh from the available 2D views. The 
surface texture (or colour) binding algorithm has the following modules: 1) 3D 
texture (or colour) region grouping; 2) 2D projection selection; 3) Boundary 
processing; and 4) Texture synthesis for occluded region. 



3.5. Experiments of Modeling and Augmented Reality 

An AHR based 3D modelling system has been implemented. 

CAD Model Synthesis of a Simple 3D Objeet. The first experiment on 
model synthesis was carried on with a simple aluminium object called a "bridge". 
Twelve images were taken from different vantage points around the object under 
normal lighting condition. 2D visual features, such as lines, comers and ellipses 
are extracted. Figures 3.10 (a) through (c) show three of its twelve views with 
feature detection results, and Figures 3.11 (a) through (c) illustrate model synthesis 
results from the images acquired at the second, fifth, and the final views 
respectively. The incrementally synthesized model is depicted by the thick white 
lines, as the back-projection of the partial 3D CAD model onto the images. A 
complete model is then constructed (Figure 3.11 (c)). 

3D Indoor Scene Reconstruction. The second experiment was to simulate 
the stereo vision system used in vision based autonomous rover navigation. A 
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colour CCD camera was placed at two vantage points and two images of a table 
were captured (as shown in Figures 3.12 (a) and (b)). The raw 2D features 
extracted are corners and lines (Figures 3.13 (a) and (b)). The corners of the table 
surface were measured manually and used as the landmark for camera calibration. 
The 2D corner features of the table are adequate for camera pose determination. 
Figure 3.14 shows a partial table model constructed from the corner/line features 
back-projected to the left image. Without information from other views, the model 
is not complete but is sufficient to build a partial AR or to be used as a landmark 
in other 3D reconstruction experiments for scenes containing this table. 

A third experiment on 3D scene analysis involves a laboratory scene. The left 
and right images are shown in Figures 3.15 (a) and (b) respectively. Figure 3.16 
gives the feature extraction results. Key features which are crucial to rebuild the 
room, such as the corners and lines, are selected to construct the partial CAD 
model, while detailed structures of the furniture in the corners and objects outside 
the door are ignored. Figure 3.17 back-projects the constructed partial CAD 
model to the left image. 

Augmented Reality with the Laboratory Table. Figures 3.18 (a) though (f) 
demonstrate another AR experiment involving the table. Figure 3.18 (a) shows the 
triangular mesh generated from Figure 3.14. The corresponding AFIR is in Figure 

3.18 (b). Here, the rectangles signify the triangles and colours represent the 
triangles' orientations. Figure 3.18 (c) shows the reconstructed object from the 
AHR. The colours and textures of the table are also presented. In Figure 3.18(d), 
an arm chair, a table lamp and a piece of textured floor are added in the scene. 
Figure 3.18 (e) gives the view with the table top enlarged. The texture of the table 
top was then changed to marble and the illumination effect of the table lamp on all 
objects is simulated as shown in Figure 3.18 (f)). 

Augmented Reality with the 3D Indoor Seene. As with the table, the same 
experiment scheme is also applied for the 3D reconstruction of the laboratory 
scene. Figure 3.19 (a) shows the triangular mesh generated from the face model 
given in Figure 3.17. The corresponding AHR is in Figure 3.19 (b). In the AHR, 
the green nodes connect each other by the green links to form the floor plane. It is 
the "navigable" area in the scene which could be used for path planning. Figure 

3.19 (c) shows the reconstructed scene with textures and colours inverted from the 
original stereo images. Figures 3.19 (d) to (f) demonstrate three augmented views 
of the laboratory scene. They include: (1) the incomplete table replaced by a full 
table model; (2) the floor plane expanded outside of the door; and (3) the changed 
floor textures. For example, in Figures 3.19 (d), the floor texture is changed, 
graphics of a tetrahedron, a robot and a door are placed in the scene. Figure 3.19 (f) 
is built from the AHR shown in Figure 3.19 (b) with only the geometric properties 
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preserved. The surface colours are all arbitrarily assigned, and two virtual lighting 
sources are posed. 




(a) (b) (c) 



Figure 3. 10. The images and feature detection results of 3 different views of the “bridge” 
object. 
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Figure 3. 13. The feature extraction results from the stereo images of the table. 




Figure 3. 14. The partial CAD model of the table back-projected to the left image. 




(a) (b) 



Figure 3. 15. The stereo images of the laboratory scene (a) left image; (b) right image. 




Figure 3.16. 



t 

The feature extraction results on the stereo images of the laboratory scene. 
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Figure 3.17. A rough CAD of the lab scene back-projected to the left image. 
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(a) 



(b) 



(c) 







(d) 

Figure 3.18. 



(e) 



(0 



Experiments on AR on the table mode! using various augmentations. 



3.6. Conclusions 

This article presents a 3D object modeling system based on a unified attributed 
hypergraph representation (AHR). Its mathematical aspect was investigated with 
the theoretical support from the category theory. A net-like hierarchical structure 
called dynamic attributed hypergraph that supports fast structural operations was 




3D Modeling Based on Attributed Hypergraphs 



55 



designed. The efficacy of the methodology was illustrated by experiments on 3D 
model construction and augmentation applications. The theories and the 
applications presented are only implemented as research prototypes. The research 
can be extended or enforced in several areas. Optimizing the rendering part and 
automating the vision process are no doubt possible. Nevertheless, the proposed 
intelligent modeling methodology provides a very general representation scheme. 
It may also provide solutions in many other areas such as intelligent engineering 
visualization, knowledge based automatic authoring in animation, and knowledge 
based artificial life. 




(d) (e) (f) 

Figure 3.19. Laboratory scene experimente on AR using various augmentations. 
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Abstract Virtual environments are rapidly growing in size and complexity. At the same 
time, there is a strong commercial need for rendering larger and larger scenes 
at interactive rates. This leads to two basic enhancements, one by increasing 
the performance and the size of memory in hardware in order to support large 
scene rendering and another in software by designing more efficient visibihty 
algorithms. Visibility culling methods manage complexity by sending only the 
potentially visible primitives into the rendering pipeline. At present, occlusion 
culling algorithms do not handle well scenes with dynamic objects. One of the 
main difficulties is handling changes to the object hierarchies since the visibility 
information changes continuously. In this chapter, we present a fast from-region 
occlusion culling method that is able to compute the potential visible sets online 
for large dynamic outdoor scenes. The method uses an occlusion map on a dual 
ray-space in order to encode visibihty with respect to a view cell. It utihzes new 
features of the advanced graphics hardware architecture to constmct and maintain 
occlusion maps. 

Keywords: From-region visibility, visibility culling, occlusion culling, interachve, real-time 

rendering, dynamic scene, outdoor scene, virtual environment 



4.1. Introduction 

Virtual environments are rapidly growing both in size and complexity. In 
order to render large scenes at interactive frame rates, it is important to render 
only the visible objects and use a suitable level of detail for objects (the size 
of triangles should not be less than a portion of the pixel size). The frame 
rate should ideally be bounded only by the screen resolution in a rendering 
system since the number of visible primitives is bounded. Thus, interactive 
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rendering can be achieved by fixing the screen resolution and using a relatively 
fast graphics subsystem such as the ones currently available from NVIDIA 
and ATI. However, in practice, visibility determination can be computationally 
expensive. The determination of the visible geometry from a complex 3D scene 
is often complex it is tightly dependent on the 3D model employed. In order 
to achieve interactive rendering rates, there will always he a need for faster 
visibility culling algorithms that determine the visible primitives for rendering. 

4.1.1 Visibility Culling 

Visibility culling is a technique that determines the set of visible objects in 
the scene. It is classified into three categories: back-face culling, view-frustum 
culling and occlusion culling. Back-face culling algorithms discard geometry 
that is facing away from the viewer. View-frustum culling algorithms discard 
geometry that is outside the view frustum. Occlusion culling algorithms try to 
avoid rendering objects that are occluded by some other objects in the scene. 
The cost of computing the exact visible set is too high [47]. Most occlusion 
culling algorithms in the literature computes a potentially visible set (PVS). The 
size of the PVS should he closed to that of the exact visible set. 

From-point occlusion culling techniques compute visibility with respect to 
the current view point only. The computations are performed in every frame. So 
it is not feasible for interactive rendering of large scenes. From-region occlusion 
culling techniques compute visibility that is valid anywhere in a region of space. 
The advantage is the visibility information is valid for a couple of frames. It 
takes longer time to compute but the visibility can be precomputed and stored 
on disks. In general scenes, the typical usage is to divide the scene into a grid 
ofviewcells. For each viewcell we compute the set ofvisihle objects and stored 
them in disks. When navigating the scene, the visible set of the current viewcell 
is known and the visible sets of the adjacent viewcells are pre-fetched from disk. 
When the viewer crosses a viewcell boundary and enters another viewcell, the 
visible set of the new viewcell is already available. The visible sets of adjacent 
viewcells of this new viewcell is then pre-fetched. The drawback is it cannot 
handle dynamic objects as the visibility information is changing in every frame. 

There are specific occlusion culling algorithms on dedicated scenes. In ar- 
chitectural environments, a scene is naturally partitioned into viewcells (rooms, 
corridors, etc). An object is visible only if the cell which the object located in 
is visible through a series of visible portals (e.g. doors, windows, etc). From- 
region visibility is achieved by maintaining sequences of visible portals for each 
viewcells. Therefore handling dynamic objects is possible as long as we know 
in which viewcells the dynamic objects are located in. Urban-scenes are 2.5 
dimensions in nature. Recent methods [38, 13] are able to reduce the visibility 
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problem to two dimensions using dual space. Efficient algorithms can hence 
be constructed. 

4.1.2 Occluder Fusion 

In occlusion determination, the cumulative occlusion of multiple objects can 
be far greater than the sum of what they are able to occlude separately. Early 
generic from-region methods are based on a single occluder. To reduce the 
PVS it is necessary to detect objects that are occluded by a group of occluders. 
Advanced from-region methods are able to combine individual umbra into a 
large umbra capable of occluding larger parts of the scene (see Eigure 4.1). 
It should be noted that occluder fusion occurs whenever individual umbrae 
intersect, but it can still occur if individual umbrae do not intersect. 




Figure 4. 1. The fused umbra is larger than the union of individual umbrae. 



4.1.3 Occlusion Map 

When an opaque object is projected onto the screen, the projection forms an 
opaque region. Other objects that lie farther away from the viewer and project 
onto the same region will not be visible. An occlusion map is a gray-scale 
image that corresponds to a uniform subdivision of the screen into rectangular 
regions [66]. Each pixel in the occlusion map represents one of the regions, 
recording its opacity. Take a from-point occlusion culling example, where the 
screen resolution is 1024 x 768 and we use a 256 x 192 occlusion map to encode 
visibility. Each pixel in the occlusion map will encode the visibility of a 4 x 4 
screen region. An occlusion map can be generated by rendering the objects 
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at the same resolution as the occlusion map. A higher resolution occlusion 
map encodes the visibilities more accurately, but induces higher computational 
overhead. Occlusion map is an effective way for occluder fusion. Traditional 
occlusion culling methods make use of occlusion maps in the object space. 
Recent methods are able to utilize the concept of occlusion map in a dual space 
of the scene. Occlusion map can be implemented using stencil buffers in con- 
ventional graphics hardware. Advance graphics hardware supports occlusion 
queries [49] which facilitates fast occlusion map implementations. 

4.1.4 Dynamic Scenes 

From-point occlusion culling algorithms can handle dynamic scenes. Visi- 
bility is computed in every frame. Therefore they are able to capture the latest 
states of dynamic objects. However, they are too slow for large scenes. From- 
region occlusion culling algorithms on architectural scenes can handle dynamic 
objects efficiently. If we store the object-id of the dynamic objects in the view- 
cells they are located in, dynamic objects can be culled if the viewcell they 
are located in is detected as invisible. However, only few occlusion culling 
algorithms in the literature are able to handle general dynamic scenes. One of 
the main difficulties is handling changes to object hierarchies. If the visibility 
culling algorithm uses preprocessing, this information has to be updated. Since 
from-region methods usually precompute a PVS, it is very hard for them to treat 
dynamic scenes. In particular, the whole information has to be recomputed if 
occluders move. Moving occludees can however be handled by bounding their 
motion using motion volumes [56]. However, there are no algorithms known 
to work well on large dynamic general scenes [17]. 



4.2. Overview 

Leyvand et al [40] proposed a from-region visibility algorithm that com- 
putes the PVS of a static 3D outdoor scene online. It can compute the PVS of a 
viewcell in less than one second for a large scene. The algorithm factorizes the 
4D visibility problem into horizontal and vertical components. The horizontal 
component is based on a ray space parameterization. The vertical component 
is solved by incrementally merging umbrae. The horizontal and vertical oper- 
ations can be efficiently realized together by modern graphics hardware. The 
method encode visibility using occlusion map in the ray space. We present an 
extension of this method which is able to handle dynamic objects. We borrow 
figures from Leyvand's paper for explanations. 

The scene is divided into a grid of axis-aligned square viewcells. Static 
objects are inserted into a kd-tree. The original position of each dynamic object 
is inserted into the existing nodes of the kd-tree, that is, no new kd-tree nodes 
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are created for the dynamic objects. The kd-tree serves two purposes: First, it 
allows traversing the scene in front-to-back order. Second, large parts of the 
scene can be culled when a large node is detected as hidden when traversing 
the kd-tree top-down. 




Figure 4.2. The horizontal ray direction (s, <) defines the vertical plane P(s, t). The intersec- 
tion between a polygon and P(s, t) is a line segment. It casts a directional umbra with respect 
to the viewcell. 

The rays originates from a given square viewcell is represented by a pa- 
rameterization to be described in Section 4.3. Two parameters s, t represent 
a viewing direction from the plane (see Figure 4.2). We encode visibility by 
occlusion map on each viewing direction (s,f). Given a viewcell, first we de- 
termine the PVS of static objects. We traverse the static objects in the kd-tree 
in front-to-back order. If an object is visible, we add it to the PVS and update 
the occlusion map accordingly. Otherwise we just discard the object. 

In each frame, the state and position of the dynamic objects are updated. 
Each of them is deleted from the original kd-tree node and re-inserted into an 
existing kd-tree node corresponding to its new position. When rendering a 
frame, PVS of static objects together with dynamic objects located in their kd- 
tree nodes are sent to the rendering pipeline. Additional from-point occlusion 
culling techniques can be utilized here to further trim the visible set. This is 
useful when the expected number of objects is large or there are objects that are 
closed to the viewer and occupies large portion of screen spaces. 
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4.3. Ray Parameterization 

The common duality of is a mapping between 2D lines y — ax + bin 
the primal space and points (a, — b) in the dual space. This parameterization 
is unbounded and therefore simple discretization is not allowed. This section 
presents a bounded parameterization that does not have singularities. It param- 
eterizes rays that cast from a given 2D square viewcell. All the rays that cast 
from the viewcell and intersect a triangle, form a footprint in the parameter 
space that can be represented by a few polygons. 

4.3.1 The Parameter Space 

For a given square viewcell we define two concentric squares: an inner square 
and an outer square. The inner square is the viewcell itself and the length of 
the outer square edge is chosen to be twice the length of the inner square edge. 
Parameters sandt(0 < s,t < l)areassociated with the inner and outer squares 
respectively (see Figure 4.3). A ray r cast from the viewcell intersects the inner 
square at Sr and the outer square at Thus, the parameter space is bounded 
and each ray maps to the parameter pair {s,t). A ray can intersect the outer 
square either on a vertical edge or a horizontal edge. We choose to map the ray 
only to points (s, t) such that both s and t associate to parallel edges. This can 
still captures all the rays cast from the viewcell since each ray intersects at least 
one parallel pair of inner and outer edge. 




(a) Primal space (b) Parameter space 

Figure 4.3. The footprint of a point is a line segment. The rays passing through a point in the 
primal space are mapped to line segments in the parameter space. The rays passing through a 
line segment in the primal space are mapped to the area bounded by the two footprints of the 
endpoints of that line segment. 
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4.3.2 The Footprint of a 2D Triangle 

The footprint of a geometric primitive is defined as the set of all points in the 
parameter space that refer to rays that intersect the primitive. The following 
describes the shape of the footprint of a point, a segment and then a triangle. 

All the rays that intersect some point q in the primal space are mapped to a 
set of line segments in the parameter space. In order to compute the footprint 
of q we need to consider the eight pairs of parallel edges of the squares. Each 
pair defines a line tq{s) = as + P in the parameter space. As the range of both 
s and t is bounded, the footprint of gis a line segment on the line tq{s) bounded 
by the domain of s and t (see Figure 4.3 (b)). 

The footprint of a line segment qfqf, is a set of polygons in the parameter 
space. Each pair of parallel edges produce one polygon in the parameter space. 
The footprint of a 2D triangle is the union of the footprints of its edges, (see 
Eigure 4.4). 





(a) Primal space (b) Parameter space 

Figure 4.4. (a) The orthogonal projection of a triangle in the primal space. We use a different 

colour for each vertex, (b) A portion of the parameter space footprint. The line segments are in 
the same colour as their corresponding vertices. The footprint is divided into different regions. 
Each region represents rays that have the same pair of entry and exit edges. 



4.4. Visibility within a Vertical Directional Plane 

We traverse the cells in the kd-tree in front-to-back order and test the visibility 
of each cell against an occlusion map. If it is visible, we add the objects in it to 
the PVS and fuse their umbrae with the occlusion map. In this section, we will 
describe how to perform visibility queries within a vertical directional plane 
and the occluder fusion process. 
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4.4.1 Vertical Visibility Query 

Let (s, t) be a point in the parameter space representing some horizontal ray, 
P{s,i) be the vertical plane that corresponds to that direction, and the rectangle 
K be the intersection of the viewcell with P{s,t) (see Figure 4.5). Let R be an 
arbitrary 3D triangle and R' is its orthogonal projection onto the ground. The 
line segment B = Pip 2 is its intersection with P{s, t). The line segment B casts 
a directional umbra with respect to A' within P{s,t). The directional umbra is 
defined by the supporting lines It and lb. at and ab are the supporting angles 
of It and lb respectively. Thus, at and ab can be alternatively used to define the 
directional umbra. We can compute the horizontal visibility component of R 
by parameterizing the horizontal rays that hit R'. 




Figure 4.5. The umbra of R within the directional plane P(s, t) is defined by the angles at 
and ab. 



Let Q be some other line segment within P[s, t) that is behind B according 
to the front-to-back order with respect to the viewcell. To determine whether 
Q is occluded by B, we check if the umbra of B contains the umbra of Q. It 
happens when both endpoints of Q is contained in the umbra of B. Let fit ^rid 
fib be the supporting angles of Q. If Pt < at and Pb P Ctb, then Q is occluded 
by B. 
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n-s,t) 




Figure 4.6. Visibility test within a vertical plane, at and at, represent the accumulated umbra. 
If /3i < at and ft, > at,, then Q is occluded by the accumulated umbra. 



4.4.2 Occluder Fusion 

Occluder fusion in the vertical directional plane is performed by umbra aggre- 
gation from front-to-back order. If the umbra of an occluder is not completely 
contained in the accumulated umbra, it is fused into the accumulated umbra. The 
supporting lines alone do not uniquely describe the umbra in general. We need 
to add the separating lines to define the umbra uniquely (Figure 4.7 (a)). This 
also allows testing whether two umbrae intersect (Figure 4.7 (b)-(h)). In cases 
(b)-(d), the umbra of one segment is contained in the area between the support- 
ing lines of the other segment. This happens when at < (3t ab > Pb (or vice 
versa). In this case, we discard the contained segment. In case (g) the umbrae 
intersect but do not contain each other, the segments are merged into a virtual 
occluder (Figure 4.7 (h)). The angles of this virtual occluder are calculated as: 

7f = max(at,/3t),7f) === mm{ab, Pb),'lt = ^ 1 ),% = max(a6,/?b). 

For the occludees behind, the occluding ability of this virtual occluder is the 
same as the two original segments. If their umbrae do not intersect (cases 
(e),(f)), their umbrae cannot be fused and their aggregated occlusion is repre- 
sented by the union of their umbrae. Therefore for each vertical plane, a number 
of umbrae are needed to be maintained for a full occlusion description. If we 
just maintain one umbra, the occlusion description is more conservative and 
hence the PVS generated becomes larger. However, it makes hardware imple- 
mentation possible. Therefore we discard the last umbra component. Leyvand 
claimed that for scenes with low vertical complexity, maintaining a single um- 
bra in the occlusion map is efficient enough as it captures most of the occlusion 
and produces a tight PVS. He believes that typically, a small number of umbrae 
is enough to converge into a large augmented umbra. Processing adjacent or 
nearby triangles is likely to rapidly merge small umbrae into one larger umbra. 
Thus, an approximated ordering of the occluders is more efficient. However, 
in true 3D models with no preferable orientation, maintaining only one umbra 
is overly conservative and ineffective. 
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(e) d, > /3i 



(0 at > A 






K 



■>*> 



(g) 



(h) 



Figure 4. 7. (a) The line segments A and B have the same supporting lines, but their umbrae 

are different. The separating lines are needed together with the supporting lines to define the 
umbra uniquely, (b)-(h) Different cases of umbra fusion in the vertical plane. Supporting lines 
are denoted by solid lines and separating lines are denoted by dashed lines, ai, at, A and A 
are supporting angles and cii, tit. A, A are separating angles. 



4.5. Visibility Culling on Static Objects 

The parameter space is conservatively discretized as described in [63, 23, 38]. 
Since we are maintaining only one umbra, there are four values (angles) needed 
for each direction (s, t) in the occlusion map. We denote the four values as 
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i>i = {vo ■ • • ■^3}. Each (5, t,Vi) defines a surface that can be computed using 
shading operations available on advanced graphics hardware. All the per-(s, t) 
vertical visibility queries and umbra merging operations are performed by per- 
pixel operations available in advanced graphics hardware. This can be achieved 
because directional operations are independent of each other. Thus the visibility 
queries and umbra merging operations can be performed in parallel across the 
parameter space. 

4.5.1 Hardware Implementation 

Readers are referred to [40] on the hardware implementation using conven- 
tional graphics hardware. We describe here the hardware implementation of 
testing visibility and augmenting occlusion map using the nVidia GeForce FX 
graphics card and nVidia's Cg shader language. It uses the available 32bit 
floating-point PBuffers (denoted occlusionPB) to store the global occlusion 
map and another 32bit floating-point PBuffer (denoted tempPB) for temporary 
storage. The separating and supporting angles are represented by their tangents. 

To augment the occlusion map with the umbra of an occluder triangle R, 
we use occlusionPB as input texture and tempPB as output. We render the 
2D footprint of R, which triggers fragment shader code on each (s,t) pixel 
that calculates the supporting and separating angles. The angles representing 
the current umbra is read from occlusionPB and compared to the calculated 
angles as described in Section 4.4.2. If umbra fusion occurs, the fused umbra 
is output to tempPB. After rendering R, the occlusion query extension tells 
whether umbra fusion had occurred. In that case, tempPB is set as input texture 
and occlusionPB as output. The fragment shader copies the updated umbra to 
occlusionPB. 

To test the visibility of R against the occlusion map, we set occlusionPB as 
input texture and tempPB as output. The fragment shader only calculates the 
supporting angles of R and compares them with the current occlusion umbra 
angles read from occlusionPB as described in Figure 4.6, and outputs some 
arbitrary value to tempPB if R is visible. The occlusion query extension on 
tempPB tells whether R is visible. 

4.6. Dynamic Scene Occlusion Culling 

This section presents the complete dynamic occlusion culling algorithms. 
The scene is divided into a grid of axis-aligned square viewcells. Static ob- 
jects are inserted into a kd-tree. Dynamic objects are inserted into existing 
kd-tree nodes corresponding to their initial positions. The PVS of the initial 
viewcell and its adjacent viewcells are computed. The infinite loop in Main- 
Loop demonstrates the dynamic occlusion culling process in every frame. The 
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function UpdateDynamicObjects updates the states of the dynamic objects. It 
removes each dynamic object from the old position in the kd-tree and re-insert 
it into a kd-tree node corresponding to its new position. When the view point 
enters an adjacent viewcell Q, the PVS of Q is already available. Some of 
the previous adjacent viewcells remain as adjacent viewcells of Q. The PVS 
of those do not remain as adjacent viewcells are discarded. The PVS of new 
adjacent viewcells are computed by the algorithm FindPVS. FindPVS should 
be executed in parallel with the main loop. Otherwise the application cannot 
be interactive. After the updating, all static objects in the PVS of the current 
viewcell and dynamic objects inside all potentially visible kd-tree nodes are 
rendered by the function RenderScene. 

Algorithm MainLoop{) 

1. V <— InitialViewcell 

2. FindPVS(V) for each adjacent viewcell A of V 

3. FindPVS(A) 

4. while true 

5. UpdateViewPointO 

6. UpdateDynamicObjectsO 

I. if view point have entered an adjacent viewcell Q then 

8. V 

9. DiscardOutdatedAdjPVSO 

10. for each adjacent viewcell A of V that is not in memory 

II. FindPVS(A) 

12. RenderScene(V) 

Algorithm RenderScene(V) 

Input, viewcell V 

Output, image on screen 

1. N 

2. for each static object S € KPVS 

3. N NU S.kd-node 

4. RenderObject(S) 

5. for each kd-node n & N 

6. for each dynamic object D £ n 

7. RenderObject(D) 

The FindPVS algorithm traverse the kd-tree top-down in a front-to-back 
order. A kd-tree node n is tested for visibility against the occlusion map. It 
is discarded if it is not visible. If n is visible, individual objects within n 
are tested for visibility. The visible objects are added to the PVS and their 
associated triangles are augmented to the occlusion map. 
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Algorithm FindPVS(V) 

Input, viewcell V 
Output. PVS of V 

1. KPVS ^ (f) 

2. FindPVS(V,kd-tree.root) 

Algorithm FindPVS{V, n) 

Input viewcell V, kd-tree node n 

Output, temporary PVS of V after traversing n 

1. if IsVisible(V, n) then 

2. i{ n.IsLeafO then 

3. V.PVS V.PVS Un.getTrianglesO 

4. AugmentOcclusionMap (n.get Triangles Q ) 

5. else 

6. for each kdChild € n. children in front-to-back order 

7. FindPVS(V, kdChild) 

8. else 

9. return 



4.7. Conclusion 

We have presented an online from-region occlusion culling algorithm for 
large dynamic outdoor scenes. It is an extension to Leyvand's algorithm [40] 
which handles static outdoor scenes of low vertical complexity efficiently. It 
is an important contribution to the real-time rendering field for the reasons 
described below. From-point methods can handle dynamic scenes, but they 
are not efficient for large scenes. From-region methods are suitable for large 
scenes. However, current from-region methods are not able to handle dynamic 
objects efficiently in outdoor scenes as they need to update object hierarchies 
and hence visibility information in every frame. Offline from-region methods 
pre-compute the PVS of all viewcells and store in disk. They have the advantage 
of fast visibility determination (just loading the PVS from disk). But they need 
large storage spaces and cannot handle dynamic objects since visibilities keep 
changing. Online from-region methods save the large storage spaces. Recent 
online from-region methods [38, 40] make use of a dual ray-space and take 
advantages of graphics hardware to solve the visibility on the ray-space. They 
are fast enough that the visibility culling time can be amortized over frame time. 
Therefore, online methods are practically more useful. 
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Abstract Dynamic objects in virtual environments are the source of some of the largest 
number of interaction events. These are mostly generated from object collisions. 
The collision detection methods that have been developed so far are based on 
geometrical object-space interference tests. In this chapter, we first discuss 
the development of conventional collision detection methods that has lead to 
certain hmitations due to their dependence on isolating geometrical features in 
close proximity. Then, we introduce a more comprehensive approach based 
on image-space interference tests which improves on the object-space coUision 
detection by distributing the computational load throughout the graphics pipeline. 
In conjuction with efficient bounding-box strategies in the object-space, this 
approach can handle complex object interactions of both rigid and deformable 
objects of arbitrary surface complexity at interactive rates. 



Keywords: Collision detection, object-space culhng, surface intersections, animation 



5.1. Introduction 

Despite the large number of solutions proposed for handling collision de- 
tection for three-dimensional objects, recently, there has been a resurgence of 
work in this area. This is observed not only in interactive computer graphics but 
also in mechanics, robotics, computer vision, and computational geometry. It 
seems that much larger computer models, with a significant number of features, 
are appearing in a variety of applications from virtual navigation, robotics, path 
planning, CAD, computer games and special effects. However, the compu- 



Portions reprinted, with permission, from "Image-based techniques in a hybrid collision detector," IEEE 
Transactions on Visualization and Computer Graphics, Vol. 9, No. 2, Apr. 2003, pp. 254-271. Copyright 
©2003 IEEE. 
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tational complexity associated with interference detections, proximity tests or 
object interactions pose major challenges to both researchers and application 
designers. 

5.1.1 Background 

In the 1980's, the simulation and animation of 3D object interactions did 
not require more than a few hundred polygons. From falling chains to robotic 
assembly simulations, vehicle dynamics and crash tests, the complexity of the 
models has exploded to hundreds of thousands of geometrical components and 
features. Now, the order of the day is clothing, soft and deformable bodies 
and, of course, hair, fur, grass, leaves and everything that makes nature so much 
more interesting. This has placed a much higher demand on automatic collision 
detection for complex object interactions. 

For example, in Figure 5.1, a dress falling onto the model of a female body 
consists ofmore than 30,000 triangles. Two kinds ofcollision events can occur: 
inter-collision and self-collision. This animation uses a hybrid approach based 
on both object space triangle culling and image space interference detection. 
The speedup is more than 2.5 the conventional techniques. 

Recently, there has been a resurgence of research work on collision detection. 
In many cases, we observe a compromise between complexity and the frame 
rate performance for interactive purposes. This work lead to new and significant 
ideas in object representation, spatial partitioning and culling methods. First, 
there are a number of new bounding box techniques [12, 13]. Second, hier- 
archies have improved the performance of locating interfering features [20]. 
Third, localization of features and distance tracking between objects have sped 
up the collision detection methods [12, 30]. Fourth, adaptive time steps, de- 
pendent on speed and acceleration for robust detection, have been proposed and 
implemented [16]. 

Object-based collision detection (OBCD) methods are generally dependent 
on the geometrical structure of objects. This structure can exhibit a high degree 
of complexity even for simple combinations of polyhedra. This leads to a 
highly complex computational task for accurately and efficiently identifying 
the closest features between pairs of objects in close proximity. Furthermore, 
most methods are limited to planar bounding surfaces. They are often costly to 
run either due to pre-processing or due to the run-time search for the closest 
features. 

Tracking the motion of arbitrary objects in 3D space can ultimately overload 
the main processor with object-space identification and tracking of the clos- 
est features. Despite the progress in graphics acceleration hardware, it seems 
that the collision detection problem in object space will remain bounded by 
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0{{N + K)log^N) [30], where N is the number ofpolyhedra and K is the 
number of intersecting polyhedra pairs. 




Figure 5.1. A fringed dress drapes under the effect of gravity on a female body model. This 
model consists of 30,609 triangles and each side has 41 fringes. 



In traditional algorithms, all the interference tests are performed on the main 
processor while the rendering pipeline waits for a new scene to be processed. 
In the attempt to balance the computational load between the main processor 
and the rendering pipeline, a new class of collision detection algorithms are 
currently being developed. This is the class of image-based collision detection 
(IBCD) methods. 
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5.1.2 So, What is New in 3D Collision Detection? 

In contrast with the object-based collision detection methods, the image- 
based collision detection solutions are much simpler to implement, exhibit 
a high degree of robustness with respect to the object geometry, and have a 
high potential to exploit the hardware-assisted rendering features of the current 
graphics boards. This trend started with the work of Shinya and Forgue [28], 
Rossignac [27], Myszkowski et. al [25], and Baciu et al [2]. Until recently, the 
image-based collision detection methods have gained little acceptance due to 
lack of hardware support. With the advent of better localization methods [1], 
the image-based collision detection methods have become competitive with 
the pure object-space approaches. In solid modeling, performing transparency 
operations on CSG models in hardware was reported by Kelley et al [19]. 
More recently Hoff, Keyser, Lin, Manocha and Culver have reported real-time 
processing ofthe Voronoi diagram using z-buffer hardware [15]. 

5.1.3 Performance Characteristics 

In this chapter, we concentrate on the characteristics of image-based colli- 
sion detection methods and show new performance improvements due to better 
3D feature pair isolation and localization ofpotential collision areas. Currently, 
commercial hardware rendering pipelines do not support bitwise tests for check- 
ing the change of state in the stencil buffer. In the current hardware, this crucial 
step could only be emulated by reading blocks from the stencil buffer into the 
main memory and performing a content-based check for possible changes of 
the stencil buffer values. 

In the process of testing different collision detection methods we developed 
a scalable and repeatable test experiment, called the comb experiment. This 
experiment emphasizes both the robustness and the performance characteristics 
of various algorithms. Due to its scalability, simple implementation, setup and 
control, this experiment can potentially serve as a standard testbed for all the 
available and the future collision detection solutions [1]. 

The hybrid object-space/image-space collision detection method adds the 
following advantages to the pure object-space methods: (1) it attains a bet- 
ter computational load balance between the general purpose processor and the 
rasterization engines available on most current graphics boards, and (2) it com- 
pensates for the geometrical complexity in the close proximity of colliding 
features by resorting to the manipulation of the view point and image-space 
sampling. 

5.1.4 Chapter Summary 

The chapter is organized as follows. In section 5.2, we outline the background 
ofthe problem stressing the difference between image-space and object-space 
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collision detection approaches. In section 5.3 we give a perspective of some 
of the most relevant and recent work on collision detection methods and clas- 
sify them according to the image- (section 5.3.2) and object-based division 
(section 5.3.1). Starting with section 5.4, we develop the details of our image- 
based algorithm in incremental stages, from a brute force approach to a highly 
optimized version. We conclude the chapter with a hybrid algorithm that takes 
advantage of both the object-space culling and the image-space interference 
tests in order to fully utilize the graphics pipeline. This leads to a new computer 
architecture that supports interactive collision detection for arbitrary surfaces. 



5.2. Simulation Space 

We describe the dynamic simulation space in terms of a mathematical frame- 
work that accounts for all the possible objects and all the features associated 
with these objects in a 3D space. Thus, the collision detection algorithms can be 
analyzed based on the following entities. Let t be the simulation time sampled 
as ts at intervals Ats- Then, S = {x,y,z,t} is the simulation space. We let 
O = {oi,c> 2 , • ■ • ,o„} be the set of disjoint geometric objects in 3D space and 
F = • • • , F'^} be the set of geometric feature classes, e.g. points, 

lines, planes, curves, etc. Then, F^ = ' ' i 

geometric features of class k, where m*. depends on the feature class fc. Let 
Gi = \^9iiy9i2> ' ' ' >9ili \ subset of the geometric features of class k 

found in object Oj, where li depends on the feature class k. Finally, if we let 
V = {vi,V 2 , ■ ■ ■ ,Vn} be the set of bounding volumes such that m encloses 
object Oi, i.e. Oj C Vi, then, the interactions between all the geometric objects 
in S at time samples a and b can be described by the algorithm in Figure 5.2. 
The generic collision test is described in Figure 5.2. Instances of the geometry 
definitions of the object set O and bounding volume set Vj respectively, are de- 
fined by Os and V^. These objects are sampled at time ts in the simulation space 
S. Similarly, Oc and 14 are instances of the geometry definitions of the object 
set O and bounding volume set V, respectively. These are sampled at time tc in 
the simulation space S. The exact time of collision between two objects is rep- 
resented by tc- This is done on the sampled interval {ts — Ats, ts) as the pairs 
of objects come into the proximity of their bounding volumes. The sampling 
of the simulation space is the major cause for computational bottlenecks. 

As Hubbard [16] points out, in addition to the sampling problems in both time 
and space, the existing algorithms suffer from the computational complexity 
associated with the 0{N^) tests performed in lines 5-18 of the COL function. 
Figure 5.2. 

How are these problems currently solved? The time sampling problem has 
been addressed in detail by Hubbard [16, 17] who developed an adaptive time 
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1 proc SIM(0, V.a.b) — 

2 At, *— initializeTimcStep{a,b); 

3 for <— a to 6 step At, ^ 

4 O, *— C0TnputeGeometTy{0,t,) 

5 V, <— computeVolumes{0,V,t,) 

6 if CO £,( At,, f,,0„V,) 

7 O, >— responseObject3(t,,0,) 

8 V, *— responaeVolumes{t,,0,,V,) 

10 At, *— adaptTimeStep{t,, At,)\ 

11 render {O,) 

12 gd 

13 . 



1 proc COL(dt, t.O.V) = 

2 Ate *— decreaseTimeStep{dt)-, 

3 for tc •— (f - dt) to t step Ate do 

4 Ve •— computeV olume3(0 , V, tc) 

5 for i «— 1 to Tt do 

6 Vi >— getVolume{yc,i,tc) 

7 for j «— 1 to n do 

s Vj ^ getVolume{Vc,j,tc) 

S’ if (t j) rind {vi n Vj 4>) 

10 Oi <— getObject{ 0 ,i,te) 

11 Oj i— getObject{0,j,tc) 

12 if OiGoj ^ 4> 

13 t, I tci 

14 return{TRUE,t,,i,j}; 

15 fi 

16 fl 

17 od 

18 gd 

19 gd 

20 return{FALSE,t„0,0}-, 

21 . 



Figure 5.2. Object interaction simulation. 



step algorithm based on an envelope of computed velocity and acceleration 
bounds from the current object velocity and acceleration. This significant con- 
tribution allows us to determine adaptively the time steps Atg and Ate for robust 
collision detection tests. However, intersections are determined in the object 
space by using bounding spheres as preliminary proximity tests. Such adaptive 
time step algorithms have the advantage of being more flexible than the 4D 
time-space algorithms that compute the intersections between volume sweeps 
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in both time and space [5] since the complete motion trajectories are not always 
known in advance. Similar adaptive bounds have been proposed by Mirtich and 
Canny [23] and Foisy et al. [9]. 



5.3. Object Space vs. Image Space Collision Detection 

Solutions to the collision detection problem can be classified according to the 
type of sampling being performed: 1. the space domain, 2. the time domain, 
or both. Temporal sampling can be further taken as either global or local. 
Within each temporal classification, the spatial sampling for collision detection 
can be classified into (1) object-space interference test and (2) image-space 
interference test. 

5.3.1 Object-space Collision Detection 

Object-based interference tests include a variety of techniques from topo- 
logical analysis to computational geometry. An interference structure is usually 
built either locally or globally in a precomputation phase. Data structures, such 
as BSP trees [31], octrees [24, 32], voxel grid [10], or hierarchical oriented 
bounding boxes [13] are built for the spatial localization of regions of potential 
interference. 

Studies in the object-space interference include local algorithms [5, 6, 11, 
24, 14, 21, 29, 32, 33, 10, 3, 8, 16, 26, 12, 13] as well as global space-time 
analysis [4]. The global techniques are generally more robust. However, these 
techniques require complete knowledge of the space-time trajectories. There- 
fore, they are memory bound and computationally prohibitive. Furthermore, in 
an dynamic scene with autonomous moving objects the full motion trajectories 
are not generally known in advance. A similar situation arises in an interactive 
navigation through a virtual environment. For interactive rendering rates the 
local methods are more suitable. In the last few years, significant contributions 
in this area have been packaged in a series of general purpose collision detection 
software systems such as RAPID [12, 13], I-COLLIDE [8], Q-COLLIDE [7], 
V-COLLIDE [18], and V-Clip [22]. Most of this work is based on the semi- 
nal work of Lin and Canny [21] who proposed an efficient computation of the 
closest features between pairs of objects. 

The separating axis theorem [12] has made the elimination of noncolliding 
objects fast and practical. Now, it is possible to efficiently bound objects within 
more tightly fit Oriented Bounded Boxes (OBB) than Axis Aligned Bounded 
Boxes (AABB) [13]. This dramatically improves the performance for collision 
tests. By exploiting the temporal and geometric coherence one can reduce the 
all pairs testing of arbitrary polyhedral objects from 0{N'^) to 0{N + S) 
where N is the number of objects in the scene and S is the number of pairwise 
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overlaps [8] when the coherence is preserved. This result is extremely useful 
when the relative orientation between objects does not change and collisions 
may occur due to translational motion alone. However, in many applications 
objects change their relative orientation triggering a recomputation of the closest 
feature sets. 

The separating vector technique has been shown to improve the bounding 
box overlap tests, Chung and Wang [7]. In this work, the authors also reported 
that the closest feature determination may add computational overhead when 
objects rotate and the feature sets need to be dynamically changed frequently. 

The intrinsic complexity of object-space collision detection methods prompted 
us to further explore the rendering process and devise more efficient collision 
detection methods. An obvious direction has been the exploration of the image- 
space collision detection methods. 

5.3.2 Image-space Collision Detection 

The area of image-space collision detection has recently opened new avenues 
for improving the performance bounds [25]. The image-space interference test 
is based on projecting the object geometry onto the image plane and performing 
the analysis in a dimensionally reduced space with the depth map maintained 
in an image buffer, such as the Z-buffer. 

Little has been reported on the image-space interference techniques. The 
pioneering work of Shinya and Torque [28] and Rossignac [27] lead to a simpler 
and more efficient algorithm for interference detection of interacting complex 
solid objects. The premise of this work is based on an enhancement in the 
graphics hardware support. This requires checking the change in the stencil 
buffer state from one frame to the next at the hardware level. If this hardware 
assisted test was available, the algorithm proposed by Myszkowski et al [25] 
would be a very practical solution to the interference problem between com- 
plex solid objects. However, such hardware enhancements are not currently 
available. 

As our previous experiments show [2], without the hardware-assisted stencil 
buffer check, the collision detection becomes prohibitively slow due to the very 
large number of redundant memory accesses required to simulate the change in 
the stencil buffer state. However, we have found that it is still practical to use 
the conventional stencil buffer and Z-buffer for collision detection provided 
that we reduce the region for testing the stencil buffer state [2]. 
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5.4. Ray Casting 

The interference of two convex objects A and B in 3D space can be analyzed 
from the point of view of basic ray casting. The projection of the sampled 3D 
space onto the image plane gives a sequence of images. 

The problem can then be reduced to a one-dimensional interference analysis 
based on the principle that a potential interference occurs if 

R{A) n R{B) ^ 0 and I{A) n I{B) 7 ^ 0 (5.1) 

where R{A) and R{B) are the regions occupied by object A and B, respectively, 
on the plane orthogonal to the ray. /(A) and 7(B) are the corresponding 
intervals of A and B occupied along the ray. As shown in Figure 5.3, there are 
nine possible cases which determine the interference between two objects. 
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Figure 5.3. Possible interference cases along a ray; (1) object A is in front of object B; (2-5) 
objects A and B overlap; (6) object B is in front of object A. 



Two convex objects do not collide if and only if one of the cases 1, 6 , 7, 
8 or 9, occurs for every ray cast into the scene. In general, it is infeasible to 
cast an infinite number of rays into the scene. We can, however, reduce the ray 
sampling space as follows. First, we select a ray direction 7 for all rays. We 
define a plane 77 with normal 7 . We place 77 at a relatively distant position 
from the objects in the scene. Let Rh{A) and Rh(B) be the regions covered 
by the projections of the axis-aligned bounding boxes (AABBs) of A and B 
on 77. The regions Rh{A) and Rh{B) will be rectangular. Now, we only 
need to consider the rays cast from the minimum overlapping region MOR 
= Rh{A) n Rh{B) into the half-space containing objects A and B along the 
direction 7 . The subset of rays cast from the MOR is chosen so that we can 
trade-off the accuracy of the collision detection with the computation of the 
inteference test based on the intersection of the rays with objects in the scene. 
In order to do this, we subdivide the MOR into grid cells. Figure 5.4. From 
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each cell, we cast a single ray. The number of rays cast will be the same as the 
number of grid cells in MOR . 




Figure 5.4. Subdividing the MOR and casting rays. 



In Figure 5.4, each grid cell represents a pixel. The process of subdividing the 
MOR and casting rays can be construed as defining a viewport region (VPR) 
and applying an orthographic projection on the objects inside an orthogonal 
viewing volume (OVV). 

We observe that it is not necessary to compute all the intersection points 
between the ray and two convex objects that potentially collide. For a convex 
object there will be two such intersection points at Zmin and Zmax- The pro- 
jected Z-interval of the ray going through a convex object is given by a pair 
{Zmin, Zmax) of depth values. If the Z-intervals of two objects do not overlap, 
the objects are disjoint along the ray. 

No collision between two objects will occur if for every pixel covered by 
the two objects the corresponding intervals do not overlap. In the rasterization 
domain, the computation of this test is influenced by: (1) the depth buffer 
resolution, (2) the viewport size and resolution, and (3) the viewing direction 

7 - 

The viewport acts as a spatial resolution filter that magnifies or reduces the 
view onto the possible region of collision. An optimal viewport size depends 
naturally on the domain of application and the density of the features per unit 
volume. Increasing the size of the viewport increases the resolution of the 
possible region of collision but it will also require more z-tests (more pixels) 
and a higher number of stencil buffer entries to be checked. Ideally, the viewport 
should be kept as small as possible while not compromising the coverage of the 
collision region. 
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Based on the factors of influence listed above, we develop a set of rules to 
determine whether two objects collide or not. These are shown in Figure 5.3. 
We only consider the pixels which are overlapped by both objects. For example, 
case (1) is equivalent to a successful test 



ryA ^ yB 
^max ' ^min 



(5.2) 



where and are the the maximum and the minimum depth values of 
A and B, respectively, at a particular pixel. We can develop similar conditional 
tests for other cases if we know the intervals (Zminy Z,nax) ®^ch pixel. 
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Figure 5.5. Possible Z-interval eases and the corresponding stencil buffer values. 



The stencil buffer (SB) is a mask buffer that covers the entire image plane. 
We use it to restrict the drawing of geometric objects to small portions of the 
frame buffer. The Z-buffer algorithm is modified so as to embed the stencil 
buffer into the rendering pipeline. The possible values in the stencil buffer 
depend on the case of the z-interval overlap between two objects, A and B, as 
shown in Figure 5.5. 

5.5. Rendering Passes 

Unfortunately, in the rasterization system, we only have one depth value 
at any given time of rendering. That is, we know all the values of of 
object A for each pixel after A is rendered by the system. However, we have 
no knowledge of the exact values of and Z^^ unless we set up 

the configuration of the system and render the objects again. However, if we 
do this, we will lose the previous depth values. This is due to the fact that the 
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system has only one depth buffer. If the test in Eq. (5.2) fails, we need to 
perform a second rendering pass. 

In order to overcome this difficulty, we count the number of successful passes 
for the test 



ZL. > (5.3) 

where is the depth value for B. The count is stored in a 2-D array SC. 
The dimension of SC is exactly the same as the dimension of VPR. There is 
one-to-one correspondence between the elements in SC and the pixels in VPR. 
Let 5'C(jo) (where;? £ VPR) be the counter associated with a pixel p. If 
SC{p) == 0, then B is entirely behind A at pixel p, or B does not overlap p. If 
we obtain the same result for all pixels in VPR, then there is no collision and 
we terminate the process. 

The possible values of SC{p) are 0, 1, and 2. We summarize the value 
of SC{p) and the interference status for each case in Table 5.1. Each case is 
illustrated in Eigure 5.3. 

Table 5. 1. The pixel mask value SC(p) after the first rendering pass. 



Case SC(p) 


Collision status 


Second Pass 


1 


0 


False 


No 


2 


1 


True 


No 


3 


1 


True 


No 


4 


2 


‘True 


Yes 


5 


2 


‘True 


Yes 


6 


2 


‘False 


Yes 



Erom Table 5.1, there is a clearance between objects A and B at p when 
SC{p) =— 0. When SC{p) —= 1, objects A and B collide with each other. 
However, if SC{p) == 2, we do not know whether A and B collide or not. This 
happens only in cases 4, 5, and 6. We cannot distinguish these three cases by 
only applying the counting test (5.3). This problem can be solved by reversing 
the rendering order of A and B. The symbols A and B are exchanged in these 
tests. Then, case 4 becomes case 3, case 5 becomes case 2, and case 6 becomes 
case 1. Since cases 1, 2 and 3 can be resolved without any further processing, 
we can conclude that we need at most two rendering passes to determine the 
interference between objects A and B. 

Please note, that the stencil buffer counts above are correct if and only if 
the hardware has the property that no point is rendered twice. This is specif- 
ically necessary for boundary points. On the hardware that we have tested 
the algorithm, specifically SGI Octane, Onyx2 and nVidia geForce cards this 
property seems to hold specifically when the OpenGL setting of "not-equal" is 
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used when writing into the z-buffer. This situation can occur when multiple 
cone-like objects intersect at a single point, the apex. 



5.6. Interference Region 

The location of each object can be determined by its geometric transformation 
matrix with respect to the world coordinate system. We set the viewing 
volume to determine which parts of the objects are to be projected onto the 
viewport, as well as the projection transformation. This is set by defining 
a global projection matrix. During rasterization, the viewport will contain the 
region ofpossible intersection between the two objects. This is akin to zooming 
into the region of interference in order to resolve a possible collision event. 

The minimum rectangular area which covers the interference region and is 
projected onto the viewport {Xmin , Xmax , Ymm > Ymax ) is computed by reading 
the block of depth values 2 associated with this region. If we know the pixel 
coordinates (2:, y) in the viewport and its depth (2), we can compute the coordi- 
nates (x',y',z') of its corresponding point in the world coordinate system. This 
method can be extended to testing for collision events between simple concave 
polyhedra. A simple concave polyhedron is an object that can be intersected 
by a straight line in at most four points on its boundaries. For example, a torus 
is a simple concave object. 



5.7. Optimal MOR's 

An optimal algorithm for finding the MOR between two objects can be 
developed based on the integration of object-space culling and image-space 
intersection computations in order to optimize the process at all levels and bal- 
ance the computational load between the dynamic scene synthesis and hardware 
rendering. 

Two observations can are in order here. The first observation is that the 
MOR is too loose to cover the actual contact region. The contact region often 
occupies a small percentage of the MOR. This is due to the fact that the an initial 
AABB is used to compute the new AABB' for each object. The new AABB' 
does not bound the object tightly. The second observation is that often all the 
faces of both objects are passed to the tenderer. Some of the faces which are 
outside the sweeping volume of MOR along 7 do not have any contribution for 
the interference test. In order to both minimize the faces rendered and provide 
an optimal projection plane, we must select a direction 7 such that the ratio 
of the contact region to MOR is as high as possible, i.e. close to one, and the 
number of faces inside the sweeping volume of MOR is small. Then, there are 
three tasks to be performed. The first task is to construct a tight AABB' quickly 
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without using the initial AABB. The second task is to locate the local faces 
which are lying within the sweeping volume of MOR only. This requires an 
efficient data structure. The third task is to design a data structure to store the 
faces. This data structure is used to locate all the faces which are overlapped 
with an infinite sweeping volume along some axis 7. 



5.7.1 Locating the MOR's 

In order to locate the MOR of two objects A and B In close proximity, we 
must first find a directional vector 7. 

Initially, we can compute the AABBs for each object in its own local frame. 
Let AABBc = {x,y,z,l) be the center of AABB. First, we choose v = 
AABB^ — AABB^. Then, we rotate v to align it with the x-axis and se- 
lect the z-axis as 7. The reason for choosing v = AABB^ — AABB^ is 
the following. Consider two intersecting disks A and B in the plane. Obvi- 
ously, AABB^ and AABB^ are the centers of A and B, respectively. We 
rotate {AABB^ -AABB^) so as to align it to the x-axis. Let AABB^ = 
AABB^ = {x^ , z^ ,1)-. and v — {x,y,z,l), where 
[x,y,z] — ,y^ ^z^) — {x^,y^,z^). We may choose the following matrix 

to transform v: 
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(5.4) 



where D\ = \/x^ a] 

We compute the tight AABB'^ and AABB'^ for A and B. If the objects 
just touch each other, we can obtain the MOR such that its area is the smallest 
possible area among all the other MOR' along any coordinate system within 
the plane. The following theorem characterizes the smallest MOR region that 
can be practically achieved. The proof of this theorem is given in Appendix A. 



Theorem 1 Let A and B be two intersecting disks with radii r\ andr 2 , respec- 
tively. Assume that ri > r^, Ac is at the origin and Be is in the first quarter of 
the plane. The distance between the centers is R — r^) — 6, where 5 is 

a small positive real number. Then the smallest MOR occurs when Be lies on 
the x-axis ( or on the y-axis by symmetry). 

Since the area of MOR is the smallest and the colliding region area does not 
change in all cases in 2 D, the ratio of the 2 D image of the colliding region area 
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Figure 5. 6. Locating a MOR: two disks A and B intersect each other; R is the distance between 
the centers of the disks. 



to the area of MOR is the highest among all cases. Moreover, the sweeping 
volume of MOR is the smallest. This has a high probability to cover fewer 
faces of the objects than any other MOR' chosen. This is valid if the objects 
just penetrate each other. 

We can also show that if ri > (1+ \/2)r2 then the area of MOR is the smallest 
without employing any other constraints. The bound of 5 can be removed. The 
proof of this statement is given in Appendix A. 

Our next task is to find a tight AABB for each object. 

5.7.2 Searching for Local Faces 

In this section, we present a method to identify the local faces, which overlap 
with the infinite sweeping volume of MOR along the z-axis in the world space. 
We employ a local search strategy. The sweeping volume of MOR along the 
z-axis in the world space is transformed into the local frame of the object. We 
test for interference between the faces of a polytope and the sweeping volume. 
The selected faces that are passed into the rasterization system of the rendering 
pipeline, are those which overlap with the sweeping MOR volume. We can 
group the faces into clusters. If the bounding boxes of the clusters overlap with 
the volume, all the faces in the clusters are selected. 

In our implementation, we use a binary partition scheme to group faces into 
clusters. We first compute the three-dimensional AABB of each object locally. 
Then, we choose a cutting plane C parallel to the x-y plane and passing through 
AABBc (the centroid of the AABB). This plane divides the object into two sets 
A I and A 2 , such that 

FaceSet{A\) U FaceSet{A 2 ) =— FaceSet{0) 

where 0 is the entire object and FaceSet{0) represents the set of all faces of 
0. All the faces that lie entirely inside the half space of C"*", belong to Ai. 
Those faces which lie entirely inside the half-space ofC“, belong to A 2 . The 
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faces, which are located partially inside and C”, are split into triangles. 
We assign the split triangles to or C~ , Figure 5 . 7 . Then, we compute the 
AABBs and AABBc for Ai and A2, respectively. We choose another cutting 
plane C parallel to the x-z plane. This subdivision scheme is applied to A \ and 
A2 recursively. The cutting plane is selected in the order x-y, x-z and then y-z. 
This cycle is repeated at each iteration of the subdivision and a tree structure is 
constructed. 




Figure 5.7. Triangle T is split into Ti, T 2 and T 3 . T\ lies inside while T 2 and Ts lie inside 
C-. 



If a face lies partially in and C~ , the face is cut into smaller triangles so 
that the triangles will entirely lie inside C~^ or C~ . In Figure 5 . 7 , a triangle T 
has 3 vertices v\, V2 and V3. Vertex vi is inside while V2 and V3 are inside 
C~ . We find the intersection points of the plane C and two edges, say tTjTTj and 
V\V3. Letvi2 — CDviV2 and V13 = Cr\v\V3. We construct three triangles Ti, 
T2 and Ta, where Ti = {vi,vi2,vi3),T2 = (ui2, t>2, tts) andTa = (wi 3 ,'t' 2 , t^s)- 
Now, we split triangle T into three pieces so that each piece is entirely inside 
either C'"*' or C~ . 

5.7.3 A Hybrid Collision Detection Approach 

In this section, we present a hybrid object-space and image-based collision 
detection algorithm, HYCODE, HYbrid Collision DEtection, Figure 5 . 8 . In 
this algorithm, we use the separating vector algorithm as the front-end of our 
collision detection algorithm. We set the maximum number of iterations in the 
separating vector algorithm loop to five. From the result stated in [ 7 ], more 
than 90 % of the non-colliding pairs can be eliminated in five iterations. This 
is consistent with the results obtained from our experiments. The operation 
cost of the separating vector algorithm is comparatively low. If no separating 
vectors are found within five iterations, we invoke our image-based algorithm 
to further test for interference. Once the collision event is detected, the colliding 
region can be easily computed. 
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/ proc HYCODE(A.B) = 

2 collide = FALSE 

} If (ExistSeparatingPlane(A,B)=FALSE) 

4 v==ABBf-ABBt 

5 M <— rotation matrix that aligns v to x-axis 

6 M'^ = M // : Transformation of A 

7 M'® = M Af® // M® : Transformation of B 

s ABB^ = ComputeTightABB(A, M'^) 

V ABB® = ComputeTightABB(B, M'^) 

10 MOR’ = CompiiteMORfABB'' ,ABB^) 

11 MOR^ = lnfiniteSweepVolume(MOR, M'^) 

12 MOR^ - InfiniteSweepVolume(MOR, M'®) 

!3 FaccList^ - LocateLocalFaces(A, MOR^) 

14 FaceList^ = LocateLocalFaces(B, MOR^) 

15 collide= 

16 Collidef FaceList^, FaceList^ , M'®, MOR’ ) 

17 fi 

IS retum(collide) 

19 . 



Figure 5.8. The HYCODE Algorithm. 



5.7.4 Speedup due to MOR 

Since HYCODE operates both in the object-space and on projection sampling 
at the image-space level, it benefits from both optimizations due to culling in 
the object-space as well as from image-based sampling optimizations. Thus, 
isolating the MOR achieves two purposes: (1) reduce the number of primitives 
to be considered in the collision tests, and (2) enhance the possible region of 
interference. In the table below we have taken a few model samples to show the 
speedup achieved by collision tests performed with MOR vs tests performed 
without MOR. Even for models with relatively low triangle count, the speedup 
ranges from 1.125 to 3.9 times. 



Table 5.2. Speedup due to object-space culling and isolating the MOR. 



No. 

of triangles 


Time (msec) 
of collision tests 


Time (msec) 
of collision tests 


Speedup 




without MOR 


with MOR 




800 


3.6 


3.4 


1.125 


9800 


13.9 


4.6 


3.022 


20000 


25.4 


6.5 


3.908 
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HYCODE has two essential bottlenecks: (1) rendering the object surfaces, 
and (2) reading or inspecting the state of the stencil buffer in a software emu- 
lation mode. 

In order to solve the first problem, we may employ a caching scheme in order 
to avoid re-rendering candidate objects. If the available buffers (Z and stencil 
buffers) are large enough, the objects can be prerendered, their depth values and 
their pixel masks can be stored in the image buffers. If the buffers are limited, 
we can subdivide the buffers into several parts. By exploiting the object space 
coherence and temporal coherence, we can cache the object pairs which are 
required for the rendering passes, in the next iteration. For a solution to the 
second problem, we need the hardware implementation for checking the status 
of the stencil buffer. 
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Abstract The latest generation of graphics hardware has new capabilities that give 
commodity cards the ability to carry out algorithms that formerly were only 
possible on standard CPUs or on special purpose parallel hardware. The 
ability to carry out floating point operations with large arrays on Graphics 
Processing Units (GPUs) makes them attractive as image processors. In this 
article, we discuss the implementation of the Fast Fourier Transform on a 
GPU and demonstrate some applications. 

Keywords: Fast Fourier Transform, GPU, graphics pipeline, image processing, signal 

processing 



6.1. Introduction 

Over the past 20 years, there has been a convergence of graphics and imaging 
systems. While formerly users would have separate systems, we no longer make 
this distinction. From both the hardware and the software perspectives, we have 
seen the merging of Computer Generated Imaging (CGI) and image processing 
software. For example, the OpenGL API supports image processing through its 
widely-used imaging extensions. The capabilities of CGI products such as Maya^*^ 
and Lightwave^“ include imaging operations. 

Nevertheless, if we look more closely at the hardware, we can see that until 
recently, there were serious limitations in what was really possible, especially in 
real time. Lack of floating-point support in the graphics pipeline and the inability 
to control the graphics pipeline were serious problems. 
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Graphics hardware has evolved to the point that we now have programmable 
pipelines and floating-point frame buffers. A consequence of these developments 
is that we can now do true image processing as part of the graphics pipeline. In 
this paper, we shall show how to use fragment programming to do image 
processing via two dimensional Fast Fourier Transforms (FFTs). We first 
presented these results in \cite{GH}. Here our focus will be somewhat different. 
Because most graphics practitioners are unfamiliar with signal processing, we 
shall start with an introduction to convolution and the use of the FFT for filtering. 
Then we will discuss the graphics pipeline. We will introduce the idea of fragment 
programming. We show how to implement FFT filtering with fragment 
programming. Finally, we will show some applications. 



6.2. Convolution 

A (digital) image is an Nx M array of picture elements, or pixels, arranged on a 
rectangular grid. The basic idea behind standard image processing is that we can 
form a new image in which the value of each pixel is some mathematical function 
of the pixels values in the original image. Suppose that we have an Nx M image. 

f = [fij], 0<i<N-\,0<j<M-\, (6.1) 

where f^j is value of the pixel at located {i, j). When we process f, we form a new 
image g by combining the values of the pixels in f in some manner, or abstractly 

g=m (6.2) 

for some function T* . 

This formulation is obviously too general to be of much practical use. If the 
transformation is linear, then each gy is a linear combination of the values of f. If 
the transformation is spatially invariant, then the function used to evaluate each 
processed pixel is not dependent on where the pixel is located in the image. Thus, 
each pixel is processed in the same manner. It is easy to show that if a 
transformation is both linear and spatially invariant, we can write the filtering 
operation as 



k I 



where the set of coefficients [hki] characterize the particular transformation. At this 
point, we need not worry about the indices for the sums but in practice the values 
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of hj,i go to zero as the magnitudes of k and I increase’. The filter is characterized 
by the array 



h = [/i,y], (6.4) 

and g is said to be the convolution of f and h, usually written as 



g = f*g 

Note that if the original image is an impulse at (0,0), 

^ ^ fl if i = QJ = 0 
|0 otherwise, 

then 

g = h 

which leads to h being known as the impulse response of the filter. 

Usually, the impulse response has a small area. That is 

hij=0 if i^+j^>m (6.8) 

for some small integer m. In this case, the convolution can be computed in 
O(NMm) operations rather than the O(N'M^) required for the general case. For 
many imaging operations, such as edge enhancement, antialiasing, and smoothing, 
a small value such as m=3 is sufficient. The small array of nonzero elements is 
called the convolution kernel. 



(6.5) 



( 6 . 6 ) 



(6.7) 



6.3. Hardware Implementation 

Graphics systems have supported some instances of linear filtering. For 
example, OpenGL allows linear filtering of textures. However, only 2x2 filters 
are supported on most implementations and even this filtering operation incurs a 
performance penalty. 



For the mathematics of convolution to work properly, we must assume all functions are 
periodic with periods N and M. However, because filter functions tend to zero, we can 
embed the problem within a periodic framework and worry only about artifacts at the 
edges 
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We can also use OpenGL's accumulation buffer to support filtering with larger 
kernels, but the cost is proportional to the number of elements in the kernel. 
Depending on the hardware, there is often an additional significant performance 
penalty because of the data movement between processor memory and the 
accumulation buffer. Some systems support off-screen buffers for which there are 
OpenGL extensions that are often more efficient than the accumulation buffer. 

Note that graphics hardware is also limited by the precision of the buffers that 
make up the frame buffer. Until recently, these buffers, with the exception of the 
(slow) accumulation buffer, were restricted to eight bits per color component, a 
limitation that made general filtering impractical. With the latest generation of 
hardware, the frame buffer works in floating point which solves some of these 
problems. However, we still need to worry about the number of floating point 
operations for large convolution kernels. 

6.4. The Fourier Transform 

The major computational advantage using the Fourier Transform is that it 
reduces the 0{(NMf complexity of the convolution operation to 0(NM). For 
discrete data, we actually compute the Discrete Fourier Transform. Consider a one 
dimensional sequence of N complex-valued points, {//} for i=0,l,....,N-l. Its DFT 
is given by the sequence 

w-i 

= 

/=o 

where W is the complex Nth root of unity {i^= -1) 

=cos2n/ N + isinlrrl N ( 6 . 10 ) 

The inverse DFT is given by 

, N-t 

( 6 . 11 ) 

” i=0 

The discrete convolution of two N-point sequences {/(} and {/i,} is given by 

j N-\ 



( 6 . 12 ) 
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where the indices are computed periodically.^ We can show that Fourier transform 
coefficients of {g,} are given by [9]. 

G,=HjFj (6.13) 

Thus, convolution in the original domain which is an 0(W^)operation is an 0(A/) 
operation in the Fourier or frequency domain. Of course, we have to add in the 
work to go back and forth between the domains, but we will address that issue 
with the FFT algorithm. 

6.4.1 The Two-dimensional DFT 

For a two dimensional sequence or array /j-, the DFT is another two dimensional 
sequence 



N-\ M-\ 

( 6 . 14 ) 

1=0 j=0 

If we rearrange this equation as 

N-\ M-\ 

(6.15) 

i=0 j=0 

we see that the two-dimensional DFT is actually a sequence of one-dimensional 
DFTs on the rows of the matrix f =[ M> followed by a sequence of one- 
dimensional DFTs on the columns (or visa versa). 

Figure 6.1 shows a color image of a 1024 x 1024 rendered Utah teapot. Figure 

6.2 shows the magnitude of the FFT as an RGB image formed from the 
magnitudes of each of the FFTs of the color components of the original image. 

6.4.2 The Fast Fourier Transformation 

If we simply compute the DFT by its definition, the one-dimensional transform 
requires O(N^) operations and the two-dimensional transform requires 0{NM^+ 
N^M). Hence, for filtering an image, there would be no reason to use the DFT 
unless we could find a faster way to take the forward and backward 
transformations. 



^ Although most functions are not periodic, we can use periodic convolution by 
padding functions with zeros. 
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Figure. 6. 1. Utah teapot. Figure 6.2. FFT of Utah teapot. 

If is a power of 2 {N=T), the Fast Fourier Transform algorithm [3] reduces 
the O(N^) operations for the one-dimensional transform to 0(A^ log N). Using the 
same reasoning as before, if N and M are powers of 2, we can take the two- 
dimensional DFT in 0{NM{ log M + log N)) operations. 

Although we do not need the derivation of the algorithm in order to use it, the 
derivation will give us hints on how to implement the algorithm on a graphics 
processor. The FFT is a divide and conquer algorithm. If we start with a sequence 
of N=V elements {//}, i=0,...,N-l, we can divide it into two sequences, one of the 
odd elements {ff )- {/ 21 +/}, i=0,..,N/2-l and a second of the even elements = 
f 2 i, !=0,..,N/2-1. Each of these sequences has its own NI2 dimensional DFTs, {Fj') 
and {Fj^}. We can then rewrite the definition of the DFT in terms of these half-size 
DFTs as 




NH w/2-1 

)'=0 1=0 

= F°+W‘„F^ (6.17) 

Thus, the FFT of an N point sequence can be decomposed into two DFTs of NH 
point sequences. Applying this result recursively, the original DFT can be 
decomposed into 4 DFTs of AV4 points and so on until we get N/2 DFTs of 2 
points. Each of these 2-point DFTs looks as in Figure 6.3 and requires 2 (complex) 
multiplications. This fundamental calculation is known as the basic butterfly. 
There is a complex multiplication along the directed edges followed by a complex 
sum of the results. All values are computed in complex pairs. 

As we work our way back up the recursion, building up the DFT of the original 
N-point sequence, we can reduce all calculations to basic butterfly computations. 
Thus, the final calculation is 0{N log N) or 0(yhf). The algorithm can be done in 
place, but because the pairs of points change in each calculation, there is some 




Fourier Processing in the Graphics Pipeline 



101 



tricky indexing in the implementation [8]. Figure 6.4 shows 3 stages of basic 
butterfly calculations used to compute the 8-point DFT. 






BOM 
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Figure 6.4. Data flow in 8-point FFT 



6.4.3 Processing Real-valued Images 

The Fourier Transform is a complex number to complex number transformation. 
Flowever, with images we are usually working with only real numbers^ Thus even 
though the DFT of an x M image has 2NM real numbers, only NM of them can 
be independent. We can use the conjugate symmetry property of the transform of 
real functions [11] 



^ij - (6.18) 

Except for a few special values that are real numbers or at the edges, each 
element in the top half of the array has a matching conjugate in the bottom of the 
array, as in shown in Figure 6.5. Hence, we can save half the storage. However, 
what is even more interesting is that for real data we can show that we can use an 
N/2 transform to take the DFT of a sequence of N real numbers. We can also use 
an N-point transform to take the transform of two N-point real sequences 
simultaneously. 

Consider two N-point real sequences {/j} and {g, }. We can form the complex 
N-point sequence 



hi = fi + ig,' 



(6.19) 



^ For color images, we take the DFT of each color component. 
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Figure 6.5. Symmetry in 2D DFT of a real image. 



and find its DFT {Hj} with the FFT. We can then compute the real and imaginary 
parts of the Fourier transform sequences {Fj} and {Gj} by 





(6.20) 




(6.21) 




(6.22) 




(6.23) 



Note that if we want to use this result to take the transform of an N-point real 
sequence with an M2 -point transform, we have considerable flexibility in how we 
form {hi}. For example, we could use the odd and even values of the original 
sequence to form two subsequences or we could use the first and second halves of 
the original sequence. 

Putting together all these results, we can see that if we want to take the FFT of 
m N X M image and N and M are powers of 2, we can do it with M2 and M/2 
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dimensional transforms. All calculations are basic butterflies. In terms of a 
program, there are log N + log M stages. Probably, the trickiest part of the 
implementation is the indexing [8]. The data are reorganized by the butterfly 
calculations and by our desire to exploit the symmetry of the transform of real- 
valued data. 

6.4.4 Filtering 

Returning to filtering, we can process an image as in Figure 6.6 using a forward 
FFT, an element hy element multiplication of coefficients, and an inverse FFT. 
The complexity for A x M images is 0{NM (log N + log M)) operations. 



Filter 



Input Image 

► 



FFT 






(FFT)' 



Filtered Image 

► 



Figure 6. 6. FFT filtering. 

In terms of a graphics application, the most obvious way to do a convolution 
would be to use the CPU on the host machine and then send the image to the 
graphics processor and frame buffer with an OpenGL glDrawPixels function. The 
main bottleneck would then be the transfer of image data between the CPU and the 
graphics card, an operation that usually requires that the data be reformatted. If the 
data were already in the graphics processor, we would have to do two transfers 
between processor memory and the frame buffer (or texture memory) with a 
glReadPixels and a glDrawPixels. These transfers can require a significant amount 
of time. However, with recent hardware advances, we can use a fragment program 
to do the entire filtering operation on the graphics card. 



6.5. Vertex and Fragment Programmin g 

Virtually all realtime graphics systems use a pipeline architecture. A simplified 
version is shown in Figure 6.7. The front end is a vertex processor that works in a 
geometric three- or four-dimensional space. The back end works with hits that 
form the image in the frame buffer [1]. The rasterizer provides the link between 
them. The rasterizer must assemble the vertices into geometric objects and 
generate the hits that form the pixels in the frame buffer that are displayed. The 
outputs of the rasterizer are fragments'*. Fragments determine the pixels that are 

Most modem architectures support fragment processing after the rasterizer. 
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placed in the color buffers. Because most fragments are the size of a pixel, the 
terms pixel and fragment are often used interchangeably. However, a fragment 
along the edge of a polygon might be smaller than a pixel in size. A given 
fragment may not be visible. If a fragment is visible, it contributes to the color of a 
pixel in the frame buffer. Thus, if two vertices define a line segment, the rasterizer 
must generate the colors or shades between the vertices taking into account the 
type of line and its width. For polygons, the rasterizer determines shades for 
fragments in the interior of the polygons. The appeal of this architecture is that the 
various calculations are pipelined for efficiency and each block is supported 
directly by the hardware. 



Vertex Processing Bit Processing 




Figure 6. 7. Graphics pipeline. 



Vertices Fragments Pixels 




Figure 6. 8. Expanded graphics pipeline. 

Figure 6.8 shows more detail in the pipeline and represents what we would see 
in most mid- and high-end graphics cards. There is a separate pixel pipeline that 
allows an application program to place pixels directly in the frame buffer, work 
with textures, and perform some simple imaging operations. In general, the 
geometric pipeline includes Phong shading that is computed for each vertex. The 
geometric and pixel pipelines merge during rasterization. 

Until recently, the pipeline was fixed. Some parameters could be altered from 
an application program and features such as lighting and texture mapping could be 
turned on and off. However, what was not possible was changing how each vertex 
or fragment was processed within the pipeline. Thus, we could not use 
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sophisticated shaders such as those that could be defined with the RenderMan [10] 
shading language. Although some pixel operations were possible, they often 
required the use of slow buffers, such as the accumulation buffer, or transferring 
pixels back to processor memory, a slow operation, or multiple rendering passes. 

Although there were earlier research architectures that supported a flexible 
pipeline, the nVidia G Force 3 provided vertex programming in the commodity 
market. Now there is a variety of programmable graphics cards in the commodity 
market that allow for both vertex and fragment (or pixel) programming. We can 
look at these architectures as in Figure 6.9. As vertices are generated by the 
geometry, a vertex program can alter their colors, locations, or any other property 
associated with a vertex. We can write a program that will replace the Phong 
shader with another shader. Note that altering the attributes of a vertex need not 
affect any operation further down the pipeline. Thus, if we replace the Phong 
shader, the normal behavior of the rasterizer will still be to interpolate vertex 
colors over the polygons defined by the vertices. 



Vertices 




Texture 



Figure 6.9. Programmable graphics pipeline. 



Fragment (or pixel) programs work in much the same manner. As fragments are 
generated by the rasterizer, we can write an application program to change their 
colors or even to reinterpret color and texture data. Such a program can use data in 
texture maps and calculations within the code to determine new fragment colors. 
For example, fragment shaders can implement algorithms such as bump mapping 
within the GPU. We shall use fragment programs to carry out the FFT. 

The latest generation of graphics processors has added another key feature: 
floating point frame and texture buffers. These are especially important for 
fragment programs. Older processors allowed for only one byte per color 
component. This limitation prevented applications from doing accurate 
compositing operations due to overflows. With colors and textures stored in 
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standard floating-point form, not only can we avoid using slow alternatives such as 
the accumulation buffer but we can now think of using color and texture buffers in 
new ways. 

Programmable pipelines can be thought of in various ways. The most natural 
way is as stream processors, a view that comes out of the pipeline nature of the 
architecture. Another is as SIMD processors that execute the same instructions on 
all vertices or fragments in parallel. From this perspective, we can see that a vertex 
(or fragment) program can be seen as performing the same instruction in parallel 
on all vertices (or fragments). Whichever view we choose, these pipelines should 
be able to carry out numerical calculations at a high rate, especially those that 
involve arrays that can be placed in texture memory. 

6.5.1 APIs 

Initially, the control of programmable pipelines was done by low-level 
programming for the particular graphics processing unit (GPU). This process had 
all the standard deficiencies of assembly-language programming. Over the past 
few years, a few alternatives have been developed. 

One was to use OpenGL's flexible extension mechanism to provide a C 
interface to particular GPUs. Although this approach allows the application 
programmer to control a GPU, the approach lacks generality, one of the expected 
benefits of a good API. Note that although the extensions allowed the application 
programmer to program the cards in C, in reality the programmer is downloading 
an assembly language program. 

More recently, there have been two proposals for more general interfaces, Cg 
and the OpenGL Shading Language. Both seek to give the application programmer 
control of the GPU through a C-like interface. We have done our work with Cg [5] 
[7]. Alternatively, we could have used DirectX9 for our applications as it supports 
programmable shaders. 



6.6. Using the GPU for the FFT 

Returning to the algorithm, we can see that implementing it on a GPU is 
actually a very straight-forward task. We can pass the input data to the GPU as a 
texture map. However, we need geometric primitives to flow down the pipeline 
and cause the execution of fragment or vertex programs. In principle, we could 
form a single quadrilateral parallel to the projection plane that would be associated 
with the texture map and size it so that each fragment corresponds to a point in the 
original data set. As fragments are generated, they would cause the FFT to be 
computed by the fragment program. 

However, there are a few details that make the process a bit more complex. 
Actually, we would need two quadrilaterals and two frame buffers because we 
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have to compute the real and imaginary parts of the FFT. Each would have its own 
fragment program. But that method would not take advantage of the symmetry of 
the transform of real-valued data. We must also take into account that the FFT is a 
multipass algorithm which takes log A^-l- log M iterations. 

We solve the first problem by packing the computation and storage into a single 
frame buffer using the methods described in Section 6.4.3. Because we pack both 
real and imaginary values into one frame buffer, we often must load separate 
fragment programs generating the real and imaginary components and draw 
quadrilaterals over subregions on the screen pertaining to the respective values. 
We can solve the second problem by rendering into a texture rather than into the 
frame buffer. Thus each iteration reads from one buffer and writes into another. 
For the details, see [8]. 



6.7. Examples 

The example in Figure 6.1 was computed on a nVidia FX5200 Ultra and a 
Qudro FX 3000. Figure 6.10 and 6.11 show standard low- and high-pass filters, 
respectively. 



/ 




Figure 6. 10. Low-pass filtering of teapot image. 



Figure 6. 1 1. High-pass filtering of teapot image. 
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Figure 6.12. Motion blur of teapot image. 

These examples are not particularly interesting because they could be carried 
out easily in the spatial domain with a small area convolution. Figure 6.12 is a bit 
more interesting. Here we see a motion blur on the teapot. 

Usually we would form such an image by averaging a sequence of images with 
the teapot moved in each. Although this method would be correct and the FFT 
method being done on the images rather the object, nevertheless the visible 
appearance is remarkably good. 

However, if the FFT is to be useful for graphics and imaging applications, we 
should look at applications that could not be done efficiently in the spatial domain, 
in particular applications with large convolution kernels. One example is texture 
generation [4]. Many textures exhibit a quasiperiodic behavior and can be 
characterized by distinct frequencies in the spectral domain that are spread over a 
wide range. One way to generate a family of such textures is to drive a filter with 
noise. Figures 6.13 and 6.14 were generated with a fixed magnitude spectrum and 
random phase, a process that was done entirely within the GPU. 



6.8. Conclusions 

At this point, the speed of our unoptimized implementation on an early Nvidia 
FX card is a little slower than running an optimised software implementation of 
the FFT on a fast Pentium. If we count operations, the GPU was carrying out 
operations at a rate of over 5 Gflops on the Quadro FX. For 512 x 512 images, we 
could achieve filtering at a 4 Hz rate. 

However, the performance improvements in graphics cards are occurring at 
such a rate that this statement will not be true for long. Indeed, it might not be true 
as you read this chapter. More important is that in real applications, if we have an 
application that can benefit from transform domain processing on computer- 
generated images, we can avoid the bottleneck of reading images back into 
processor memory. 

If we take a more generalized view of what we have done here, we can argue 
that GPUs are well suited for a wide variety of linear algebraic and imaging 
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operations. Of particular interest arc multi-resolution methods that are presently of 
great interest in the graphics community. For some examples, see [6] and [2]. 




Figure 6. 13. Texture created in the frequency domain. 




Figure 6. 14. A Second texture created in the frequency domain. 
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Abstract This chapter focuses on the transformation of range images (2.5D) into 
three-dimensional (3D) graphical models. Beginning with an overview of 
state-of-the-art range image acquisition methods, it provides an introduction 
to the construction of complete 3D graphical models using multi-view range 
images registration and integration. The description of these transformation 
processes emphasizes a 'snapshot' three-dimensional imaging and modeling 
(3DIM) approach based on full-field fringe projection and phase mapping 
technology. We also introduce a novel colour texture acquisition method and 
discuss popular approaches to the geometric description of 3D graphical 
models resulting from range image registration and integration. In our 
conclusion we discuss directions for future work. 

Keywords: Range image, graphical model, computer graphics, machine vision, 3D 

imaging sensor, fringe projection, phase mapping, colour texture, 
registration, visualized registration, Iterative Closest Point (ICP) algorithm, 
integration. 



7.1. Introduction 

With the rapid development of advanced display hardware and geometric 
representation software, photo-realistic rendering techniques have become an 
important feature of computer graphics, providing high-quality real world 3D 
shapes, often with characteristics such as intensity, colour, or texture. Where the 
objects and environments represented in many applications exist in the real world - 
- whether they are virtual museums or human beings - people have higher 
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expectations of the quality of their imaging and modeling. However, because such 
objects or scenes are complex, it is challenging, time consuming, and sometimes 
even impossible to get 3D geometrical shapes and appearances using traditional 
computer graphics techniques. This difficulty can be alleviated using 3D imaging, 
a complementary technique to computer vision. 

Computer vision produces 3D graphical models from digital images or image 
sequences. Because it originates from the area of Artificial Intelligence (AI), 
computer vision has been regarded as image understanding. It is widely believed 
that computer vision is much harder to carry out than computer graphics because it 
requires 3D objects or graphical models to be derived from 2D images or image 
sequences. 

Recent years have seen a number of attempts to model the 3D geometry of 
objects and scenes from images or photographs. These attempts start with one or 
more 2D images and end up with a complete object representation, that is, the 
transformation of an image into a 3D graphical model. In this chapter, we will 
present an overview of the techniques involved in this transformation. We will 
also discuss a 3D imaging and modeling approach based on full-field fringe 
projection and spatial phase mapping. 

7.1.1 Identification of the Issue 

An image is a photo or a projection of a real-world object or scene in 3D space. 
Images can be simply described using gray or colored dots, which are called pixels. 
Graphics, however, are drawings produced using geometric primitives, such as 
points, lines, and circles. To obtain realistic representations, computer graphics 
researchers often use mathematical equations to generate complex graphics and 
simulate lighting conditions in 3D space. Represented in pixels without geometric 
features, a graphic is reduced to the status of an image, while the analysis of an 
image can reveal its original graphic or 3D geometric models. In this sense, the 
relationship of computer vision and computer graphics is inverse problem. 

But these definitions of images and graphics are general. This chapter defines 
the image as a range image and graphics as a 3D graphical model. In a range 
image, every pixel corresponds to the relative height at a location of an object 
surface, rather than gray or colored dots. The 3D graphical model realistically 
represents the shape and appearance of an object. 

7.1.2 Major Steps from Image to Graphics 

A complete scan of an object or scene requires multiple range images from 
different viewpoints. This is realized by rotating the object or by combining an 
imaging sensor with a track device to move around the object. The 3D graphical 
model can then, by fusing all the range images, be placed in a common coordinate 
system centring in the object or scene. 
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The transformation of an image or image sequence into a 3D graphical model 
usually takes place in three steps: 1) Range image acquisition, also known as a 3D 
imaging technique. A range image describes the 3D relative height of an object's 
surface observed from one viewpoint in a local coordinate system. 2) Registration, 
in which range images are aligned so that they are in either a common or a world 
coordinate system. 3) Integration, in which a complete and non-redundant 3D 
graphical model is constructed by merging the overlapped data formed in 
registration. 

7.1.3 Organization of this Chapter 

The remainder of this chapter is organized as follows. Section 7.2 presents an 
overview of a range image acquisition and modeling methodology that involves 
three different but correlated techniques: range image acquisition, range image 
registration, and range image integration. Section 7.3 describes in detail a 
'snapshot' 3D imaging and modeling system based on full-field fringe projection 
and spatial phase mapping. We also present a novel method for extracting the 
colour texture information and the geometric shape from one frame-modulated 
fringe image. Further, we present a method for roughly registering partial-view 
range images using all possible information, for example, shape and texture, and 
then using an ICP algorithm to improve the accuracy of the final registration. In 
the third step, range image integration, we present a method for fusing multi-view 
range images that is based on the Primary-Stitched-Line (PSL) and Secondary- 
Stitched-Line (SSL) concepts. Section 7.4 presents some experimental results to 
validate our system while in Section 7.5 we summarize the main points involved 
in image-based modeling and point out some open problems for future work. 



7.2. Overviews 

The creation of 3D graphical models of complex objects or environments is 
becoming an increasingly important topic in the field of computer vision as well as 
in industrial applications [1]. Two major forces are driving this development: the 
rapid development of microelectronics leading to the greater availability of lower 
cost imaging devices such as digital cameras, and of processors and light sources 
such as computers, and lasers. A second impetus is the huge potential market for 
3D products, reverse engineering and computer animation being typical examples. 

The following subsections present a step-by-step overview of the state-of-the- 
art of range acquisition techniques, following the procedure from range image to 
geometric model. 
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7.2.1 Range Image Acquisition 

A range image offers a direct way to produce a 2.5D shape description of an 
object surface or of an environment. To the present, various types of range image 
acquisition techniques have been developed. According to the measurement 
principle, range image acquisition techniques can be put into two broad categories: 
passive methods and active methods. Passive methods do not interact with the 
object, whereas active methods do, making contact with the object or projecting 
some kind of energy onto the object's surface. A well-known passive approach is 
stereovision. Stereo vision effects can be achieved in two ways: by moving an 
optical sensor to a known relative position in the scene or by using two or more 
optical sensors previously fixed in known positions [2]. In order to obtain 3D 
coordinates of a given point from n given projections (one from each sensor), one 
needs to determine the same point among these projections, but because of a lack 
of features or because of measurement errors it is usually difficult to determine the 
point-correspondence. This so-called point-correspondence problem imposes 
severe limitations on stereovision in practical applications. Other passive 
approaches include shape-from-shading in single images [3], and optical flow 
methods in video streams [4]. Although they require little special-purpose 
hardware, passive approaches do not yield the highly dense and accurate range 
images that many applications require, while active methods require more 
complicated structure designs, but offer dense and accurate range data (range 
images). 

Active 3D imaging methods can be classified into two groups: optical and non- 
optical (Figure 7.1) however, because optical sensors have the advantages of non- 
contact operation mode and damage-free data acquisition, we here introduce only 
the optical approaches. A more comprehensive coverage of the optical methods 
can be found in Ref [5]. 




Figure 7. 1. Taxonomy of active 3D imaging methods. 



Optical approaches can be further divided into scanning techniques and full- 
field imaging techniques. Scanning techniques are represented by laser 
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triangulation and laser radars. Laser triangulation uses either a laser point or a strip 
to illuminate the surface and obtain the 3D contour of the object based on the 
triangulation principle [6], as illustrated in Figure 7.2. The laser radar technique is 
based on the measurement of the travel time or phase of either a pulsed or 
modulated laser [7,8]. Lange et al. [7] described a real-time range camera that 
could quickly sample modulated optical waves. Mengel et al. [8] presented a novel 
approach for direct range image acquisition based on a CMOS image sensor. All 
these scanning techniques required either one-dimensional or two-dimensional 
scanning to cover the entire surface of the object. This makes the systems more 
complicated and measurement more time-consuming. 




Figure 7.2. Principle of triangulation. 

Full-field optical methods are becoming increasingly popular because they do 
not require scanning for single view acquisition, measure quickly, and can process 
data automatically. Full-field methods use multiple stripes or patterns rather than a 
single laser spot or stripe. One approach uses the sequential projection of a binary 
coded pattern. Multiple frames of the coded pattern image are captured to encode a 
pixel on the CCD with its corresponding range [9]. Fringe projection is another 
popular typical full-field imaging technique [10-13]. A camera captures an image 
of a fringe pattern projected onto a target surface. If the surface is flat, the fringe 
lines will appear straight. If the surface is not flat, however, any surface features 
will alter the appearance of the fringe pattern, which will no longer appear as a 
series of straight lines. Instead, each line of the fringe pattern will be curved, bent, 
or otherwise deformed by the shape of the surface region onto which it is projected. 
If the exact position, orientation, and angle of projection of the original fringe is 
known and each line on the surface is uniquely identifiable, then well-known 
triangulation formulas may be applied to the fringe pattern to calculate the profile 
of the surface. 




116 



Chapter 7 



A fringe pattern can be generated by projecting a grating or laser interference. 
In order to improve the measurement accuracy and to calibrate the system 
effectively, software-produced fringe patterns have been developed. One uses an 
LCD (Liquid Crystal Display) to generate the fringe pattern [14]. This method is 
simple and flexible as it creates the digital fringe pattern in the computer. However, 
because of the low image brightness and contrast of LCD panels, the quality of the 
fringe images is poor and this limits accuracy when extracting surface 3D shape 
information. The other method is produced by DMD (Digital Micromirror Device) 
[15]. Compared to the LCD, the DMD has following major advantages: high 
fringe brightness and contrast, high image quality and spatial repeatability. 
Recently, DMD has applied to acquire optically sectioned images by using the 
fringe-projection technique and the phase-shift method [16]. 

To acquire the colour texture information corresponding to the range image, 
several approaches have also been investigated. A detailed summary of this is 
provided in the Introduction of [17]. 

7.2.2 Registration 

The final 3D graphical model representation of an object's surface is affected 
by two main kinds of error [18]: the acquisition error and the registration error. 
Acquisition error is caused by the inaccuracy of hardware such as lenses, CCD 
cameras, or structured lights. Limitations on the accuracy of acquisition make it 
even more important that the process of registration be accurate in the integration 
process. The accurate registration of a set of range images is of major concern in 
the design and implementation of a 3D graphical model. In fact, registration of the 
range images turns out to be the most difficult of the three steps. 

The goal of registration is to find the relative position and orientation of each 
view with respect to other views. Existing registration algorithms can be mainly 
categorized as either surface matching or feature matching. Surface matching 
algorithms start with an approximate registration, and then iteratively refine that 
registration by gradually reducing the error between overlapping areas in the range 
images. Among existing algorithms, the iterative closest point (ICP) algorithm 
proposed by Besl et al [19] has been proved to be the most appropriate method for 
accurately registering a set of range images. ICP starts with two range images and 
an initial guess for their relative transform and iteratively refines the transform by 
repeatedly generating pairs of corresponding points on the two views and 
minimizing an error metric. The initial registration may be generated by a variety 
of methods, such as spin-image surface signatures [20], computing the principal 
axes of the scans [21], exhaustive searching for corresponding points [22], 
interactively selecting three or more matching features on overlapping pairs of 
range images [23], constraint searching by principal curvature [24], a frequency 
domain technique by using the Fourier transform [25], or user input. With respect 
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to the iterative procedure, many modifications have been introduced on the basic 
ICP concept. Chen et al [26] independently developed an approach similar to ICP 
which minimizes the sum of the squared distances between scene points and a 
local planar approximation of the model. Dorai et al [27] advanced the ICP 
algorithm by designing a verification mechanism to check the validity of the 
corresponding control points found by the new algorithm, employing only valid 
corresponding control point pairs to update the transformation matrix. Sharp et al 
[28] investigated the actual corresponding point pairs via a weighted linear 
combination of the positional and feature distances. Kverh et al [29] suggested a 
new refinement algorithm based on segmented data. This algorithm performs well 
in terms of accuracy and computational time, but cannot be used for objects with 
arbitrary free-form surfaces. 

Advances in registration methods continue to be proposed [30-32]. Chung et al 
[30] proposed a registration algorithm to estimate the transformation parameters 
among multiple-range views by making use of the principal axes formed by three 
eigenvectors of the weighted covariance matrix of 3D coordinates of data points. 
Yamany et al [31] presented a novel surface-based registration method based on 
genetic algorithms (GA) that is able to register complex surfaces much faster than 
other techniques. In the process of finding closest point, the computational time is 
reduced by applying the grid closest point (GCP) technique. Jocinen et al [32] 
proposed a method for the simultaneous registration of multiple 3D profile maps 
without knowing correspondences. 

In feature matching algorithms, correspondences between a number of features 
in the range images are first established and then, based on the correspondences, a 
transformation function is determined to register the range images. Thirion [33] 
and Bhanu [34] respectively used curvature extrema and planar patches to register 
range images. Gueziec et al [35] applied characteristic ridge curve and extremal 
points. Feature-based algorithms rely on the existence of predefined features. If 
such features do not exist in the images, registration will be impossible. The 
accuracy of image registration by feature-matching techniques depends on the 
accuracy of the available features. 

A method described by Higuchi, et al [36] uses a combination of surface- 
matching and feature-matching techniques to register range images. This method 
determines the curvature at each point in a range image and maps them to a unit 
sphere. The sphere is then partitioned into equal cells, and the array of cells is 
matched to another array of cells obtained from a second range image. This 
matching process involves rotating one sphere over the other and at each rotational 
step determining the total difference between the curvatures of the two images. 
The rotational step producing the smallest total difference is then used to 
determine the rotational difference between the range images. 
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7.2.3 Integration 

Based on the accurate registration of multiple range images, different 
techniques have been developed for integrating or merging range images 
[18,37-43]. Methods for integrating range images can be classified as either 
structured or unstructured. Unstructured integration presumes that one has a 
procedure that creates a polygonal surface from an arbitrary collection of points in 
3D space. A major advantage of this algorithm is the absence of prior assumptions 
about connectivity of points. Where there are no range images or contours to 
provide connectivity cues, this algorithm is the only recourse. In this case 
integration is completed by collecting all the range points from multiple images 
and presenting them to the polygonal reconstruction procedure. Hoppe et al [37] 
used graph traversal techniques to help construct a signed distance function from a 
collection of unorganized points. An isosurface extraction technique produces a 
polygon mesh from this distance function. Bajaj et al [38] explored alpha-shapes 
to construct a singed distance function to which they fit implicit polynomials. 
Although unorganized points algorithms are widely applicable, they discard useful 
information such as surface normal and reliability estimates. As a result, these 
algorithms are well behaved in smooth regions of surfaces, but they are not always 
robust in regions of high curvature or in the presence of systematic range 
distortions and outliers. 

Structured integration methods make use of information about how each point 
in a range image is obtained, such as using error bounds on a point's position or 
adjacency information between points within one range image. Rutishauser et al 
[39] use a highly local approach and an explicit sensor error model to arrive at a 
surface description with explicit boundary information. A key feature of 
Rutishauser's algorithm is the ability to update its result by an additional new 
image. Thus, it is possible to gradually improve the surface description in regions 
of high noise. The drawback is that authors only considered two independent range 
images. Soucy et al [18] integrate a surface model using a set of triangulations 
modeling each canonical subset of the Venn diagram of the set of range images. 
Each canonic subset represents the overlap between a subset of the 2.5D range 
images. The connection of these local models by constrained Delaunay 
triangulation yields a non-redundant surface triangulation describing all surface 
elements sampled by the set of range images. Turk, et al [40] provide a method 
that zippers together adjacent meshes to form a continuous surface that correctly 
captured the topology of the object by accurately aligning the meshes. In this 
method, authors first integrate the multiple range images as whole description of 
the object then perform geometry averaging. These structured algorithms typically 
perform better than unorganized point algorithms, but in areas of high curvature 
they can still fail catastrophically. 
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Several new algorithms have been proposed for integrating structured data to 
generate implicit functions. Hilton, et al [41] have introduced an algorithm that 
constructs a single continuous implicit surface representation that is the zero-set of 
a scalar field function. Object models are reconstructed from both multiple view 
2.5D range images and hand-held sensor range data. The authors improve 
geometric fusion algorithm and make it capable of reconstructing 3D object 
models from noisy hand-held sensor range data. The implicit surface 
representation allows reconstruction of unknown objects of arbitrary topology and 
geometry. Correct integration of overlapping surface measurements in the 
presence of noise is achieved using geometric constraints based on measurement 
uncertainty. Fusion of overlapping measurements is performed using operations in 
3D space only. This avoids the local 2D projection which were required for many 
previous methods but which resulted in limitations on the object surface geometry. 
Curless et al [42] have presented a volumetric method for integrating range images 
using a discrete implicit surface representation. This algorithm possesses the 
following properties: incremental updating, representation of directional 

uncertainty, the ability to fill gaps in the reconstruction, and robustness in the 
presence of outliers. A run-length encoded volumetric data structure is used to 
achieve computationally efficient fusion and reduce storage costs. This in turn 
allows the acquisition and integration of a large number of range images. However, 
the discrete implicit surface representation does not enable reliable geometric 
fusion for complex geometry such as regions of high curvature or thin surface 
sections. Masuda et al [43] proposed a method in which integration and 
registration are alternately iterated based on the signed distance field (SDF) of an 
object's surface. The surface shapes are first integrated by averaging the data SDF 
with an assumption that they are roughly pre-registered. Then, each shape is 
registered to the integrated shape by estimating the optimal transformation. 
Integration and registration are alternately iterated until the input shapes are 
properly registered to the integrated shape. Weighting values are controlled to 
reject outliers derived from measurement errors and wrong correspondences. The 
proposed method does not suffer from cumulative registration errors because all 
data are registered to the integrated shape. 



7.3. An Example System Based on Fringe Projection 

Instead of using laser scanning, this example imaging system utilizes full-field 
fringe projection and spatial phase mapping technology using a white light source. 
It is able to provide "snapshot" acquisition from a free-form object surface of 
original fringe images along with parallel extraction of the geometric shape and 
colour texture. Briefly, the system operates as follows. Three-dimensional 
topographic information of the free-form surfaces is optically encoded in the phase 
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distribution of a deformed projected fringe pattern. The Fourier transformation 
method is used to demodulate the phase information. By selecting the first-order 
spatial spectrum one can retrieve the phase and colour texture information. A 
procedure using phase-to-depth conversion is used to recover the object's height. 
Figure 7.3 summarizes the whole process of digital demodulation of the encoded 
fringe patterns. 




Figure 7.3. Schematic diagram of 3D imaging system. 

A schematic diagram of 3D imaging system is shown in Figure 7.4 The 
configuration of the system is composed of an imaging unit and a projecting unit. 
We construct the imaging unit using a colour CCD (charge-coupled device) 
camera with a zoom lens and a colour frame grabber. When captured by the CCD 
camera and digitized by the frame grabber, the original fringe image can be saved 
in a hard disk. The projecting unit produces the sinusoidal fringe pattern. Figure 
7.5 shows a portable 3D optical digitizer developed in our laboratory. 

7.3.1 Imaging Principle 

The surface encoding process is accomplished by projecting a sinusoidal fringe 
pattern onto the test object's surface. The intensity distribution of the deformed 
fringe pattern observed through the camera can be expressed as: 
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I{x, y) = a{x, y) + b{x, y) cos 



— x + ^(p{x,y) , 
. ^ 



(7.1) 



where lX(p{x, y^ is a phase term corresponding to the object's surface height; 

a{x, y) and b{x, y) respectively representing the background intensity 
(denoting the colour texture information) and the fringes contrast. 



Contid system Cobw carmeia 




Figure 7.4. Schematic diagram of setup. 




Figure 7.5. Optical digitizer. 



More details about the basic principle of this kind of optical configuration for 
measuring the shape of 3D objects' surface can be found elsewhere, for example 
[44]. Here we give a brief description how to obtain the colour texture information, 
with more details in [17]. 

When a modulated fringe pattern is captured by the colour CCD camera and 
digitized by the colour frame grabber, the intensity image, in Eq. (7.1), is 

divided into three basic-colour components: I^{x,y^, I^(x,y^ and If^{x,y'), 

which denote red, green and blue, respectively. We take 2D Fourier transform of 
the three components and obtain the spatial spectrum of the fringe pattern. The 
zero-order spectrum represents the texture information of the object's surface. 
Using the low pass filter, we can isolate the zero-order spectrum. Taking the 
inverse Fourier transform of the zero-order spectrum, we can obtain the texture 
information of the object's surface from the deformed original fringe image. 

Taking into account the three parts of the original fringe image Ir{x,y), 
I ^ (x, _y) and (x, y) according to the method mentioned above, we can obtain 
their texture components corresponding to red, green and blue, i.e., 
TXx,y),T^{x,y) , and (jc, y) . In a colour texture image, each pixel is 
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composed of three components: red, green and blue which can be defined by 
combining the corresponding position elements in T^\x,y^ , T^{x,y^ , and 

T/j (x,y'j. Then, the colour texture image is extracted from the original modulated 
fringe image. 

Because in our proposed method the colour texture and the range image are 
captured from exactly the same viewpoint, the corresponding parameters are 
known in advance. Each triangle in the range image is associated with the texture 
corresponding to the texture image. Each triangle is projected onto its 2D 
reference frame and the 2D coordinates of each point are found in the 2D texture. 
Consequently, it is possible to achieve a textured 3D range image. 

7.3.2 Visualized Registration 

As mentioned before, to integrate multiple range images from different views, 
we must know the transformation parameters of those views, including rotation 
and translation parameters. Our registration algorithm belongs to a class of surface 
matching. 

7.3.2. 1 Initial Registration 

As the ICP algorithm performs a local minimization, a good initial estimate is 
important to ensure reliable results. Here, we explore a new method that uses a 
visual approach to obtain the initial registration. Rather than interactively selecting 
three or more matching features on overlapping pairs of range images [23], we use 
all of the information, including the mesh, shading and texture (even colour 
texture information) corresponding to the range image, to interactively adjust the 
relative position. The transformation parameters (three rotations and three 
translations) are displayed immediately. The details of operation rule and proof are 
represented in [45]. 




Figure 7. 6. Flow chart of visualized adjustment. 
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Keeping one range image still, we interactively adjust the other range image 
using a mouse or a keyboard. While the corresponding points or features in the 
two range images overlap on the screen, the relative position is fixed. Then, the 
two range images are rotated and translated altogether. After the corresponding 
segments are always overlapped from different views, the initial registration 
parameters are obtained. When there are many sample points in the range images, 
it is difficult to distinguish the corresponding points. However, the texture image 
can be used to highlight the corresponding segments. Due to the large amount of 
information in the texture image, it is easy to retrieve the initial transformation 
parameters. The whole procedure Is shown in Figure 7.6. 

7. 3.2.2 Improved Registration 

These parameters are composed of initial entries of the ICP method 
transformation matrix. An improved registration procedure is described with 
pseudo-code shown in Figure 7.7, where T is a criteria characterized by precision 
threshold (here T's value Is 0.0001). The ME denotes the mean square error of the 
corresponding-point-pairs in the two range images. The parameter n ensures that 
the loop will finish even if the desired precision bound T is not reached. N is the 
maximum number of ICP iterations. 



Begin 

Get the initial transformation parameters 
While ME<T and Iteration Counter n<N 
Obtaining the corresponding pairs 
Calculating the transformation parameter 
Checking the pairs valid by the criterion 
Calculating the mean square error ME 
End 
End 



Figure 7. 7. Skeleton of the variation of ICP. 



7.3.3 Mesh-based Integration 

After obtaining registration parameters, the range images are fused to produce a 
seamless 3D graphical model. In this paper, we present a new integration 
technique for multiple range Images based on the concept of Primary-Stitched- 
Line (PSL) and Secondary-Stitched-Llne (SSL). Before the integration, it is 
necessary to pre-process of the range images in two stages: (1) delete invalid data 
points and (2) impose a weight on each valid data point according to the distance 
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from the centre of the range image. Range image integration takes place in four 
steps: (1) Definitions: PSL and SSL; (2) Constructing PSL; (3) Constructing SSL; 
(4) Triangulating the Points between PSL and SSL. More details can be found in 
Ref. [46]. 

After range image integration, we get a non-redundant geometric fusion of a 
pair of range images. Where there are more than two range images, we add 
additional range image to the fused range image in order to form a new pair of 
range images. This process is repeated till all the range images are merged 
completely. Finally, we get a single and non-redundant graphical model in 3D 
space. 

7.4. Experimental Results 

Figure 7.8 shows the results of experiments using a plaster model, (a) is original 
fringe image; (b) shows the phase map proportional to the shape; (c) represents 
extracted texture; (d)~(e) describe the range data by mesh, shading, and colour 
textured with a certain pitching and rotation angle. 

Figure 7.9 indicates the results for merging two range images, where (a)-(b) 
show two range images from two different views; (c)-(d) represent PSL and SSL; 
and (e)-(f) give the results before and after locally triangulating the points between 
PSL and SSL. 




(a) (b) (c) 




Figure 7.8. Extraction range and texture and their display. 
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I 

(c) 




Figure 7.9. Procedure of range image integration. 

Figure 7.10 represents two complete geometric models after performing the 
registration and integration of eight range images. The numbers of points in the 
merged model are 27,580 and 34,600; but the numbers of triangles in the merged 
model are 47,852 and 45,032. The total computational times are 87 and 139 
seconds, respectively. The experimental results show that it is possible to quickly 
and efficiently build up a 3D graphical model of a real world object using an 
introduced system from multiple range images. 




Figure 7.10. 3D graphical model from multi range images. 
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7.5. Conclusion Remarks and Future Work 

In this chapter, we have briefly reviewed some approaches to the transformation 
of images into 3D graphical models and have introduced a 'snapshot' three- 
dimensional imaging and modeling (3DIM) system based on full-field fringe 
projection and phase mapping technology. We have described how to obtain a 3D 
graphical model of an object from multiple range images and how to get colour 
texture by using an introduced 3DIM system. Since 1997, the International 
Conference on 3D imaging and modelling has been held in Canada every two 
years [47]. Nowadays, the technology of 3DIM has been widely applied in many 
industrial areas. Blais recently, provided an overview of the development of 
commercial 3D imaging systems in the past 20 years [48]. 

We have come to the following conclusions: 

■ Various approaches and techniques involved in the transformation 
procedure have been discussed, including acquisition, registration, and 
integration of range images. 

■ Optical full-field imaging technique is becoming a more popular way to 
acquire the range image of an object surface, along with the colour texture 
information. 

■ A practical 3DIM system is presented to explain the three transformation 
steps in detail. The colour texture and the 3D geometrical shape can be 
extracted from the same fringe image. This eliminates alignment problems 
and the need for extra cameras. 

Future work will include the development of a global optimization technique 
for multiple range image registration and a more efficient range image integration 
algorithm. Further research will also be undertaken into the fusing of the texture 
images corresponding to range images [49]. Another area of focus will be the 
robust reconstruction of 3D graphical models sufficiently accurate to deal with 
large classes of objects that are moving and deforming over time [50]. 
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Abstract In this chapter, we review the techniques for image-hased rendering. Unlike 
traditional 3D computer graphics in which 3D geometry of the scene is known, 
image-based rendering (IBR) techniques render novel views directly from input 
images. IBR techniques can be classified into three categories according to how 
much geometric information is used: rendering without geometry, rendering with 
implicit geometry (i.e., correspondence), and rendering with explicit geometry 
(either with approximate or accurate geometry). We discuss the characteristics 
of these categories and their representative techniques. 

IBR techniques demonstrate a surprising diverse range in their extent of use of 
images and geometry in representing 3D scenes. We explore the issues in trading 
off the use of images and geometry by revisiting plenoptic sampling analysis and 
the notions of view dependency and geometric proxies. Finally, we highlight 
a practical IBR technique called pop-up light field. It models a sparse light 
field using a set of coherent layers, which incorporates both color and matting 
information, and renders in real time and free of aliasing. 

Keywords: Image-based modeling, image-based rendering, image-based representations 



8.1. Introduction 

Image-based modeling and rendering techniques have received a lot of atten- 
tion as a powerful alternative to traditional geometry-based techniques for im- 
age synthesis. These techniques use images rather than geometry as primitives 
for rendering novel views. Previous surveys related to image-based rendering 
(IBR) have suggested characterizing a technique based on how image-centric 
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or geometry-centric it is. This has resulted in the image-geometry continuum 
of image-based representations [35, 26]. 

For didactic purposes, we classify the various rendering techniques (and 
their associated representations) into three categories, namely rendering with 
no geometry, rendering with implicit geometry, and rendering with explicit 
geometry. These categories, depicted in Figure 8.1, should actually be viewed 
as a continuum rather than absolute discrete ones, since there are techniques 
that defy strict categorization. 

At one end of the rendering spectrum, traditional texture mapping relies on 
very accurate geometric models but only a few images. In an image-based 
rendering system with depth maps, such as 3D warping [40], and layered-depth 
images (LDI) [55], LDI tree [11], etc., the model consists of a set of images of 
a scene and their associated depth maps. The surface light field [63] is another 
geometry-based IBR representation which uses images and Cyberware scanned 
range data. When depth is available for every point in an image, the image can be 
rendered from any nearby point of view by projecting the pixels of the image to 
their proper 3D locations and re-projecting them onto a new picture. For many 
synthetic environments or objects, depth is available. However, obtaining depth 
information from real images is hard even with state-of-art vision algorithms. 

Some image-based rendering systems do not require explicit geometric mod- 
els. Rather, they require feature correspondence between images. For example, 
view interpolation techniques [12] generate novel views by interpolating optical 
flow between corresponding points. On the other hand, view morphing [54] re- 
suits in-between camera matrices along the line of two original camera centers, 
based on point correspondences. Computer vision techniques are usually used 
to generate such correspondences. 

At the other extreme, light field rendering uses many images but does not 
require any geometric information or correspondence. Light field rendering [37] 
produces a new image of a scene by appropriately filtering and interpolating 
a pre-acquired set of samples. The Lumigraph [20] is similar to light field 
rendering but it uses approximated geometry to compensate for non-uniform 
sampling in order to improve rendering performance. Unlike light field and 
Lumigraph where cameras are placed on a two-dimensional grid, the Concentric 
Mosaics representation [57] reduces the amount of data by capturing a sequence 
of images along a circle path. In addition, it uses a very primitive form of a 
geometric impostor, whose radial distance is a function of the panning angle. (A 
geometric impostor is basically a 3D shape used in IBR techniques to improve 
appearance prediction by depth correction. It is also known as geometric proxy.) 

Because light field rendering does not rely on any geometric impostors, it 
has a tendency to rely on oversampling to counter undesirable aliasing effects 
in output display. Oversampling means more intensive data acquisition, more 
storage, and higher redundancy. 
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Figure 8. /. Categories used in this chapter, with representative members. 



What is the minimum number of images necessary to enable anti-aliased ren- 
dering? This fundamental issue needs to be addressed so as to avoid undersam- 
pling or unnecessary sampling. Sampling analysis in image-based rendering, 
however, is a difficult problem because it involves unraveling the relationship 
among three elements: the depth and texture information of the scene, the num- 
ber of sample images, and the rendering resolution. Chai et al. showed in their 
plenoptic sampling analysis [9] that the minimum sampling rate is determined 
by the depth variation of the scene. In addition, they showed that there is a 
trade-off between the number of sample images and the amount of geometry 
(in the form of per-pixel depth) for anti-aliased rendering. 

The remainder of this paper is organized as follows. Three categories of 
image-based rendering systems, with no, implicit, and explicit geometric infor- 
mation, are respectively presented in Sections 8.2, 8.3, and 8.4. The trade-offs 
between the use of geometry and images for IBR are weighted in Section 8.5. 
A layered representation is discussed in detail in section 8.6. We also discuss 
compact representation and efficient rendering techniques in Section 8.7, and 
provide concluding remarks in Section 8.7.3. 



8.2. Rendering with No Geometry 

In this section, we describe representative techniques for rendering with 
unknown scene geometry. These techniques rely on the characterization of the 
plenoptic function. 

8.2.1 Plenoptic Modeling 

The original 7D plenoptic function [ 1 ] is defined as the intensity of light rays 
passing through the camera center at every 3D location {Vx,Vy,V;,) at every 
possible angle [6, </>), for every wavelength A, at every time t, i.e.. 



P-r = P{V„Vy,V„9,cl>,X,t). 



( 8 . 1 ) 
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Table 8.1. A taxonomy of plenoptic functions. 



Dim. 


Year 


View space 


Name 


7 


1991 


free 


Plenoptic function 


5 


1995 


free 


Plenoptic modeling 


4 


1996 


bounding 

box 


Lightfield/ 

Lumigraph 


3 


1999 


bounding 

circle 


Concentric Mosaics 


2 


1994 


fixed 

point 


Cylindrical/Spherical 

panorama 



Adelson and Bergen [1] considered one of the tasks of early vision as extract- 
ing a compact and useful description of the plenoptic function's local properties 
(e.g., low order derivatives). It has also been shown by Wong etaZ. [62] that light 
source directions can be incorporated into the plenoptic function for illumina- 
tion control. By removing two variables, time t (therefore static environment) 
and light wavelength A, McMillan and Bishop [44] introduced the notion of 
plenoptic modeling with the 5D complete plenoptic function, 

P5 = P{V„Vy,V„d,(l>). ( 8 . 2 ) 

The simplest plenoptic function is a 2D panorama (cylindrical [13] or spher- 
ical [61]) when the viewpoint is fixed, 

P 2 = P{e,<i>). ( 8 . 3 ) 

A regular rectilinear image with a limited field of view can be regarded as an 
incomplete plenoptic sample at a fixed viewpoint. 

Image-based rendering, or IBR, can be viewed as a set of techniques to re- 
construct a continuous representation of the plenoptic function from observed 
discrete samples. The issues of sampling the plenoptic function and recon- 
structing a continuous function from discrete samples are important research 
topics in IBR. As a preview, a taxonomy of plenoptic functions is shown in 
Table 8.1. 

The cylindrical panoramas used in [44] are two-dimensional samples of the 
plenoptic function in two viewing directions. The two viewing directions for 
each panorama are panning and tilting about its center. This restriction can 
be relaxed if geometric information about the scene is known. In [44], stereo 
techniques are applied on multiple cylindrical panoramas in order to extract 
disparity (or inverse depth) distributions. These distributions can then be used to 
predict appearance (i.e., plenoptic function) at arbitrary locations. Similar work 
on regular stereo pairs can be found in [33], where correspondences constrained 
along epipolar geometry are directly used for view transfer. 
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Figure 8.2. Representation of a light field. 

8.2.2 Light Field and Lumigraph 

It was observed in both light field rendering [37] and Lumigraph [20] systems 
that as long as we stay outside the convex hull (or simply a bounding box) of an 
object. The reverse is also true if camera views are restricted inside a convex 
hull, we can simplify the 5D complete plenoptic function to a 4D light field 
plenoptic function, 

Pi = P{u,v,s,t), (8.4) 

where [u, v) and (s, t) are parameters of two planes of the bounding box, as 
shown in Figure 8.2. Note that these two planes need not be parallel. There 
is also an implicit and important assumption that the strength of a light ray 
does not change along its path. For a complete description of the plenoptic 
function for the bounding box, six sets of such two-planes would be needed. 
More restricted versions of Lumigraph have also been developed by Sloan et 
al. [59] and Katayama et al [31]. Here, the camera motion is restricted to a 
straight line. 

The principles of light field rendering and Lumigraph are the same, except 
that the Lumigraph has the additional (approximate) object geometry for better 
compression and appearance prediction. In the light field system, a capturing 
rig is designed to obtain uniformly sampled images. To reduce aliasing effect, 
the light field is pre-filtered before rendering. A vector quantization scheme is 
used to reduce the amount of data used in light field rendering, while achieving 
random access and selective decoding. On the other hand, the Lumigraph can 
be constructed from a set of images taken from arbitrarily placed viewpoints. A 
re-binning process (in this case, resampling to a regular grid using a hierarchical 
interpolation scheme) is therefore required. Geometric information is used to 
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guide the choices of the basis functions. Because of the use of geometric 
information, the sampling density can be reduced. Note that we place the 
Lumigraph in the category of "no geometry" because it is primarily image- 
based, with geometry playing a secondary (optional) role. 

The P 4 — P{u,v, s,t) two-plane parameterization is just one of many for 
light fields. Other types of light fields include spherical or isotropic light 
fields [22, 7], sphere-plane light fields [7], and hemispherically arranged light 
fields with geometry [38]. The issue of uniformly sampling the light field was 
investigated by Camahort [6]. He introduced an isotropic parameterization he 
calls the direction-and-point parameterization (DPP), and showed that while no 
parameterization is view-independent, only the DPP introduces a single bias. 

Buehler et al. [5] extended the light field concept through a technique that 
uses geometric proxies (if available), handles unstructured input, and blends 
textures based on relative angular position, resolution, and field-of-view. They 
achieve real-time rendering by interpolating the blending field using a sparse 
set of locations. 

8.2.3 Concentric Mosaics 

Obviously, the more constraints we have on the camera location {Vx, Vy, 14), 
the simpler the plenoptic function becomes. If we want to capture all viewpoints, 
we need a complete 5D plenoptic function. As soon as we stay in a convex 
hull (or conversely viewing from a convex hull) free of occluders, we have 
a 4D light field. If we do not translate at all, we have a 2D panorama. An 
interesting 3D parameterization of the plenoptic function, called Concentric 
Mosaics (CMs) [57], was proposed by Shum and He; here, the sampling camera 
motion is constrained along concentric circles on a plane. 

By constraining camera motion to planar concentric circles, CMs can be cre- 
ated by compositing slit images taken at different locations of each circle. CMs 
index all input image rays naturally in 3 parameters: radius, rotation angle, 
and vertical elevation. Novel views are rendered by combining the appropri- 
ate captured rays in an efficient manner at rendering time. Although vertical 
distortions exist in the rendered images, they can be alleviated by depth cor- 
rection. CMs have good space and computational efficiency. Compared with a 
light field or Lumigraph, CMs have much smaller file size because only a 3D 
plenoptic function is constructed. 

Most importantly, CMs are very easy to capture. Capturing CMs is as easy 
as capturing a traditional panorama except that CMs require more images. By 
simply spinning an off-centered camera on a rotary table, Shum and He [57] 
were able to construct CMs for a real scene in about 10 minutes. Like panora- 
mas, CMs do not require the difficult modeling process ofrecovering geometric 
and photometric scene models. Yet CMs provide a much richer user experience 
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by allowing the user to move freely in a circular region and observe significant 
parallax and lighting changes. (Parallax refers to the apparent relative change 
in object location within a scene due to a change in the camera viewpoint.) The 
ease of capturing makes CMs very attractive for many virtual reality applica- 
tions. 

Rendering of a lobby scene from captured CMs is shown in Figure 8.3. A 
rebinned CM at the rotation center is shown in Figure 8.3 (a), while two rebinned 
CMs taken at exactly opposite directions are shown in Figure 8.3 (b) and (c), 
respectively. It has also been shown in [48] that such two mosaics taken from a 
single rotating camera can simulate a stereo panorama. In Figure 8.3 (d), strong 
parallax can be seen between the plant and the poster in the rendered images. 
More specifically, in the left image, the poster is partially obscured by the plant, 
while the poster and the plant do not visually overlap in the right image. This 
is a significant visual cue that the camera viewpoint has shifted. 



Figure 8.3. Rendering a lobby: rebinned concentric mosaic (a) at the rotation center; (b) at 
the outermost circle; (c) at the outermost circle but looking at the opposite direction of (b); (d) 
parallax change between the plant and the poster. 
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8.2.4 Image Mosaicing 

A complete plenoptic function at a fixed viewpoint can be constructed from 
incomplete samples. Specifically, a panoramic mosaic is constructed by reg- 
istering multiple regular images. For example, if the camera focal length is 
known and fixed, one can project each image to its cylindrical map and the 
relationship between the cylidrical images becomes a simple translation. For 
arbitrary camera rotation, one can first register the images by recovering the 
camera movement, before converting to a final cylindrical/spherical map. 

Many systems have been built to construct cylindrical and spherical panora- 
mas by stitching multiple images together, e.g., [39, 60, 13, 44, 61] among 
others. When the camera motion is very small, it is possible to put together 
only small stripes from registered images, i.e., slit images (e.g., [68, 49]), to 
form a large panoramic mosaic. Capturing panoramas is even easier if omnidi- 
rectional cameras (e.g., [46, 45]) or fisheye lens [64] are used. 

Szeliski and Shum [61 ] presented a complete system for constructing panoramic 
image mosaics from sequences of images. Their mosaic representation asso- 
ciates a transformation matrix with each input image, rather than explicitly 
projecting all of the images onto a common surface, such as a cylinder. In 
particular, to construct a full view panorama, a rotational mosaic representa- 
tion associates a rotation matrix (and optionally a focal length) with each input 
image. A patch-based alignment algorithm is developed to quickly align two 
images given motion models. Techniques for estimating and refining camera 
focal lengths are also presented. 

In order to reduce accumulated registration errors, global alignment through 
block adjustment is applied to the whole sequence of images, which results in 
an optimally registered image mosaic. To compensate for small amounts of 
motion parallax introduced by translations of the camera and other unmodeled 
distortions, a local alignment (deghosting) technique [58] warps each image- 
based on the results of pairwise local image registrations. Combining both 
global and local alignment significantly improves the quality of image mosaics, 
thereby enabling the creation of full view panoramic mosaics with hand-held 
cameras. 

A tessellated spherical map of the full view panorama is shown in Figure 8.4. 
Three panoramic image sequences of a building lobby were taken with the 
camera on a tripod tilted at three different angles. 22 images were taken for 
the middle sequence, 22 images for the upper sequence, and 10 images for the 
top sequence. The camera motion covers more than two thirds of the viewing 
sphere, including the top. 

Apart from blending images to directly produce wider fields of view, one can 
use the multiple images to generate higher resolution panoramas as well (e.g., 
using maximum likelihood algorithms [23] or learnt image models [8]). 
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Figure 8.4. Tessellated spherical panorama covering the north pole (constructed from 54 im- 
ages). 



8.3. Rendering with Implicit Geometry 

There is a class of techniques that relies on positional correspondences across 
a small number of images to render new views. This class has the term implicit 
to express the fact that geometry is not directly available; 3D information is 
computed only using the usual projection calculations. New views are computed 
based on direct manipulation of these positional correspondences, which are 
usually point features. 

The approaches under this class are view interpolation, view morphing, and 
transfer methods. View interpolation uses general dense optic flow to directly 
generate intermediate views. The intermediate view may not necessarily be 
geometrically correct. View morphing is a specialized version of view interpo- 
lation, except that the interpolated views are always geometrically correct. The 
geometric correctness is ensured because of the linear camera motion. Transfer 
methods are also produce geometrically correct views, except that the camera 
viewpoints can be arbitrarily positioned. 

8.3.1 View Interpolation 

Chen and Williams' view interpolation method [12] is capable of recon- 
structing arbitrary viewpoints given two input images and dense optical flow 
between them. This method works well when two input views are close by, 
so that visibility ambiguity does not pose a serious problem. Otherwise, flow 
fields have to be constrained so as to prevent foldovers. In addition, when two 
views are far apart, the overlapping parts of two images may become too small. 
Chen and Williams' approach works particularly well when all the input images 
share a common gaze direction, and the output images are restricted to have a 
gaze angle less than 90°. 

Establishing flow fields for view interpolation can be difficult, in particular 
for real images. Computer vision techniques such as feature correspondence 
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or stereo must be employed. For synthetic images, flow fields can be obtained 
from the known depth values. 

8.3.2 View Morphing 

From two input images, Seitz and Dyer's view morphing technique [54] 
reconstructs any viewpoint on the line linking two optical centers of the original 
cameras. Intermediate views are exactly linear combinations of two views only 
if the camera motion associated with the intermediate views are perpendicular to 
the camera viewing direction. If the two input images are not parallel, a pre-warp 
stage can be employed to rectify two input images so that corresponding scan 
lines are parallel. Accordingly, a post-warp stage can be used to un-rectify the 
intermediate images. Scharstein [53] extends this framework to camera motion 
in a plane. He assumes, however, that the camera parameters are known. 

In a more recent work, Aliaga and Carlbom [2] describe an interactive virtual 
walkthrough system that uses a large network of omnidirectional images taken 
within a 2D plane. To construct a view, the system uses the closest set ofimages, 
warps them using precomputed corresponding features, and blends the results. 

8.3.3 Transfer Methods 

Transfer methods (a term used within the photogrammetric community) are 
characterized by the use of a relatively small number of images with the ap- 
plication of geometric constraints (either recovered at some stage or known a 
priori) to reproject image pixels appropriately at a given virtual camera view- 
point. The geometric constraints can be of the form of known depth values at 
each pixel, epipolar constraints between pairs of images, or trifocal/trilinear 
tensors that link correspondences between triplets of images. The view inter- 
polation and view morphing methods above are actually specific instances of 
transfer methods. 

Laveau and Faugeras [34] use a collection of images called reference views 
and the principle of the fundamental matrix to produce virtual views. The new 
viewpoint, which is chosen by interactively choosing the positions of four con- 
trol image points, is computed using a reverse mapping or raytracing process. 
For every pixel in the new target image, a search is performed to locate the pair 
of image correspondences in two reference views. The search is facilitated by 
using the epipolar constraints and the computed dense correspondences (also 
known as image disparities) between the two reference views. 

Note that if the camera is only weakly calibrated, the recovered viewpoint 
will be that of a projective structure (see [19] for more details). This is because 
there is a class of 3D projections and structures that will result in exactly the 
same reference images. Since angles and areas are not preserved, the resulting 
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Figure 8.5. Example of visualizing using the trilinear tensor. The left-most two images are the 
reference images, with the rest synthesized at arbitrary viewpoints. 



viewpoint may appear warped. Knowing the internal parameters of the camera 
removes this problem. 

If a trilinear tensor, which is a 3 x 3 x 3 matrix, is known for a set of three 
images, then given a pair of point correspondences in two of these images, a 
third corresponding point can be directly computed in the third image without 
resorting to any projection computation. This idea has been used to generate 
novel views from either two or three reference images [3]. 

The idea of generating novel views from two or three reference images is 
rather straightforward. First, the "reference” trilinear tensor is computed from 
the point correspondences between the reference images. In the case of only two 
reference images, one of the images is replicated and regarded as the "third” 
image. If the camera intrinsic parameters are known, then a new trilinear 
tensor can be computed from the known pose change with respect to the third 
camera location. The new view can subsequently be generated using the point 
correspondences from the first two images and the new trilinear tensor. A set 
of novel views created using this approach can be seen in Figure 8.5. 



8.4. Rendering with Explicit Geometry 

In this class of techniques, the representation has direct 3D information 
encoded in it, either in the form of depth along known lines-of-sight, or 3D 
coordinates. The more traditional 3D texture-mapped model belongs to this 
category (not described here, since its rendering uses the conventional graphics 
pipeline). 

In this category, we have 3D warping, Layered Depth Image (LDI) rendering, 
and view-dependent texture mapping. 3D warping is applied to depth per- 
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pixel representations such as sprites. LDIs are extensions of depth per-pixel 
representations, since they can encode multiple depths along a given ray. View- 
dependent texture mapping refers to mapping multiple texture maps to the same 
3D surface and averaging their colors based on current viewpoint relative to the 
sampled viewpoints. 

8.4.1 3D Warping 

When the depth information is available for every point in one or more 
images, 3D warping techniques (e.g., [43]) can be used to render nearly all 
viewpoints. An image can be rendered from any nearby point of view by 
projecting the pixels of the original image to their proper 3D locations and 
re-projecting them onto the new picture. The most significant problem in 3D 
warping is how to deal with holes generated in the warped image. Holes are due 
to the difference of sampling resolution between the input and output images, 
and the disocclusion where part of the scene is seen by the output image but 
not by the input images. To fill in holes, the most commonly used method is to 
map a pixel in the input image to several pixels size in the output image. This 
process is called splatting. 

Relief Texture. To improve the rendering speed of 3D warping, the warping 
process can be factored into a relatively simple pre- warping step and a traditional 
texture mapping step. The texture mapping step can be performed by standard 
graphics hardware. This is the idea behind relief texture, a rendering technique 
proposed by Oliveira and Bishop [47]. A similar factoring approach has been 
proposed by Shade et al. in a two-step algorithm [55], where the depth is first 
forward warped before the pixel is backward mapped onto the output image. 

Multiple-center-of-projection Images. The 3D warping techniques can he ap- 
plied not only to the traditional perspective images, but also multi-perspective 
images as well. For example, Rademacher and Bishop [52] proposed to ren- 
der novel views by warping multiple-center-of-projection images, or MCOP 
images. 

8.4.2 Layered Depth Image Rendering 

To deal with the disocclusion artifacts in 3D warping. Shade et al. proposed 
Layered Depth Image, or LDI [55], to store not only what is visible in the 
input image, but also what is behind the visible surface. In their paper, the 
LDI is constructed either using stereo on a sequence of images with known 
camera motion (to extract multiple overlapping layers) or directly from synthetic 
environments with known geometries. In an LDI, each pixel in the input image 
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contains a list of depth and color values where the ray from the pixel intersects 
with the environment. 

Though an LDI has the simplicity of warping a single image, it does not 
consider the issue of sampling density. Chang et al [11] proposed LDI trees 
so that the sampling rates of the reference images are preserved by adaptively 
selecting an LDI in the LDI tree for each pixel. While rendering the LDI tree, 
only the level of LDI tree that is the comparable to the sampling rate of the 
output image need to be traversed. 

8.4.3 View-dependent Texture Mapping 

Texture maps are widely used in computer graphics for generating photo- 
realistic environments. Texture-mapped models can be created using a CAD 
modeler for a synthetic environment. For real environments, these models can 
be generated using a 3D scanner or applying computer vision techniques to 
captured images. Unfortunately, vision techniques are not robust enough to 
recover accurate 3D models. In addition, it is difficult to capture visual effects 
such as highlights, reflections, and transparency using a single texture-mapped 
model. 

To obtain these visual effects of a reconstructed architectural environment, 
Debevec et al. [17] used view-dependent texture mapping to render new views 
by warping and compositing several input images of an environment. This is 
the same as conventional texture mapping, except that multiple textures from 
different sampled viewpoints are warped to the same surface and averaged, with 
weights computed based on proximity of the current viewpoint to the sampled 
viewpoints. A three-step view-dependent texture mapping method was also 
proposed later by Debevec et al. [16] to further reduce the computational cost 
and to have smoother blending. This method employs visibility preprocessing, 
polygon-view maps, and projective texture mapping. More recently, Buehler 
et al. [5] apply a more principled way of blending textures based on relative 
angular position, resolution, and field-of-view. 



8.5. Trade-off between Images and Geometry 

Rendering with no geometry is expensive in terms of acquiring and storing 
the database. On the other hand, using explicit geometry, while more compact, 
may compromise output visual quality. So, an important question is, what is the 
right mix of image sampling size and quality of geometric information required 
to satisfy a mix of quality, compactness, and speed? Part of that question may 
be answered by analyzing the nature of plenoptic sampling. 
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8.5.1 Plenoptic Sampling Analysis 

Many image-based rendering systems, especially light field rendering [37, 
20, 57], have a tendency to rely on oversampling to counter undesirable aliasing 
effects in output display. Oversampling means more intensive data acquisition, 
more storage, and more redundancy. Sampling analysis in image-based render- 
ing is a difficult problem because it involves unraveling the relationship among 
three tightly related elements: the depth and texture information of the scene, 
the number of sample images, and the rendering resolution, as shown in Fig- 
ure 8.6. The presence of non-rigid effects (such as highlights, inter-reflection 
and translucency) significantly complicates this analysis, and is typically ig- 
nored. Non-rigid effects would very likely result in higher image sampling 
requirements than those predicted by analyses that ignore such effects. Chai 
et al. [9] recently studied the issue of plenoptic sampling. More specifically, 
they were interested in determining the number of image samples (e.g., from a 
4D light field) and the amount of geometric and textural information needed to 
generate a continuous representation of the plenoptic function. The following 
two problems are studied under plenoptic sampling: (1) Finding the minimum 
sampling rate for light field rendering, and (2) finding the minimum sampling 
curve in thejoint image and geometry space. 

Chai etal. formulate the question of sampling analysis as a high dimensional 
signal processing problem. Rather than attempting to obtain a closed-form 
general solution to the 4D light field spectral analysis, they only analyze the 
bounds of the spectral support of the light field signals. A key observation in 
this paper is that the spectral support of a light field signal is bounded by only the 




Figure 8.6. Plenoptic sampling. Quantitative analysis of the relationships among three key 
elements: depth and texture information, number of input images, and rendering resolution. 
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minimum and maximum depths, irrespective of how complicated the spectral 
support might be because of depth variations in the scene. Given the minimum 
and maximum depths, a reconstruction filter with an optimal and constant depth 
can be designed to achieve anti-aliased light field rendering. 

The minimum sampling rate of light field rendering is obtained by com- 
pacting the replicas of the spectral support of the sampled light field within 
the smallest interval after the optimal filter is applied. How small the interval 
can be depends on the design of the optimal filter. More depth information 
results in tighter bounds of the spectral support, thus a smaller number of im- 
ages. Plenoptic sampling in the joint image and geometry space determines 
the minimum sampling curve which quantitatively describes the relationship 
between the number of images and the information on scene geometry under a 
given rendering resolution. This minimal sampling curve can serve as one of 
the design principles for IBR systems. Furthermore, it bridges the gap between 
image-based rendering and traditional geometry-based rendering. Minimum 
sampling rate and minimum sampling curves are illustrated in Figure 8.7. Note 
that this analysis ignores the effects of both occlusion events and non-rigid 
motion. 

As shown in Figure 8.7 (a), a minimum sampling rate (i.e., the minimum 
number of images) can be obtained if only minimum and maximum depths of 
the scene are known. Figure 8.7 (b) illustrates that any sampling point above 
the minimum sampling curve is redundant. Figure 1 1 in [9] demonstrated that 
the rendered images with five sampling points (of the number of images and the 
number of depth layers) above the minimum sampling curve are visually indis- 
tinguishable. Such a minimum sampling curve is also related to the rendering 
resolution, as shown in Figure 8.7 (c). 

Isaksen etal. [24] did a similar analysis in frequency domain, in the context 
of their work on dynamically reparameterized light fields. Here, they were con- 
cerned about the effect of variable focus and depth-of-field on output quality. 
Zhang and Chen [66] extended the IBR sampling analysis by proposing a gen- 
eralized sampling strategy to replace the conventional rectangular sampling in 
the high dimensional signal space. Their analysis was performed in continuous 
and discrete spatial domains. 

There are a number of techniques that can be applied to reduce the size 
of the representation; they are usually based on local coherency either in the 
spatial or temporal domains. The following subsections describe some of these 
techniques. 

8.5.2 View-dependent Geometry 

Another interesting representation that trades off geometry and images is 
view-dependent geometry, first used in the context of 3D cartoons [51]. We can 
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potentially extend this idea to represent real or synthetically-generated scenes 
more compactly. As described in [29], view-dependent geometry is useful to 
accommodate the fact that stereo reconstruction errors are less visible during 
local viewpoint perturbations, but may show dramatic effects over large view 
changes. In areas where stereo data is inaccurate, they suggest that we may well 
represent these areas with view-dependent geometry, which comprises a set of 
geometry extracted at various positions (in [51], this set is manually created). 

View-dependent geometry may also be used to capture visual effects such 
as highlights and transparency, which are likely to be locally coherent in image 
and viewpoint spaces. This is demonstrated in the work described in [21], in 
which structure from motion is first automatically computed from input images 
acquired using a camera following a serpentine path (raster style left-to-right 
and top-to-bottom). The system then generates local depth maps and textures 
used to produce new views in a manner similar to the Lumigraph [20]. The 
important issue of automatically determining the minimum amount of local 
depth maps and textures required has yet to be resolved. This area should be a 
fertile one for future investigation with potentially significant payoffs. 

8.5.3 Dynamically Reparameterized Light Field 

Recently, Isaksen et al. [24] proposed the notion of dynamically reparame- 
terized light fields by adding the ability to vary the apparent focus within a light 
field using variable aperture and focus ring. Compared with the original light 
field and Lumigraph, this method can deal with a much larger depth variation in 
the scene by combining multiple focal planes. Therefore, it is suitable not only 
for outside-looking-in objects, but also for Inside-looking-out environments. 
When multiple focus planes are used for a scene, a scoring algorithm is used 
before rendering to determine which focus plane is used during rendering. 

While this method does not need to recover actual or approximate geometry 
of the scene for focusing, it does need to assign which focus plane to be used. 
The number of focal planes needed is not discussed. This light field variant 
exposes another factor that needs to be considered in the trade-off, i.e., the 
ability to vary the apparent focus on the scene (the better the focus/defocus 
effect required, the more image samples needed). It is not currently clear, 
though, how this need can be quantified in the trade-off. 

8.5.4 Geometric Proxies 

Many approximated geometric models, or geometric proxies have been pro- 
posed in various IBR systems in order to reduce the number of images needed for 
anti-aliased rendering. Light field, dynamically reparameterized light field and 
CMs have used simple planar surfaces. The Lumigraph used an approximated 
model extracted using "shape-from-silhouette." The Unstructured Lumigraph 
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Figure 8. 7. Minimum sampling: (a) the minimum sampling rate in image space; (b) the min- 
imum sampling curve in the joint image and geometry space; (c) minimum sampling curves at 
different rendering resolutions. 



work demonstrated that realistic rendering can be achieved although the prox- 
ies are significantly different from the true models. The image-based visual 
hull [41] is another geometry proxy that can be constructed and updated in 
real-time. 

Acquiring an adequate geometric proxy is, however, difficult when the sam- 
pling of light field is very sparse. The geometric proxy, albeit approximate. 
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needs to be continuous because every desired ray must intersect some point on 
the proxy in order to establish the correspondence between rays. Traditional 
stereo reconstruction unfortunately cannot provide accurate enough geometric 
proxies especially at places where occlusion happens. Scam light field ren- 
dering [65] has been recently proposed to build a geometric proxy using only 
sparse correspondence. 



8.6. Rendering with Layered Geometry 

In this section, we discuss in detail a practical IBR technique, called pop-up 
light field, that addresses the following problem: Can we use a relatively sparse 
set of images of a complex scene and produce photorealistic virtual views free of 
aliasing? A straightforward approach would be to perform stereo reconstruction 
or to establish correspondence between all pixels of the input images. The 
geometric proxy is a depth map for each input image. Unfortunately, state-of- 
the-art automatic stereo algorithms are inadequate for producing sufficiently 
accurate depth information for realistic rendering. Typically, the areas around 
occlusion boundaries [32, 30] in the scene have the least desirable results, 
because it is very hard for stereo algorithms to handle occlusions without prior 
knowledge of the scene. 

Pop-up light field approaches this problem by suggesting that it is not nec- 
essary to reconstruct accurate 3D information for each pixel in the input light 
field. The solution is to construct a pop-up light field by segmenting the in- 
put sparse light field into multiple coherent layers. Pop-up light field differs 
from other layered modeling and rendering approaches (e.g., [36, 56, 4]) in a 
number of ways. First, the number of layers needed in a pop-up light field is 
not pre-determined. Rather, it is decided interactively by the user. Second, the 
user specifies the layer boundaries in key frames. The layer boundary is then 
propagated to the remaining frames automatically. Third, layered representa- 
tion is simple. Each layer is represented by a planar surface without the need 
for per-pixel depth. Fourth and most importantly, layers are coherent so that 
anti-aliased rendering using these coherent layers is achieved. Each coherent 
layer must have sufficiently small depth variation so that anti-aliased rendering 
of the coherent layer itself becomes possible. Moreover, to render each coher- 
ent layer with its background layers, not only accurate layer segmentation is 
required on every image, but segmentation across all images must be consistent 
as well. 

Figure 8.8 represents a coherent layer Lj by a collection of corresponding 
layered image regions B}j in the light field images P . These regions are modeled 
by a simple geometric proxy without the need for accurate per-pixel depth. For 
example, a global planar surface (Pj) is used as the geometric proxy for each 
layer Lj in the example shown in Figure 8.8. To deal with complicated scenes 




An Introduction to Image-Based Rendering 



149 




Figure 8 . 8 . A light field (with images Ii and I2) can be represented by a set of coherent layers 
(Li and L2). A coherent layer is a collection of layered images in the light field. For instance, 
Li is represented by layered image flj (from h) and (from I2). Each layered image has an 
alpha matte associated with its boundary. Part of the scene corresponding to each layer (e.g., 
Li) is simply modeled as a plane (e.g.. Pi). 



and camera motions, we can also use a local planar surface Pj to model the 
layer in every image i of the light field. 

A layer in the pop-up light field is considered as "coherent" if the layer can 
be rendered free of aliasing by using a simple planar geometric proxy (global 
or local). Anti-aliased rendering occurs at two levels when 

1 the layer itself is rendered; and 

2 the layer is rendered with its background layers. 

Therefore, to satisfy the first requirement, the depth variation in each layer 
must be sufficiently small, as suggested in [10]. Moreover, the planar surface 
can be adjusted interactively to achieve the best rendering effect. This effect of 
moving the focal plane has been shown in [25, 10]. 

However, to meet the second requirement, accurate layer boundaries must 
be maintained across all the frames to construct the coherent layers. A natural 
approach to ensuring segmentation coherence across all frames is to propagate 
the segmented regions on one or more key frames to all the remaining frames 
[56, 67]. Sub-pixel precision segmentation may be obtained on the key frames 
by meticulously zooming on the images and tracing the boundaries. Propagation 
from key frames to other frames, however, causes inevitable under-segmentation 
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or over-segmentation of a foreground layer. Typically over-segmentation of a 
foreground layer leads to the inclusion of background pixels, thus introducing 
ghosting along the occlusion boundaries in the rendered image. A possible 
example of foreground over-segmentation is exhibited in Figure 4 (g) of [56] 
where black pixels on the front object's boundary can be observed. To alleviate 
the rendering artifacts caused by over-segmentation or under-segmentation of 
layers, we need to refine the layer boundary with alpha matting [50]. 

Figure 8.8 illustrates coherent layers of a pop-up light field. All the pixels 
at each coherent layer have consistent depth values (to be exact, within a depth 
bound), but may have different fractional alpha values along the boundary. 

To produce fractional alpha mattes for all the regions in a coherent layer, a 
straightforward solution is to apply video matting [14]. The video matting prob- 
lem is formulated as a maximum a posterior (MAP) estimation as in Bayesian 
matting (c.f. Equation (4) of [15]), 

arg max L(F, B, q|C) 

= a.xzm^xL{C\F,B,a) + L(F) + L{B) + L{a) 

where C is the observed color for a pixel, and F, B and a are foreground 
color, background color and alpha value to be estimated, respectively. In video 
matting [14], the log likelihood for the alpha L{o) is assumed constant so that 
L{a) is dropped from Equation (8.5). 

In video matting, the optical flow is applied to the trimap (the map of fore- 
ground, background and uncertain region), but not to the output matte. The 
output foreground matte is produced by Bayesian matting on the current frame, 
based on the propagated trimap. Video matting works well if we simply replay 
the foreground mattes against a different background. However, these fore- 
ground mattes may not have in-between frame coherence that is needed for 
rendering novel views, i.e. interpolation. 

A novel approach, called coherence matting, is to construct the alpha mat- 
tes in a coherent layer that have in-between frame coherence. First, the user- 
specified boundaries are propagated across frames. Second, the uncertain region 
along the boundary is determined. Third, the under-segmented background re- 
gions from multiple images are combined to construct a sufficient background 
image. Fourth, the alpha matte for the foreground image (in the uncertain 
region) is estimated. The key to coherence matting is to model the log likeli- 
hood for the alpha L{a) as a deviation from the feathering function across the 
corresponding layer boundaries. Note that, for a given layer, a separate fore- 
ground matte is estimated independently for each frame in the light field, and 
the coherence across frames is maintained by foreground boundary consistency. 

Construct Pop-up Light Field. To construct a pop-up light field, an easy- 
to-use user interface (UI) is necessary. The user can easily specify, refine and 
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Figure 8.9. Ttic pop-up liglu field construction. 



propagate layer boundaries, and indicate rendering artifacts. More layers can 
be popped up and refined until the user is satisfied with the rendering quality. 

Figure 8.9 summarizes the operations in the pop-up light field construction 
UI. The key is that a human is in the loop. The user supplies the information 
needed for layer segmentation, background construction and foreground refine- 
ment. By visually inspecting the rendering image from the pop-up light field, 
the user also indicates where aliasing occurs and thus which layer needs to be 
further refined. The user input or feedback is automatically propagated across 
all the frames in the pop-up light field. The four steps of operations in the UI 
are summarized as follows: 

1 Layer pop-up. This step segments layers and specifies their geometries. 
To start, the user selects a key frame in the input light field, specifies 
regions that need to be popped up, and assigns the layer's geometry 
by either a constant depth or a plane equation. This step results in a 
coarse segmentation represented by a polygon. The polygon region and 
geometry configuration can be automatically propagated across frames. 
Layers should be popped up in order of front to back. 

2 Background construction. This step obtains background mosaics that are 
needed to estimate the alpha mattes of foreground layers. Note that the 
background mosaic is useful only for the pixels around the foreground 
boundaries. 

3 Foreground refinement. Based on the constructed background layers, 
this step refines the alpha matte of the foreground layer by applying the 
coherence matting algorithm. Unlike layer pop-up in step 1, foreground 
refinement in this step should be performed in back-to-front order. 
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4 Rendering feedback. Any modification to the above steps will update 
the underlying pop-up light field data. The rendering window will be 
refreshed with the changes as well. By continuously changing the view- 
point the user can inspect for rendering artifacts. The user can mark any 
rendering artifacts such as ghosting areas by brushing directly on the ren- 
dering window. The corresponding frame and layer will then be selected 
for further refinement. The rendering of pop-up light field can achieve a 
real-time frame rate by using modern graphics hardware. 

Figure 8.10 shows an aliasing-free novel view rendered using the pop-up 
light field constructed from the Plaza sequence, which is a collection of only 
16 images. The sequence was captured by a series of "time-frozen cameras" 
arranged along a line or curve. Because the scene is very complex, stereo 
reconstruction is very difficult. Note that nearly perfect matting is achieved for 
the floating papers in the air. The boundaries for the foreground characters are 
visually acceptable, made possible mainly by the coherent layers produced by 
coherence matting. 




Figure 8.10. Result of pop-up light field rendering of the Plaza sequence rendered from a novel 
viewpoint (in the position midway between the 1 1th and 12th frames). The input consists of 
only 16 images. 16 layers are used to model the pop-up light field. 



An Introduction to Image-Based Rendering 



153 



Pop-up light field is an image-based modeling technique that does not rely 
on accurate 3D depth/surface reconstruction. Rather, it is based on accurate 
layer extraction/segmentation in the light field images. In a way, we trade 
a difficult correspondence problem in 3D reconstruction for another equally 
difficult segmentation problem. However, for a user, it is much easier to specify 
accurate contours in images than accurate depth for each pixel. 



8.7. Discussion 

Image-based rendering is an area that straddles both computer vision and 
computer graphics. The continuum between images and geometry is evident 
from the image-based rendering techniques reviewed in this chapter. However, 
the emphasis of this chapter is more on the aspect of rendering and not so 
much on image-based modeling. Other important topics such as lighting and 
animation are also not treated here. 

In this chapter, image-based rendering (IBR) techniques are divided based 
on how much geometric information has been used, i.e., whether the method 
uses explicit geometry (e.g., LDI), implicit geometry or correspondence (e.g., 
view interpolation), or no geometry at all (e.g., light field). Other methods of 
dividing image-based rendering techniques have also been proposed by others, 
such as on the nature of the pixel indexing scheme [26]. 

8.7.1 Challenges 

Efficient Representation. What is very interesting is the trade-off between 

geometry and images needed to use for anti-aliased image-based rendering. 
The design choices for many IBR systems were made based on the availability 
of accurate geometry. Plenoptic sampling provides a theoretical foundation for 
designing IBR systems. 

Both light field rendering and Lumigraph avoid the feature correspondence 
problem by collecting many images with known camera poses. Because of 
the size of the database (even after compression), virtual walkthroughs of a real 
scene using light fields have not yet been fully demonstrated. 

Rendering Performance. How would one implement the "perfect" render- 
ing engine? One possibility would be to adapt current hardware accelerators to 
produce, say, an approximate version of an LDI or a Lumigraph by replacing it 
with view-dependent texture-mapped sprites. The alternative is to design new 
hardware accelerators that can handle both conventional rendering and IBR. 
An example in this direction is the use of PixelFlow to render image-based 
models [42]. PixelFlow [18] is a high-speed image generation architecture that 
is based on the techniques of object-parallelism and image composition. 
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Capturing. Panoramas are relatively not difficult to construct. Many previ- 
ous systems have been built to construct cylindrical and spherical panoramas by 
stitching multiple images together (e.g., [39, 60, 13, 44, 61]). When the cam- 
era motion is very small, it is possible to put together only small stripes from 
registered images, i.e., slit images (e.g., [68, 49]), to form a large panoramic 
mosaic. Capturing panoramas is even easier if omnidirectional cameras (e.g., 
[46, 45]) or fisheye lens [64] are used. 

It is, however, very difficult to construct a continuous 5D complete plenoptic 
function [44, 28] because it requires solving the difficult feature correspondence 
problem. To date, no one has yet shown a collection of7D complete plenoptic 
functions (authoring a dynamic environment with time-varying lighting condi- 
tions is a very interesting problem). 

Because of the large amount of data used in most IBR techniques, data com- 
pression is essential to make it practical for storage and transmission. Some of 
the challenges in IBR compression such as rendering directly from compressed 
streams and producing more efficient scalable and embedded representations 
are still open problems. 

8.7.2 Two Scenarios 

Image-based rendering can have many interesting applications. Two scenar- 
ios, in particular, are worth pursuing: 

Large Environments. Many successful techniques, e.g., light field, CMs, 
have restrictions on how much a user can change his viewpoint. QuickTime 
VR [13] is still popular for showcasing large environments despite the visual 
discomfort caused by jumping between panoramas. While this can be allevi- 
ated by having multiple panoramic clusters and enabling single DOF transi- 
tioning between these clusters [27], the range of virtual motion is nevertheless 
still restricted. To move around in a large environment, one has to combine 
image-based techniques with geometry-based models, in order to avoid exces- 
sive amount of data required. 

Dynamic Environments. Until now, most of image-based rendering sys- 
tems have been focused on static environments. With the development of 
panoramic video systems, it is conceivable that image-based rendering can 
be applied to dynamic environments as well. Two issues must be studied: sam- 
pling (how many images should be captured), and compression (how to reduce 
data effectively). 
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8.7.3 Concluding Remarks 

In this chapter, we have surveyed recent developments in the area of image- 
based rendering, and in particular, categorized them based on the extent of 
use of geometric information in rendering. Geometry is used as a means of 
compressing representations for rendering, with the limit being a single 3D 
model with a single static texture. While the purely image-based representations 
have the advantage of photorealistic rendering, they come with the high costs 
of data acquisition and storage requirements. 

Demands on realistic rendering, compactness of representation, speed of 
rendering, and costs and limitations of computer vision reconstruction tech- 
niques force the practical representation to be fall somewhere between the two 
extremes. It is clear that IBR and the traditional 3D model-based rendering 
techniques have complimentary characteristics that can be capitalized. As are- 
sult, we believe that it is important that future graphics rendering hardware and 
video technology be customized to handle both the traditional 3D model-based 
rendering as well as IBR. 
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Abstract Image-based modeling and rendering has been demonstrated as a cost-effective 
and efficient approach to computer games and virtual reality applications. The 
computational model that most image-based techniques are based on is the 
plenoptic function. Since the original formulation ofthe plenoptic function does 
not include illumination, previous image-based applications simply assume that 
the illumination is fixed. We have proposed a new formulation of the plenoptic 
function, called the plenoptic illuminationfunction, which explicitly specifies the 
illumination component. Techniques based on this formulation can be extended 
to support relighting as well as view interpolation. The core of this framework 
is compression, and we show how to exploit three types of data correlation, the 
intra-pixel, the inter-pixel and the inter-channel correlations, in order to achieve 
a manageable storage size. The proposed coding method outperforms JPEG, 
JPEG2000 and MPEG. 

Keywords: Image-based relighting, image-based modeling and rendering, plenoptic illumi- 

nation function, virtual reality, spherical harmonic, multimedia data compression, 
panorama 



9.1. Introduction 

The plenoptic function [1] was originally proposed for evaluating low-level 
human vision models. In the recent years, several image-based techniques [18, 
6, 15, 8, 25] that are based on this computational model has been proposed to 
interpolate views. The original formulation of the plenoptic function is very 
general. All the illumination and scene changing factors are embedded in a 
single aggregate time parameter. However, it is too general to be useful. This is 
also one reason that most early research concentrates on the view interpolation 
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(the sampling and interpolation of the viewing direction and viewpoint) and 
leaves the time parameter untouched. The time parameter (the illumination 
and the scene) is usually assumed constant for simplicity. Unfortunately, the 
capability to change illumination ( relight) [30, 28] is traditionally an important 
parameter in computer graphics and virtual reality. Its existence enhances the 
3D illusion. Moreover, if the modification of the illumination configuration 
is performed in the image basis, the relighting time will be independent of 
scene complexity. Hence, we can easily achieve dynamic lighting [32] (the 
ability to modify lighting in real-time) of complex background in computer 
game applications. 

In this chapter, we extract the illumination component from the aggregate 
time parameter. A new formulation that explicitly specifies the illumination 
component is proposed. We call it the plenoptic illumination function [29, 
27]. Techniques based on it can be extended to support relighting as well 
as view interpolation. To generalize the relighting process to support various 
illumination configurations, we make use of the superposition properties of 
images. We show that the plenoptic illumination function allows us to relight 
image-based scenes with complex lighting conditions. 

Introducing a new dimension in the plenoptic function, however, suffers 
from an increase of storage requirement. To make the model practical, we 
point out three types of data correlation that can be exploited. They are the 
intra-pixel, the inter-pixel and the inter-channel data correlations. A series of 
compression methods [31, 10, 14] is recommended to reduce the data storage 
to a manageable size. We shall show that the proposed compression scheme 
outperforms those popular image and video coding standards such as JPEG, 
JPEG2000 and MPEG. 

9.2. Computational Model 

9.2.1 The Plenoptic Function 

Adelson and Bergen [1] proposed a seven-dimensional plenoptic function 
for evaluating the low-level human vision models. It describes the radiance 
received along any direction V arriving at any point E in space, at any time t 
and over any range of wavelength A. 

I = P{V,E,t,\), (9.1) 

where I is the radiance; E is the position of the center of projection or the 
viewpoint; V specifies the viewing direction originated from the viewpoint; 
t is the time parameter; A is the wavelength. Basically, the function tells us 
how the environment looks like when our eye is positioned at E. The time 
parameter t actually models all other unmentioned factors such as the change 
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of illumination and the change of the scene. When t is constant, the scene is 
static and the illumination is fixed. 

9.2.2 The Plenoptic Illumination Fnnction 

The original formulation of the plenoptic function is very general. However, 
the illumination and other scene changing factors are embedded inside a single 
time parameter t. Techniques [18, 6, 8, 15] based on this model also inherit 
this rigidity. Most of them assume that the illumination is unchanged and the 
scene is static, i.e. t is constant. However, the ability to express the illumina- 
tion configuration is traditionally an important parameter in image synthesis. 
We proposed a new formulation ofthe plenoptic function to include the illumi- 
nation component [30, 29]. We extraet the illumination eomponent (Z) from 
the aggregate time parameter t and explicitly specify it in the following new 
formulation, 

I = Pl{L,V,E,t',X), (9.2) 

where L specifies the direction of a directional light source illuminating the 
scene; t' is the time parameter after extracting the illumination component. 

The difference between this new formulation and the original (Eq. (9.1)) is 
the explicit specification of an illumination component, L. The new function 
tells us the radiance coming from a viewing direction V arriving at our eye E 
at any time t' over any wavelength A, when the whole scene is illuminated by 
a directional light source with the lighting direction —L (the negative sign is 
because we use local coordinate system). Intuitively speaking, it tells us how 
the environment looks like when the scene is illuminated by a directional light 
source (Figure 9.1). 

Expressing the illumination component using a directional light source is 
not the only way. In fact, one can parameterize the illumination component 
using a point light source [16]. Then this point-source formulation will tell 
us how the environment looks like when illuminated by a point light source 
positioned at eertain point, say S = {Sx, Sy, Sz). The reason we choose the 
directional-source formulation (Eq. (9.2)) is that specifying a direction requires 
only two extra parameters, while specifying a position in space requires three 




Figure 9.1. Geometry components of the plenoptic illumination function. 
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extra parameters. We try to minimize the dimensionality of the new formulation 
as the original plenoptic function already involves seven dimensions. Moreover, 
the directional-source formulation is also physically meaningful. Since the light 
vector due to a directional light source is constant throughout the space, the 
radiance in Eq. (9.2) should he the reflected radiance from the surface element, 
where the reflection takes place, when this surface element is illuminated by a 
light ray along - L. We shall see in Section 9.4.3 how this property facilitates the 
image-based relighting when a non-directional light source {e.g. point source) 
is specified. 



9.3. Sampling 

Sampling the plenoptic illumination function is actually a process of taking 
pictures. The question is how to take pictures. The time parameter t' (the scene) 
is assumed fixed and the wavelength parameter A is conventionally sampled 
and reconstructed at three positions (red, blue and green). Chai et al. [4] have 
addressed the theoretical issue on how to optimally take samples for the light 
field representation. On the other hand, Lin et al. [16] proved the theoretical 
sampling bound for image-based relighting. Interested readers are referred 
to [16] for an in-depth proof. 

Since the parameter L is a directional vector, its sampling is equivalent to 
taking samples on the surface of a sphere. For simplicity, we take samples on a 
spherical grid as depicted in Figure 9.2. The disadvantage is that sample points 
are not evenly distributed on the sphere. More samples are placed near the poles 
of sphere. 

For synthetic scenes, the samples can be easily collected by rendering the 
scene with a directional light source oriented in the required lighting direction. 
For real scenes, spotlight positioned at a sufficiently far distance can be used to 
approximate a directional light source. However, precise control of the lighting 
direction may require the construction of a robotic arm. In this chapter, we 
demonstrate the usefulness of the plenoptic illumination function with synthetic 




Figure 9.2. Sampling the lighting direction on the spherical grid. 
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data only. It is obvious that the function can also be applied to real data when 
available. 

The sampled data can simply be stored in a multi-dimensional table of ra- 
diance values, indexed by light vector, viewing vector (screen coordinates and 
viewpoints), and wavelength (color channels). Since the size of table is enor- 
mous, in Sections 9. 5-9. 8, we present a series of compression techniques in 
order to effectively reduce its size to a manageable level. 



9.4. Relighting 

9.4.1 Reconstruction 

Given a desired light vector which is not one of the samples, the desired image 
of the scene can be estimated by interpolating the samples. The interpolation 
on the illumination dimension is called relighting. 

We first consider the relighting with a single directional light source. The 
simplest interpolation is picking the nearest sample as the result. The disadvan- 
tage is the discontinuity as the desired light vector moves. This discontinuity is 
not noticeable in Figure 9.3(b) as it is a still picture. But the specular highlight 
locates at the wrong position as compared to the correct one in Figure 9.3(a). 
Figures 9.3(c) and (d) show the results of bilinear and bicubic interpolations 
respectively. Although the highlight in the bilinear case is closer to the correct 
location, it looks less specular. The highlight is more accurate in the case of 
bicubic interpolation. In general, the result improves as we employ higher-order 
interpolation. The accuracy of result also depends on the actual geometry of 
the scene and its surface properties. 

Besides the polynomial basis functions, other basis functions can also be 
employed. Nimeroff et al. [20] used steerable functions for the relighting due to 
the natural illumination. Eigenimages [2, 19, 21] extracted from the principal 
component analysis are the popular basis images used in the recognition of 
object under various illumination configurations. In our work, we use spherical 
harmonics [7] as the basis functions. Instead of interpolation in the spatial 




Figure 9.3. Relighting as an interpolation process, (a) Synthetic (correct) image, (b) The 
nearest neighbor, (c) Bilinear interpolation, (d) Bicubic interpolation. 
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domain, we interpolate the coefficients in the frequency domain. One major 
reason we choose spherical harmonics is that zonally sampling the coefficients 
also significantly reduces the storage requirement (described in Section 9.5). 

9.4.2 Superposition 

Even though the sampled plenoptic illumination function only tells us how the 
environment looks like when it is illuminated by a directional light source with 
unit intensity, other illumination configuration can be simulated by making use 
of the properties of image superposition. Image-based relighting with various 
illumination configurations can be done by calculating the following formula 
for each pixel for each color channel. 

n 

Y,PKLi)Lr{Li), (9.3) 

i 

where n is the total number of desired light sources; L, is the direction of the 
2 -th desired light source; Pj {Li) is the result of interpolating the samples given 
the desired light vector Li. The parameters V, E, t' and A are dropped for 
simplicity; Lr is the radiance along Li. 

It allows us to manipulate the direction, the color, and the number of the 
desired light sources. Although reference images are all captured under a white 
light, image relit by colored light sources can be approximated by feeding 
different values of Lr to different color channel. An image relit by two light 
sources can be synthesized by superimposing two images, each relit by a single 
light source. Figure 9.4 shows an image-based scene relit by a point source, a 
directional source, a spotlight, and a slide projector source. Note that shadow 
can also be approximated if it exists in the reference images. 

Figure 9.5 shows further examples of panoramic images relit by various 
complex lighting conditions. The first column of Figure 9.5 shows three relit 
panoramic images. The second and third columns show the corresponding 
perspective snapshots which are generated by image warping. Panoramas in 




(a) (b) (c) 

Figure 9.4. (a) Point light source, (b) Directional light source, (c) Spotlight, (d) Slide projector 
source. 
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Figure 9.5. Relighting of panoramas. (a)-(O: attic, and (g)-(i): city. 



Figures 9.5 (a) and (g) are relit with a single directional light source while 
Figure 9.5 (d) is relit with multiple spotlights and slide projector sources. Note 
how the illumination in the region with occlusion (pillar & chair) is correctly 
accounted in Figures 9.5 (e) and (f). 

The attic scene in Figure 9.5 (a) and (d) contains 50k triangles and each 
reference image requires 133 seconds to render on a SGI Octane with a MIPS 
10000 CPU, using the software renderer Alias | Wavefront. The city scene in 
Figure 9.5 (g) contains 187k triangles, and each reference image requires 337 
seconds to render. For both cases, a 1024 x 256 cylindrical panorama is used 
to represent the scene. The relighting of both image-based scenes is real-time 
using our latest GPU-accelerated relighting engine [32]. This demonstrates 
the major advantage of image-based computer graphics - the rendering inde- 
pendence of scene complexity. A panoramic viewer with real-time relighting 
ability is available at the web address listed in the section ofWeb Availability. 

9.4.3 Non-directional Light Source 

The plenoptic illumination function tells us the reflected radiance from the 
surface element where the physical reflection takes place when that surface 
element is illuminated by a directional light along L. When a directional light 
source is specified for image-based relighting, we simply feed the specified L 
to Eq. (9.3). However, if a non-directional light source (such as point source 
and spotlight) is specified for relighting, only the position of light source is 
given. The light ray impinging on the surface element is equal to the vector 
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Figure 9.6. Finding the correct light vector. 

from the surface element towards the position of the non-directional light source 
(Figure 9.6). It is notthe vector from the pixel window to the light source as the 
actual reflection does not take place at the pixel window. Therefore, the only 
way to calculate the correct light vector for a non-directional light source is to 
know the depth value d and use the following equation 

L = S-E + X-d (9.4) 

|I/| 

where S is the position of non-directional light source; and d is the depth value. 

Area and volume light sources can also be simulated if the light source is 
subdivided into a finite number of point sources and relighting is done for each 
approximated point source. 



9.5. Intra-Pixel Compression 

The major drawback of including the illumination component is the increase 
of storage requirement. Without compression, the data size for a 1024x256 
image-based scene sampled under 1,200 (the sampling rate on the spherical 
grid is 30 x 40) lighting conditions requires 900MB of storage. Therefore, 
compression is a must. We proposed a compression scheme which exploits 
three kinds of data correlation, namely intra-pixel, inter-pixel, and inter-channel 
correlations. 

Consider a pixel in an image-based scene, there must be an associated view- 
ing ray which connects the viewpoint to the pixel window. If the viewpoint, the 
viewing direction and the scene are all static during the data capture and only the 
illumination is allowed to change, it is very likely that radiance values captured 
under various lighting conditions are strongly correlated because most geomet- 
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Figure 9. 7, To increase the data redundancy, reference images are rebinned to form tiles of 
radiance values. 



ric factors are frozen. Geometry is usually the major source of discontinuity 
of radiance values [17]. Moreover the received radiance values are strongly 
related to the surface reflectance of the visible surface element. However, they 
are not the same because there exists discontinuity in the received radiances 
due to the shadow cast by the nearby geometry. 

We first group together those radiance values related to the same pixel win- 
dow (or the same viewing ray) and try to make use of this intra-pixel data 
correlation. Figure 9.7 illustrates that we rebin the radiance values from dif- 
ferent reference images to form tiles of radiance values. Each tile is a spherical 
function corresponds to all possible values of that pixel window. This spherical 
function is indexed by the light vector. 

To compress them, we transform the spherical function into the spherical 
harmonic domain [7], and the resultant spherical harmonic coefficients are zon- 
ally sampled and quantized (Figure 9.8). The spherical harmonic transform has 
been used for compressing the BRDF [12] in various previous works [3, 26]. 
The spherical harmonic transform are summarized as follows. 

r27T /'7T 

= / / Pi{0,4>)Bimi.0,4>)s\ned9d4>, (9.5) 

Jo Jo 

where P/(0, (^)’s are the sampled radiance values. 
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Figure 9. 8. Spherical harmonic transform. Each tile is converted to a spherical harmonic vector. 



and Qo,o{x) = 1. 

Coefficients Ci^m are the spherical harmonic coefficients to be zonally sam- 
pled, quantized and stored. Functions are the Legendre polynomials. 

Intuitively speaking, the spherical harmonic transform can be regarded as 
a Fourier transform in the spherical domain. Just like the Fourier transform, 
the more coefficients are used for representation, the more accurate the recon- 
structed value is. Figure 9.9 shows the first few harmonics (basis functions 
0))’ Besides the first basis function (which is a sphere), all other ba- 
sis functions exhibit directional preferences. Different input functions should 
exhibit differences in the size of harmonics after transform. Note that basis 
functions may return negative values. Negative lobes are visualized through 
"flipping" about the origin in Figure 9.9. In some cases, these negative lobes 
may coincide with positive lobes. 

To reconstruct an interpolated radiance value, the following summation of 
multiplications is calculated. 



Imax i 

pf{e,<p) = Y, E (9.6) 

;=o m=~l 

where ((max + 1)^ is the number of spherical harmonic coefficients stored. 






1=2,111=1 1=2. in=2 



Figure 9.9. Spherical harmonics. Negative lobes are visualized through “flipping” about the 
origin. 
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9.6. Inter-Pixel Compression 

Up to now, we only utilize the correlation among radiance values received 
through the same pixel window. The data correlation between adjacent pixels 
has not yet been exploited. We called it the inter-pixel correlation as it refers 
to the correlation between adjacent abstract pixels. 

Since radiance values associating with a pixel are now transformed to a coeffi- 
cient vector, we have to exploit the correlation between these adjacent coefficient 
vectors. One may suggest to compress the data using vector quantization (VQ) 
techniques with the coefficient vectors as input. However, a well-known visual 
artifact ofVQ techniques is contouring at the region with smooth changes. Al- 
though dithering can partially reduce the objectionable visual artifact, there is 
an even more difficult problem, large computational expense. It is well known 
that the computational time of VQ techniques is substantially high when the 
input data size is large, which is in our case. Moreover, with the same tolerance 
of reconstruction error, the compression ratio obtained by VQ techniques is 
usually lower than that of other methods. All these disadvantages prohibit us 
from using VQ techniques. 

Instead, we pick the first coefficients (Figure 9.10) from all coefficient vectors 
and form a coefficient map. To avoid terminology ambiguity, this kind of 
coefficient map is called SH map (SH stands for Spherical Harmonics) from 
now on. The same grouping process is applied to the second coefficients and all 
other coefficients. The result is a set ofk SH maps if the coefficient vectors are 
fc-dimensional. Interestingly, each SH map is in fact an image (right hand side 
of Figure 9.10). These SH maps are somewhat analogous to the eigenimages 
found by the principal component analysis in the computer vision literatures [2]. 
This observation suggests us a way to utilize the inter-pixel correlation. We 
can simply treat each SH map as an image of real values and apply standard 
image compression. To do so, we apply the discrete wavelet transform (DWT). 

It seems that different amount of storage (bits) should be allocated to encode 
different SH maps based on the data statistics. For example, more bits should 
be assigned to low-order SH maps than other higher-order SH maps. However, 
based on standard bit allocation methods, low-order SH maps occupy too many 
bits while high-order SH maps starve (ofbits). It is expected as low-order SH 
maps contribute more energy to the reconstructed images than the high-order 
SH maps do. As a result, specular highlight and shadow are poorly preserved or 
even lost since they are represented by high-order SH maps. To preserve these 
human-sensitive visual features, we assign the same bit rate to encode each SH 
map in the same color channel to prevent high-order SH maps from starvation. 
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Figure 9. 10. Picking the coefficients from the vectors and forming the SH maps. 

9.6.1 Discrete Wavelet Transform 

The wavelet technique for encoding SH maps described below is very simi- 
lar to the one for encoding natural images proposed by Joshi et al. [11]. Each 
SH map is decomposed by the 9-7 tap bi-orthogonal wavelet decomposition. 
Instead of decomposing a SH map into several levels, only two levels of de- 
composition is performed. 

After this decomposition, each SH map is partitioned into 16 uniform bands. 
One of these band is the lowest frequency subband (LFS) while the other 15 
bands are high frequency subbands (HFS). Figure 9.11 shows the 16 resultant 
subbands. The dark gray region is the LFS while the light gray regions are 
HFS's. If the size of an input SH map is x X y, the size of each band will be 

£ X 

4X4. 

From our observation, the LFS is similar to a downsampled version of the 
input SH map. In other words, it is also an image. Hence we can apply 
the common approach for compressing the data in this subband. The LFS 




Figure 9.11. After the two-level wavelet decomposition, the coefficients in the frequency do- 
main can be partitioned into 16 subbands. 
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is first subdivided into 4x4 non-overlapping blocks. The discrete cosine 
transform (DCT) [22] is then applied to each of these blocks. The DCT itself 
does not reduce the data volume, the later quantization does. To facilitate the 
quantization, 16 data subsources are formed (one for each DCT coefficient in 
the transformed 4x4 block). 

On the other hand, a different approach is applied to the 15 HFS's left. It is 
well known that after the wavelet decomposition, there is only small intra-hand 
correlation among the data within each HFS. Thus we assume that each HFS is 
a memory less data source. 

Consider a SH map of the size x xy. There will be 16 data subsources from 
the LFS (after DCT), each subsource contains xyl2bQ samples. For the HFS's, 
there will he 15 data subsources (one for each HFS), each subsource contains 
xy/16 samples. 

9.6.2 Quantization and Bit Rate Allocation 

Each source is quantized hy the generalized Lloyd algorithm [9]. The bit 
rate of each source is given hy [11], 

M 

Ri = R + 0.5\og2{aiaf) - 0.5pj log2(aj<7|)} . 

j=i 

where R is the target hit rate; Ri is the encoding rate of the i-th source in 
hits/sample; pi is the normalized weight for the source; is the variance of 
the source; is a user-defined constant; and M is the number of sources. 

Intuitively speaking, more bits should be allocated to a source with a larger 
variance. Constant depends on the density of source as well as the type 
of encoding method used. We assume that it is independent of the encoding 
rate. The DC component of the DCT in the LFS is assumed to have a Gaussian 
distribution as described in [23]. All other sources are modeled as Laplacian 
sources. Constant at is chosen to be 2.7 and 4.5 for Gaussian and Laplacian 
sources respectively. 



9.7. Inter- Channel Compression 

The final compression is done on the wavelength dimension of the plenop- 
tic illumination function. Representing a color in the RGB space is usually 
wasteful in terms of storage, because the RGB model does not pack important 
visual signal efficiently. A common color model used in PAL video coding and 
JPEG standard is YUV. The major advantage is that it packs important visual 
energy into a single luminous channel Y. The other two channels, U and V, are 
chrominous channels. Human perception is less sensitive to signal in chromi- 
nous channels than that in the luminous channel. Therefore, it is desirable to 
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reduce the bits allocated for U and V in order to trade for an increase in bits 
allocated for Y. 

A naive approach to adopt the YUV color model is to convert the RGB values 
of each pixel in the input reference images to YUV before passing the values 
to the spherical harmonic transform. However, this approach is very inefficient 
as a matrix multiplication is needed for each radiance value and there may be 
thousands of reference images. 

In fact, the color conversion can be done in the spherical harmonic domain. 
That is, we can perform color conversion after the spherical harmonic transform. 
Since there are only a few spherical harmonic coefficients (say 16 to 25) for 
each pixel, the color conversion can be done efficiently. 

The question is whether the color conversion in the spherical harmonic do- 
main is correct. Since the color transform is linear, the correctness of this 
approach can be proved by the following derivation. Recall spherical harmonic 
transform in Eq. (9.5). 



r27T pir 

/ / py sin ed0d<p (9.7) 

Jo Jo 

where is the spherical harmonic coefficient for the Y channel; Pf is the 
radiance value in the Y channel. 

The parameter {9, 4>) of Pi and Bi^rn is dropped for simplicity and clarity. From 
the PAL video standard, we have, 

Y = ^xR + a^G + U'iB (9.8) 

where Y is the value in the Y channel; R, G, B are pixel values in R, G & B 
channels respectively; /?i = 0.299, /?2 — 0.587 and = 0.114. 

Substituting Eq. (9.8) into Eq. (9.7), 

p27f PTC 

CL = / / {PiPy Y BiP? + PoP?)Bi^^sin6ded<j> 

Jo Jo 

r2-JT fTT ^2 tt r-K 

= Pi / P[Bi^rnSm6d9dd> + P 2 / / Pp Bi m sin 9 d9d(() 

Jo Jo Jo Jo 

/■27T r'K 

+Ps / / py Bi^rnSinOdedd) 

Jo Jo 

= PlGy-m + P^C^rn + PsC^rn 

where Pf-, Pf , Pf are pixel values in R, G & B channels; Cf\^, Gf’^, are 
spherical harmonic coefficients in R, G & B channels. 
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Similar derivation can bedoneforchannelsUandV. Hence, the color conver- 
sion can be applied to spherical harmonic coefficients in the frequency domain 
instead of the original spatial domain. 



9.8. Overall Evaluation 

To evaluate the overall performance of the proposed method, we compare 
it to standard image compression methods, JPEG, JPEG2000, and MPEG. 
JPEG is a standard compression method for still images. The wavelet-based 
JPEG2000 [5] is a new image coding standard which performs better than JPEG 
at low bit rates. However, both JPEG and JPEG2000 exploits no inter-image 
correlation. Hence we also compare our method to MPEG which is designed 
for video coding. Two synthetic data sets, 'attic' (Figure 9.5 (a)) and 'for- 
bid' (Figure 9.13 (a)), are tested. The 'attic' data set contains three hundred 
1024x256 reference images while the 'forbid' data set contains one thousand 
and two hundred 1024x256 reference images. The 'attic' data set contains 
specular objects while the data set 'forbid' contains shadow. Table 9.8 shows 
the data property of each data set. 

When compressing the data sets with our method, we keep the number of 
spherical harmonic coefficients to be 25 and use the YUV color model. The 
bit rate allocation for Y:U:V channels is 2:1:1 in ratio. The only parameter to 
vary is the target bit rate for wavelet compression. Then we reconstruct images 
from the compressed data at the sampling positions. The control images are 
the original reference images. The same input image set is passed to JPEG, 
JPEG2000 and MPEG for compression. Two graphs of PSNR versus bits per 
pixel are plotted, one for 'attic' (Figure 9.12 (a)) and the other for 'forbid' 
(Figure 9.12(b)). The "pixel" in the "bits per pixel" refers to the original image 
pixel (each pixel stores RGB values, 3 bytes in size), not the abstract pixel 
we referred in the previous sections. The performance curves of our method, 
JPEG, JPEG2000 and MPEG are plotted in these two graphs. 

From the graphs, the proposed method out-performs JPEG, JPEG2000 and 
MPEG. At the same PSNR level, we achieve a much lower bit rate (or higher 
compression ratio) than other three coding standards, especially at low bit rates. 
Note that, since the size of our data size is always enormous, it is meaningless 
to perform well at high bit rates. Consider the case of 'forbid', the total data 



Table 9. 1. Characteristics of tested data sets. 



Data set 


Resolution 


Sampling rate(0 x <j>) 


Real/Synthetic 


With Shadow 


attic 


1024 X 256 


15 X 20 


Synthetic 


No 


forbid 


1024 X 256 


30 X 40 


Synthetic 


Yes 
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Figure 9. 12. Performance comparison with JPEG, JPEG2000 and MPEG, (a) & (b): PSNR vs. 
Bit per original pixel. 

size is 900MB, compressing with 0.3 bit per pixel implies a storage of 90 MB 
is required. This is still too much for Internet-based applications. Hence, one 
major criterion for our codec is that it must perform extremely well at low bit 
rates. From the statistics, our method satisfies such requirement. Using our 
method, the sizes of data with PSNR of around 30 dB are roughly 1.5 MB and 
6 MB for 'attic' and 'forbid' respectively. Obviously, these compressed files 
can be rapidly transferred through Internet nowadays. 

Among the compared methods, JPEG is the worst. JPEG2000 performs 
better than JPEG, especially at low bit rates. In the case of 'attic', JPEG2000 
is comparable to MPEG. However, both JPEG and JPEG2000 are inferior to 
ours because they do not exploit the correlation among images. As MPEG 
only exploits the correlation in ID (time domain), it may not fully utilize the 
correlation in our data set which is a set of samples on the 2D spherical surface. 
It might also because MPEG is tailored for object motion in video, but not for 
change of lighting in our case. 

Besides, we also visually compare the images compressed by our method to 
that of JPEG, JPEG2000 and MPEG. We fix the compression ratio at around 120 
and recover an image from the data compressed by four methods. Eigure 9.13 
shows the comparison. A region in the reconstructed image (Figure 9.13 (a)) is 
blowed up for comparison. The JPEG result (Eigure 9.13(c)) contains serious 
blocky and blurry artifacts. The color tones of some blocks are even distorted. 
Although the JPEG2000 result (Figure 9.13(d)) is visually better than that of 
JPEG, it is too blurry that details (e.g. fence) are completely lost. The MPEG 
one (Eigure 9.13(e)) is better but is still contaminated with blocky artifact. Note 
that the details of fence cannot be clearly observed. The image coded by our 
method (Figure 9.13(f)) exhibits the minimal visual artifact. Comparing to 
the original image in Figure 9.13(b), there are some differences near the high 
contrast region. However the artifact is not apparent. 



Data set: attic 
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(b) Original 





(c) JPIXi 



(c) mpi:g 



(f) Our nrcitiod 






(d) JPI-G2000 



Figure 9. IS. Visual comparison of the proposed method, JPEG, JPEG2000 and MPEG. 



9.9. Conclusions and Future Directions 

In this chapter, we describe a new formulation of the plenoptic function 
that allows the explicit specification of illumination component. Techniques 
based on this new model can record and interpolate not just viewing direction 
and viewpoint, but also the illumination. The core of the proposed model is 
data compression. We propose a 3-step compression scheme for compress- 
ing illumination-adjustable images. A series of compression techniques is 
applied to exploit the intra-pixel, inter-pixel and inter-channel data correla- 
tions. The proposed method out-performs standard image and video coding 
methods, JPEG, JPEG2000 and MPEG. A 1024 x 256 illumination-adjustable 
panoramic image sampled under 1,200 illumination configurations required 
only a few megabytes of storage. Note that arbitrary lighting configuration can 
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be specified to relight from this compressed data and the time for relighting is 
independent of scene complexity. 

There is a lot of work to be done in the future. Currently, we only extract 
the illumination component from the aggregate time parameter t. No other 
scene changing factors are investigated. If other factors can be extracted, the 
rigidity of image-based computer graphics can be further relaxed. However, 
the trade-off is storage requirement. 

Another direction to investigate is to further compress the data by exploit- 
ing more sophisticated approximation methods of BRDF, such as spherical 
wavelet [24] and non-linear approximation [13]. If the coefficients recovered 
by these methods also exhibit strong correlation, inter-pixel compression can 
also be applied to further reduce the storage. For encoding the SH maps, we 
believe that coding methods like SPIHT and EBCOT may also be applied after 
adapting to our data. 
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Web Availability 

A real-time demonstrative panoramic viewer with relighting capability is 
available through the following web page: 

http: //WWW. cse . cuhk. edu.hk/~ttwong/demo/panoshader/panoshader . html 
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Abstract In this chapter, we discuss the research issues and state-of-the-art of 
construction of complex environments from a set of depth images. A newly 
proposed automatic construction algorithm is mainly introduced in this 
chapter. The algorithm proposes a hybrid representation of complex models 
by a combination of points and polygons. Through the model, a real time 
walkthrough of a complex scene can be achieved. By the approach, starting 
from a set of depth reference images, all pixels of the images are classified 
into two categories, corresponding respectively to the planar and non-planar 
surfaces in the scene and then all redundant pixels are eliminated according 
to their sampling rate. For the pixels corresponding to non-planar surfaces, a 
local reconstruction and resampling process is employed to generate a set of 
new samples, organized by OBB-tree. For the pixels corresponding to planar 
surfaces, their corresponding textures are reconstructed and holes in textures 
are analyzed and filled in pre-processing stage. Under this hybrid 
representation, a culling algorithm can be employed to greatly improve 
rendering efficiency and a real time walkthrough of a complex scene can be 
achieved with no restriction on user's motion. 

Keywords: Depth image, automatic object modeling, sampling rate, point-based 

representation 

10.1. Introduction 

A typical application of virtual reality is to allow people to freely walk through 
a complex environment in interactive speed. The traditional computer graphics 
based on geometry models has made great effort to achieve the goal for decades 




182 



Chapter 10 



and the realism of images and rendering efficiency have been greatly improved. 
However, it is still quite difficult and time consuming to create models of complex 
objects. Sophisticated realistic rendering algorithms such as ray tracing and 
radiosity are hard to meet the requirement of rendering complex environment in 
interactive speed. 

Recently, a significant trend in computer graphics has been using 3D scanners 
and high resolution digital cameras to generate depth images for complex objects 
or a complex scene [4, 11, 13, 14, 17], and then directly adopt the samples from 
depth images to represent the objects or environment. In this chapter, we will 
introduce a new method of complex environment construction from depth images, 
that may bypass the time-consuming modeling process in traditional computer 
graphics and the sophisticated shading calculation. 

For the method proposed, an automatic construction algorithm for complex 
environments from depth images will be introduced. In the method, a complex 
scene is sampled by a set of depth images produced from arbitrary viewpoints. A 
hybrid representation of the scene is built up by classifying the objects into non- 
planar and planar surfaces represented respectively as points and textured 
polygons. Under this hybrid representation, a real time walkthrough in the 
complex environment can be achieved. 

The remainder of the chapter is organized as follows. First, some typical 
algorithms on the construction of complex environments from depth images are 
introduced in Section 10.2. Then the automatic construction algorithm in 
combining polygons and points is introduced from Section 10.3 to Section 10.6. 
Finally conclusions are drawn in the last section. 



10.2. Typical Algorithms 

First, let's review some of the previous works on the model construction from 
depth images. Basically there are two common ways in which a complex 
environment is constructed from depth images. One way is to build 3D geometry 
models from depth images and use the models reconstructed to represent the 
environment [5, 18, 19]. The depth images only play an intermediate role in this 
method and the actual rendering input is the 3D geometry models reconstructed. 
From this point of view, it is actually a traditional computer graphics method. 

Another way is to directly adopt the samples from depth images to represent the 
environment without reconstruction of its geometry models. The approach in this 
method is totally different from that in traditional computer graphics since the 
rendering primitive in this approach is the samples from depth images which 
contain color and depth information instead of geometry models. 

The algorithm proposed in Layered Depth Image (LDI)[2, 22] is the most 
typical algorithm where the samples from depth images are directly taken as 
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rendering primitive. The algorithm is based on the 3D warping equation [12] 
proposed by McMillan. As a matter of fact, the method in LDI actually proposed 
an efficient organization method of samples, which merges all the samples from 
depth images under a single center of projection. It keeps multiple depth pixels for 
a location while still maintaining the simplicity of warping a single image. 

The Multiple-Center-of-Projection Images (MCOP Images) proposed by 
Rademacher [21] correctly reconstruct 3D scenes where every pixel in the 
source image was potentially acquired from a different but known position. MCOP 
images have the advantage that objects can essentially be scanned, but the data is 
still a single image. If a strip camera is the acquisition model, the pose information 
is only required for each column of data. 

Oliveira presents a compact, image-based representation for three-dimensional 
objects named Image-based Object (IBO) [15]. Objects are represented by six 
LDIs [22] sharing a single center of projection. They can be scaled, and freely 
translated and rotated, being used as primitives to construct more complex scenes. 



10.3. Framework of Hybrid Modeling 

Although direct application of samples from depth images as rendering 
primitive may prevent from the time-consuming modeling process and 
sophisticated shading calculation in rendering, attention must be paid to some 
important issues when interactive rendering speed is required: 

■ Efficient Organization of Samples. For a complex environment, 
hundreds of depth images may be required to cover all the parts and 
sufficient details of the environment. An efficient and compact mechanism 
should be elaborately designed to organize the huge set of samples from the 
depth images. 

■ Elimination of Redundant Samples. The same surface may appear in 
different images and the multiple appearances must contain large amount of 
redundant information. The redundant samples should be removed to 
guarantee a compact representation of the environments. 

■ Ability to Eill Holes. For a complex scene, it commonly happens that 
some parts of the scene are not captured by all the images and this may 
cause holes in rendering. This kind of hole should be filled as possible as 
we can in the process of constructing the environment instead of in 
rendering stage. 
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Figure 10. 1. Algorithm overview. 

Zhang et al. [24, 25, 26] proposed a hybrid modeling technique to tackle the 
problems above. The algorithm is based on the fact that point-based representation 
works better for objects with rich, organic shapes or high surface details than 
traditional polygon-based representation. On the other hand, polygon 
representation is more suitable for large flat surfaces than point-based 
representation. Consequently, a hybrid representation is built up by assigning 
different representations to their corresponding categories of objects in the 
environment. 

This algorithm contains two main stages, preprocessing and rendering. The 
outline of algorithm is as shown in Figure 10.1. In the pre-processing stage, all 
samples from the depth images will be classified into two categories, planar and 
non-planar surfaces, and redundant samples will be eliminated. For the planar 
surfaces, polygons and their corresponding textures will be reconstructed, and 
holes will be analyzed and filled. For the non-planar objects represented as point 
primitive, a set of new samples will be generated and the new samples will be 
organized in OBB-tree with normal vector clusters. In the rendering stage, a real 
time walkthrough system for the complex environment based on the hybrid 
representation is preformed. 



10.4. Pick up of Valid Samples 

The fundamental of hybrid modeling is to classify the original samples/pixels 
into two categories, planar and non-planar pixels, respectively suitable for 
polygon-based and point-based representations. Then a hybrid representation may 
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be built up on the classification results. Moreover, redundant samples should be 
eliminated to guarantee a compact representation of the scene. 







(a) (b) (c) 



Figure 10.2. Pixel Classification, (a) One reference image, (b) Pixel regions in white are 
planar regions extracted from image, (c) Planar surfaces reconstructed via least-square 
method. 



10.4.1 Sample Classification 

Generally speaking, the classification work can be treated as the problem of 
extracting planar surfaces from the depth images (as shown in Figure 10.2). Edge 
detection in depth space or some other algorithms [10] can be employed to solve 
this problem. After planar regions are detected in success, a least-square method is 
used to verify that the regions segmented really correspond to planar surfaces in the 
scene. 

Different planes reconstructed from different images, even from the same image, 
may correspond to the same planar surface in a scene. These planes should be 
regarded as identical and should be merged into one surface. The merge conditions 
are defined by planes' equations reconstructed in the step above with the bounding 
boxes of the surfaces. Two planes are taken as the same planar surface in a scene if 
they have similar equation and their bounding boxes are close enough. 

10.4.2 Redundancy Elimination 

In the algorithm, pixels sampled at lower frequencies are regarded as redundant 
information. The determinant of the Jacobi matrix is used as the measurement of 
the sampling rate among different reference images and the determinant 
calculation is widely used to measure the local area change introduced by a 
mapping. 

Generally speaking, the sampling rate of pixel p in a reference image R 
depends on three factors: 1) distance between p and the view point of R\ 2) angle 
between normal vector of p and the view direction; 3) resolution ofR. 

Normal vector of p is the only unknown factor, so we have to estimate it before 
the sampling rate comparison could be made. For a planar surface point, their 
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normal can be directly derived from their corresponding plane equation. For a non- 
planar surface point, a calculation by normal estimation algorithm [ 6 ] could be 
made. 

The sampling rate comparison is employed between two pixels that come from 
different reference images and correspond to the same region in the scene. 
Because all the reference images have the same resolution, we can use pixels' 
window coordinates to replace their pixel coordinates to calculate Jacobi matrix. 

The map between two pixels m (x,„, y„„ z,„, I) and n (x,„ y„, z„, I) can be 
expressed as Eq. (10.1), where Mi and M 7 are transformation matrix which maps 
the world coordinate to the window coordinates oim,n respectively. 
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In fact, we only need to focus on the X, Y coordinates and Eq. (10.1) is actually 
a 2D mapping because z„, can be represented inx„, andy,„by the expression: 
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= M 




According to Eq. (10.1) and Eq. (10.2), the 2D mapping can be expressed as: 
Extracting Jocabi matrix according to the above equation by: 



dx„ 


dx„ 




dy. 








dy„, 




(10.3) 



The sampling rate of m, n may be compared according to Eq. (10.3): if |J| > 1, 
the sampling frequencies of n are higher than m, then m is abandoned; otherwise, 
m has a higher sampling frequencies than n, m is reserved. 



10.5. Hybrid Representation 

10.5.1 Polygon-based Representation 

After sampling rate comparison, a single planar surface in the scene may be 
split into several parts which appear in different reference images and each part 
represents the region best sampled among all the images (as shown in Figure 10.3 
(b)). In order to obtain a more efficient and packed representation, all these parts 
should be merged to create a single texture (as shown in Figure 10.3 (c)). This 
work can be done by mapping and splatting all the points best sampled which 
belong to the planar surface by an EWA filter [9] to the object space of the surface. 

For a complex scene, it is hard to capture all the information of the scene by 
images. Therefore the appearance of holes in textures reconstructed is almost 
inevitable. The most common method to fill holes is to search from other reference 
images or interpolate from neighbor pixels in rendered image. However, these 
operations tend to reduce the rendering efficiency and the result produced is often 
unsatisfactory and unsteady. 

A hole pre-filling algorithm is proposed to overcome these drawbacks in the 
pre-processing stage. The key task is to distinguish the holes caused by image 
capture from those that do not belong to the plane reconstructed itself. As 
illustrated in Figure 10.4 (b), not all the hole pixels (in black color) in a texture of 
the desktop belong to the polygon itself. In fact, as shown in Figure 10.4 (c), pixels 
in blue belong to the reconstructed polygon while pixels in red do not. If the 
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corresponding space region of these red pixels is filled, the region wrongly filled 
would occlude the objects behind. 

In the solution, the distinguish algorithm is based on a fact that if any hole point 
is caused by image capturing, then for any reference image from which we may 
see this hole point, there should be a point in the image to occlude it. In other 
words, a point s is regarded as hole caused by image capturing if no farther point 
that locates in the same ray from viewpoint to s can be found from all the 
reference images. By backward warping the corresponding 3D points of hole pixel 
to all the reference images, we can solve this distinguish problem. 




(a) (b) (c) 



Figure 10.3. Texture reconstruction from two images after sampling rate comparison, (a) 
Two reference images, (b) Images after sampling rate comparison. Pixels in white are 
tagged as redundant information in sampling rate comparison, (c) Texture extracted from 
the parts best sampled from two images. 




(a) (b) (c) (d) 



Figure 10.4. Hole filling in preprocess stage, (a) Reference image which contains the 
desktop, (b) Corresponding texture of desktop reconstructed from images, pixels which are 
not assigned color in texture reconstruction are tagged in black, (c) Hole pixels should be 
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classified before filled. Pixels in blue are fillable while pixels in red are unfillable. (d) 
Texture after hole filling. 



10.5.2 Point-based Representation 

In fact, the original points directly taken from the reference images are not 
suitable for rendering because their sampling rate may vary greatly so as to lead to 
two problems: 

■ Different sampling rate always requires different splatting size in 
walkthrough, but it is unrealistic to calculate splatting size point by point; 

■ It is difficult to build multi-resolutions based on a set of points in different 
sampling rate. 

To solve the problems we have to conduct resampling work to generate a set of 
new points that distribute more uniformly on the object's surface from the original 
points. Based on these new samples, a cluster algorithm can be employed and a 
multi-resolution framework can be built up. 

In the resampling work, a local reconstruction and resample scheme is 
employed. In the local reconstruction, the original samples are treated as the 
vertices of a triangle mesh. After the local reconstruction, all the triangles 
reconstructed are resampled in one direction that is aligned to the coordinate axes 
on a surrounding bounding box. One axis-aligned direction is chosen as 
resampling direction if it has the smallest angle between itself and the normal 
vector of triangle. In comparison with other sampling method [16], this resampling 
method can generate the samples more uniformly distributed on the surfaces. The 
two-dimension illustration of the resampling strategy is as shown in Figure 10.5. 




Figure 10.5. (a) Sampling from all directions [16]. (b) Sampling from only one direction 
[24, 26]. 



In order to improve rendering efficiency, it is desirable to be able to switch 
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between the datasets in different resolutions so that the rendering may closely 
match the output display resolution. The multi-resolution structure is built up by 
resampling the local triangle mesh reconstructed at different resampling rate. One 
important issue in multi-resolution creation is antialiasing. Similar to the case in 
ray trace algorithm, alias may occur if the color of new sample is calculated only 
through the triangle which intersects with the ray. The antialiasing algorithm in ray 
tracing, such as pixel subdivision technique, can be employed to tackle the 
problem here. 

In order to achieve real time rendering speed, new samples in multi-resolution 
should be organized efficiently to meet the following two targets: 

■ The organization of new samples should be efficient to accelerate the 
calculation of splat size; 

■ Because there are no 3D models for point-based objects, the organization of 
new samples should be efficient to assist culling in walkthrough. 




Figure 1 0. 6. New samples are organized by OBB-tree and normal vector cluster. 

OBB-tree [7, 8] has been chosen as the basic mechanism of point samples. 
Furthermore, points in leaf node of OBB-tree are clustered by their normal vector. 
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Finally the new samples will be organized as the structure shown in Figure 10.6. 
More details on the solution may be seen from [24, 26]. 

Points in same normal vector cluster (N-cluster for short) and resolution level 
have almost the same normal vector, sampling rate and 3D position. Consequently, 
we can assign to these points almost the same splat size in rendering. 



10.6. Real Time Rendering 

In rendering phase, the polygons reconstructed can be easily rendered through 
texture mapping. However, for rendering the point-based objects, we encounter 
two challenges. The first is how to cull the invisible points to accelerate rendering, 
and the second is how to render points efficiently. 

10.6.1 Culling 

To tackle the first challenge, visibility culling is performed in traversing the 
OBB-trees during walkthrough. If an OBB node is culled, we stop traverse its 
children nodes and cull it including its entire offspring. 

A visibility culling includes three aspects: 

View-frustum Culling. View-frustum culling can be easily done based on 
OBB node. Since no 3D models are available, we only cull the OBB node which is 
fully outside the current view-frustum. Various algorithms [1] can be employed to 
fulfill this work. 

Back-faced Points Culling. Back-faced points culling is based on N-cluster 
structure. If the average normal vector of an N-Cluster is back-faced, all points in 
the N-cluster are culled. 

Occlusion Culling. There are two ways to solve this problem. The first 
solution is to cull OBB nodes which are occluded by polygons reconstructed. A 
reduced version of the visibility culling technique in [3] is employed to fulfill the 
task. Another solution to conduct the occlusion culling is to use OpenGL extension 
NV_occlusion_query. Comparing with the first method, NV_occlusion_query may 
cull more points since it may cull the OBB nodes which are occluded both by 
other OBB nodes and by the polygons reconstructed. In order to use 
NV_occlusion_query, the polygons reconstructed should be rendered first and a 
visible object list which is sorted by the distance between individual object and 
current view point should be maintained. Based on this visible object list, all 
visible objects are rendered from near to far so that the distant OBB nodes may be 
culled by the nearer OBB nodes rendered. 
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10.6.2 Rendering Issues 

In order to achieve the real time rendering, the following issues are 
considered: 

Cluster-based Splatting. As previously mentioned, it is inefficient to calculate 
the splat size for individual points. The strategy adopted is to calculate the center 
point at each resolution level in visible N-Clusters and use this point to determine 
the splat size for all the points in the same N-Cluster and resolution level. Because 
the points in the same N-Cluster of individual resolution level have almost the 
same sampling rate and normal vectors, the splat size of the center point may 
accurately approximate the splat size of all the other points. 

Choosing Proper Level. Before splatting, the splat size at each resolution level 
in the same N-Cluster is calculated and the resolution which more closely matches 
the output display resolution is chosen as the proper rendering level under current 
viewpoint. 

Splatting. If higher rendering quality is preferred, the hardware assisted 
splatting algorithm, such as that introduced in [20], can be employed to fulfill the 
splatting. On the other hand, if higher rendering efficiency is preferred, we can 
directly use OpenGL GL_POINTS and glPointSize as a coarse approximation of 
the splatting. 

Antialiasing. In order to alleviate alias caused by using GL_POINTS and 
glPointSize to approximate splatting or some other reasons, the OpenGL extension 
WGL_ARB_multisample, used in conjunction with NV_multisampleJilter_hint, 
can be employed to enable high resolution antialiasing. 

Frame-to-frame Coherence. Frame-to-frame coherence can be utilized to 
improve rendering efficiency. For example, once a splat size is calculated, it may 
keep valid in the following Aframes; if an OBB node is regarded as a visible node, 
it remains visible in the following A frames without further check required. 

OpenGL Issues. Combining glDrawArrays and ARB_vertex_buffer_object 
can achieve a much faster rendering speed than immediate mode. An entire array 
of points can be passed to OpenGL in one call by glDrawArrays, and the vertex 
data can be cached in a high-performance graphics memory to increase the rate of 
data transfers via ARB_vertex_bujfer_object. 

10.6.3 Rendering Results 

The algorithm is tested on a PC with AMD IGHz CPU, 256M RAM and 
GeforceT Ti-4200 display card. 100 original reference images with resolution 
500X500 which need about 170M to store color and depth information are taken 
as input. After hybrid modeling, 94 textured polygons are picked from images and 
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about 5.16M new point samples in four different resolutions are generated. The 
final storage requirement for the scene is about 106. IM, including 23. 6M for 
textures and 82. 5M for point samples. The storage requirement of hybrid 
representation is only about 62% of that for the original images, and this ratio may 
be further reduced if more reference images were employed because more images 
always mean more redundancy. As for rendering efficiency, at least 17 fps can be 
guaranteed in the walkthrough. 

Four images in walkthrough are shown as in Figure 10.7. 




Figure 10. 7. Rendering results. 



10.7. Summary and Conclusions 

In this chapter, we introduce a hybrid modeling technique for complex 
environment from depth images. To represent the complex objects in an 
environment, we introduce a hybrid representation by combining points and 
polygon models. From a set of depth images, the original points are automatically 
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classified into two categories that correspond to planar and non-planar surfaces 
respectively in 3D space. Textured polygons are reconstructed from planar 
surfaces while for non-planar surface points, a local reconstruction and resampling 
process is employed to generate a set of new point samples. In order to improve 
the rendering efficiency, these new points resampled are organized by OBB-tree. 
At the same time, a sampling rate comparison algorithm is carried out to remove 
the redundant information among reference images so as to obtain a compact 
representation of the scene. Under this hybrid representation, we can fulfill a real 
time walkthrough in a complex environment without any restriction to user's 
motion. 
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Abstract We propose using SQP (Sequential Quadratic Programming) to directly 
recover 3D quadratic surface parameters from multiple views. A surface 
equation is used as a constraint. In addition to the sum of squared 
reprojection errors defined in the traditional bundle adjustment, a 
Lagrangian term is added to force recovered points to satisfy the constraint. 
The minimization is realized by SQP. Qur algorithm has three advantages. 
First, given corresponding features in multiple views, the SQP 

implementation can directly recover the quadratic surface parameters 
optimally instead of a collection of isolated 3D points coordinates. Second, 
the specified constraints are strictly satisfied and the camera parameters and 
3D coordinates of points can be determined more accurately than that by 
unconstrained methods. Third, the recovered quadratic surface model can be 
represented by a much smaller number of parameters instead of point clouds 
and triangular patches. Experiments with both synthetic and real images 
show the power of this approach. 

Keywords: Quadratic surface reconstruction, constrained minimization. Sequential 

Quadratic Programming, bundle adjustment, error analysis 



11.1. Introduction 

Bundle adjustment is usually used in recovering 3D structures and camera 
intrinsic/extrinsic parameters from a given sequence of images. It works to refine 
the recovery in an optimal way and thus obtain a more accurate 
solution. Traditional bundle adjustment aims at recovering isolated 3D features 
using nonlinear unconstrained optimization methods. Since it does not rely on 
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relations between isolated features, a very wide variety of scenarios can be 
handled. However, in practice, scenes often contain some prior 3D constraints, 
such as 3D distances and planar constraints. If applied carefully, more accurate 3D 
scene structure and camera parameters can be recovered [2,5]. Furthermore, in 
many scenes such as indoor scenes and man-made objects, scenes often contain 
structures with strong geometry regularities such as floors, walls and globe. And it 
is more suitable to use parameterized models than isolated features to represent 
these objects [2, 3,4,5]. Some previous work has already noted this. For example, 
G. Cross et al. proposed recovering quadric surfaces from multiple views in [3]. 
Ying Shan et al. utilized the point-on-surface constraint in their model-based 
bundle adjustment method to directly recover face model from multiple views [2]. 

When scene constraints are incorporated into bundle adjustment, nonlinear 
constrained minimization methods are needed to minimize the objective cost 
function while keeping the specified constraints strictly satisfied. Previous work 
has given their own nonlinear constrained minimization methods to incorporate 
constraints in bundle adjustment. For example, the work in [2] has used a kind of 
penalty method that converts constrained minimization problem into an 
unconstrained one. The work in [4] has described a scheme for incorporating 
surface and other scene constraints into a VSDF filter to directly recover the 
surfaces and camera motion. 

In this chapter Sequential Quadratic Programming (SQP) [1,6,7,8,9,10] is used 
to incorporate scene constraints in bundle adjustment to directly recover quadratic 
surface parameters from multiple views. SQP is a powerful constrained 
minimization method and has been successfully applied in a wide variety of 
industrial fields. It has a concise mathematical formulation and can incorporate a 
wide variety of constraints. Triggs has used it in camera calibration [10]. However, 
it has seldom been used in surface reconstruction work so far. In this chapter the 
SQP concept is introduced and a novel implementation that aims at solving 
constrained bundle adjustment problem is given. The point-on-surface constraint 
described in [2] is used to directly recover quadratic surfaces from multiple views 
using SQP. The optimization step and the surface reconstruction step are 
combined into one single step by SQP. Since surface geometry constraints are 
incorporated in optimization step, the 3D scene points' coordinates and camera 
parameters can be recovered more accurately by SQP than that by unconstrained 
algorithms. A much simpler representation that uses camera parameters and 
quadratic surface parameters is illustrated in our work to represent quadratic 
surface models. It can tremendously reduce storage space or network transmission 
needs. If point clouds and triangular patches were used to represent quadratic 
surface models, we would have to match hundreds of points across the images to 
obtain a visually smooth surface. However, in our work, only a dozen of matching 
points across images are needed to calculate the surface parameters. We can 
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generate as many points as we need on the surface and then project them onto 
observed images instead of matching points across images. 

The proposed technique is different from previous quadratic surface 
reconstruction work [3,11,12,13], where the outlines in multiple views needed to 
be estimated first to recover the corresponding quadratic surface parameters. In 
principle the technique introduced in this chapter can be used to recover arbitrary 
parametric models such as lines, planes and freeform surfaces from multiple views. 
The chapter is organized as follows. In Section 11.2, we formulate quadratic 
surface reconstruction problem. In Section 11.3, we describe SQP nonlinear 
minimization concept and its novel implementation. In Section 11.4, we outline 
the steps in quadratic surface reconstruction. In Section 11.5, the experimental 
results with both computer simulation data and real images are shown and the 
power of SQP is verified. We conclude the chapter in Section 1 1.6. 



11.2. Formulation 

The quadratic surface reconstruction problem is formulated in this section. 

11.2.1 Quadratic Surface Representation 

A quadratic surface is a second-order algebraic surface given by: 



h(X,Q) = X'^QX = 0 



( 11 . 1 ) 



where Q is a symmetric matrix, X=(x,y,z,l)T is a homogeneous 4-vector which 
represents a point in 3D. Some instances of quadratic surfaces are shown in Figure 
11 . 1 . 




Figure ILL Some instances of quadratic surfaces. First row: ellipsoid, cone, hyperboloid 
of one sheet and hyperboloid of two sheets. Second row: elliptic cylinder, parabolic 
cylinder, paraboloid and hyperbolic paraboloid. 
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A quadratic has nine degrees of freedom corresponding to the independent 
elements of Q up to an overall scale. Eq. (11.1) can be rewritten in the form: 

av = 0 , (11.2) 

where a is a 1x10 matrix which can be decided by point X only, v is a 
homogeneous 10-vector containing the distinct matrix elements of Q. Each 3D 
point provides a similar constraint, so that from N points a matrix equation Av=0 
can be constructed, where A is A x 10 matrix formed from the stacked matrices a. 
The solution of v corresponds to the one dimension null-space of A If A > 9 and 
the N points are in general position then the quadratic surface parameters can be 
uniquely determined. 

11.2.2 3D Reconstruction from Multiple Views 

Suppose we have matched a number of points of interest across M images using 
for example the technique described in [14]. Because of occlusion, feature 
detection failure and other reasons, a scene point can only be observed and 
detected in a subset of the M images (c.f. Figure 11.2). Suppose a 3D point X is 
observed as x=PX, x'=P'X in arbitrary two images, where image points x,x' are 
represented by homogeneous 3-vectors, x=(x,y,l)^, and P,P' are 3 x 4 camera 
projection matrices for the two views. Given the fundamental matrix F for the 
view pair, then from [15,16,17] the camera matrices can be chosen as: 
P = [l|0], P'= [e-^F I e'] , where e' is the epipole in the second image 
(F^e'=0) and e'],^ is the 3x3 skew matrix such that [e']„x = e'xx . The 3D 
point X is then reconstructed from its image correspondence x x' by back- 
projection (via P,P') and triangulation[18]. After the projective reconstruction is 
obtained, the technique described in [19] can be used to upgrade the projective 
reconstmction to a metric one. 

11.2.3 Traditional Unconstrained Bnndle Adjnstment 

If initial parameters have been estimated by linear method as illustrated above, 
a bundle adjustment step is often used to refine initial parameters. A cost function 
needs to be defined in bundle adjustment to quantify the fitting error of the 
estimated parameters. In traditional unconstrained minimization method, the cost 
estimation is often obtained by minimizing the sum of squared errors between the 
observed image points and the predicted image points. More formally, it can be 
represented as: 
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where M is the total number of cameras, N is the total number of points, ^ is the 
focal length of 7th camera. Xy, Yjj and Zjj are the ith point's coordinates under 7th 
camera's coordinate system, uij and vy are the coordinates of ith point observed in 
7th image. 




Figure 11.2. Quadratic surfaces observed by multiple views. 

Since 3 D scene constraints are often not enforced in traditional unconstrained 
bundle adjustment, the optimized isolated features do not satisfy geometry 
constraints. For example, if a quadratic surface is recovered using traditional 
unconstrained minimization method, the isolated feature points will not be strictly 
on the same quadratic surface. 



11.3. Sequential Quadratic Programming 

In order to impose 3 D scene constraints in optimization, constrained 
minimization is often needed in bundle adjustment algorithm. Sequential 
Quadratic Programming is a powerful algorithm and has been proved highly 
effective for solving general constrained optimization problems. 

11.3.1 SQP Problem Formulation 

First the basic SQP principle is introduced. Consider the general equality 
constrained minimization problem P: 

(P) min f(x) 

s.t. hj(x)=0 j=l,...,m. 

Here x is the desired variable vector, f(x) is the objective function and hj(x) is 
the equality constraint. The Lagrangian function associated with problem (P) is: 
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L(x,u) = f(x) + h(x)'u , u e R"’ , (1 1.3) 

where u is the corresponding Lagrangian multiplier vector and h(x) is the vector of 
equality constraints. 

11.3.2 Local Analysis 

Given a current solution (Xk,U|<) which is sufficiently close to an optimal 
solution (x*, u*), we seek to locally approximate problem (P) by a quadratic sub- 
problem, i.e., an optimization problem with a quadratic objective function and 
linear constraints. The from of the quadratic subproblem most often found in 
literature [8], and the one that will be employed here, is 

(QP) min +Td/v^L(x,,,u^)d, (11.4) 

s.t. Vh(xjd,-t-h(xj = 0 , (11.5) 

where d,=x-Xii. From the first order optimality conditions for the quadratic 
subproblem [8], the following equations can be obtained to compute the update 
directions (dx,d„): 



V^L(x^,uJd, +Vf(xt) + Vh(Xk)'^(u^ +d„) = 0 



Vh(Xk)d, =-h(X|,) 
The equations can be rewritten in matrix format as: 



V^L(Xk.Uk) 


Vh(x,)'^' 


dx' 




'VL(Xk,Uk)' 


Vh(Xk) 


O 


.du. 




h(Xk) 



where d„=u-Ui(. The solution of d, and d„ can be used to generate the new iterate. 
If we choose a suitable step-size o^, the new iterate can be defined as: 

(Xk+i,Uk+i)=(Xk,Uk)+ai((dx,du). 

Once the new iterate is constructed, a set of new linear equations can be built 
and solved at point (Xk+i,Uk+i). In the analysis above it has been assumed that the 
current solution (Xk.Uk) is sufficiently close to the optimal solution and the 
quadratic subproblem is always feasible. For the quadratic sub-problem to be 
solved, four conditions [8] should be satisfied. It has also been proved that if the 
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initial solution is sufficiently close to the optimal x*, the algorithm has quadratic 
local convergence property [8]. 

11.3.3 Global Analysis 

If the current solution (x^.u^) is not sufficiently close to an optimal solution 
(x*,u*), the questions of whether the sequences generated by quadratic 
programming will converge must then be resolved. To ensure global convergence, 
SQP needs to be equipped with a measure of progress, a merit function ((> , whose 
reduction implies progress towards an optimal solution [7,8]. The merit function 
used in constrained minimization must blend the need to reduce the objective 
function while keeping the constraints satisfied. And it is generally different from 
the unconstrained one. 

One commonly used merit function is called penalty merit function[7,8]. It 
can be written as: 



<t>i(x;P) = f(x) + PS|hi(x)|, 

i 



where p is a positive constant to be chosen and | | means the absolute value of a 
function. It is sufficient to note that (j), is an exact penalty function [7,8]; that is, 
there exists a positive p * such that for all p > p * , an unconstrained minimum 
of(]>| corresponds to a solution of the constrained nonlinear minimization problem. 

11.3.4 New SQP Implementation 

In practical implementation there are some problems need to be considered. We 
have assumed that the quadratic suhproblem always has a feasible solution in the 
analysis above. To have a feasible solution, it has been illustrated in [7,8] that the 
system of constraints of the quadratic subproblem must have a nonempty feasible 
set and the quadratic objective function should be bounded below on that set. If the 
initial solution is sufficiently close to the optimized solution, the above 
consistence conditions can be guaranteed. For nonlocal points, it is not necessarily 
true. An appropriate estimate of V^L(Xjj,U|j) can assure that a consistent 
quadratic problem will always have a solution. Some implementations have used 
BFGS algorithm to approximate the Hessian matrix. In our work, a novel 
implementation is used to avoid the infeasibilities. Consider function (11.4) in QP, 
for nonlocal point (X|i,Uk), it may be a poor local approximation to solve the 
original problem (P). In that case, the original problem can only be described as 
below: 
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(SP) min L(x,u) (11.7) 

d, 

s.t. Vh(X|^)dj + h(X|j) = 0 . 

Since solution (Xk,Uk) is a remote point, to minimize function (11.7), about all 
we can do is to take a step down the gradient, as in the steepest descent 
method[20]. It can be formally represented as: 

’^k+i-Xk = -TlVL(XkU),Tl>0. 



It can be rewritten as: 



Xd,+Vh(Xk)^d„ =-VL(Xk,Uk),^ = -. (11.8) 

n 

Here A, is a suitable value and it should not exhaust the downhill direction. Eqs. 
(11.5) and (11.8) can be combined and rewritten in matrix format as: 



x\ 


Vh/" 






■VL(x^,Uk) 


Vhk 


o 









where I is a nxn diagonal matrix. Combine Eqs. (11.6) and (11.9), we get the 
following Eq. (11.10): 



Bk 


Vhj‘ 






'VL(X^,U;,) 


Vhk 


o 


A. 




hk 



where = V^L(Xk,Uk) + A.I . 

The new equation has combined the merits of steepest descent method and 
Newton method. When x^ is sufficiently close to x*, X can be adjusted to be very 
small, the modified matrix is very close to the Hessian matrix. The Newton 
direction is used to approximate the next QP step. When x^ is not sufficiently close 
to X*, Xcan be adjusted to be very large, the matrix B^ is forced to be diagonally 
dominant, the steepest descent direction is mainly used to approximate the next 
step. It has been proved that add a strictly positive diagonal matrix to B^ can 
produce generally more robust results than by basic SQP implementation [8]. 
Given an initial guess for parameters x, our SQP implementation can be described 
as below: 
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SQP Implementation 



1 Compute (t),(x;p) . 

2 Pick a modest value for X , say X =0.00 1 . 

3 Solve the linear equations in ( 1 1 . 1 0) for (dx,d„) and evaluate (j)|(x + dx;p) . 

4 If (|)|(x + dj;p)>(l)i(x;p), increase Xby a factor of 10 and go back to step 
3. 

5 If (j)|(x + d^;p) <(j)|(x;p) , decreased by a factor of 10, update the trial 
solution (x,u)= (x,u)+(di,d„), and go back to step 3. 

For the algorithm to stop, the same strategy employed in Levenberg Marquardt 
algorithm [20] has been used. The loop is stopped at the first occasion 
where ((>|(x;p) decreases by a negligible amount. Once the acceptable minimum 
has been found, we set X.=0 and compute the matrix Bk’*, the upper left part of 
which is the standard covariance matrix of the standard errors in the fitted 
parameters x [20,21]. 

11.3.5 Quadratic Surface Recovery Applications 

In quadratic surface recovering applications, the quadratic surface equation is 
used as the constraint function. The corresponding Lagrangian function associated 
with our problem is: 



M 



LC = C+^«yA(Xy,Q) 

y-1 



where uj is the Lagrange multiplier, Xj is y'th point coordinate vector in the world 
coordinate system, Q is the quadratic model matrix. The objective is to minimize 
function LC under constraints h(Xj,Q>=0. The merit function used in our 
implementation is defined as: 



= C + 



pElh(Xj,Q)| , 



j-l 



where p > max{|u jj 1 1 < j < N} , N is the total number of constraints, | | means the 
absolute value of a variable or a function. 
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11.4. Outline of the Method 

The algorithm can be outlined as follows: 

1 Data Preparation: Collect matched image points across multiple views. 

2 Compute the initial 3D points coordinates, intrinsic and extrinsic camera 
parameters and quadratic surface parameters using linear method. 

3 Optimize the initial 3D point coordinates using the SQP implementation. 

4 Build corresponding VRML model using the refined camera parameters 
and sphere parameters only. 



11.5. Experimental Results 

In this section, we provide experimental results of our algorithm with both 
synthetic and real data for a globe. 

11.5.1 Synthesized Data 

For the synthetic data, 3 views and total 16 points on a sphere are used. The 3 
images have the same focal length of 1000 pixels. For each image, 16 image 
points are generated with isotropic uniform Gaussian noise of 6=1.0. We first 
calculate the initial camera parameters and points coordinates using linear methods. 

Comparison between SQP and Levenberg Marquardt Algorithm. After we 
have calculated the initial solutions, SQP and Levenberg Marquardt algorithm are 
used to optimize the initial solutions. SQP optimization converges within 10 steps. 
The constraint functions become strictly satisfied after SQP optimization step. The 
maximum absolute error of the constraint function is no more than 5.0E-7. The 
cost function C has the value 8.32247. For each pixel, the mean error is 0.416395 
pixels. The errors of the optimized coordinates are illustrated in Figure 11.3. The 
error is computed as | X-Xtrue 1 . X is the optimized coordinates of the points and 
Xxrue is the true coordinates of the points. It can be seen that the solutions 
computed by SQP are generally closer to the true ones. The errors of the focal 
length and rotation/translation parameters are illustrated in Figure 11.4, Figure 
11.5 and Figure 11.6. Here the rotation is represented in angle/axis format. The 
length of the translation vector between the first camera and the second camera is 
normalized to 1. So the translation vector has only two free parameters. It can also 
be seen that the camera parameters computed by SQP are generally closer to the 
true ones. The errors of the sphere parameters are illustrated in Figure 11.7. Here 
the sphere parameters of Levenberg Marquardt algorithm are estimated from the 
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optimized 3D coordinates using the technique described in Section 11.2. It can 
also be seen that the sphere parameters computed by SQP are more close to the 
true parameters. The differences of the sphere surface constraints between SQP 
and Levenberg Marquardt algorithm are shown in Figure 11.8. The solutions 
computed by SQP strictly satisfy the point-on-surface constraint. But the solutions 
computed by Levenberg Marquardt algorithm often deviate from the sphere 
surface. 



Coordinates Error 




Figure ] 1.3. The error of the optimized coordinates optimized by SQP and Levenberg 
Marquardt algorithm. 



Focal Error 




Cameras 



Figure 11.4. The error of the focal length optimized by SQP and Levenberg Marquardt 
algorithm. 
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Translalion Error 




Figure 11.5. The error of the rotation parameters optimized by SQP and Levcnberg 
Marquardt algorithm. 



Translalion Error 




Figure 1 1.6. The error of the translation parameters optimized by SQP and Levenberg 

Marquardt algorithm. 



Standard Deviation Comparison between SQP and Levenberg Marquardt 
Algorithm. The square roots of the diagonal items of the upper left part of the 
inversed optimized gradient matrix Bk'' represent the standard deviations of the 
fitted parameters [20,21]. If any diagonal item is too high, it means that the 
corresponding parameter has low confidence. The standard deviations of the 3D 
coordinates of the points are listed in Figure 11.9. It can be seen that the standard 
deviation values of the coordinates of the points computed by SQP are generally 
smaller than that by Levenberg Marquardt algorithm. The standard deviations of 
the camera intrinsic and extrinsic parameters are listed in Figure 11.10, Figure 
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11.11 and Figure 11.12. It can also be seen that the standard deviations of the 
camera parameters computed by SQP are generally smaller than that by Levenberg 
Marquardt algorithm. It means that the camera parameters computed by SQP 
generally have higher confidence than that by Levenberg Marquardt algorithm. 



Error 




Sphere Parameter 



Figure 11.7. The error of the sphere parameters calculated by SQP and Levenberg 
Marquardt algorithm. 



Distance to Center 




Figure 1 1.8. The comparison of the point-on-surface constraint between SQP and 
Levenberg Marquardt algorithm. 
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Standard Deviation 




Figure 11.9. The standard deviations of the points computed by SQP and Levenberg 
Marquardt algorithm. 



Standard Deviation 




Cameras 



Figure 11.10. The standard deviations of the camera focal length computed by SQP and 
Levenberg Marquardt algorithm. 

Relationship between Constraints Number and Standard Deviation. We 

have also done experiments to verify the impact of the number of constraints on 
the final standard deviations. When there are no constraints, SQP degenerates into 
Levenberg Marquardt algorithm. By experiment we find that at least 4 points are 
needed in our experiment. When the constraints number is less than 4, SQP will 
not be able to calculate the sphere parameters correctly. In theory the sphere 
surface has 4 degrees of freedom and at least 4 points are needed, it is compatible 
to the experiment. We have also found that when the number of constraints 
increases, the standard deviations of the parameters decrease. This means that the 
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optimized parameters become more accurate as the number of constraints 
increases. The standard deviations of the sixteen points computed by SQP are 
illustrated in Figure 11.13. 




Figure 1 1. 1 1. The standard deviations of the rotation parameters computed by SQP and 
Levenberg Marquardt algorithm. 




Figure 11.12. The standard deviations of the translation parameters computed by SQP and 
Levenberg Marquardt algorithm. 



Relationship between Cost Function and Gaussian Noise. We have also 
done experiments with different Gaussian noise parameter 5. The constraint 
functions are strictly satisfied in SQP optimization, the maximum absolute error of 
the constraint function is no more than l.OE-5. The SQP implementation 
converges within 10 steps. The relationship between the square root mean of the 



cost function 




and Gaussian noise parameter 5 is shown in Figure 11.14, 



where C is cost function, Nis the number of points. It can be seen from the figure 
that the value of the cost function C increases when the image Gaussian noise 
increases. The square root mean value is close to the gaussian noise parameter 5. 
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11.5.2 Real Images 

For experiments on real images, 17 pictures have been taken around a globe. 
The camera is Power Shot Pro 70, a digital camera manufactured by Canon. The 
images have the same size. The size is 1525*1021 pixels. Four of them are shown 
in Figure 11.15. The initial 3D points coordinates, camera intrinsic and extrinsic 
parameters are calculated using the linear methods. The sphere parameters can 
then be calculated using the technique described in Section 11.2. 

Standard Deviations 




Figure 11.13. The standard deviations of the points computed by SQP algorithm with 
different constraint numbers. 



Mean of Optimisation 



Figure 1 1.14. 
noise. 




Relation between square root mean of the 



Gaussian Noise 

cost function C and gaussian 



SQP Optimisation. We first feed the initial 3D coordinates into SQP 
optimization. The SQP implementation converges within 20 steps. For the real 
images, the constraints are all strictly satisfied. The maximum absolute error of the 
constraint function is no more than l.OE-6. But the points computed by Levenberg 
Marquardt algorithm deviates from sphere surface by 4.5% or so. Once the refined 
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camera parameters and sphere parameters are computed, the small number of 
parameters can be used to build the globe VRML model. 




Figure ! I.IS. Four pictures of sequence of pictures. 




Figure 11.16. Automatically generated sphere points. 

Automatic Texture Generation. Instead of using traditional methods to 
match the feature points among different pictures, the sphere parameters are used 
to generate the arbitrary number of points located on the surface as shown in 
Figure 11.16. The triangle patches and quadrilateral patches are then generated and 
projected onto different images. The normal of the 3D triangle/quadrilateral 
patches are then calculated. The vectors between sphere center and camera center 
are also calculated. Then we calculate the smallest angle between the normal of 
the 3D patch and sphere-camera vectors, the smallest angle of each 3D patch is 
found and the corresponding 2D image patch is selected as the texture. Figure 
11.17 shows the selected patches on one picture. By combining the selected 
texture patches and the automatically generated 3D points coordinates, we then 
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build the VRML model as shown in Figure 11.18. The model that we built here is 
fine except some neighbor patches coming from different images have different 
brightness, and some lines and characters coming from two images cannot connect 
smoothly. We need another step to hlend the texture patches to generate a better 
surface map around the globe [22]. So the thin lines and characters can connect 
smoothly even when the corresponding texture patches coming from different 
source images. 




Figure 11.17. Most suitable texture patch. 



11.6. Summary and Conclusions 

In this chapter, we proposed using SQP to incorporate model knowledge into 
traditional bundle adjustment step. A novel SQP implementation is used to directly 
recover quadratic surface models. Our experiment results reveal that sequential 
quadratic programming can generally generate more accurate results than that by 
unconstrained minimization methods while keeping the specified equality 
constraints strictly satisfied. Furthermore, SQP can incorporate arbitrary 
constraints that can be written in smooth function format. It can be applied in a 
wide variety of applications, ranging from camera calibration to 3D shape 
reconstruction. There are some limitations in our work. The major computation 
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cost of our current implementation is the approximated Hessian matrix 
computation. We are planning to use the sparseness matrix properties to speed up 
its computation. We also need to do the texture blending part to have a visually 
smooth surface map. We would like to apply SQP to model more free-form 
parametric surfaces such as the human face, body and arms. 




Figure 1 1.18. VRML model of the globe. 
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Abstract Image-based facial animation (IBFA) techniques allow us to build photo- 
realistic talking heads. In this chapter, we address two important issues in 
creating a conversation agent using IBFA. First, we show how to make a 
conversation agent appear to be alive during the conversation. Second, we 
present techniques for lip-syncing different languages in the same IBFA 
system. Using these techniques, we built two conversation agents, an English 
speaker and a Mandarin Chinese speaker, in our E-Partner system. 

We also present a geometry-driven facial expression synthesis system, which 
is very important to make talking head more naturally in the future. Given 
the feature point positions (geometry) of a facial expression, our system 
automatically synthesizes the corresponding expression image which has 
photo-realistic and natural looking expression details. This technique can be 
used to enhance the traditional expression mapping technique, or let user edit 
facial expression directly by moving feature points in our expression editing 
system. 

Keywords: Conversation agent, image-based facial animation, facial expression 



12.1. Introduction 

Computer-animated characters, particularly talking heads, have a variety of 
applications including video games and web-based customer services. A talking 
head attracts the user's attention and makes user interactions more engaging and 
entertaining. For a layperson, seeing a talking head makes interaction with a 
computer more comfortable. Subjective tests show that an E-commerce web site 
with a talking head gets higher ratings than the same web site without a talking 
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head [18]. Researchers have also reported that in web-based training, animated 
characters can improve learning results hy increasing the user's attention span. 

12.1.1 Image-based Facial Animation 

Recently there has been a surge of interest in image-based facial animation 
(IBFA) techniques [4, 6, 9]. IBFA techniques allow us to build photo-realistic 
talking heads. In this chapter, we explore the use of these techniques in creating 
photo-realistic conversation agents, i.e., talking heads that not only look photo- 
realistic but also can have a conversation with the user about a given topic. To 
support conversational interactions, we address two important issues. First, we 
show how to make the conversation agent appear to be alive during a conversation. 
In particular, the conversation agent needs to appear to be listening (instead of just 
freezing) when the user speaks, and the transitions between talking and listening 
states must be smooth. Additionally, the conversation agent must exhibit 
intelligent and adaptive behavior during a conversation [29]. 

The second issue we address is that of lip- syncing different languages with the 
same IBFA system. Existing IFBA techniques are mostly designed with only 
English in mind. With video rewrite [4], for example, we found it very difficult to 
lip-sync Mandarin Chinese because of the difficulties in obtaining viseme classes. 
To accommodate several languages in the same IBFA system, we propose a novel 
technique for computing visemes and their distances for a given video database. 
With this technique, we can best capture the facial motion characteristics of the 
given language and speaker as recorded by the given video database. 

We have implemented our techniques in the E-partner system for creating 
photo-realistic conversation agent. Our system combines the techniques described 
in this chapter and other component technologies, including speech recognition, 
natural language processing, and speech synthesis. We demonstrate the 
effectiveness of our techniques with two conversation agents, an English speaker 
and a Mandarin Chinese speaker. 

12.1.2 Facial Expression Synthesis 

Another big challenge to make conversation agent more naturally is the 
synthesis of realistic facial expression, which has been one of the most interesting 
yet difficult problems in computer graphics [19]. Great success has been achieved 
in generating the geometric motions of the facial expressions. For example, 
expression mapping [5, 13, 27, 19] is a popular technique that uses a performer's 
feature point motions to drive the feature point motions of a different person's face. 
Another approach is to pre-design a set of basic control mechanisms such as the 
action units [16, 20] or the FACS parameters [7]. At run time, the control 
parameters are applied to the face model to generate facial animations. Physically- 
based approach [1, 26, 23, 11] used mass-and-spring model to simulate the skin 
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and muscles. This approach is capable of generating skin deformations from facial 
muscle forces. Unfortunately, it is difficult to generate detailed skin deformations 
such as expression wrinkles because it is hard to model the dynamics in such a fine 
detail. 

One effective approach to generate photo-realistic facial expressions with 
details is the morph-based approach [2, 22, 4, 21]. In particular, Pighin et. al. [21] 
used the convex combinations of the geometry and textures of the example face 
models to generate photo-realistic facial expressions. Their system was mainly 
designed for offline authoring purpose and it requires a user to manually specify 
blending weights to obtain a desired expression. 

We propose a geometry-driven facial expression synthesis system [30]. We 
observe that the geometric positions of the face feature points are much easier to 
obtain than the photo-realistic facial expression details. So we propose to derive 
the expression images based on the geometric positions of the face feature points. 
Our approach is example-based. We first subdivide the face into a number of 
subregions, each associated with a subset of the face feature points. Given the 
feature point positions of a new expression, for each subregion we project the 
geometry associated with this subregion into the convex hull of the example 
expression geometries. The resulting convex combination coefficients are then 
applied to the example images to generate the desired image for the subregion. 
The final image is produced by seamlessly blending the subregion images together. 
Our technique can be used to enhance many existing systems which can generate 
feature point positions such as expression mapping, physically-based methods, and 
parameter control approaches. The combined system will be able to automatically 
produce photo-realistic and natural looking facial expressions. 

12.1.3 Related Work 

There are many other works on facial animation. It is virtually impossible to 
enumerate all of them here. We will name a few that we think are mostly related to 
our work. 

There has been a lot of success on speech driven facial animation [2, 3, 8]. 
Speech driven facial animation systems are mainly concerned about the mouth 
region, while our method is mainly for facial expressions. One interesting analogy 
is that speech driven animation systems use audio signals to derive mouth images, 
and our system uses feature point motions to derive the facial images. It would be 
interesting to combine these two techniques together to generate speech-driven 
facial animations with expressions. 

Toelg and Poggio [24] proposed an example-based video compression 
architecture. They divided the face into subregions. For each subregion, they used 
image correlation to find the best match in the example database and send the 
index over the network to the receiver. 
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Guenter et. al. [10] developed a system to use digital camera to capture 3D 
facial animations. Noh and Neumann [17] developed the expression cloning 
technique to map the geometric motions of one person's expression to a different 
person. 

Liu et. al. [14] proposed a technique, called expression ratio image, to map one 
person's expression details to a different person's face. Given the feature point 
motions of an expression, their method requires an additional input of a different 
person's image with the same expression. In other words, their method requires an 
image of someone for every different expression. In contrast, our method can 
generate arbitrary number of expressions from a small set of example images. For 
the situations where no examples are available for the target face, their method is 
more useful. For the situations where we are given the feature point positions of an 
expression but no expression ratio images are available for this geometry, our 
method is more useful. For example, in expression editing applications, when a 
user manipulates the face feature points, it is unlikely that he/she can find a 
different person's expression image with exactly the same expression. In 
expression mapping applications, if the performer has markers on his/her face or if 
there are lighting variations due to the head pose changes, the ratio images may be 
difficult to create. 

Our method differentiates from the work of Pighin et. al. [21] in that we 
automatically synthesize the expression images while their system is designed for 
offline authoring. The ability to automatically synthesize the expression details 
from the geometry makes our technique valuable for many existing facial 
animation systems which can generate the geometric information. 

12.1.4 Structure of the Chapter 

The remainder of this chapter is organized as follows. In next section, we 
provide the architecture of our E-Partner system. IBFA techniques are described in 
detail in section 12.3. In section 12.4 we present our facial expression synthesis 
system. We conclude in section 12.5 with discussions and future work. 



12.2. E-Partner System Architecture 

We have developed two conversation agents using E-Partner system: Maggie 
the tour guide speaks English, while Cherry can introduce Microsoft Research 
Asia to visitors in Chinese. 

Figure 12.1 is a snapshot of a user interacting with Maggie. The user converses 
with Maggie through a microphone. Maggie resides in the lower right corner of 
the screen. She talks with the user about different places of the Forbidden City, 
and presents multimedia materials (images, videos, etc.) in the content window in 
the upper left comer of the screen. 
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The main components of our E-Partner system (Figure 12.2) are: 





Figure 12.1. A user interacts Figure] 2. 2. E-Partner system architecture, 

with Maggie. 



Speech Recognizer. We use Microsoft speech recognition engine, and gather 
rich low-level information (sound or phrase start event, recognition hypothesis, 
etc.) to aid the dialogue manager to handle the uncertainty. 

Robust Parser. Get the semantic interpretation of the text input using [25]. 

Dialogue Manager. Select appropriate actions based on the semantic input. 

Domain Agent. Execute the non-verbal action, i.e., show picture. 

Language Generator. Execute the verbal action. A template-based approach 
is used to generate responses. 

Speech Synthesizer. Generate voice from text using MSR Asia TTS engine. 
We can also use pre-recorded speech if we want higher quality voice. 

Talking Head. Synthesize facial animation from speech. 



In this chapter, we focus on the facial animation synthesis of the talking head. 



12.3. Facial Animation 

Facial animation in our system is based on the technique of video rewrite [4]. 
For any given sentence and background footage, video rewrite works by 
synthesizing mouth motions, which are lip-synched with the sentence, and 
stitching the mouth motions with the background video. 

In our application, we have to synthesize the background video at run time for 
any given sentence because it is practically impossible to store all possible 
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background video. We have developed a technique to automatically synthesize 
background video for sentences with any length, and further more, to concatenate 
the background video sequences smoothly. 

Another advantage of our system is the ability to handle different languages 
easily. In some languages such as Chinese, there is neither standard classification 
of visemes nor confusion matrices of similar visemes. As a result, it is difficult to 
directly use the phoneme-context distance as in video rewrite [4]. We propose a 
language-independent representation of visemes so that we can compute viseme 
distances directly from video database without any knowledge of the language 
being spoken. 

Figure 12.3 is the overview of our facial animation system. It consists of an 
offline analysis phase and an online synthesis phase. 

12.3.1 Analysis 

In the analysis phase, we first acquire a video database by filming a person 
talking. We then track the head pose and lip motion automatically in the video. 
The techniques that we use for head pose and lip tracking are similar to the ones 
used in [4]. But we have improved facial pose estimation so that the resulting head 
poses are smooth. As a result, we are able to completely eliminate the jerkiness in 
the synthesized result. 

We use two strategies to improve the facial pose estimation. One is to apply 
second-order prediction to determine the initial pose. The other is to detect false 
abrupt motions (due to tracking errors), and to low-pass filter the pose parameters. 
For each frame with large motion, we first interpolate the pose parameters of its 
pre frame and post frame, and use the interpolated pose parameters to compute the 
residue error. If the residue error from using the interpolated pose is larger than the 
original one, we believe that the abrupt motion is a true motion. Otherwise, the 
parameters take the filtered value. Notice that it is not correct to linearly 
interpolate the elements of the pose matrices. We instead decompose the pose 
matrix as the following: 
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If we maintain the order and assume there are only small motions, the 
parameters actually have physical meanings: ty are X-direction and Y-direction 

offsets of the translation; 0 is the rotation angle; k is the shear coefficient; s„ Sy are 
X-direction and Y-direction scale coefficients. We use k and B to determine 
whether abrupt motion occurs or not, and to predict and filter on the physical 
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parameters. Finally, the new affine matrix is computed by inverse transformation 
of the physical parameters. Our experiments show that the parameters are more 
continuous than the original method, and that the jerkiness is completely 
eliminated. 




Figure 12.3. Facial animation analysis and synthesis. 



12.3.2 Synthesis 

The synthesis phase consists of four steps. We first convert the input text to 
wave file and phoneme sequence, from which we generate an appropriate 
background sequence. The third step is to find an optimal triphone video sequence 
which best fits the input phoneme sequence. Finally we time-align the resulting 
triphone video sequence and rewrite it back to the background sequence. As we 
mentioned before, there are two major differences between our system and the 
video rewrite system [4]. The first is that we automatically synthesize the 
background image sequence. The second difference is that we use a language- 
independent viseme representation so that we can handle new languages easily. 
Particularly, we are able to handle those languages without standard classification 
of visemes or confusion matrices of similar visemes. 
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12.3.2.1 Background Video Generation 

The facial animation synthesized with video rewrite technique is a composite of 
two parts. The first part is a video sequence of the jaw and mouth, which is lip- 
synched with the sentence to be spoken. The second part is a "background video" 
of the face. The video sequence of the mouth region is generated from the 
annotated viseme database which is obtained from the video database during the 
analysis phase. To support interactive conversation in our system, we need to 
automatically synthesize the background video for any given length (of the 
sentence to be spoken or an idle period such as listening state) at run time. 

We synthesize the background video sequences from the video database. The 
basic requirement is that these generated sequences can be concatenated 
seamlessly. The idea of our approach is to make sure that the starting and ending 
frames of all the generated sequences are similar to each other. We first analyze 
the video database to find a frame, called standard frame, with maximal number of 
similar frames. Some of those similar frames become candidate frames. At run 
time, we simply pick the video segment between two candidate frames such that 
the length best matches the given length. 

Similarity Measurement. The similarity between two frames is measured 
based on how close their head poses are. For each video frame in the database, we 
have a matrix to represent the transformation of the character's head pose in that 
frame to a particular frame. With this matrix we can obtain the transformation 
matrix of the pose from one frame to another. Given any two frames F/ and 
suppose Fi has pose matrix M] and F; has pose matrix A/?, then the pose matrix 
from Fi to F? is M'=Mi*M 2 '' . 

Using the same decomposition of the pose matrix as used in pose tracking, we 
define the distance DfF/.F^j between frame F; and F? as a weighted sum of the six 
pose parameters of M': 

D = w^ -I- W2 *ty + W2*9 + w^*k + w^*s^+W(^ *Sy 

where 0,k,s^,Sy are the physical parameters ofM', and W/,...,h',s are their 
weights. We assign larger weights to k, s^, Sy and smaller weights to 6, ty 
because k, s^, Sy may introduce undesirable distortion of the human face while 
rotation and translation are rigid motion which preserves the shape of the 
character's face. 

Two frames are considered to be similar to each other if the distance between 
them is smaller than a user-specified threshold. 
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Standard Frame Selection. To find a frame with maximal number of similar 
frames, a brute force approach is to simply test every frame and choose the best 
one. However, we find that the idle frames (when the speaker pauses between 
sentences) usually repeat more often. To reduce computation time, we only test the 
idle frames and select the one with the largest number of similar frame as the 
standard frame. 

Candidate Frames Filtering. To avoid the jerkiness of the concatenated 
video sequence, we have to filter out those similar frames where there are sudden 
head pose changes. For example, in Figure 12.4 (b), the rightmost green frame is 
such a frame. To filter out frames like this, we check all the neighbouring frames 
for each similar frame. If any of its neighbouring frames is not similar frame, then 
this frame is not considered as a candidate frame. More specifically, the filter is 
defined as the following equation where h is user-defined constant that determines 
the neighbour window size: 

= l ifD(Fi,j,S)<T je{-h,h) 

= 0, otherwise 

Finally, we eliminate all the similar frames whose distance is not the local 
minimum. Only those locally most similar frames become candidate frames. 

Background Synthesis. To synthesize a sentence of n frame, we search for 
two candidate frames F; and Fj (/ < j) with minimal \ j -i - n \ Afj - i> n, we set the 
extra j - i - n background frames to be idle frames. If j - i < n, we repeat the last 
background frame n - (j - i) times. In our experiments, there are no noticeable 
artifacts when \j-i - n\< 10. 

Although the candidate frames are similar to the standard frame, usually their 
poses are not exactly same. To ensure seamless concatenation between two 
sequences, we apply a pose transformation on all the starting and ending frames so 
that their poses are exactly same as that of the standard frame. Given as the 

pose matrix from Fj (Fj) to the standard frame, we use Mi(Mj) to transform Fi(Fj) 
to the standard frame. The intermediate frames are also transformed with a matrix 
interpolated linearly between M,- and Mj on their six parameters ty, d, k, Sx and 

12.3.2.2 Optimal Triphone Video Sequence Generation 

Given a phoneme sequence as input, we would like to find an optimal triphone 
video sequence that best fits the target phoneme sequence. To apply the dynamic 
programming approach as used in [4], we define a distance function that measures 
the visual similarity between different visemes. For English, there have been 
scientific studies on the similarity measurement of visemes so that the distance 
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functions can be readily defined [4]. But for some languages such as Chinese, 
there is no similarity measurement data available. One possibility is to use the 
phoneme similarity measurement used by speech community. Unfortunately, as 
we will show later, the synthesized results are poor. The reason is that visual 
similarity is very different from aural similarity. To overcome this difficulty, we 
propose a generic viseme representation that does not require similarity 
measurement data. 



Distance Distance 





Figure 12.4. (a) Frames with distance to the standard frame, (b) Select similar frames, (c) 

Select continuous similar frames, (d) Select local-minimal similar frames. 

Language-independent Viseme Representation. A viseme is the visual 
appearance of the lip when a person speaks a particular phoneme. We find that it is 
adequate to represent the lip shape by five appearance parameters (Figure 12.5): 
the width (al) and the height (a2) of the mouth, the distance from the bottom of 
the upper lip to the top of the lower lip (a3), the distance from the bottom of the 
upper lip to the bottom of upper teeth (a4), and the distance from the top of the 
lower teeth to the top of the lower lip (a5). Since we have tracked the lip motion, 
the locations of the feature points around the lip are known for each frame in the 
database. From these feature points, we can easily obtain the values of these five 
parameters. Notice that a phoneme video segment usually contains multiple frames. 
Therefore a viseme can be represented as an array containing these parameters for 
each frame. 
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Figure 12.5. Five appearance parameters. 

In general, each phoneme may occur in the video database many times and each 
occurrence may have different length and different lip shape. For each phoneme, 
we first time-align all of its corresponding video segments to a uniform length, 
which is the length of the longest video segment of this phoneme. Then we time- 
align each viseme using cubical interpolation over its appearance parameters. 
Finally we take the mean of all visemes corresponding to this phoneme, and use 
the mean as the viseme for this phoneme. 

Distance Matrix Generation. The distance between two visemes is defined as 
a weighted sum of the absolute differences between all the appearance parameters 
over all the frames. The first 3 appearance parameters are assigned with a weight 
of 1 while the last two have a weight of 0.5. 

This new viseme representation requires computation of the visemes and the 
distance matrix for each new database and a new person. However, the 
computation cost is very small compared to the total cost of the analysis phase. For 
our Chinese video database with 17376 frames and 66 phonemes, it takes less then 
10 seconds in a Pentium III 667MHz PC with 256MB RAM. 

Finally the distance from the synthesized video to the target phoneme sequence 
consists of two parts as in [4]: the phoneme-context distance and the smoothness 
measurement. For the first part, we use our new viseme representation to compute 
the distance of two triphones. The second part is computed in the same way as [4]. 



12.4. Geometry-driven Expression Synthesis 

Given the feature point positions of a facial expression, to compute the 
corresponding expression image, one possibility would be to use some mechanism 
such as physical simulation [11] to figure out the geometric deformations for each 
point on the face, and then render the resulting surface. The problem is that it is 
difficult to model the detailed skin deformations such as the expression wrinkles, 
and it is also difficult to render a face model so that it looks photo-realistic. We 
instead take an example-based approach. 
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Given a set of example expressions, Pighin et al. [21] demonstrated that one 
can generate photo-realistic facial expressions through convex combination. Let 
Ej=(Gi, /jj, i=0,...,m, be the example expressions where G-, represents the geometry 
and li is the texture image. We assume that all the texture images /,■ are pixel 
aligned. LeXH(Eo,Ei,...,E„) be the set of all possible convex combinations of these 
examples. Then 



H{E^,E, £„ ) = {(^ c,G, , c,/, ) I ^ c, = 1, c, > 0, / = 0 m) (12.1) 

(=0 1=0 /=0 

Pighin et al. [21] also developed a set of tools so that a user can use it to 
interactively specify the coefficients C; to generate the desired expressions. 

Notice that each expression in the space H(Eo,Ei,...,EJ has a geometric 

component G and a texture component I - . Since the 

geometric component is much easier to obtain than the texture component, we 
propose to use the geometric component to infer the texture component. 

Given the geometric component G, we can project the G to the convex spanned 
by Go, ..., G„, and then use he resulting coefficients to composite the example 
images and obtain the desired texture image. 

One problem with this approach is that the space of H(Eo,Ei,...,E„) is very 
limited. A person can have expression wrinkles in different face regions, and the 
combinatorics is very high. So we subdivide the face into a number of subregions. 
For each subregion, we use the geometry associated with this subregion to 
compute the subregion texture image. We then seamlessly blend these subregion 
images to produce the final expression image. 

The algorithm descriptions are restricted to 2D case where the geometry of an 
expression is the face feature points projected on an image plane. We would like to 
point out that it is straightforward to extend it to the 3D case. 

12.4.1 System Overview 

Figure 12.6 is an overview of our system. It consists of an offline processing 
unit and a run time unit. The example images are processed offline only once. At 
run time, the system takes as input the feature point positions of a new expression, 
and produces the final expression image. In the following sections, we describe 
each function block in more detail. 
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Feature point positions of a new expression Example images 




Figure 12.6. Geometry-driven expression synthesis system architecture. 



12.4.2 Offline Processing of the Example Images 

12.4.2.1 Feature Points 

Figure 12.7 (a) shows the feature points that we use in our system. At the 
bottom left comer are the feature points of the teeth area when the mouth is open. 
There are 134 feature points in total. Given a face image, it is possible to 
automatically compute face features [12]. Since the number of example images is 
very small in our system (10 to 15 examples per person). We choose to manually 
mark the feature points of the example images. 

12.4.2.2 Image Alignment 

After we obtain the markers of the feature points, we align all the example 
images with a standard image which is shown in Figure 12.8 (a). The reason to 
create this standard image is that we need to have the mouth open so that we can 
obtain the texture for the teeth. The alignment is done by using a simple 
triangulation-based image warping, although more advanced techniques [2, 13] 
may be used to obtain better image quality. 

12.4.2.3 Face Region Subdivision 

We divide the face region into 14 subregions. Figure 12.7 (b) shows the 
subdivision. At the bottom left comer is the subregion of the teeth when the mouth 
is open. The guideline of our subdivision scheme is that we would like the 
subregions to be small while avoiding expression wrinkles crossing the subregion 
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boundaries. Since we have already aligned all the example images with the 
standard image, we only need to subdivide the standard image. We create an 
image mask to store the subdivision information where for each pixel, its 
subregion index is stored in its color channel. 





(a) (b) 

Figure 12.7. (a) Feature points. Figure 12.8. (a) Standard image. 

(b) Face region subdivision. (b) Weight map. 

12.4.3 Subregion Expression Synthesis 

Let n denote the number of feature points. For each example expression £,■, We 
use Gj to denote the 2n dimensional vector which consists of all the feature point 
positions. Let G be the feature point positions of a new expression. For each 
subregion R, we use to denote the feature points of E, which are in or at the 
boundary off?. Similarly we use to denote the feature points of G associated 
with R. 

Given we want to project it into the convex hull of Go^,..., G,„^. In other 
words, we want to find the closest point in the convex hull. It can be formulated as 
an optimization problem: 



Minimize: (G^ -^c,Gf)"(G^ 

i=0 /=0 



Subject to: 






c, > 0, i = \,...,m 



( 12 . 2 ) 

(12.3) 



Denote 



g = (G^,G^...,G«) 



(12.4) 
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and 

C = {Cq,c^,...,c,„Y (12.5) 

Then the objective function becomes 

+ ( 12 . 6 ) 

This is a quadratic programming formulation where the objective function is a 
positive semi-definite quadratic form and the constraints are linear. Since are 
in general linearly independent, the objective function is in general positive 
definite. 

There are multiple ways to solve a quadratic programming problem [15, 28]. In 
the past decade, a lot of progresses have been made on the interior-point methods 
both in theory and in practice [28]. Interior-point methods have become very 
popular for solving many practical quadratic programming problems. This is the 
approach that we choose to use. 

An interior point method works by iterating in the interior of the domain which 
is constrained by the inequality constraints. At each iteration, it uses an extension 
of Newton's method to find the next feasible point which is closer to the optimum. 
Compared to the traditional approaches, interior point methods have faster 
convergence rate both theoretically and in practice, and they are numerically stable. 
Even though an interior point method usually does not produce the optimal 
solution (since it is an interior point), the solution is in general very close to the 
optimum. In our experiments, we find that it works very well for our purpose. 

12.4.3.1 Subregion Image Compositing 

After we obtain the coefficients c/s, we compute the subregion image f by 
compositing the example images together: 



( 12 . 6 ) 

1=0 

Notice that since the example images have already been aligned, this step is 
simply pixel-wise color blending. 

12.4.4 Blending along the Subregion Boundaries 

To avoid the image discontinuity along the subregion boundaries, we do a fade- 
in-fade-out blending along the subregion boundaries. In our implementation, we 
use a weight map to facilitate the blending. Figure 12.8 (b) shows the weight map. 
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which is aligned with the standard image (Figure 12.8 (a)). The thick red-black 
curves are the blending regions along the boundary curves. The intensity of the R- 
channel stores the blending weight. We use G and B channels to store the indexes 
of the two neighboring subregions, respectively. Given a pixel in the blending 
region, let r denote the value of R-channel, and let i/ and h be the indexes of the 
two subregions. Then its blended intensity is 



/= — */'■ +(\ — — )*I'^ 
255 255 



(12.7) 



Notice that we do not perform blending along some of the boundaries where 
there is a natural color discontinuity such as the boundary of the eyes and the outer 
boundary of the lips. 

After blending, we obtain an image which is aligned with the standard image. 
We then warp the image back so that its feature point positions match the input 
feature point positions, thus obtain the final expression image. 

12.4.5 Teeth 

Since the teeth region is quite orthogonal to the other regions of the face, we 
use a separate set of examples for the teeth region. In our current system, only a 
small set of examples for the teeth region are used since we are not focusing on the 
speech animations where there are a lot of variations on mouth shapes. 

12.4.6 Applications 

Our technique can be used to enhance many existing facial animation systems 
which can generate the geometric information of the facial expressions such as 
expression mapping, physically-based approaches, parameter control methods, etc. 
In the following, we describe two of the applications that we have experimented 
with. 

12.4.6. 1 Enhanced Expression Mapping 

Expression mapping technique (also called performance-driven animation) [5, 
13, 27, 19] is a simple and widely used technique for facial animations. It works 
by computing the difference vector of the feature point positions between the 
neutral face and the expression face of a performer, and then adding the difference 
vector to the new character's face geometry. One main drawback is that the 
resulting facial expressions may not look convincing due to the lack of expression 
details. 

Our technique provides a possible solution to this problem in the situation 
where we can obtain the example images for the new character. The example 
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images may be obtained offline through capturing or designed by an artist. At the 
run time, we first use the geometric difference vector to obtain the desired 
geometry for the new character as in the traditional expression mapping system. 
We then apply our synthesis system to generate the texture image based on the 
geometry. The final results are more convincing and realistic facial expressions. 

12.4.6.2 Expression Editing 

Another interesting application of our technique is on interactive expression 
editing. One common approach to designing facial expressions is to allow a user to 
interactively modify control point positions or muscle forces. The images are then 
warped accordingly. Our technique can be used to enhance such systems to 
generate expression details interactively. 

We have developed a system that allows a user to drag a face feature point, and 
the system interactively displays the resulting image with expression details. 
Figure 12.9 is a snapshot of the expression editing interface where the red dots are 
the feature points which the user can click on and drag. 

The first stage of the system is a geometry generator. When the user drags a 
feature point, the geometry generator figures out the "most likely" positions for all 
the feature points. For example, if a user drags a feature point on the top of the 
nose, the entire nose region will move instead of just this single point. The 
inference is based on a hierarchical principal component analysis of the feature 
point positions for a number of example expressions. We typically use 30-40 
example expressions for the geometry generator. The details are omitted here. The 
second stage of this system is our expression synthesis system which generates the 
expression image from the feature point positions. 

12.4.7 Results 

We show some experimental results for two faces: a male and a female. For 
each person, we capture about 30-40 images with whatever expressions they can 
make. We then select the example images, and the use the rest of the images as the 
ground truth to test our system. 

Figure 12.10 (a) shows the example images for the male. The teeth examples 
are shown in Figure 12.11. Figure 12.12 (a) is a side-by-side comparison where 
the images on the left column are ground truth while the images on the right are 
the synthesized results. We would like to point out that each of the expressions in 
Figure 12.12 (a) is different from the expressions in the examples. But the results 
from our system closely match the ground truth images. There is a small blurriness 
in the synthesized images because of the pixel misalignment resulted from the 
image warping process. 
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Figure 12.9. Expression editing interface, 

Figure 12.10 (b) shows the example images of the female. Figure 12.12 (b) is 
the side-by-side comparison for the female where the ground truth images are on 
the left while the synthesized images are on the right. Again, the synthesized 
results match very well with the ground truth images. 

Next we show the results of the expression mapping enhanced with our facial 
expression synthesis system. Figure 12.12 (c) shows some of the results of 
mapping the female's expressions to the male. The female's expressions are the 
real data. The images on the right are the results of the enhanced expression 
mapping. We can see that the synthesized images have the natural looking 
expression details. 

Figure 12.13 shows some of the expressions generated by our expression 
editing system. Notice that each of these expressions has a different geometry than 
the example images. Our system is able to produce photo-realistic and convincing 
facial expressions. 




(a) 



(b) 



Figure 12.10. Example images of (a) the male; (b) the female. 
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Figure 12. 1 1. Teeth example images. 




(a) (b) (c) 

Figure 10.12. Side-by-side comparison with ground truth for (a) the male; (b) the female. 
The left column contains the ground truth image. The right column contains synthesis 
results, (c) Results of the enhanced expression mapping. The expressions of the female are 
mapped to the male 




Figure 12.13. Expressions generated by the expression editing system. 
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12.5. Conclusion and Future Work 

In this chapter, we present a system called E-Partner for building photo-realistic 
conversation agent, who can talk with the user about a given topic. To facilitate 
conversational interactions, we have extended existing techniques to create a 
photo-realistic talking head with a continuous presence. The smooth switch 
between the listening and talking states makes it more natural even in the user 
barge-in state. The new definition of the viseme makes it possible to have our 
agent speak Chinese. With this definition, we also achieve optimal synthesize 
result for a given person. 

To make conversation agent more natural looking, we have presented a 
geometry-driven facial expression synthesis system. Given the feature point 
positions of a facial expression, our system automatically synthesizes its photo- 
realistic expression image. We have demonstrated that it works well both for static 
expressions and for continuous facial expression sequences. Our system can be 
used to enhance many existing facial animation systems such as expression 
mapping which generates the geometric information for facial expressions. We 
have also demonstrated the expression editing application where the user, while 
manipulating the feature point positions, can see the resulting realistic looking 
facial expressions interactively. 

In the future, we are planning on improving the computation speed by 
accelerating the image compositing module. Another area that we would like to 
improve on is the image alignment so that the resulting images are sharper. 
Potential solutions include optical flow techniques and better image warping 
algorithms. To generate expressions with various poses, we currently need to use 
3D face models. Another possibility is to extend our technique to synthesize 
expressions with various poses from examples. 

We could potentially take as input the pose parameters as well as the feature 
point motions, and synthesize the corresponding expression from the database. 
Another area we would like to work on is to handle lip motions during speech. 
One potential approach is to combine our technique with the technique presented 
in [8]. One of our final goals is to be able to take the minimum information, such 
as the feature points, poses, and phonemes, of the performer and automatically 
synthesize the photo-realistic facial animations for the target character. This has 
applications not only in computer graphics but also in the compression of video 
conferencing. The work presented in this paper is a promising step forward toward 
this goal. 
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Abstract The effective visualization of 3D seismic data-volumes is of great interest to 
professionals in the subsurface resource extraction industries as well as earth 
scientists researching earthquakes and other subsurface phenomena. Because 
of the steadily increased speed and storage capacities of computing devices this 
visualization has become a possibility, even approaching real-time performance. 
In this chapter we therefore discuss methods for 3D visualization of data gathered 
from seismic exploration programs after it has been processed into a 3D seismic 
datavolume. The problem of identifying subsurface stmctures of interest to the 
professionals is considered in some detail and an general overview of 3D volume 
visualization is provided. 

Keywords: Seismic exploration, SEG-Y format, sealed seismic trace, voxel, iso-surface, 

texture mapping, horizon, horizon picking, fault determination, pulse skeleton, 
neural network, raycasting, volume rendering, opacity 

13.1. Introduction 

In this chapter we aim to discuss how geological structures, hidden from view, 
can be visualized from data obtained by seismic techniques using graphics and 
image processing tools. 

The chapter first provides a short introduction to seismic exploration. The 
way seismic data is collected and processed is emphasized. The final result 
of a seismic exploration program with attendant post-processing of the data 
gathered, is a 2D seismic data set or a 3D seismic data volume depending on 
the type of seismic survey performed. 

The main objective of this chapter is to discuss the currently available tools 
for the display of 3D seismic data once it has been processed into a seismic data- 
volume using the tools available in image processing and computer graphics. 
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The data volume ultimately has to be interpreted by geologists and geophysicists 
[36, 40] . The quality of their interpretation depends on their experience and 
knowledge, but it is also dependent on how the data volume is presented to 
them. It is this latter issue that is dealt with in this chapter. 

In section 13.2 some introductory material for the understanding of seismic 
exploration is presented in an overview suitable for the present chapter includ- 
ing a discussion of the data formats used by the seismic industry. The two main 
methods for displaying the 3D seismic data are discussed in section 13.3 in- 
cluding the current state of 3D horizon picking. Some examples of 3D seismic 
visualizations are given. 

As a conclusion to the introduction it is appropriate to note that there are 
many open problems in the visualization of seismic data. A quote from [31] 
indicates one particular problem: 

Despite all of the advancements in graphic processing technology, visualization 
of multi-attribute seismic data in a meaningful way remains an outstanding chal- 
lenge. 



13.2. Seismic Exploration 

13.2.1 Overview of the Seismic Exploration Tool 

The interior of the earth is largely hidden from view. Some knowledge about 
the interior structure close to the earths surface can be gained by drilling holes 
and bringing up samples through the drill stem and/or sending instrumentation 
down through in the hole. Further knowledge can be gained by looking at 
exposed rock outcrops and inferring that what can be learned from these rock 
might continue under ground. The information gained by drilling holes is 
limited and the extrapolating from outcrops can only provide general trends. 
Other means for exploring the earth have therefore been developed. The main 
tool is seismic exploration. Seismic exploration, also called seismic surveys, 
is an excellent tool for gaining a better understanding of the Earth's interior, 
especially at depths not exceeding a few kilometers. 

The basic principle of seismic exploration is to create a disturbance on the 
surface of the earth. This disturbance is then propagated to the interior of 
the Earth. At various points in the interior the disturbances are reflected and 
transmitted. The reflections are then propagated back to the surface of the Earth 
where they are recorded. The disturbances may be generated by a variety of 
means such as explosions, banging, compressed air etc. The disturbances are 
then propagated as pressure waves. If the Earth were a homogeneous medium 
the waves would travel away from the disturbance and then slowly disperse. 
This is not the case since the subsurface of the Earth consists of layers of different 
materials. Upon encountering the interface between two different materials the 
waves are both propagated and reflected obeying Snell's law at the interfaces. 
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Figure 13.1. General setup for seismic exploration. 

The data gathered from the seismic exploration is used to identify subsurface 
stratigraphy, that is, the relative positions of layers of rocks. 

In practice a seismic exploration is configured as shown in Fig. 13.1 where the 
source or shotpoint is the origin of the disturbance, the horizons the interfaces 
between different materials and the receivers also known as geophones are 
instruments for receiving the reflected waves from the horizons. 

In the past seismic exploration and interpreting was carried out using what is 
known as a 2D methodology. This meant that recorders were placed along a line 
from a shot-point for a distance of several thousands of meters (this is known 
as common shot gather). An alternative method was to place seismometers 
in a borehole distributed between the top and the bottom of the hole ( vertical 
seismic profile). 

The information content in a 2D seismic survey is limited to a vertical plane 
intersecting the seismic array and the interpretation of the geology is similarly 
limited to that section. In order to improve on this, repeated 2D seismic sec- 
tions can be developed so that a kind of 3D interpretation becomes possible. 
Following this trend the notion of a 3D seismic exploration program was devel- 
oped. Here the seismometers are placed in a rectangular array gathering data 
from a 3D volume of the earth. The aim of this chapter is to discuss the current 
methods for the effective display of such data volumes so that the data can be 
examined, analyzed and interpreted by geology and geophysics professionals. 
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The current state of 3D visualization is indicated in [17] where a list of 131 
visualization centers is given as well as information on 40 companies providing 
software and equipment for 3D seismic visualization. The current trend towards 
volume visualization was noted in an interview in [17] where Phil Hogson 
stated: 



It happens every day - seeing people who were skeptical about 3D visualization 
convert and see the light. 3D understanding is a personal and often emotional 
thing. Visualization is all about "seeing is believing" and many people only 
become converts when it is their own data that suddenly looks different. 



13.2.2 Data Preparation 

Seismic data are normally recorded in a special format, the most common 
being the SEG-Y format. After the data has been recorded, it is processed 
through the three main stages of deconvolution, stacking and migration [55, 
15], resulting in a post-processed data volume. Deconvolution acts on the 
data along the time axis and increase temporal resolution by filtering and trace 
correction. Stacking compresses the data volume in the offset direction and 
yields the planes of stacked sections. Migration then moves dipping events 
to their true subsurface positions and collapses diffractions, thus increasing 
lateral resolution. After having been subjected to these processing stages, the 
post-processed data volumes are ready for visualization. This chapter is only 
concerned with the visualization of the post-processed seismic data and the 
processing of seismic data from the recorded data to the data for visualization is 
therefore assumed have been done elsewhere. It should be noted, however, there 
are a number ofpossible processing steps that might or might not be applied. The 
resulting data quality depends strongly on these steps being executed properly. 
Information present in the recorded data might easily be lost due to poor data 
processing. The final data volume will also only contain data that was available 
at the data gathering stage so that if the seismic field program is poorly executed 
then no postprocessing will be able to generate data that was not recorded by 
the seismometers. A general discussion of the processing involved is given in 

[15]. 

The SEG-Y format is one of several tape standards developed by the Society 
of Exploration Geophysicists (SEG) in 1973. It is the most common format 
used for seismic data in the exploration and production industry. SEG-Y was 
originally designed for storing a single line of seismic data on IBM 9-track 
tapes attached to IBM mainframe computers. Most of the variations in modern 
SEG-Y formats result from trying to overcome these limitations. The official 
standard SEG-Y consists of the following components: 



■ A 3200-byte EBCDIC descriptive reel header record which is equivalent 
to 40 IBM punchcards. 
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■ A 400-byte binary reel header record containing much information about 
the data. 

■ Trace records consisting of a 240-byte binary trace header and trace data. 

As noted, seismic data is acquired by generating a loud sound at one location and 
recording the resulting rumblings at another location using specially constructed 
receivers. The source or shot which generates the sound is typically an explosion 
or vibration at the Earth's surface (land or sea). Each shot is recorded by many 
receivers laid out in regular patterns. Generally a line of shots is fired. If one 
line is recorded, the data is a 2D survey, and if more than one line is recorded, 
the data is a 3D survey. The object of recording is to infer geological subsurface 
structure from the strength (amplitude) of the recorded signal at different times 
in the recording. 

A trace begins is the recorded signal amplitude from one receiver. In trace, the 
recording is sampled at some discrete interval, typically around 4 milliseconds, 
and the duration of a trace is typically 4 or more seconds. After the initial 
recording, trace is processed in any number of ways. This processing usually 
changes the absolute amplitudes such that amplitude units are irrelevant, and 
only relative amplitudes are significant. Also the trace may reflect a logical 
ordering different from the original (shot, receiver) pair. But in the end, seismic 
data is almost always stored as a sequence of traces, each trace consisting of 
amplitude samples for one location (physical or logical). 



amplitude 




Figure 13.2. A scaled seismic trace. 
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To adapt SEG-Y for 3D surveys, a line number field is often added somewhere 
in the trace header. Programs that use values from the SEG-Y trace header 
usually allow the user to specify the byte location and length of the values. 

The trace data is most often in 32-bit IBM floating point format. Occasionally 
32-bit IEEE floating-point format is used. Fig. 13.2 shows one sample trace, 
where the amplitudes are scaled to 8- bit (0-255). 

The distance between the source and receiver is termed offset. The point 
halfway between the source and receiver is the midpoint. After the raw seismic 
data, i.e., 3D prestack data collapses the offset axis, the result is a data volume 
V (inline, crossline, time/depth) called poststack data which is ready for visual- 
ization [32]. A volume data item consists of discrete data at apoint (xi,yi, Zi). 
The data samples are normally taken at equally spaced points in x, y, and z 
directions forming a data cube, as shown in Fig. 13.3. 

At each point in the data cube there is a value, or amplitude, representing the 
migrated seismic data 



Xi = xo + iAx, 

Vi =Vo + j^y, 

Zk-Zo + kAz, 

^ijk ~ V {Xi, yj , Zk) 

where Vijk is the scale value at grid (or voxel) Xi, yj, Zk or vector of data in the 
case of multi-attribute seismic data. In seismic visualization, Vijk can be the 
value of the reflection amplitude or it can be other attributes. Most visualizations 
focus on single-attribute displays however, multi- attribute visualization is of 
great interest and the focus of current research [31]. 

The 3-D array of voxel values that corresponds to equally spaced samples is 
called a structured data set, because the information about where each sample 
is located in space is implicit in the data structure. 

The 3D data bases frequently contain more voxel data than can be stored in 
a computer memory. The data is therefore often bricked, that is, divided into 
sub volumes where each component has a size which is a power of 2 [53]. 



13.3. Visualizing Volume Data and Computer Graphics 

Data visualization has only recently been defined as a field. It has to a large 
part developed as an offshoot of computer graphics as can be seen from the title 
of one ofthe new journals in the area: IEEE Transactions on Visualization and 
Computer Graphics. Initially it was focusing on the visualization of 2D data. 
Recently, however, an increased interest in the visualization of volume data has 
been witnessed which can be seen from the trends in paper submissions to the 
visualization conferences (see: http://vis.computer.org/vis2003/). Examples of 
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Figure 13.3. A 3D seismic structured data volume. 



such data can be found in MRI (magnetic resonance imaging), CT (computer 
tomography) scans, fluid dynamics, combustion in addition to the 3D seismic 
data considered here. The commonality between these fields is that they re- 
quire 3D visualization for interpreting and understanding the volume datasets. 
Previous techniques were only able to accomplish this to a limited extent [9]. 

The two main classes of techniques for 3D volume visualization are map- 
based techniques and volume rendering techniques. The techniques for both 
of these classes are useful for developing an initial understanding of the struc- 
tural and stratigraphic features of a 3D seismic data volume with the aim of 
identifying an oil reservoir. The techniques are also applicable to oil reservoir 
management. As wells are drilled wireline logs, well testing results and other 
information becomes available. This information can be used to improve the 
accuracy of the 3D volume information gained from seismic exploration. Some 
examples of this are given in [2, 34]. 

13.3.1 Map-based Volume Visualization 

The map-based techniques for 3D volume visualization are the currently most 
widely used techniques for displaying 3D seismic volume data. This is due to 
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the simplicity of the display algorithms resulting in fast computational speed 
of the displaying process. With the use of map-based techniques it possible to 
achieve a kind of real-time visualization. The two main map-based techniques 
are texture mapping of slices and iso-surface generation. The texture mapping 
technique consists of selecting a plane through the data volume intersecting a 
subset of the volume elements as well as an associated color table for displaying 
the data. For each vertex on the intersection plane a texture image is created 
according the data value. The resulting image is then displayed on the computer 
screen where an interpreter can evaluate the structures and strata displayed. 

This technique is fast since it reduces the 3D mapping problem to a sequence 
of 2D problems. Furthermore, due to speed by which the slices can be generated 
it is possible to display a sequence of slices creating a kind of real-time display 
of the 3D data [48]. 

From the cognitive point of view a human is often better able to interpret 
and process 2D information as opposed to 3D information. This technique has 
therefore remained a valuable and popular tool for seismic visualization. 

Texture mapping is a technique used widely in computer graphics [22, 14]. 
A texture is a pattern or an image and texture mapping consists of mapping the 
pattern onto the surface of a 3D object. From the point of view of 3D seismic data 
visualization it is only necessary to consider textures mapped from a rectangular 
patch onto the face of a data element. The textures are now also used to indicate 
data values. If the data values are scaled to 8-bit integers with values in the 
range 0-255, then the values can be used to determine a item in a look-up 
table. The color table contains 3 one-dimensional arrays r(n, g{n) and b{n) 
each having 256 elements. For any scaled amplitude value n (0 < n < 255) 
the corresponding RGB value can be found from the table. These values are 
then assigned to the texture image array. In Figure 13.4 conventionally used 
color spectra and their names are displayed (courtesy of Veritas GeoServices, 
Calgary). A general discussion of color as applied to multi-attribute seismic 
data is given in [31]. 

When implementing the map-based technique problems occur that are due 
to the bricking of the data. A further issue relating to the handling of the data 
occurs when the data is displayed with multiple texture surfaces in one volume. 

An example of the display of a textured multi-sliced volume is given in Figure 
13.5. 

A second map-based technique is based on iso-surface generation. An iso- 
surface consists of a set of points {x,y,z) in a given data volume satisfying 

V{x,y,z) = C 

where C is the iso-surface value and V{x,y,z) is the value of the seismic 
response at point (x, y, z). It is assumed that the data is available on rectangular 
cells stacked in a regular fashion. Conceptually the method processes one cell 
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Figure 13.4. Conventionally used color spectra. 



at a time. Each cell is topologically equivalent to a unit cube. The description of 
the method can therefore be simplified to the extraction of an iso-surface within 
a unit cube. From the values of the 8 cube vertices and the data at the vertices 
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Figure 13.5. An example of sliced and textured volume. 



compared with the threshold value C it follows that there are 256 scenarios for 
the interpolated iso-surface within the cube. This surface can be constructed 
by trilinear interpolation of the values at the cube vertices. The intersections of 
the surface with the cube edges are calculated by inverse interpolation and the 
values at these points can also be used to generate a triangle which is a simplistic 
estimate ot the surface within the cube. This algorithm can be modified for 
seismic visualization purposes. 

One of the most commonly used techniques for iso-surface generation is the 
marching cube algorithm [35]. It has proven to be very effective in combina- 
tion with fast triangle rendering hardware as is provided on Silicon Graphics 
workstations, and more recently on PC graphics boards supporting OpenGL. 
Improvement on the marching cube algorithm has been studied by many authors. 
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Howie and Blake [23] suggested a mesh propagation algorithm for iso-surface 
construction. Itoh and Koyamada [24] made a further improvement on the mesh 
propagation algorithm using an extrema graph and sorted boundary cell lists for 
automatic iso-surface propagation. An efficiency enhanced iso-surface gener- 
ation algorithm for volume visualization was proposed by Li and Agathoklis 
[30]. In [16] iso-surface generation using hierarchical octree data structure was 
used for speed-up the marching cube algorithm to achieve interactive rendering. 
Another algorithm, the so-called splitting-box algorithm by Muller and Stark 
[39], was used for the adaptive generation of surfaces in volume data. 

By horizon picking is meant determining a connected set of reflections of 
comparable amplitude and two-way traveltime appearing persistently from seis- 
mic trace to seismic trace [19]. In practical terms time tagged amplitude data 
has been obtained at a set of positions covering a specific area. The data are 
stored in row, according to the time-tag, with amplitude at each position being 
stored in the appreciate column (trace) and array (inline and crossline). The 
horizon to be picked is assumed to run through the volume data as a surface, 
and the algorithm must select the appropriate depth value for each trace in the 
volume data. 

The application of the marching cube algorithm to seismic horizon picking is 
still an open problem, since it is similar to iso-surface extraction, but not exactly 
the same. For example, horizon picking requires extracting local maximum 
or local minimum for each trace, instead of an iso-value in the volume data. 
Therefore, we cannot apply iso-surface extraction algorithm directly for horizon 
picking. Extracting faults is even more complicated than horizon picking [27]. 
On a fault surface, all of the voxels have local maximum gradient from trace to 
trace. For these reasons, the marching cube algorithm is not directly adopted, 
however, the mesh propagation algorithm mentioned above is useful for horizon 
surface generation and it is simply based on the amplitudes from trace to trace 
with a so-called one-step look-ahead algorithm. 

An FIFO queue is used for propagation from the central cell to its neighbor 
cells. Triangles are constructed as the mesh propagates forward, and the horizon 
surface expands from the seed cell to other cells, while all the voxels have a 
constant value on an iso-surface. This difference is not essential as far as the 
marching cubes algorithm is concerned which means that it can be used for 
horizon picking after having been suitably modified. The mesh propagation 
algorithm for iso-surface generation [23, 24] reduces the computation cost by 
avoiding visiting non-intersected cells. This can also be exploited for horizon 
picking. It is claimed that the algorithm may also work for irregular 3D grids 
[23]. The height of each cell is set to be the window size along traces (i.e. 
z-axis). The point of intersection is the local maximum on the edges along the 
four traces. The traversal is performed using an FIFO queue, initialized with a 
seed picked by an operator. 
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Again, the stop conditions include the threshold value of amplitude at which 
picking is to stop, or a volume boundary is met. The triangulation process is 
similar to the triangulation used in the marching cube algorithm. It is not clear, 
however, if the unit normal for each triangle vertex can be calculated the same 
as in marching cubes algorithm [35], i.e., by estimating the gradient vector 
at the surface using central differences along the three coordinate axes. One 
possibility is to calculate the normal using the coordinates of the picked voxels 
[11]. 

It should also be noted that seismic data is typically noisy and imprecise, 
hence horizon picking is difficult, and there is no completely satisfactory algo- 
rithm, as yet, for "fully automatic" horizon picking. 

Horizons usually have a high amplitude relative to other regions in seismic 
section, and display lateral continuity with small variation in arrival traveltime 
from trace to trace except where faulting or other geophysical anomalies occur. 
The most basic method of horizon picking is based on detecting the character- 
istic high amplitude of the reflection wavelet. Amplitude thresholding of the 
data is useful for extracting horizons where they are easily separable from the 
rest of the data on an amplitude basis. The problem is that there is no obvious 
level at which horizon can be distinguished from noise on an amplitude basis 
alone in an area where signal to noise ratio becomes poor. Some improve- 
ment to thresholding was suggested by detecting amplitude maxima [19]. The 
amplitude maxima are obtained by finding the zero-crossings of the first order 
derivative with respect to time. Another improvement is to estimate a signal to 
noise ratio measure based on similarity or coherence in a moving window which 
is passed over the data. All amplitude based methods rely on the characteristic 
lateral continuity of horizons and their characteristic high amplitude. Figure 
13.6 shows the simplest amplitude based horizon picking method, where the 
moving window size is 5. The center position of the moving window in the 
next trace is along the direction of the previous tracked horizon dip as shown by 
the dashed lines, according to the characteristic of lateral continuity of horizon 
section. We can interpolate the data in the moving window to obtain more 
precise horizon positions (i.e., the positions of the local maxima) in each trace. 
In this figure, the picking is based on searching local maximum trace by trace. 
Picking can also based on local minimum or zerocross in each trace. If the data 
is free of noise, this method works well. But noisy data may mislead the path 
of the moving window, and make the method fail. 

Amplitude based methods use only measurements of the reflection ampli- 
tudes for event picking, which often yield rather poor results when applied to 
field data because of the poor signal-to-noise-ratio (SNR) often encountered in 
seismic data. In fact, amplitude is only one of attributes of a seismic wavelet. 
If amplitude information is supplemented with other available information for 
horizon picking, we can expect better results. 
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Figure IS. 6. Horizon picking with moving window. 

A seismic reflection wavelet can be described by many attributes including 
amplitude and phase information. In other words, by regarding the wavelet 
signature as a pattern, the horizon picking can be viewed as a pattern recognition 
process, and hence an ideal candidate for the application of artificial neural 
networks. 

Figure 13.7 displays 16 parameters describing a pulse skeleton. The pa- 
rameters define measurements of the main and side lobe maximum amplitudes 
{\AB\, \CD\, |£/^|, \GH\ and |//|), half amplitude width (|/i;lto |/i 5 |),and 
zero cross points {\Zi \ to \Zr,\). 

These parameters can be uses as inputs for a neural network for seismic 
horizon picking based on the morphology of the wavelet as discussed in [19]. 
To train the network, each trace (column of training data) is shifted, point by 
point, across the input nodes, along with its corresponding target data. The input 
nodes act like a window, which is shifted down each column of data, and taking 
a number of data samples as the input to the network. Further studies have 
been made to improve the convergence of the weight matrix of the network. 
McCormack et al. employed a back propagation neural network (BNN) for 
seismic event picking and trace editing [37]. A hybrid neural network was 
proposed by Veezhinathan [51]. The key feature of the hybrid neural network 
is that it allows incorporation of geological constraints in identifying segments 
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Figure 1 3. 7. Pulse skeleton parameters (from [ 1 9]). 



that form the horizon. Neural networks was first reported to be integrated with 
a commercial package in Landmark SeisWorksSD [28]. 

Using neural network, classification is based on reflection wavelet signa- 
ture and shape. However, this method does not utilize information regarding 
traveltime of arrivals, or the geology of the section. Traces are considered in- 
dependently, so no knowledge of horizon continuity can be used. From a visual 
perspective, lateral continuity in traveltime and amplitude is one of the most 
apparent characteristics of horizons. Neural networks have also been applied 
to distinguish waveforms of earth quakes from the waveforms of man-made 
explosions [46]. 

Probabilistic data association was first suggested for picking multiple targets 
by Reid [45]. Traditionally, the application areas of multitarget picking include 
ballistic missiles, aircrafts, ships and submarines. Recently, multitarget detec- 
tion/picking method has been suggested for application to pavement profiling 
[47] and seismic event picking [20, 54, 3, 6, 4, 5, 42, 1]. Multitarget picking 
theory can be applied to seismic event picking since the objective is similar to 
the above application areas. Seismic data are obtained from a grid of receivers 
which record the strengths of signals bouncing off horizons below the Earth's 
surface. The signal strength and traveltime depend on the material forming the 
horizon and its depth below the Earth's surface, and picking a horizon requires 
the selection the correct depth value at each grid point. This is, in essence, a 
similar problem to that of picking a target across a cluttered radar screen, with 
the target being replaced by horizon to be tracked, and the initialization of the 
picking being replaced by a grid reference and depth of the chosen horizon. 
The difference is that seismic horizons are static while the aircraft targets on 
the radar screen are dynamic. Eor seismic picking, the system dynamics is 
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replaced by a mathematical model of the shape of the horizon described by a 
first-order ordinary differential equation. 




Figure 13.8. An example of a data volume rendered with three horizons courtesy Veritas 
GeoServices, Calgary. 

The image shown in Figure 13.8 shows three horizons picked out of a 3D 
seismic data volume. In this example the horizons are relatively horizontal and 
there are no obvious faults disturbing the continuity of the of the surfaces of the 
horizons. 



13.3.2 Volume Rendering Techniques 

Volume rendering is a simple, elegant, and universal approach to visual- 
ization of scientific and engineering data [9], including geophysical models. 
Volume rendering combines the tools of image processing with those of 3- 
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D computer graphics to achieve an unprecedented versatility in display and 
analysis of objects or phenomena occupying three dimensional space. Volume 
rendering derives its power from its conceptual simplicity. The object or phe- 
nomenon of interest is sampled or subdivided into millions of cubic building 
blocks, called voxel (or volume erielements). Each voxel carries a value of 
some measured or calculated property of the volume. For example, the voxels 
might represent mass density measurements taken throughout a computed X- 
ray tomography (CT) scan of a core sample, or reflectivity amplitudes obtained 
by seismic surveys. 

Ray casting is the most commonly used image-order technique. It simulates 
optical projections of light rays through the dataset, yielding a simple and 
visually accurate mechanism for volume rendering. Rays are cast from the 
viewpoint through screen pixels into the volume [29, 52, 43]. The contributions 
of all voxels along the rays are calculated and used to find the pixel color. It is 
illustrated in Figure 13.9. 

The basic ray casting algorithm consists of two computational pipelines: 

■ The visualization pipeline - the data is shaded with a color intensity c{x). 
A local gradient approximation is used to allocate a voxel normal at each 
voxel in the data. This normal is substituted into a standard Phong shading 
model to obtain an intensity, i.e., RGB values at the voxel. 

■ The classification pipeline - each voxel is associated with an opacity 
a{x). The opacity is typically a function of the scalar sample value, e.g., 
the reflection amplitude for seismic dataset. Usually, it is also useful to 
include the local gradient when the opacity is calculated. 

After the values of c{x) anda(a;) are calculated, they are combined to provide 
a final voxel intensity. 

The choice of opacity values is of critical importance for the quality of the 
volume rendering. One system, known as the zone system (abbreviated ZS) is 
outlined in [25]. In this system the 8-bit seismic data is divided into six zones 
where three positive zones correspond to peak amplitudes and three negative 
zones to trough amplitudes. The ZS then consists of choosing the appropriate 
colors for each zone as well as interactively deciding on the zone boundaries 
that gives the best visual results. The detailed process involved in the ZS is 
described in [25], however, it is appropriate to quote the paper: 

The key to distinguishing features with clarity is the geoscientists' ability to 
enhance contrast between two features. The primary components in feature en- 
hancement are the base color scale, their color variations at different opacity 
levels and the background color. 

Ray casting offers very high image quality, including the ability to provide 
visual depth cues such as shaded surfaces and shadows. But these advantages 
come at the price of high computational requirements. Ray-casters do not ac- 
cess the volume data in the order it is stored because of the arbitrary traversal 
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direction of the viewing rays. This leads to poor spatial locality of data ref- 
erences and requires expensive address arithmetic to calculate new sampling 
locations. There are, however, a number of optimization techniques which 
can be used to increase the speed with which an image can be rendered [26]. 
Overviews of the applications of visualization to seismic data are also given 
in [8, 13]. The VolumePro system [44] is a commercial product created by 
Mitsubishi Electric in 1999 using some of these techniques, which can fit into a 
standard PC as a PC-board. The system is based on ray casting approach with 
many acceleration techniques, such as the use of shear-warp transformations to 
improve speed of data access [26]. A number of other companies are actively 
engaged in developing software for 3D seismic visualization, see for example 
[13,21,47,33]. 

An example of a 3D volume rendered image using accumulated 2D textures 
is given in Figure 13.10. The size of the data set from an offshore seismic 
survey is 2401 x 1461 x 300 voxels. The sea bed surface is clearly displayed 
in the image. 

The techniques outlined above are also used to display data in the so-called 
visualization caves where the 3D data values are displayed in a closed room 
using data projectors. 
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Figure 13. 10. Volume rendered image courtesy Veritas GeoServices, Calgary. 
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13.4. Conclusion 

Volume rendering for 3D seismic data volumes is a very effective tool provid- 
ing an overview of the gross structural and stratigraphies environment. Variation 
in data quality can be identified, giving the interpreter an idea of the relative 
difficulty of interpretation in different areas. It is also possible to identify an ini- 
tial set of seismic horizons to interpret and the manner in which those horizons 
should be interpreted. 

Current research in the area of volume visualization includes volume il- 
lustration where non-photorealistic rendering is employed to enhance specific 
features of the data volume [49]. Other avenues of research are in the appli- 
cation of non-linear geometric lenses to 3D volumes, improved algorithms for 
horizon tracing and fault identification. 
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Abstract Fingerprint recognition is very important in automatic personal 
identification. In conventional fingerprint recognition algorithms, 
fingerprints are represented graphically with a simple set of minutiae and 
singular points, but the information in this kind of representation is not 
adequate for large-scale applications or where fingerprint quality is poor. A 
complete and compact representation of fingerprints is thus highly desirable. 
In this chapter, we focus on research issues in the graphical representation of 
fingerprints. We first introduce minutiae-based representation and provide 
some models for the graphical representation of orientation fields. Latterly, 
we deal with the generation of synthetic fingerprint images and conclude 
with a discussion of how to establish a complete fingerprint representation. 

Keywords; Fingerprint recognition, orientation field, minutiae, synthesis, graphical 
model, approximation 



14.1. Introduction 

In recent years, fingerprint identification has received increasing attention. 
Among the various biometric techniques used for automatic personal identification, 
automatic fingerprint identification systems are the most popular and reliable. 
Nonetheless, while the performance of fingerprint identification systems has 
reached a high level, it is still not satisfactory when applied to large databases or to 
poor-quality fingerprints [1,2]. 

A fingerprint is the pattern of ridges and valleys on the surface of a fingertip. 
Figure 14.1 (a) depicts a fingerprint in which the ridges are black and the valleys 
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are white. Its orientation field, defined as the local orientation of the ridge-valley 
structures, is shown in Figure 14.1 (b). The minutiae, ridge endings and 
bifurcations, and the singular points are also shown in Figure 14.1 (a). Singular 
points can be viewed as points where the orientation field is discontinuous. They 
can be classified into two types: a core, the point of the innermost curving ridges, 
and a delta, the center of triangular regions where three different directional flows 
meet. Fingerprints are usually partitioned into six main classes according to their 
macro-singularities, i.e., arch, tented arch, left loop, right loop, twin loop and 
whorl (see Figure 14.2). Fingerprints can be represented by a large number of 
features, including the overall ridge flow pattern (i.e. orientation field), ridge 
frequency (i.e. density map), location and position of singular points, and the type, 
direction and location of minutiae points. All of these features contribute to 
fingerprint individuality. 
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(a) (b) 

Figure 14.1. Example of a fingerprint: (a) singular points and minutiae with its direction; 
(b) orientation field shown with unit vector. 

The performance of a fingerprint identification system depends mainly on the 
kind of fingerprint representation it utilizes. Most classical fingerprint recognition 
algorithms [1,2,3] represent the fingerprint using the minutiae and the singular 
points, including their coordinates and direction, as the distinctive features. That 
means fingerprints are first graphically represented with a set of minutiae and 
singular points are then compared with the template set. If the matching score 
exceeds a predefined threshold, two fingerprints can be regarded as belonging to 
the same finger. 

Obviously this kind of representation does not make use of every feature that is 
available in fingerprints and therefore cannot provide enough information for 






large-scale fingerprint identification tasks [4], Certainly, a better representation for 
fingerprints is needed. 

In this chapter, we mainly address the topic of graphical representation of 
fingerprints. First we introduce the conventional representation of fingerprints, the 
minutiae-based representation. We then establish a complete representation with a 
compact form in which much more information other than minutiae features (such 
as the orientation field) can be taken into account. 

The remainder of the chapter is organized as follows. In Section 14.2, we will 
introduce the minutiae-based representation of fingerprints. In Section 14.3, we 
will provide four models of fingerprint orientation fields. In Section 14.4, we will 
describe how to synthesize the fingerprint images utilizing the orientation field 
models. In Section 14.5, we will discuss the establishment of a complete and 
compact fingerprint representation. The conclusions are drawn in the last section. 



14.2. Minutiae-based Representation Fingerprint 

Most conventional fingerprint recognition algorithms are based on a minutiae- 
based representation, which has a rather low storage cost. A reliable minutiae 
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estimation, ridge extraction or enhancement, ridge thinning and minutiae 
extraction. Figure 14.3 provides a flowchart of conventional minutiae extraction 
and minutiae matching algorithms. 




Figure 14.3. Flowchart of minutiae extraction and matching. 

By quantifying the amount of information available in minutiae-based 
representation, a correspondence can be established between two fingerprints. Yet 
between the minutiae-based representations of two arbitrarily chosen fingerprints 
belonging to different fingers it is also possible to establish a false correspondence. 
For example, the probability that a fingerprint with 36 minutiae points will share 
12 minutiae points with another arbitrarily chosen fingerprint with 36 minutiae 
points is 6.10 xlO * [3]. Fig 14.4 provides an example of such a false 
correspondence. Because of noise in the sensed fingerprint images, errors in 
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locating minutiae, and the fragility of the matching algorithms, the observed 
matching performance of the state-in-the-art fingerprint recognition systems is 
several orders of magnitude lower than their theoretical performance. Because 
minutiae-based representations use only a part of the discriminatory information 
present in fingerprints, it may be desirable for the purposes of automatic matching 
to explore additional complementary fingerprint representations. Taking Fig 14.4 
as an example, the orientation fields of these two fingerprints are clearly different 
in some places, such as at the bottom of the fingerprints and the left-down part 
from the core. Including orientation information in the matching step would 
greatly reduce opportunities for this kind of false match. 




Figure 14.4. A false match between two different fingerprints: 64 minutiae are detected in 
the left image, 65 in the right image, with 25 “false” correspondences [3]. 



14.3. Modeling Orientation Fields 

As a global feature, an orientation field describes one of the basic structures of 
a fingerprint and is thus quite important in the modelling and representation of the 
entire fingerprint. Orientation field variation is low frequency so it is robust with 
respect to various noises. It has been widely used for minutiae extraction and 
fingerprint classification. In this section, we focus on the modelling of the 
orientation field. Our purpose is to represent the orientation field in a complete and 
compact form so that it can be accurately reconstructed with several coefficients. 
This work is significant in three ways. (1) It can be used to improve the estimation 
of orientation field, especially when fingerprint quality is poor; therefore it will be 
of benefit in the extraction of minutiae for conventional fingerprint identification 
algorithms. (2) The coefficients of the orientation field model can be saved for use 
in the matching step. As a result, information on the orientation field can be 
utilized for fingerprint identification. By combining it with the minutiae 
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information, we can expect a much better identification performance. (3) We can 
synthesize the fingerprint by using information on the orientation field, minutiae 
and the density between the ridges. This makes it possible to establish a complete 
representation for the fingerprint by combining the orientation model with other 
information. 

14.3.1 Zero-Pole Model 

Sherlock and Monro [5] proposed a so-called zero-pole model for the 
orientation field based on singular points, which takes the core as zero and the 

delta as a pole in the complex plane. The influence of a core, z^, is ~ 2 rg( 2 -Zc) 

for the point, z , and that of a delta ^ is ) xhe orientation at z , 

is the sum of the influence of all cores and deltas, i.e. 

i9(z) = ^Carg(z-z[)-5;arg(z-z^)] (14.1) 

2 I j “ 

where z^ and zj are the i-th core and y'-th delta. Figure 14.5 depicts the influence 
of a core and delta. They can roughly describe the structure near these singular 
points. 

14.3.2 Piecewise Linear Approximation Model 

Vizcaya and GerHardt [6] had made an improvement using a piecewise linear 
approximation model around singular points to adjust the behaviour of the zero 
and pole. First, the neighbourhood of each singular point is uniformly divided into 
eight regions and the influence of the singular point is assumed to change linearly 
in each region. An optimization implemented by gradient-descend is then 
performed to get a piecewise linear function. 

These two models, the zero-pole model and the piecewise linear model, cannot 
deal with fingerprints belonging to the plain arch class (i.e. without singular 
points). Furthermore, they do not take into account the distance from singular 
points, but as the influence of a singular point is the same as any point on the same 
central line, whether near or far from the singular point, serious errors arise in the 
modelling of those regions that are far from singular points. As a result, these two 
models cannot be used to accurately approximate a real fingerprint's orientation 
field. 




Graphical Representation of Fingerprint Images 



269 




Figure 14.5. Illustration of zero-pole model. 



14.3.3 Rational Complex Model [7] 

Denote the image plane as a complex space, C. For any z € C , the value of a 
fingerprint orientation, 0{z) , is defined within [0,;r) , so it can be regarded as 

half the argument of a complex number, i.e. 0{z) = —HTgU(z) . As we know, 

the orientation pattern of a fingerprint is quite smooth and continuous except at the 
singular points (including cores and deltas), so a rational complex function may be 
utilized here to represent the function, U{z), in which the known cores and deltas 
act as zeros of the numerator and the denominator, respectively. Thus, the model 
for the orientation field can be defined as 



1 /(z) P(z) 

<iJ(z) = -arg[^-^]. 

2 g{z) Qiz) 



where 

0(2) =0(2-2,/). and { 2 ^},<y<,,are the 

/=! y=l 

cores and deltas of the fingerprint in the known region. The zeros of/(z) and 
g(z) should be outside tbe known region. Actually, these zeros are always 
sparsely located on real fingerprints. All the zeros of f{z), g{z), P{z) and 
Q(z) define the nature of the model. 
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Obviously, the zero-pole model proposed in [5] can be regarded as a special 
example of the rational complex model, where f{z) and g{z) are both set to a 
constant, such as 1. It also should be noted that our model is suitable for all types 
of fingerprints, even for "plain arch" fingerprints, which do not have singular 
points. 

How to compute the coefficients of the model? From the mathematical theorem 
of complex variables, we know that a rational function can be approximated using 
a polynomial function in a closed region. So, to simplify the computation of the 
rational complex model, the model can be written as 

= (14.3) 

2 Q(z) 



We want to find a function, f(z), to minimize the difference between { ^(z) } 

,1 P(z) 

and the original orientation field, {o{z)]. Denote = — arg[ J and 

2 Q{z) 



o.(r) = -arg[/(z)], and now wha, w. need to do ia to eompn.e /(e, b, 

minimizing the difference between { <y(z) } and {6{z) — \j/{z) }. 

It is unsuitable for us to directly compute this minimum. A solution to this 
problem is to map the orientation field to a continuous complex function by using 



U{z) = cos2[0(z)-(i/(z)] + /sin2[^(z)-(i/(z)], (14.4) 



Then, instead of computing the minimal difference between { <i)(z) } and 
{ e{z)-y/{z) }, we compute the function, f{z) , by minimizing 

Y)^f{z)-U{zf Since 0(z) , P(z) and Q(z) (corresponding to the 

original orientation field, cores and deltas) are known when we deal with a 
fingerprint image, it is easy to solve this problem by using Least Square Error 
principle. 

When we choose /(z) from the set of polynomials of an order less than n, 
only n-i-1 parameters need to be computed and saved (many fewer than the model 
in [6]). In the experiments, n is usually set as 6. Due to the global approximation, 
the rational complex model has a robust performance against noise. 

An experiment was carried out on more than 100 inked fingerprints and live- 
scanned fingerprints. These fingerprints were of different types: loop, whorl, twin 
loop, and plain arch without singular points. They also varied in different qualities. 
Three orientation models are evaluated on the database, zero-pole model. 




Graphical Representation of Fingerprint Images 



271 



piecewise linear model and rational complex model All of them used the same 
algorithm for singular points extraction and orientation estimation algorithms. On 
all these fingerprint images, the performance of the rational complex model was 
quite satisfying. The average approximation error of the rational complex model 
was about 6 degrees, which is much better than using the other two models 
(respectively 14 degrees and 11 degrees). This shows that the rational complex 
model's more effectively than the previous models. 




Figure 14.6. Comparative result of the orientation field constructed by using three 
models: (a) original fingerprint image; (b) zero-pole model; (c) piecewise linear model and 
(d) rational complex model. 



Figure 14.6 provides an example for comparison, where (a) is the original 
fingerprint, and (b), (c), and (d) are the reconstructed orientation fields, 
respectively using the zero-pole, piecewise linear, and rational complex models. 
The reconstructed orientation field is shown as unit vectors upon the original 
fingerprint. As shown, the zero-pole model and piecewise linear model perform 
badly far from the singular points, easily observable in the top-left and the top- 
right part in (c) and (d). In contrast, the rational complex model describes the 
orientation of the whole fingerprint image precisely. 
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14.3.4 Combination Model [8] 

Since the orientation of fingerprints is quite smooth and continuous except at 
singular points, a polynomial model can he applied to approximate the global 
orientation field. At each singular point, the local region is described using a point- 
charge model similar to the zero-pole model. Then, these two models are smoothly 
combined through a weight function. 

Since the value of the orientation of a fingerprint is defined within [0, 7T \, it 
seems that this representation has an intrinsic discontinuity. (In fact, the 
orientation 0 is the same as the orientation rt in a ridge pattern). As a result, we 
cannot model the orientation field directly. A solution to this problem is to map the 
orientation field to a continuous complex function. Define 9 (x. y) and U{x,y) as 
respectively the orientation field and the transformed function. The mapping can 
be defined as 



U = R + il = cos20 + isinlO (- 144 ) 

where R and I denote respectively the real and the imaginary parts of the complex 
function, U{x,y). Obviously, R{x,y) and I{x,y) are continuous with x, y in those 
regions. The above mapping is a one-to-one transformation and 9 {x,y) can be 
easily reconstructed from the values of R(x,y) and I(x,y). 

To globally represent R{x,y) and /(x,y), two bivariate polynomial models are 
established, which are denoted by PR, PI respectively. These two polynomials can 
be formulated as: 

PR{x,y) = [\ X T /)"- (14.5) 

and 

PI{x,y) = [\ X ■■■ T ••• /)'- (14.6) 

where n is the polynomials' order and the matrixes, P. e 9 ]"^" , V; = 1,2 . 

Near the singular points, the orientation is no longer smooth, so it is difficult to 
model with a polynomial function. A model named 'Point-Charge' (PC) is added 
at each singular point. Compared with the zero-pole model, Point-Charge uses 
different quantities of electricity to describe the neighbourhood of each singular 
point instead of the same influence at all singular points, while the influence of a 
certain singular point at the point, (x.y), varies with the distance between the point 
and the singular point. The influence of a standard (vertical) core at the point, (x,y), 
is defined as 
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yzy^Q-P^Q, 



where (7 Cq,>’q) is this core's position. Q is the quantity of electrici ty, R denotes 
the radius of its effective region, and f — ^]{x — + {y — . The radius 

of a standard delta is: 



PCa,,„=H,+iH,=\ r ^ r 



In a real fingerprint, the ridge pattern at the singular points may have a rotation 
angle compared with the standard one. If the rotation angle from standard position 
is (j) ( ^ e (— 7T, Tf ] ), a transformation can be made as: 



Cq I cos^ sin^|[x-XQ 

itj ^-sin^zi cos<Z)jl^>’-yo 



Then, the Point-Charge model can be modified by taking x' and y' instead ofx 
andy, for cores in Eq. (14.7) and deltas in Eq. (14.8), respectively. 

To combine the polynomial model (PR, PI) with Point-Charge smoothly, a 
weight function can be used. Eor Point-Charge, the weighting factor at the point 
(x,y) is defined as: 



ik), , , XX,;;) 

a (x,>’) = l 

pc'- J^(k) 



(14.10) 



where {xl^\yY^) is the coordinate of the I:-th singular point, is the radius 
of the effective regio n. and r**'(x,_>’) is set as 
min(-,J(x - Xq**)^ + (y ~ foY ■ For the polynomial model, the 

weighting factor at the point, (x,y), is: 






(14.11) 
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where K is the number of singular points. The weight function guarantees that for 
each point, its orientation follows the polynomial model if it is far from the 
singular points and follows the Point-Charge if it is near one of the singular points. 

Then, the combination model for the whole fingerprint's orientation field can be 
formulated as: 





with the constraint of 

R\x,y) + I\x,y) = \, 



(14.12) 



(14.13) 



where PR and PI are respectively the real and the imaginary parts of the 
polynomial model, and and are respectively the real and the 

imaginary parts of the Point-Charge model for the k-th singular point. Obviously, 
the combination model is continuous with x and y. The coefficient matrices of the 
two polynomials, PR and PI, and the electrical qualities, {Q^ 9Q2P" Qk } > 
singular points will define the combination model. 

Obviously, the combination model can be regarded as a generalized method of 
the other three models introduced above, so it can represent the orientation field 
more accurately. It does, however, have more parameters than the zero-pole and 
rational complex models, and this will produce some limitations when it is utilized 
in synthetic fingerprint generation. 

To compute its parameters, the coarse orientation field and singular points need 
to be estimated from the original fingerprint image. After that, two bivariate 
polynomials can be computed using the Weighted Least Square (WLS) algorithm. 
The coefficients of the polynomial are obtained by minimizing the weighted 
square error between the polynomial and the values of R{x,y) and I{x,y) computed 
from the real fingerprint. As pointed out above, the reliability, W(x,y), can indicate 
how well the orientation fits the real ridge. The higher the reliability W(x,y), the 
more influence the point should have. Then W(x,y) can be used as the weighting 
factor at the point (x,y). 
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Figure 14.7. Some examples of approximation results for the combination model. 



After the computation of polynomials, the coefficients of the Point-Charge 
Model at singular points can be obtained in two steps. First, two parameters are 
estimated for each singular point: the rotation angle, <j > , and the effective radius, 
R (which can also be chosen in advance). Second, charges of singular points are 
estimated by optimization. 

As we know, a higher order polynomial can provide a better approximation, but 
at the same time it will result in a much higher cost of storage and computation. 
Moreover, a high order polynomial will be ill-behaved in numerical approximation. 
As to a lower order polynomial, however, it will yield lower approximation 
accuracy in those regions with high curvature. As a trade-off, 4-order (n=4) 
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polynomials can be chosen for the global approximation. The experimental results 
showed that they performed well enough for almost all real fingerprints, while the 
cost for storage and computation remained low. In Figure 14.7, some ofthe results 
are presented, in which the reconstructed orientation fields are shown as unit 
vectors upon the original fingerprint. As shown, the results are rather accurate and 
robust for these fingerprints, although there is a lot of noise in these images. 

The combination model has many more parameters than the zero-pole and 
rational complex models, making it, in comparison with those two models, much 
more difficult to use in synthesizing fingerprint images 



14.4. Generation of Synthetic Fingerprint Images 

The main topic of this section is the generation of synthetic fingerprint images. 
Such images can not only be used to create, at zero cost, large databases of 
fingerprints, thus allowing recognition algorithms to be simply tested and 
optimized, they would help us to better understand the rules that underpin the 
biological process involved in the genesis of fingerprints. The effective modelling 
of fingerprint patterns could also contribute to the development of very useful 
tools for the inverse task, i.e. fingerprint feature extraction. 

The generation method sequentially performs the following steps [9]: (1) 
orientation field generation, (2) density map generation, (3) ridge pattern 
generation and (4) noising and rendering. 

Orientation field generation: There are three ways to generate the orientation 
field for synthetic fingerprints. 1) Using the zero-pole model in [6], a consistent 
orientation field can be calculated from the predefined position of the cores and 
deltas alone, (see Figure 14.5) but the generated orientation is less accurate than 
real fingerprints. 2) The rational complex model in [7] produces a more lifelike 
result. From Eq. (14.2), we know that the rational complex model is determined by 
the zeros of f(z), g(z), P(z) and Q(z), in which the zeros of P{z) are cores and those 
of Q(z) are deltas. The position of cores and deltas can be predefined according to 
the fingerprint's class, then, several points are randomly and sparsely selected 
from outside the print region as the zeros of f{z) and g{z). 3) We can first choose 
several real fingerprints and compute the parameters of the rational complex 
model by minimizing the approximation error between the model and the 
fingerprint image' orientation [7]. Then these parameters can be changed a little 
randomly to produce different orientation fields. 

Density map generation [9]: This step creates a density map on the basis of 
some heuristic criteria inferred from the visual inspection of several real 
fingerprints. The visual inspection of several fingerprint images, leads us to 
immediately discard the possibility of generating the density map in a completely 
random way. In fact, we noted that usually in the region above the northernmost 
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core and in the region below the southernmost delta the ridge-line density is lower 
than in the rest of the fingerprint. So, the density-map can be generated as follows: 
1) randomly select a feasible overall background density; 2) slightly increase the 
density in the above-described regions according to the singularity locations; 3) 
randomly perturb the density map and performs a local smoothing. 

Ridge pattern generation [9]: In this step, the ridgeline pattern and the minutiae 
are created through a space-variant linear filtering; the output is a very clear near- 
binary fingerprint image. Given an orientation field and a density map as input, a 
deterministic generation of a ridgeline pattern, including consistent minutiae is not 
an easy task. One could try a priori to fix the number, type and location of the 
minutiae, and by means of an explicit model, generate the gray-scale fingerprint 
image starting from the minutiae neighbourhoods and expanding to connect 
different regions until the whole image is covered. Such a constructive approach 
requires several complex rules and tricks to be implemented in order to deal with 
the complexity of fingerprint ridgeline patterns. A more "elegant" approach could 
be based on the use of a syntactic approach that generates fingerprints according to 
some starting symbols and a set of production rules. The method here proposed is 
very simple, but at the same time surprisingly powerful: by iteratively enhancing 
an initial image (containing one or more isolated spikes) through Gabor-like filters 
adjusted according to the local orientation and density, a consistent and very 
realistic ridge-line pattern "magically" appears; in particular, fingerprint minutiae 
of different types (terminations, bifurcations, islands, dots, etc.) are automatically 
generated at random positions. Formally, the filter is obtained as the product of a 
Gaussian by a cosine plane wave. A correction term is included to make the filter 
DC free: 



^ IHI'^ -fii 

/(v) = — j-e ^^'[cos(k-v)-e ^ ], (14.14) 

<7 

where O' is the variance of the Gaussian and k is the wave vector of the plane 
wave. The parameters O and k are adjusted using local ridge orientation and 
density. Let z be appoint of the image where the filters have to be applied, then the 
vector k = [k.,kj^ is determined by the solution of the two equations: 

D(z) = (k^^ +k and tan(0(z) = -— . (14.15) 

ky 

The parameter O , which determines the bandwidth of the filter, is adjusted in 
the time domain according to D{z) so that the filter does not contain more than 
three effective peaks. The filter is then clipped to get a FIR filter. The filter should 
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be designed with the constraint that the maximum possible response is larger than 
l.When such a filter is applied repeatedly, the dynamic range of the output 
increases and becomes numerically unstable, but the generation algorithm exploits 
this fact. When the output values are clipped to fit into a constant range, it is 
possible to obtain a near-binary image. The above filter equation satisfies this 
requirement without any normalization. 

In Figure 14.8, an example of the iterative ridgeline generation process is 
shown. 

Noising and rendering [9]: In this step, some specific noise is added and a 
realistic gray-scale representation of the fingerprint is produced. During 
fingerprint acquisition several factors contribute to the deterioration of the original 
signal, thus producing a gray-scale noisy image: 1) irregularity of the ridge and 
differences in their contact with the sensor surface; 2) the presence of small pores 
within the ridges; 3) the presence of very-small-prominence ridges; 4) gaps and 
cluttering noise due to non-uniform pressure of the finger against the sensor or due 
to excessively wet or dry fingers. So, the noising and rendering approach 
sequentially performs the following steps: 1) isolate the valley white pixels into a 
separate layer by copying the pixels brighter than a fixed threshold to a temporary 
image; 2) add noise in the form of small white blobs of variable size and shape; 3) 
smooth the image; 4) superimpose the valley layer to the image obtained. In the 
above steps, steps I and 4 are necessary to avoid an excessive overall image 
smoothing. 



14.5. Complete Representation of Fingerprints 

Synthesizing a fingerprint using an orientation field and a density map means 
the orientation field and density map will constitute a complete fingerprint 
representation. The minutiae primarily originate from the ridgeline disparity 
produced by local convergence/divergence of the orientation field and by density 
changes. As stated above, a complete representation of fingerprints will help us to 
choose an appropriate feature set for the matching. From this it would seem that 
these two features, an orientation field and a density map, are all enough for the 
purpose of fingerprint matching. Unfortunately this is not so. 

We tested this with two experiments. In one we constructed a fingerprint from 
the original fingerprint image using the synthesis method. In the other we 
compared two synthetic fingerprints using different starting points. 

In the first experiment, the orientation field and density map should be 
computed from the original fingerprint image. Many algorithms have been 
proposed for the computation of the orientation field of a real fingerprint image. 
Of these, we prefer the algorithm proposed in [10]. To compute the density map, 
we first take some steps similar to the ridge detection method used in [4], then use 
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a median filter to remove the noise. After that, it is a simple matter to choose a 
threshold to segment the ridges adaptively. Along the direction normal to the local 
ridge orientation, the width of the ridge at this position can he measured. After all 
pixels are processed, the density map of the fingerprint image has been obtained. 
After obtaining the orientation field and density map, the method described in last 
section is taken to produce a new image. Unfortunately, the experimental results 
are not satisfactory and the reconstructed image is not similar to the original. 
Another experiment is conducted using different starting points and comparing the 
synthetic fingerprints. The result shows that starting from different points will 
result in evident changes in the final synthetic image. One example is provided in 
Figure 14.9. 







• 




• 


• 


H 



Figure 14.8. An example to illustrate the image-generation process. 

These experiments are not conclusive but they do raise some questions and 
issues: (1) The proposed synthesis algorithm is an iterative method but is the 
iterative process convergent? If convergent, is the converged image the same as 
the original noise-affected fingerprint? (2) From the point of view of numerical 
analysis, the computational error will greatly influence the final result, so the main 
cause of the experiment's failure may be inaccurate computation of the orientation 
field and density map. It also implies that a representation method that uses only 
an orientation field and a density map is not adequate for recognition tasks. One 
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simple way to reduce the computational errors is to use more constraints, i.e., more 
features in our task, such as minutiae points. 




(a) (b) (c) 

Figure 14.9. An example of reconstruction: (a) a real fingerprint image; (b) and (c) are 
two reconstructed images, in which the circles denote the starting points and the star 
symbols denote the minutiae points. Twenty-five iterations were carried out. 



14.6. Summary 

Fingerprint recognition applications seek a complete but compact representation 
of fingerprints. In this chapter, we introduced issues related to the graphical 
representation of fingerprints and some approaches to these issues. Since 
orientation field is an important feature in the description of the global appearance 
of fingerprints, we have focused on orientation field models and have described 
methods based on them for generating synthetic fingerprint images. Finally, we 
discussed the reconstruction of a noise-less fingerprint image from an original 
fingerprint image. We summarise our conclusions as follows: 

■ Conventional fingerprint recognition algorithms rely on minutiae-based 
representations of fingerprints. As a minutiae-based representation uses 
only a part of the discriminatory information present in fingerprints, further 
exploration of additional complementary representations of fingerprints for 
automatic matching is needed. 

■ An orientation field can be well represented by either a rational complex 
model or a combination model. In the rational complex model, the 
orientation field of fingerprints is expressed as the argument of a rational 
complex function. In the combination model, it is represented by bivariate 
polynomials globally and is rectified locally by several point-charge models. 
As a comparison, the rational complex model is more compact while the 
combination model approximates more effectively. Both of these models 
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make it feasible to utilize the orientation information into the matching 
stage. 

■ Using a feature set consisting of an orientation field and a density map, we 
can synthesize a new fingerprint, which shows that this feature set 
constitutes a complete fingerprint representation. However, in order to 
obtain a robust representation for real applications, minutiae information is 
still very helpful, so for effective fingerprint matching it may be desirable 
to use features of minutiae, orientation fields, and density maps 
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Abstract In this chapter, we describe the modeling and analysis of fabric appearance 
using image techniques and state-of-the-art of objective evaluation of textile 
surfaces for quality control in textile industry. The chapter contains the 
analysis of three major textile surface appearance attributes, namely, pilling, 
wrinkling and polar fleece fabric appearance and the modeling methods for 
different textile materials with different surface features including template 
matching for pilling modeling, morphological fractal for polar fleece fabrics 
and photometric stereo for 3D wrinkling. 

Keywords: Pilling, wrinkling, polar fleece, fabric, objective evaluation, subjective 

evaluation, Gaussian function, template matching, grade rating, fractal, 
morphological fractal, modeling, photometric stereo 



15.1. Introduction 

Appearance is one of the most important attributes for the quality evaluation of 
fabrics or garments. A fabric product's acceptability might very much be 
influenced only due to the unpleasant appearance factors like pilling, wrinkle and 
hairiness. Currently, fabric appearance testing mainly relies on manual and 
subjective assessment and thus the accuracy and reliability is rather doubtful. The 
only solution to this lies in the invention of an objective evaluation system for 
textile appearance and this becomes the subject of this chapter. The system 
proposed is based on image techniques. 

Also presented in this chapter is the analysis of three major textile surface 
appearance attributes (pilling, wrinkling and polar fleece fabric), and the modeling 
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methods for each, viz. template matching for pilling, morphological fractal for 
polar fleece fabrics and photometric stereo for 3D wrinkling. 

The study of fabric appearance started from 1950s. Without exception, the 
pioneers usually captured grey images using CCD camera and processed with 
computer and image technologies. Unfortunately, this approach met great 
difficulty when assessing the patterned fabrics. Hence improvement on the fabric 
image capture is required to reduce the disturbance of fabric patterns. Laser 
scanner and structural lighting were thus adopted since they can enable the 
extraction of three-dimensional profile of fabric surface but these two approaches 
still sufferthe limitation like high cost and the low accuracy of structural lighting. 



15.2. Modeling of Fabric Pilling 

15.2.1 Introduction 

Pilling can spoil considerably the appearance of a fabric and even leads to the 
rejection of a fabric product. The generation of pilling usually begins with a 
migration of fibers to the external part of yarns so that fuzz emerges in the fabric 
surface. Due to friction, fuzz gets entangled forming pills, which remain 
suspended from fabric, by long fibers. Therefore, the formation of a pill can be 
divided into four stages: fuzz formation, entanglement, growth, and wear-off [28]. 

Traditional pilling evaluation is usually very subjective, which is based on 
rating the processed fabric samples according to the standard pilling photos. 
Apparently, the result obtained from this method is rather subjective and thus lacks 
inconsistence and accuracy. 

Image analysis technique was thus introduced and presented prominent 
improvement for the characterization and inspection of textile materials 
[5,8,9,16,17,24,27,29]. Laser-scanning technique successfully conquers the 
difficulty in identifying the pills on a patterned fabric by acquiring 3D fabric 
image. However, the scanning process of this technique slows down the process of 
data acquisition. Video camera together with effective algorithm to identify pills 
was thus introduced. Konda et al. [1] used video camera and an almost tangential 
illumination to capture the samples and Hsi et al. [9] found that diffuse light 
source is much more suitable for pilling identification than collimated lighting, so 
the influence of fabric texture can be eliminated. Wager [16] successfully used a 
derived algorithm consisting pilling area and major axis breadth/major axis length 
ratio to identify pills. Hector et al. [8]' method of identifying pilling was based on 
image analysis. And Xu [5] first introduced the concept of "template" into pilling 
identification and demonstrated a big success for the solid color fabric. 

"Template Matching" can simulate well the visual perception of human beings 
and thus was adopted in our work. The success of this method lies in the choice of 
an effective and suitable template. The work reported here involves the 
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development of a practical algorithm named "Pill Template Training", which can 
be used to generate a suitable template b. Also described is the method of applying 
"Pill Template Matching" to identify pills from common fabric texture and 
building the statistic model of grade rating system. 

15.2.2 Theory 

Figure 15.1 illustrates the procedures followed in image analysis. The whole 
flow takes about 10s. 




Figure 15.1. Flow diagram of pilling. 

Pill Template Training. The difficulty of pill detecting lies in the great variety 
of fabric structure. However, considering the fact that pills are spaced relatively 
far apart and elevated from fabric surface, this difficulty might be well overcome, 
viz. pills are much brighter than the ground of a fabric when illuminating a fabric 
obliquely. In image analysis, pills can be assumed as an elliptical or circular object 
containing a centered white circle surrounded by black pixels. A two-dimensional 
Gaussian function thus is chosen as the template for pill detection. 

Firstly, crop a typical pill image and then fit each pill image using two- 
dimensional Gaussian function. This is followed by "Pill template training", 
namely using "actual pill image" to construct the pill template. The template 
constructed this way apparently is very adaptive to fabric textures since it was 
synthesized from actual fabric image. 

Two-Dimensional Gaussian Fit Theory. One can measure a circular or 
elliptical object such as a pill in an image by fitting a two-dimensional Gaussian 
surface through the image. The equation for the two-dimensional Gaussian is 
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Z- = Ae 



jx-xof (y,-yof 
2<r/ 



(15.1) 



where A is the amplitude, {XQ,y^) the position, and (J^ and <T^ the standard 
deviations in the two directions. The equation can also he changed into 



z,.ln(z,.) 




(15.2) 




and B is an A^-by-5 matrix with ith row 

[fe,]=[z, z,.;c, z,T,. z.x,^ z.y.^] (15.6) 

The C matrix can thus be computed by Q and B , and we can recover the 
Gaussian parameters from it hy 
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and 




Xo = 




7o = 






2<t,- 




(15.7) 



(15.8) 



Only a five-by-five matrix must be inverted, regardless of N, the number of 
points used in the fit. 

Template Training. <t^ and <y ^ are the most important parameters to generate 
pill template. If cr^ = CT^ , the shape of pill template will be circular, otherwise, 
the shape will be elliptical. We also find that the values of errand CT^ have a 
negative influence on the contrast of pill template. Figure 15.2 is an actual pill 
images cropped from fabric images while Figure 15.3 shows the fitted Gaussian 
templates determined from the raw image. 



Actual PHI knag« 



8$limaled Gau$$ian Fuoclioo 





Figure 15.2. Actual pill image. Figure 15.3. Fitted gaussian template. 

Template Matching. Template matching is the process of moving the 
template over the entire image and calculating the similarity between the template 
and the covered window on the image. It is implemented through two-dimensional 
convolution, in which the value of an output pixel is computed by multiplying 
elements of two matrices and the summation of the results. One of these matrices 
represents the image itself, while the other matrix is the template. 
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If the original image and the template are denoted as f{x, y) and t(x, y) , the 
enhanced image after convolution is denoted as g{x, y) , the convolution may be 
abbreviated by: 



g{x,y) = f{x,y)°t{x,y) (15.9) 

where o is used to indicate the convolution oftwo functions. 

And discrete convolution is give by 

M N 

g(ij) = -fii-mj-n) ('5.10) 

w=l n=\ 



where M( N) is the size of the template. 

The size of the template is mainly governed by the average size of texture 
elements, so FFT technique is adopted to calculate the frequencies of wale and 
course of plain knit fabric [28]. Ideal template size according experience is 1.5 
loops, smaller or larger size might blur the pill image. 




Figurel5.4. Histogram of the filtered image and its fitting curve. 



15.2.3 Image Segmentation 

Template matching enables pill evaluation by generating an enhanced fabric 
image, in which a bright area indicates a pill. And image segmentation is the way 
to produce a binary image highlighting the pills. The success of image 
segmentation is threshold. 
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Figure 15.5. The binary image. 



Figure 15.4 illustrates the histogram of the image generated from template 
matching, in the center of which a single peak can be observed. Model the 
histogram curve with a 1-D Gaussian distribution (dashed line), xo is the position 
of peak center and a is the standard deviation of the Gaussian function, the 
threshold t can be worked out through equation: 

t = XQ+A'Cr (15.11) 

where A is a coefficient and when A =3, Figure 15.5 shows the obtained result. 

15.2.4 Feature Extraction 

In the subjective evaluation, judges tend to rate the pilling appearance of a 
fabric by comparing pill properties such as number, area (size), contrast and 
density. All these properties can be measured in the binary fabric images 
objectively using image analysis techniques. 

Number. Pill number n can be measured by counting the number of white 
objects in the binary image. Note that very small objects with area less than 4 
pixels should be considered as noise objects and thus need to be removed. 

Area (Size). Both d. , the equivalent diameter in_pixels and , the area of one 
pill, can be used to describe the size of a pill, while s is the mean area of all pills 
and S denotes the total area of all pills. 
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Contrast. Pill contrast is a measure of how much the gray level of a pill 
differs from the gray level of the base fabric in fabric image. It is calculated by the 
following expression: 



c, = 



gp-i 

gb 



( 15 . 12 ) 



where g i£, the mean gray level of pill i, is the mean gray level of 
background. C is the mean value of C,- . 

Density. Pill density is another important factor influencing pilling appearance; 
a reasonable estimator of pill density can be referred to Ref. [2, 3]. 




(5) No )jillitg 

Figurel5.6. Standard Pilling Images. 



15.2.5 Grade Rating 

Figure 15.6 shows a comparison of five standard fabric images with their binary 
images through image segmentation. It is found that pill number n, mean area 
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total area S and density D will decrease with the drop in subjectivejating, while no 
apparent correlation could be found between mean contrast C and subjective 
rating. In addition, liner regression analysis implies that total area S is the most 
important and thus chosen to build the rating formula. Also revealed is a good 
correlation between the objective grading and subjective rating which confirms the 
proposed method is quite a success. It is also found that judges are insensitive to 
the mean area of pills but more sensitive to pill number n, total area S and density 
D S.0 n, S and D are more important for subjective evaluation. 



15.3. Modeling of Polar Fleece Fabric Appearance 

15.3.1 Introduction 

Polar fleece designates a knitted fabric with very high specific volume. 
Bulkiness is the main feature of fabrics in this class, but the fibers on the surface 
of the polar fleece tend to bunch up and form regular beards on the fabric surface 
after wearing or washing. Evaluating wearing appearance of polar fleece fabrics 
objectively, quickly and reliably has become an urgent task for both the purchaser 
and the supplier to achieve quality agreement. 

Traditionally, evaluating fabric appearance still relies on subjective evaluation 
and thus lacks inconsistence, accuracy and reliability. Image analysis technique is 
thus adopted to conquer the problems. 

A new fractal analysis method named Extended Morphological Fractal Analysis 
is a good solution to evaluate polar fleece fabric appearance while Multiscale 
Fractal Vector enable the characterization of various fabric textures by collecting 
all the fractal dimensions at different scales. 

15.3.2 Theory 

Fractal Model. Fractal geometry [7] characterizes the ability of an n- 
dimensional object to fill the n+1 dimensional space where the relationship of a 
measure M with the topological dimension n, and the scale S is expressed as 

M{e)oc—,0<r<\e ( 15 . 13 ) 

e' 

where the quantity r+n (denoted by D) is called the fractal dimension or Hausdorf- 
Besicovich dimension and characterizes the degree of erratic behavior. For a real 
object, the measure M is independent of the scale £ and hence n=D. Thus, a 
fractal object can be defined as a set for which the fractal dimension is greater than 
the topological dimension. 
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Morphological Fractals. Digitized fabric image is represented as a surface 
whose height represents the gray level at each point. The surface area at different 
scales is estimated using a series of dilations and erosions of this surface. 

Mathematical morphology developed by Matheron and Serra [15] extracts the 
Impact of a particular shape on image via the concept of structuring element (SE). 
The SE encodes the primitive shape information. In a discrete approach, the shape 
is described as a set of vectors with respect to a particular point, the center. During 
morphological transformation, the center scans the whole Image and shape 
matching information is used to define the transformation. The transformed image 
is thus a function of the SE distribution in the original image. In particular, dilation 
of a set X with a SE Tis given by the expression 

X®Y = [x\Y' r\X (15.14) 

and erosion of a set X with an SE Y can be expressed as 

X©y = {x:7' c A'} (15.15) 

where Y^ indicates the translation of set Y with x . Hence the surface area of a 
compact set X with respect to a compact convex SE Y is given by: 

^ . V{dX ®£Y- dXQsY) 

5(.A^,7) = lim— (15.16) 

2s 

Where dX is the boundary of set X , © denotes the dilation of the boundary 
of set X by the SE Y scaled by a factor S , 0 denotes the erosion of the 
boundary of set X by the SE Y scaled by a factor p . V(X) gives the volume 
of set X . 

It thus can be seen that dilating by pY hides all structures smaller than pY 
and therefore Is equivalent to looking at the surface at scale p . 

If the object Is regular, the surface area will not change with £ . For a fractal 
object, S{dX ,Y ,£^ Is increasing exponentially with decreasing £ . By taking 
the logarithm, we got 

log(5(aA^, Y,£)^ log(A:) - r log(^) (15.17) 

D^2 + r (15.18) 

where K is the proportionality constant. The value of D can be estimated by 
plotting log(S(S.Y,F,£',. ) vs. log(£’. ) for a given set of scale factors p. , i 
= 1,2...N and calculating the gradient of the line that fits the plot. Fractal analysis 
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is thus adopted to evaluate polar fleece fabric appearance since surface roughness 
and particle size are the most important features for quality evaluation. 

Extended Morphological Fractal Analysis. Choose the rhombus element Y 
as the basic structuring element to perform a series of dilation and erosion 
operation on the fabric images. Figure 15.7 representations the structuring 
elements whose scale range from 6=1 to 6=7, and the area of these structuring 
elements is 5,13,25,41,61,85,113 pixels. 




f=l 6=2 6=3 6=4 6=5 6=6 6=7 



Figure 15. 7. Structuring Elements at different scales. 

The series of dilation or erosion of X by sY required for the above computation 
can be further reduced to dilation or erosion by the unit element Y by observing 
that if Xy — X ® sY or Xy = XQsY , then 

x;*' = z © (e + i)F = (^ © er) © r = a:; © r (15.19) 

or, = X@(e + 1)7 = (Z0£7)07 = Z;07 (15.20) 

The surface area of a set X at scale S can be worked out through. 

2e 

The surface area S {X ,Y, can be iteratively calculated as follows: Define 
the image X as the set of triplets 

and the structuring element 

be given as a set of triplets , T,- > z, )> i ~ 1>2, ■ • • , P}. 
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The £ th dilate f" (x, is calculated as: 

fe i^>y) = inax{/;_,(x + x. y + y,.) • z,.,/ = 1,2, ■••,?} (15.22) 

The £ th erosion f^(x,y) is calculated as: 

fl (x, y) = min{/,'_, (x + x,. y + y,. ) • z, , / = 1 , 2 , • • • , p} (1 5.23) 

Figure 15.8 shows a comparison of the images of five standard polar fleece 
fabrics after erosion and dilation operations. 



Original 



After 

Erosion 



After 

Dilation 




Figure 15.8. Image of five standard fabrics after erosion and dilation. 




Grade 1 Graclc2 Gradc3 Graded Gradc5 




The initial condition y) ■ The surface area at each step 

can be then calculated as follows: 



S{XJ,£) = 



V{XJ,£) 

l£ 

l£ 



(15.24) 
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The value of D can be estimated by plotting iog(5(x,y,f,)) vs. logk) 
for a given set of scale factors i =1,2...N and calculating the gradient of the 
line that fits the plot. The natural logarithm of the surface area S{s) versus 
natural logarithm of scale £ for fractal surface of five standard images can be 
found in Figure 15.9, which indicates that it is difficult to get a good curve fitting 
using the straight-line equations. 

The curve-fitting process was applied using only three pairs of data 
{l0g(l/f),l0g(5'(f)) } each time. This was done to highlight the variability in 
the" local slope" in the log-log data and to focus on the dimension estimates for 
different polar fleece fabrics with small, medium, and large pilling particles. Table 
1 shows the estimated fractal dimensions at different scales of five standard polar 
fleece fabric images. 




Gradel 
Grade2 
Grades 
Grade 4 
Grades 



Figure 15.9. Logarithmic plot of surface area versus scale for five standard images from 
Grade 1 to Grade 5. 

Figure 15.10 shows the correlation between fractal dimensions estimated and its 
relative scale, according to which it is evident that the real surfaces found in fabric 
images are not perfect fractal surfaces, and thus the classification of real surfaces 
cannot only depend on a single value for the fractal dimension. As a result, a new 
fractal concept is introduced named Extended Morphological Fractal Analysis. 
The principle of Extended Morphological Eractal Analysis is to treat fractal 
dimension as a function ofmeasuring scale. A fractal vector Vf, Vf = [Vf, Vj, Fj,...., 
F„] where F/, is the fractal dimension estimated at scale i, the fractal dimensions 
calculated at different scales, is thus adopted to represent the fabric textures. The 
Multiscale Fractal Vector is apparently superior to a single fractal dimension since 
it contains more texture roughness information. 
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Figure 15. JO. Correlation between fractal dimension estimated and its relative scale. 



15.3.3 Grade Classification 

The obtainment of the Multiscale Fractal Vector is the first step for objective 
fabric image assessment and this is followed by System Training accomplished 
using standard fabric images. While the grade of a fabric image is defined as the 
grade of the closest standard image in the feature space. 

To account for the closeness between one image and five grade clusters, a 
simplified Bayes distance is considered. Assumed that the features are independent 
and Gaussian and the Bayes distance provides the maximum likelihood (ML) 
classification, the likelihood function for a feature vector v belonging in fabric 
appearance grade I is 

piV^v\i=J)=f]-=l g-((v,.-,,)G 2 cVo ^,5 25) 

%1 V 2;r cr,_, 

where is the element of a feature vector, and n the total number of features. The 
grade classification is achieved by choosing the grade /, which minimizes the 
simplified Bayes distance function 
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d, 



= X[21n(7,,; +(■ 

1=1 



V,. - u 



ij n2 



<J.-, 



r] 



(15.26) 



Five fractal dimensions at different scales can be used to make up a fractal 
vector, and the Bayes distance function can be further simplified as below: 

n 

(15.27) 

(=1 



Table 15.1. Bayes distance between 5 testing specimens and 5 standard grade clusters. 



No. 


D, 


D 2 


Dj 


D 4 


Ds 


Estimated 

Grade 


Subjective 

Grade 


1 


1.041 


0.794 


0.507 


0.159 


0.003 


5 


4.5 


2 




0.076 


0.011 


0.240 


0.616 


3 


2.6 


3 




0.206 


0.271 


0.804 


1.438 


1 


2.6 


4 


■!» SB 


0.215 


0.148 




0.152 


4 


3.9 


5 


0.122 


0.050 


0.048 


mSm 


0.411 


3 


3.4 



Table 15.1 is an example illustrating a comparison between the proposed 
objective grading system and subjective grading on 5 fabric samples. Apparently, 
the generated result of Bayes Classification Method is very reliable. 



15.4. Modeling of Fabric Wrinkling 

15.4.1 Introduction 

Wrinkle is another important factor which can badly deteriorate the quality of a 
textile product. It is by nature a three-dimensional crease, forming when fabrics 
are forced to develop high levels of double curvature. The study of wrinkle 
assessment starts from the early 1950s. The traditional method of wrinkle 
assessment is also very subjective, i.e. allowing expert observers to compare fabric 
specimens with a set of six three-dimensional replica plates, and then assigning a 
grade according to their similarity. 

Many attempts have also been done to automate this characterization process 
using imaging technology[2, 12, 14, 18]. Laser probe is one way of acquiring 
surface from a fabric specimen to measure surface height variation [14,18], which 
proposes obvious physical meaning and not influenced by color and pattern. 
However, the slow point-scanning process and high costs limit its popularization 
in industrial applications. Video camera with common lighting system is another 
consideration) 12]. The advantage of video camera lies in that it can acquire good 
resolution fabric images quickly, but it also suffers the problem of high sensitivity 
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to fabric colors and patterns. Hence it is mainly used to assess fabrics without 
patterns or designs. Line laser profilometer is also a good attempt to improve the 
detecting efficiency, but its problems are that line profiles cannot replace whole 
fabric surface strictly [2] and too many fabrics are needed to produce a reliable 
result. Recently, a shape measurement method called Photometric Stereo receives 
much attention for quality control and inspection of objects in engineering and 
industrial fields [26]. The idea of photometric stereo is to vary the direction of 
incident illumination between successive images, keeping the viewing direction 
constant. This method can provide sufficient information to determine surface 
orientation at each image point. The technique is photometric because it uses the 
radiance values recorded at a single image location, in successive views, rather 
than the relative positions of displaced features. Finally, the 3-D shape of fabric 
surface is recovered from the surface normal at each image point. Photometric 
stereo is thus a reliable technique for wrinkle assessment since wrinkle 
measurement is not affected by color and pattern of fabrics. 




z 



Figure 15.11. Surface model and observation system. 

15.4.2 Theory of 3-D Surface Reconstruction 

Fabric Surface Reflectance Model. When a light ray strikes the surface of 
fabric, specular and diffuse reflections take place. These reflections are very much 
governed by surface microstructure, incident wavelength, and the direction of 
incidence [23]. However, it is acceptable to visualize most of fabrics' surface as 
Lambertian surfaces, which scatter incident light equally in all directions and 
appear equally bright from all directions. 
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According to Lambert's cosine law the intensity of an image element F 
corresponding to a Lambertian reflecting surface is given by the relationship 
I{x, y) — c{x, y)cos6 , where c(x,y) is the reflective parameter of 
corresponding surface element P and 6 the incident angle at this element. As 
shown in Figure 15.11, F, n, s, v are respectively a surface element of an object, 
normal vector of P , and vector of P , incident vector of P , and vector of sight of 
P . COS 0 can be expressed by COS 0 = n • S . Apparently that different colors or 
patterns propose different c(x,y) so the influence of color and pattern can thus be 
eliminated if c(x,y) can be calculated. 

15.4.3 Lighting System 

Four parallel light sources illuminating fabric specimens from four different 
directions with the same radiance intensity Eo are used as incident light as shown 
in Figure 15.12, in which I and w denote the length and width of the light source, a 
the illuminating angle of four parallel light sources and R/, R„„ R^ the distances 
between light source and left, middle, right parts of fabric surface separately. 
According to photometry theory [9], irradiance of one surface element P(x,y) is 

. Ecosa 

E{lC,y) = -^. (15.28) 

R {x,y) 






Figure 1 5. 1 2. Lighting System. 

R{x, y) is the distance between light source and P, which can be calculated 
from x,y easily. When p and q are the first partial derivatives of z with respect 
to X and y , the normal vector of a surface element is given as 
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n = 






(15.29) 



Figure 15.13 illustrates a visual image of each lighting vector. Supposing 4,/,,,, 
/„ /„ are image pixels of the same surface element P(x,y) captured under four 
different illuminating sources sequentially, we can get four equations as helow. 



Ie(x,y) = E^{x,y)-c(,x, y)cos0^ 
!w(x,y) = Ewix,y)-c{x,y)-cos&w 
Is{x,y) = Es{x,y)- c{x, y)cos Os 
ln(x,y) = E„{x, y) ■ c(x, y) ■ cos 6 ^ 



(15.30) 



E^{x,y) , E^(x,y) , E^{x,y) , E^{x,y) are irradiances of this surface 
element P(x,y) under four different lighting sources separately and the expressions 
of COS 6^ , cos d^,COS 9^ , cos are 



cos^^. 



sin a + cos a - p 



i 



cos = 






sin a - cos a • p 
p^ +q^ +1 



^ sm a -cos a (7 
COS0<' = — , ^ 

sin a + cos a • q' 



(15.31) 



cos 0„ 






+ 9^+1 



From the above equations, we can get the surface normal gradients p , q and 
c{x,y) hy cross multiplications and transpositions. 



P = 

9 = 

c = - 



^ e^w + 












■tga 

tga 



(15.32) 



4? 



+ q'^ +\ 



sin a + cosa ■ p 
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Figure 15.13. Four direction lighting. 




(0,1, Zi) 



(0,1, Z;) 



Figure 15.14. Surface patch and normal vectors. Approximation to surface between points 
(0,0) and ( 1 ,0) can be made by using the average tangent line if points are sufficiently close. 



15.4.4 Reconstruction 

The final step in generating the actual surface is the conversion from surface 
normal to depth information. That is, for every (x, y) point and normal vector 
N at (x, y) , a z value with respect to the image plane must he computed. 

Assuming a surface patch with known surface normal Nq , A(, , , N.^ at the 

points (0,0),(1,0),(0,1),(1,1) as shown in Figure 15.15, a starting z value at point 
(0,0) is thus either chosen or known. The task left thus becomes to choose a 
function to compute z values at the remaining three points. Considering what 
dealing with is the distance between pixels, the points (0,0) and (1,0) are thus very 
close. As a result, the curve between these points can be approximated by its 
average tangent line. Given the following normal vectors: 
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^0 =(« 0 .x>« 03 ,>« 0 z) at (0,0) 

^1 at (1,0) 

^2 =(«2.r>«2,->«2.) at (0,1) 

A^3 =(«3,t>«3:,>«3.) at (1,1) 

z at (1,0) can be expressed as 

< 2 X + Z)(z(l,0) - z(0,0)) = 0 (15.33) 

where 

« =(«o,v+«i.J/2 (15.34) 

& = («o,+”iJ/2 (15.35) 

This gives z(l,0) = z(0,0) - x{a / b) with x=l. 

Similarly, approximation along the y axis to find z at (0,1) gives 

z(0,l) = z(0,0) - y(a / b) with y=l (15.36) 

Here a = (n^^+n^y) / 2 (15.37) 

^ = («oz+«u)/2 (15.38) 

And z(l,l) can be expressed as z(l,l) = (zl(l,l) + z2(l,l)) / 2 
If z at (1,1) is known, the values of z at other three points can be computed 
along the negative x and y direction. 

The algorithm for depth conversion can start with choosing an arbitrary z 
value for the point in the center of the image, z values can thus be determined at 
all points along the x and y axis passing through this center point as shown in 
Figure 15.15 (a) z values are thus computed for the remaining points in each 
quadrant in the order as shown in Figure 15.15 (b). The reconstructed 3-D image 
of fabric sample (Grade 1) is shown in Figure 15.16. 

15.4.5 System Set-up 

The 3-D wrinkling measurement system consists of a color digital camera, one 
lighting box, a frame grabber and a personal computer. The highest resolution of 
digital camera can be 1600 pixel xl200 pixel, the parallel lighting can be 
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controlled in four directions in the special lighting hox, and the personal computer 
contains an image analysis software. 

oo*oo 

oo*oo 

• •••• ooooo 

oo#oo 

oo«oo 

(a) (b) 

Figure 15.15. Illustration of depth conversion order for surface points. 





3>D fibric sorface reconstruction 



(a) Camera Image (b) Revealed Image (c) 3-D Image of Fabric 
Figure 15.16. Fabric surface reconstruction. 



15.4.6 Feature Extraction 

Supposing a surface element is flat, its normal vector is thus (0, 0, -1). For the 
surface element of wrinkling parts in fabric surface, its absolute value of p, q will 
be larger than other regions. The distributions of p of different fabric wrinkling 
grades are shown in Figure 15.17. 

P and Q can be used to describe the wrinkling status of fabrics, where 

P = (15.39) 

1^ 1 

P(i), q(i) are the first partial derivatives of z with respect to x and y of surface 
element i and N the number of surface elements of each image. P describes the 
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wrinkling in x direction, Q the wrinkling in y direction and P+Q represents the 
wrinkling of whole fabric surface. 




(a) Grade 5 (b) Grade 1 

Figurel5.17. Distribution ofp. 



15.4.7 Grade Rating 

Table 15.2 shows examples of the proposed method together with a comparison 
with subjective evaluation, in which sample A, B differ in patterns and colors. 
Apparently, there is a high correlation between P+Q and the subjective grading 
result. Moreover, P of B1 is higher than B2, but P+Q of B1 is lower than B2, 
which implies that it is better to describe fabric wrinkling of whole surface using 
P+Q instead of P or Q. 



15.5. Summary and Conclusions 

In this chapter, we describe the modeling and analysis of fabric appearance 
using image techniques and state-of-the-art of objective evaluation of textile 
surfaces for quality control in textile industry. Analysis of three major textile 
surface appearance attributes (pilling, wrinkling and polar fleece fabric) is given 
together with a detailed explanation of the modelling methods for their objective 
assessment. The conclusions reached include: 

■ The objective assessment of fabric pilling can be successfully accomplished 
through pill templates trained from "the actual pill image" using "Pill 
Template Training" and "Pill Template Matching". However, the current 
pill template is only applicable to solid-colored fabrics. For printed fabrics 
with many colors, a new pill template is needed which contains information 
of both the pill shapes and the colors. 
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Table 15.2. Examples of objective and subjective measurements. 



Fabric Code 




P+Q 


P 


Q 


Subjective 

Grading 


Sample A 


A1 


0.035971 


0.020097 


0.015874 


5 




A2 


0.041352 


0.022775 


0.018577 


3.6 




A3 


0.044955 


0.024703 


0.020252 


3 




A4 


0.059857 


0.035655 


0.024202 


2.1 


Sample B 


B1 


0.024463 


0.012993 


0.01147 


5 




B2 


0.024621 


0.01 1665 


0.012956 


4.2 




B3 


0.028088 


0.012697 


0.015391 


4.1 




B4 


0.038737 


0.018134 


0.020603 


2.2 



■ Extended morphological fractal method can be applied to analyze the 
appearance of polar fleece fabrics since it eliminates the problem that the 
statistical features of real surfaces cannot be fully represented by a single 
value of fractal dimension. The roughness of fabric surface can be used to 
describe the fractal vector while the grading is accomplished by Bayes 
classification method. A good correlation was observed between the output 
of the proposed objective evaluation method and subjective grading result. 

■ The evaluation of fabric wrinkling is conducted using Photometric Stereo. 
Based on the 3D image extracted from four camera images taken from 
different illuminating directions, an effective feature P+Q of 3D image is 
used to describe fabric wrinkling. The results indicate a great success of the 
application of photometric stereo in objective evaluation of fabric wrinkling. 
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Abstract In this chapter, we discuss the research issues and state-of-the-art of virtual 
product presentation based on image and graphics. Through reviewing and 
comparing several online product presentation web sites embedded 3D 
visualization technology, especially the current virtual shopping malls web 
sites which integrate Virtual Reality into E-commerce, this chapter presents 
both the advantages and disadvantages of two kinds of product showing 
methods: 2D image based and 3D model based presentation method. 
Subsequently, take our EasyMall (virtual shopping mall) and EasyShow 
(virtual presentation of textile product) as showcases, the techniques for 
virtual product presentation based on image and graphics are described in 
detail. Our developing practice shows that diversified product presentation 
methods should be available in different cases. 

Keywords: Product Presentation, product customisation, virtual reality. E-commerce, 

texture mapping, texture smooth, texture morphing, intelligent sales 
assistant, image-based rendering 



16.1. Introduction 

The wide-range applications of the Internet, computer graphics, man-machine 
interface and the expressiveness of multimedia offer more and more opportunities 
for developing electronic commerce (E-commerce). E-commerce and online 
shopping applications are expected to become one of the fastest growing fields in 
the Internet market [1]. 

Nevertheless, most of the current E-commerce platforms only provide users 
simple, 2D image-based and text-based interfaces or some flash animations to 
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access the products. Such kind of tedious environment neither provides users the 
same shopping experience as they may get in an actual store or shopping mall, nor 
allows them to customize some personalized products which meet their tasty. 
Furthermore, it also fails to make consumers enjoy fun and evoke an appetite for 
purchasing something. 

As a result, the functions of most commerce websites for production 
presentation and customization are impaired somewhat. Practically they just play a 
role of introducing products by indicating their apparent properties, such as the 
color, size, appearance, etc. 

16.1.1 Motivation 

Virtual Reality (VR) is a new and attractive human-computer interactive 
interface technology, which is becoming one of the hottest research and 
development areas in computer industry today. VR technology is being applied in 
wide domains and touching on many new fields. Also, VR offers a high potential 
for product presentation: instead of regarding flat, static pictures, configurable and 
animated 3D models embedded in entertaining environments provide a new way 
of product presentation. How to emerge VR technology in building the E- 
commerce platform, so as to exhibit products effectively and provide customers 
powerful function of customizing products conveniently is an important problem 
to solve. In the same time, we have to agree on that there are still many advantages 
of using 2D images to represent and customize products, especially in some 
special cases. 

Regarding our current developing work related to this field, we have developed 
EasyShow system for virtual presentation of textile products, which is based 
mainly on images. In addition, we implemented a virtual mall system (called 
EasyMall), integrating product presentation and customization function. In 
EasyMall, we focus on analyzing the usage of 3D model for setting up the virtual 
purchase environment. 

16.1.2 Organization of This Chapter 

The remainder of the chapter is organized as follows. In Section 16.2, work 
related to this research is first reviewed and compared. And both the advantages 
and disadvantages of two kinds of product exhibition methods: 2D image based 
and 3D model based presentation methods are discussed. 

In Section 16.3, we present EasyShow, a virtual product presentation system for 
textile product. And detailed techniques for image-based product presentation are 
discussed. 

In Section 16.4, with our EasyMall as a showcase, the architecture of the 
system and the development technologies, especially the graphics-based 
presentation methods are analysed. Einally, based on our practice and current 
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website situation, we discuss how to improve the online service quality to lead to 
more bargains through the variable, convenient and realistic product presentation 
methods. 

16.2. Related Work 

E-Commerce involves individuals as well as companies engaging in a variety of 
electronic business transactions using computer and telecommunication networks. 
Traditionally, the definition of E-Commerce focused on Electronic Data 
Interchange (EDI) as the primary means of conducting business electronically 
between companies which have pre-established contractual relationship. Recently, 
however, due to the WWW's surge in popularity and the acceptance of the Internet 
as a viable transport mechanism for business information, the definition of E- 
Commerce has been broadened to encompass business conducted over the Internet 
and includes individuals and companies not previously known to each other [2]. 

The first researchers, Hoffman proposed a framework for examining the 
commercial development of the Web in 1995[3]. After that. E-commerce has been 
developed rapidly. Erom the studies of the usability of current E-commerce sites, it 
is a general problem that buyers fail to find what they are looking for, or abandon 
the purchase even through they have found the product [4]. Most reports suggest 
that promoters are disappointed with the current level of online sales [5]. 
Nevertheless, E-commerce is undoubtedly the best media and tool for presenting 
product online. 

However, the aim of online presentation is not only for exhibiting product, but 
for increasing the purchase rate by letting the customer know products in more 
detail. Therefore, one of the challenges of E-commerce is the design on web sites 
which effectively present products and are convenient and enjoyable for buyers to 
use. 

16.2.1 VR and Interactive Virtual Experience 

VR was defined originally as a technological advance of that involves human 
senses (e.g., vision, hearing, touch) through input and output devices. As Heim 
pointed out, VR has "three I's" - immersion, interactivity, and information 
intensity [6]. Immersion is usually achieved through a head mounted display 
(HMD) or a CAVE environment [7]. A desktop virtual reality usually is equipped 
with stereoscopic glasses and maneuvering device (e.g., data glove, joy stick or 
space mouse). Currently, VR devices are still not very popular because of its 
expensive price. And most of them are used in some research universities and 
military departments. However, the immersive feeling also can be produced only if 
the object is expressed with the simple Virtual Reality Modeling Language 
(VRML). 
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Interactivity makes it possible that human feel the virtual experience just like 
the actual direct experience to objects or an environment. Lundh defined such an 
experience as an event or process that can occur spontaneously or voluntarily 
within everyday situations but always involve the internal awareness of something 
taking place [8]. 

Biocca et al [9] defined two conventional types of experience when consumers 
evaluate products: direct experience (for example, product trial) and indirect 
experience (for example, looking at product brochure). A direct product 
experience involves all the senses including 'visual, auditory, taste-smell, haptic 
(touch sense) and orienting' [10]. The virtual experience was defined as 
"psychological and emotional states that consumers undergo while interacting with 
products in a 3-D environment" [9]. Interactivity makes the virtual environment be 
capable of providing human different feedbacks in response to different actions 
performed by them. 

In most cases, virtual experience derived from interactive media such as 3-D 
virtual environments is richer than indirect experience obtained from traditional 
advertising or others. With the vivid and media-richen interactivity, many 3-D 
virtual products and shopping malls are not just a representation of physical 
products and malls; instead they are simulations ofthe consumption experience. 

16.2.2 Integrating E-commerce with VR 

Studies on VR interfaces emerged into E-commerce sites began appearing on 
the Internet several years ago. Matsushita uses VR for product presentation in his 
Virtual Kitchen project [11], a retail application set up in Japan to help people 
choose appliances and furnishings for the rather small kitchen apartment spaces in 
Tokyo. Users bring their architectural plans to the Matsushita store, and a virtual 
copy of their home kitchen is programmed into the computer system. 

In 1994, Fraunhofer lAO and the British software company Division presented 
the Cooperative-Interactive Application Tool (CIA-Tool) which consists of a VR 
based system for immersive placement and surface adjustment of interior design 
objects in offices [12]. 

In 1997 at the lAA motorshow in Frankfurt, Germany, Mercedes-Benz 
introduced the "Virtual Car" Simulator to display its A-class model. This 
simulator allows users to hold a screen in their hands to make selections for 
colours etc. The Virtual Design Exhibition was presented in [13], which founded 
by Fraunhofer lAO in collaboration with the Milanese Design and Architecture 
bureau Studio De Lucchi. The goal of the project was to offer a new way of 
presenting products of interior design furniture manufacturers. The Virtual Design 
Exhibition consists of an exhibition part and of a set of tools for interactive 
product configuration. However, according to statements presented in [14] 
immersive VR applications still lack an easy-to-use interface. Currently, there are 
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many existing 3D virtual shopping malls. Let's review several typical ones in the 
following section. 




(a) Marcus Kaar’s VSM, German 



(b) VR-Shop 



Figure 16.1. Snapshots of several existing 3D virtual shopping malls. 



Virtual Shopping Mall (VSM), as a prototype system, allows users to choose 
their own figures from several simple avatars during navigation [15], shown in 
Figure 16.1 (a). It just like VNet, realizes a shared virtual environment based on 
VRML and Java. Before connecting to the server the user has to specify his name 
and select a custom or one of the built-in avatars. The function is very like the 
former one. After the user connects to the server, he is able to chat with other users, 
to move around in virtual space and to watch the avatars of other users. 

VR-Shop[16], as ademo installation ofavirtual shopping environment within a 
3D online community, is based on Blaxxun VRML multi-user technology and is 
capable of providing advanced visualizations in return for a rather lengthy plug-in 
download, shown in Figure 16.1 (b). VR-Shop enables companies to offer a 
complete and efficient service solution for their customers for a faster and better 
way to communicate and enter the marketplace. 

From Figure 16.2 (a), we can see a snapshot of Active Worlds, an excite net of 
interlinked, three-dimensional virtual environments. Unlike other similar systems. 
Active Worlds provides toolkits to build interactive virtual community. @mart in 
Active Worlds is an exemplary world which shows how the toolkit can be used to 
build a 3D virtual shopping mall. Users can get 2D information on objects by 
clicking them [17]. Based on the project of ATLAS, CDSN Lab, Information and 
Communications Univ., Korea, developed a 3D shared virtual shopping mall [18]. 
The main goal of this project is to design and implement a scalable network 
framework for large distributed virtual environments. A screen capture is shown in 
Figure 16.2 (b). 

The Agent-aided Collaborative Virtual Environment (CVE) over HLA/RTI was 
presented by MCRLab, Univ. of Ottawa[19]. Figure 16.2 (c) shows a snapshot of 
Client's View of the running application. Their CVE for E-commerce bridges the 
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gap between the Industrial Training and E-commerce. It provides the user with a 
much enjoyable experience while shopping online. Under their virtual 
environment, the users, represented by avatars, can join a Virtual World and then 
manipulate and interact with the objects as in the real world. 




(a) Active Worlds (b) CDSN Lab’s VSM, Korea 




(c) MCRLab’s CVE, Canada 

Figure 16.2. Snapshots of several existing 3D virtual shopping malls (continued). 

At VR Lab, POSTECH, Korea, researchers developed an OpenGL-based 
customization and presentation system for hand phone (called PhoneShow), 
integrating virtual human into product presentation [20,21]. Users can customize 
each component, the position, the texture color, the model style etc. Eigure 16.3 (a) 
shows the screenshot of the user getting the hand phone from Cally, an assistant 
Avatar for exhibition. In Eigure 16.3 (b), user rotates, manipulates the phone with 
'his own hand' after getting it. Thus, it makes the product to be embedded in a 
lively environment. 

In addition, some other web sites on the Internet are also making attempts at 
providing users with 3D user interfaces (Examples are Cybertown Shopping Mall 
at www.cybertown.com, Eluxury online shopping site at www.eluxury.com, EAO 
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Schwarz virtual playroom at http://www.fao.com), allowing them to explore a VR 
representation of the store. 




(a) The user getting the phone from Cally. (b) The user manipulates the phone. 
figure 16.3. Snapshots of PhoneShow system. 



16.2.3 Product Presentation Methods 

Broadly speaking, there are only two kinds of presentation methods: 2D image 
based presentation method and 3D model based presentation method. Then one 
question is which kind of method would be better to present product in E- 
commerce? 

Integrating VR into E-commerce, the world of E-commerce is entering a new 
realm previously 'thought impossible' [22]. Since most products are 3D objects 
that are experienced with the senses, the use of dynamic and compelling 3D 
visualization in E-commerce is increasing as companies seek to give users an 
innovative experience of the product. A 3D model can offer varying degrees of 
viewing, but a standard 2D image can only appeal to the visual sense. 3D model 
based method to represent products enables consumers to 'interact' with products 
on the Internet rather than just look at them. 

However, a different view is that of Neilson [23], he states 2D is better than 3D, 
and virtual shopping malls are just a gimmick. In [24], Hurst also pointes out that 
the '3D product sites are implementing a feature just because they can. He 
expands on this to say that online shoppers do not need high-tech gadgetry and 
that it simply complicated matters. Today, the use of 2D image based method to 
represent products in E-commerce is still commonplace. Thousands of E- 
commerce sites have used this method to represent their products to consumers. 
There are still many advantages of using 2D images to represent products. Among 
them, cost is an important factor as it is relatively cheap to obtain a picture of a 
product with a digital camera, which is available everywhere 
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Regarding of the present situation, it seems that we can not distinguish which 
kind of presentation method is better. Both of these two kinds of presentation 
methods are important and valuable. In different cases, we need different methods 
to present different kinds of products. 



16.3. Image-based Virtual Presentation of Products 

EasyShow is an image based presentation and customisation system for bed 
clothing and apparel. It employs the 2D image based presentation method. As to 
the customisation, the product matching is mainly considered, including the colour 
matching, the texture matching, the style matching etc. For example, when a 
consumer chooses a shirt, he may want to choose a piece of tie to match his shirt. 
Another case, after a consumer chooses the style of his bedspread, he may want to 
check the showing effect of different textures, different material, also, to make 
sure if it matches his bed. 

In order to produce the 3D effect, firstly we need to pre-process the ordinary 
picture of cloth, including adjusting colour, light, etc. Secondly, we provide the 
interactive interface, the guiding tools, to help user select the region the texture 
should be attached, where the Snake technique is applied. Thirdly, the system 
offers variable degrees of depth through texture deformation (e.g. regular 
disturbing, regular shade), joint and smooth transition, offers the pleat vision 
through the fusion of colour and light. In addition, different light models for 
different kinds of material, the cotton, the silk, the leather, are considered. 

As we know, textile emulation in visual presentation is a difficult problem for 
many years, therefore the experts domestic and aboard have focused on this 
technique for long time. There are many algorithms presented until now. But most 
of these algorithms have to construct textile models. For example, the algorithm 
presented by Weil constructs a textile model with droop feeling through geometry 
calculation [25]. Terzopoulos et al. presented a textile model in 1987[26-28]. The 
model simulated the behavior of textile through a differential equation based on 
the elasticity theory. 

A numerical code has been developed to model the complex behavior of woven 
fabric panels subjected to ballistic impact by Roylance et al in 1995[29]. Chen et 
al. presented an energy method to construct textile model [30]. It is more difficult 
to use these algorithms in the textile visual presentation. First it takes long time to 
build the result image. For instance, for the result image created by the 30x30 
grid, Chen's energy algorithm needs 10 to 15 minutes. Second, the feature of the 
textile is indispensable to textile modeling. Moreover, the modeling step takes a 
long time and needs participation of experts. 
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Wang et al simulated the presentation by building a grid in the target area and 
adjusted the texture coordinates of grid vertexes by their lightness. But this 
algorithm is only suitable for the garment simulation [31]. 

To address this technical problem, we design a method based on image 
processing to simulate the realistic textile, achieve the realistic effects of the textile 
according to a new texture morphing method. This method is integrated into 
EasyShow system, and it is real-time, and is very suitable for the visual textile 
presentation of E-commerce. 

16.3.1 Algorithm Overview 

Here we give some definitions before introducing the algorithm. 

Definition 16.1. The U (V) texture vector of a surface is the direction 
through which the horizontal (vertical) line in the texture image is mapped. The 
angle of the texture vector is between (-ir, tt). And the surface is called as texture 
block. 

Definition 16.2. The connected texture region includes some texture 
blocks connected with each other. They must have a same texture vector, the base 
texture vector. And the vector is close to the direction of common borders (the 
difference between them is smaller than a given threshold). If the U (V) texture 
vector is the base vector, it calls V (U) connected texture region. We call two 
blocks U (V) connected when they are in the same U (V) connected region and 
connect with each other. 

Definition 16.3. The adjacent connected texture regions: if there are two 
blocks belong to two U (V) connected regions, Ri, R 2 , respectively and these 
blocks are V{U) connected, we say that l?iand /Jjare adjacent. 

The new algorithm can be described as several step. 

The first step of the algorithm is to divide the target area into several texture 
blocks. The second step is texture morphing. After that, a texture connection step 
is necessary to ensure the continuity of the texture. When the texture is mapped, an 
adjustment to the depth of field is used to achieve more realistic feeling. 

16.3.2 Texture Morphing 

Texture morphing is to recalculate the texture coordinates of the frame vertexes 
of a texture block to satisfy the following condition: for each two pixels in the 
block, if they are on a line parallel to the U (V) texture vector, they have the same 
y (x) texture coordinate. The depth of field should also be considered. According 
to the optic theory, the near object looks bigger while the object far away looks 
smaller. 
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For these reasons the axes projection method is used to calculate texture 
coordinates. For a pixel A in a texture block, which world coordinate is (x, y), the 
angles of the block's U, V texture vectors are 8^, its texture coordinate {tx, ty) is 
calculated as Eq. (16.1) and (16.2). The result looks as Figure 16.4 shows. 



ty = 



y - tan (6u) x x 
tan (dC) - tan {6,,') 
< - tan (6*v) X X 

tan (Ou') X X - y 
tan (0v) - tan (Q,l) 



-\/l + tan {OvY 



Vl + tan {e.f 



9v 6 (O, 7t/2) 
B. = njl 
6^ e {n j2 



(16.1) 



tx 



y - tan {0,) x x 
tan {Q,i) - tan (^v) 



-y/l + tan {9u)^ 



• X X i/l + tan (Buy 
tan (^v) X X - y 
tan (B„) - tan (Bv) 



VlVtanT^ 



Bu 6 [0,7r/2),By^ Kj2 

Bh = n j2 

B„ e (- 7T /2,0), By ^ nl2 

(16.2) 



16.3.3 Smoothing Operation 

Because of the flexible feature of textile materials, our algorithm can provide 
smoothing effects for the textile presentation. The texture smoothing operation is 
necessary for the adjacent blocks when the angle between their non-base texture 
vectors is larger than a given threshold. 






After texture morphing 
Texture morphing. 

Definition 16.4. As Figure 16.5 shows, AB is the common border between 
B\ and B-i. B and l\ are the base dot and base line of AB on B\. Here is parallel 
with the V{U) vector of B] and has a distance value 5 from B. The area between /, 




The original image 

Figure 16.4. 
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and AB is divided into some polygons, which called the smoothing polygons of 
AB on 5|. 





(a) Parallel 



(b) Not parallel 



figure 1 6. 5. Illustration of The base line. 



The smoothing polygons are used to smooth the texture effect. For a texture 
block, if one of its common borders needs to be smoothed, construct smoothing 
polygons and adjust texture coordinates. The texture image is mapped upon the 
block, and then the smoothing polygons. 

Definition 16.5. As Figure 16.6 shows, A is the base dot, Ai’C-dz’) is on the 
base line of B^iBi). AA\{AAi) is parallel with the non-base texture vector of 
BMAdA^' is the smoothing vector of B\ and Bi when the angle between AA | ’ 
and AA 2 ’ is smaller then a given threshold (Figure 16.6 (a)). Otherwise, OA\’ is the 
smoothing vector of^i and.42’0 is the smoothing vector of 52 (Figure 16.6 (b)). 0 
is the middle point of AM. 

Here we use z/j related to AB to adjust the texture coordinate of the vertexes on 
smooth polygons, which is calculated as Eq. (16.3), here / is a vertex of smooth 
polygons. 




Figure 16.6. Smooth vector. 
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Here, is the original texture coordinate of the vertex K, y is the y texture 
coordinate of I, 



doi = 



0 

8a 



\yA-ya 



X 5b 



/■ = 1,2 

/ = 4,5 and yA = ys 
i = 4,5 and yA ya 



(16.4) 



6a, 6b are basic adjust values of A,B, which are calculated as Eq. (16.5). 



5 



cos(6i-0) ■ 

sin {0\-9) 
Xm{6\'-6) 
sin(0 -0i) 
tan(0 -9\') 

cos{9 -9\)~ 



sin (6*1-0) 
tan(0i'-0) 



c |^1 



■cos (01-0) x|0’| 



-cos(0 -0i) 

sin (0 - 0i) 
tan(0 -0i’) 



= 1^1 



Figure 16.7 (a) 

Figure 16.7 (b) (16.5) 

Figure 16.7 (c) 

Figure 16.7(d) 



where d, 6\, d\ are angles of base texture vector, non-base texture vector and 
smooth vector respectively. 5’ is the difference between texture coordinates of the 
base dot and dots on the base line. And we have: 

^ X (max(fyi) - min((y2)) if Ki x (max((yi) - min(ty2)) < Kcxky 
[Kcxky else 



(16.6) 
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I-:, II II 




(a) (b) 



(c) (d) 



Figure 16. 7, Cases for common borders: (a) at the top of the block; (b) at the foot of the 
block; (c) at left and (d) at right. 

It is the projection of 5 (as Definition 4 shows) in the texture space. 



S = 




( 16 . 7 ) 



where A'c and A'j are constant values, which are 8.0 and 0.05. In Eq. (16.8), ty^ 
stands for the y texture coordinate of a vertex of B\ and (yj represents y texture 
coordinate of a vertex ofi? 2 . Let M, N are the vertexes which y texture coordinates 
are the greatest and smallest among the vertexes of the block, z// is the distance of 
V texture vector between the lines that are parallel with U texture vector and pass 
through M and N. 



ky 



max (O' i) - min {ty i) 
A/ 



( 16 . 8 ) 



Then calculate the new texture coordinate as y'=y+ For D\AD^M, anther 
adjust value is necessary, because the smooth polygon is related to another 
common border AC. New texture coordinate isj;’=x'+^i’. 

Texture distortion often happens at the area where two surfaces of the target 
object are connected. Therefore there will be such a case that the common border 
is not parallel with the base texture vector. Then special processing is required 
(See Figure 16.5 (b)). 

16.3.4 Experimental Results of EasyShow 

The EasyShow system presented above is implemented under MS Window2000, 
VC++ 6.0, PIII800, 128M memory. Some experimental results are showed. In 
Figure 16.8, simulations of garment are presented. The direction and shape of the 
texture pattern are fitted to the contorted cloth. In Figure 16.9, a beautiful bed 
cover is presented on which the texture pattern is natural and smoothed. It should 
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be noted that in black-while printing, the results will not be as good as with colour 
printing. 






The original 
image 




The texture 
image 




The result image 




The original 
image 




The texture The result image 

image 




Figure 1 6. 8. Snapshots of EasyShow system. 







Figure 16.9. Snapshots of EasyShow system (continued). 



16.4. Graphics-based Virtual Presentation of Products 

Based on the standard of VRML 2.0, ActiveX controller and some other E- 
commerce related techniques, we implemet our virtual shopping mall EasyMall. 
EasyMall supports multi-user interaction and manipulation, leverages existing E- 
commerce solutions through an immersive 3D environment based on VRML and 
Java. 
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One of our goals for developing EasyMall is to make it easier for consumers to 
experience virtual shopping and, as such, to make our virtual store more natural 
and consistent with the shopper's previous physical experience through providing 
intelligent guide service. Another goal is to offer a customizable platform to 
change the attributes of products, such as shape, style, color, size, etc to satisfy 
consumers' personality requirements. 

16.4.1 Overview of EasyMall 

In EasyMall, both two kinds of presentation methods mentioned above are used. 
As to the structure of the mall, we employ the 3D model based presentation 
method. It could be said that 3D visualized environment can bring a whole new 
dimension to the way people learn and purchase products online. Thus, consumers 
can virtually 'interact' with products in EasyMall. Also, in order to let user test 
some simple manipulation functions of product, we also apply 3D model based 
presentation method. However, as to the main aim of matching effect, such as the 
fashion match, the clothing match, etc, in this case, it might be better to provide 
2D images instead of or in addition to a 3D model (as it is done in EasyShow 
system). 

The EasyMall consists of four modules for different classes of products, the 
presentation and customization module for furniture used at home or office [32], 
the presentation and customization module for ceramic products, which are 
commonly used in everyday life [33], the presentation and customization module 
for kitchen product, and the presentation and customization module for electrical 
apparatus. 

The technologies we explored and employed in our EasyMall are described 
briefly as the following four levels of implementation: 

■ Basic VRML modeling and behavior; 

■ VRML communication to Java through Script Node; 

■ VRML communication to Java applets through EAI; 

■ JSP to support input, saving, and processing of forms, new world files and 
file uploads. 

In addition, we apply VNET+ to ensure the data share of our Agent guiding 
system. The EasyMall system which is based on multi-server, employs Blaxxun 
to realize the interaction between customer and virtual environment. The system 
includes a web server which maintains customer information, user avatar server 
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and agent data server. The EasyMall 
representation. 



: '• I 




Figure J6.10. Avatar guiding in EasyMall. 



mainly employs VRML for scene 




Figure 16.11. Recommended T-shirls. 



Figure 16.10 shows that a shopping assistant was guiding the customer enter 
EasyMall. There is a guiding marker beside the elevator, and the customer may 
arrive at the corresponding floor on which the category of products is located 
through pushing the button. Figure 16.11 shows that the customer got a group of 
T-shirts recommended by the shopping assistant in the apparel presentation hall. 
The presentation is based on the image (photo) of the shirts. The recommended 
items are based on the consumer's personal information, the purchase action as 
well as the interactive communication between the consumer and the seller. Then 
the customer can inspect them through rotating, zooming and manipulating them 
one by one through popping up another window. Therefore, they may perform the 
whole purchase process, such as look into the detailed attribute of products, place 
orders, decide the paying method, etc. Nevertheless, a consumer may, instead of 
navigating through the virtual shopping mall, perform an intelligent search of an 
item based, on parameters such as price, color texture, etc. to save his purchase 
time. 



16.4.2 Example on Virtual Presentation and Customisation 

The system also supports the function of virtual presentation and customisation 
based on 3D models. In the system, client side can recall the template house 
designed in advance, and the customer can choose or change the material and 
dimension of the home-used product according to their requirement. This is 
implemented in the server side by selecting the corresponding texture from four 
texture libraries and putting it onto the chosen home product. 

In this example there are two kinds of navigation modes which are controlled 
by command buttons and by keyboard. Both modes can attain the same purpose of 
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navigation. When customer browses the virtual rooms on the web, he can navigate, 
rotate, browse and purchase as much as he like, which is controlled by buttons on 
the interface of the system or keyboard according to his own operation habit. For 
example, navigation mode includes go ahead, return back, left forward, right 
forward etc. Rotation mode includes turn left and turn right with any angle. 
Browse mode includes look closely, look up and look down. Thus, customer can 
get a whole aspect, many-sided information of the product by observing from 
different angles. 

To illustrate the functions of our EasyMall, we describe an example for virtual 
presentation and customisation of facilities in a virtual kitchen. The customer can 
choose or change the material and dimension of the home-used product according 
to their requirements (as shown in Figure 16.12 (b), the original scene is shown in 
Figure 16.12 (a)). 

The customer also can make use of this system to rearrange home-used product 
in 3D scene by the function of rotating, moving and deleting the model. The 
system can judge whether it intervenes with entity around according to the 
constraint and arrange the virtual product logically, as shown in Figure 16.12 (c). 
Manufacturers and businessmen can publish the virtual scene on web, and 
customers can browse the 3D effect of home product, navigate and customize in 
the 3D scene, as shown in Figure 16.12 (d). 

It should also be noted that, if the images in Figure 16.12 are printed in black- 
white other than colour, then the texture replacement effect may not be very 
noticeable. The reason is that for some colours, the printing in black- white is very 
similar. This is also the same reason or Figure 16.8 and Figure 16.9. 



16.5. Summary and Conclusions 

In this chapter, we review the research and develop works related to online 
product presentation and customisation, especially the development of virtual 
shopping mall. It shows that integrating E-commerce with VR may give the 
consumer virtual experience and benefit to lead to a bargain. However, there are 
still some disadvantages using 3D model based product presentation method even 
though 2D image based presentation method is limited. 

With the Easy-Show for presenting and customizing textile products, the 2D 
image based method is mainly applied, and In our EasyMall, we employ the mixed 
presentation method (most are 3D model-based, and some are image-based). A 
possible future work is to integrate the functions of the EasyShow into EasyMall. 

According to [22], there is over 40% of buying attempts failed in the shopping 
web site embedded with 3D visualization technology. However, we cannot draw a 
conclusion that some presentation method does not work. There are many research 
organizations are engaging in the related work to overcome current difficulties. 
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For instance, the company ofVR Interactive is setting out with the goal of making 
the power of VR web presentation more readily accessible to web developers and 
e-tailors. 




(a) Original scene 
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(c) Interact with scene 
(a table is deleted). 



(b) Texture of the window frame is 
changed 




(d) Navigate in the room. 



Figure 16. 12. Experimental result of EasyMall. 
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Abstract Modeling complex objects/environments represents an important task of com- 
puter graphics and poses substantial difficulties to traditional synthetic modeling 
approaches. Today's 3D imaging technologies provide an attractive alternative. 
In this chapter we give an introduction to 3D imaging. We outline the various 
steps of the whole modeling process and describe the techniques available. Also, 
applications are discussed to highlight the usefulness of these technologies. 

Keywords: Range sensor, active stereo vision, time-of-flight, triangulation, registration, ICP, 

reconstruction, a-shapes, power crust, radial basis function, view planning, ge- 
ometry processing 

17.1. Introduction 

Traditionally, computer graphics and computer vision have been considered 
to be at opposite ends of the spectrum. While the graphics field considers 
the visualization of models, the vision field involves the processing of sensor 
data for the purpose of image understanding. From today's point of view, 
however, this strict dichotomy is becoming less accurate. Computer graphics 
and computer vision are coming closer and their interaction starts to produce 
interesting results. 3D imaging represents such an example. 

The computational power of current even inexpensive personal computers 
enables to display complex simulations of the reality. This facility unavoidably 
leads to the need of modeling realistic contents, ranging from complex real- 
world objects to entire environments, which is beyond the level achievable by 
the synthetic modeling approaches of computer graphics. At this place, 3D 
imaging techniques provide an alternative and have already demonstrated their 
potential in several application fields. 
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The dream 3D imaging equipment would allow one to place it in front of 
the object/environment of interest, press a key, and have a complete digital 3D 
description of that object/environment in short time. The reality is that the 
model building process consists of a number of distinct steps, some of which 
may not be fully automatic and need human interaction. The modeling of 
large-scale complex objects/environments is still faced with time-consuming 
data acquisition and non-trivial processing of the acquired data. 

The main steps of the model building process are: 

■ 3D sensor calibration: Determination ofinternal and external parameters 
of the 3D sensor in use. 

■ Data acquisition: The object/environment of interest is imaged. Typ- 
ically, a number of 3D images are acquired at different viewpoints in 
order to capture the complete geometry. 

■ Data fusion: The different views are merged within a single coordinate 
frame. 

■ Model generation: A model representation is generated from the fused 
3D data. 

This chapter gives an introduction to the involved techniques and algorithms. 
We start with a description of 3D imaging principles, followed by a short re- 
view of 3D sensors on the market and in research labs. Then, data fusion, 
model generation, and some other related issues are discussed. Finally, we 
highlight several applications of 3D imaging to show the success of this model- 
ing technique already achieved in various fields and its huge potential for future 
applications. 



17.2. 3D Imaging Principles 

A range sensor is any device that senses 3D positions on an object's surface. 
The sensing output may be either structured or unstructured. In a structured 
manner a range image contains a grid of 3D points on the sensed surface, 
expressed typically in either Cartesian coordinates or cylindrical coordinates. 
On the other hand, unstructured range data give us a collection (cloud) of 3D 
points on the surface. The main difference between these two sensor output 
forms is that a range image explicitly provides the connectivity of the points 
while this information is (at least initially) unknown in a point cloud. The 
connectivity information is essential for topology reconstruction of the sensed 
surfaces. 

Of limited use are touch-based range sensors which allow a pointwise manual 
probing of objects. The output is a point cloud. In this case the data acquisition 
is extremely painstaking and thus only suitable for simple objects. 
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Image-based ranging techniques make use of a wide spectrum of principles 
which can be categorized by means of several criterion. The most popular 
categorization is that into passive and active methods. Passive ranging totally 
relies on ambient lighting conditions and does not impose any artificial energy 
sources upon the environment. These methodologies usually have strong corre- 
lates with human visual functionality. Examples are stereo vision and the class 
of shape-from-X techniques (shading, focus, texture, contour, motion, etc.). 
The hook [22] is a good source for this category of approaches. Despite of the 
recent advances in this area, in particular stereo vision, passive sensors have not 
been widely used for 3D modeling due to accuracy reason and some other tech- 
nical limitations. Stereo vision, for instance, requires sufficient texture details 
on the objects and have often trouble with statues, industrial parts, building, 
etc. Most shape-from-X approaches are currently still not mature enough to be 
applied for complex real-world tasks. 

By contrast, active methods impose energy sources (light, near light, ultra- 
sonic, etc.). The controlled nature of these artificial energy sources alleviates 
the main problems encountered in passive approaches. As a result, there exists 
today, besides various active sensors built in research labs, a vivid commercial 
market for active sensors, ranging from relatively low-cost to high-end prod- 
ucts. These sensors are also those mostly used in 3D modeling tasks. In the 
rest of this section we briefly outline three most important active ranging princi- 
ples: active stereo vision, time-of-flight, and triangulation. In the next section 
concrete active sensors based on these principles are discussed. 

17.2.1 Active Stereo Vision 

The main difficulties with (passive) stereo vision are lacking texture details 
and the correspondence analysis. The first problem can be alleviated by artifi- 
cially projecting some pattern onto the scene. The pattern should be designed 
to deliver sufficient and well distinguishable features for the correspondence 
analysis. Figure 17.1 (from [24]) shows a cat statue imaged this way. Due to the 
homogeneous surfaces passive stereo approaches encounter many ambiguities 
while the active stereo is able to resolve them by projecting a color pattern. 
Note that given sufficient texture details the correspondence analysis remains 
to be solved. 

Actually, the correspondence analysis can be made trivial by local pattern 
projection. In the extreme case only one light beam is projected to highlight 
a single point on the object surface. The highlighted point provides a visible 
feature for the stereo cameras and no correspondence analysis is necessary. A 
two-dimensional sweeping ofthe light beam then samples the entire scene. This 
simple approach can be easily extended to projecting a light plane for capturing 
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Figure 1 7. 1. Active stereo: a cat statue (left), projection of a color pattern (middle), and the 
resulting point cloud. 



much more 3D point a time. In this case only a one-dimensional sweeping of 
the light plane is needed. 

17.2.2 Time-of-flight 

Time-of-flight (TOF) is based on the same principle as radar. Any TOF 
sensor contains an emitter which sends out light signals and a receiver which 
receives the signal reflected from the targeted object surface. The distance is 
measured by determining the time t from sending to receiving the light signals. 
A scanning mechanism is needed to capture the entire scene. 

Dependent of how to measure the time t there exist two basic types of TOF 
sensors. With pulse modulation techniques, pulsed light signals are sent out and 
t is measured directly. Then, the distance from source to target is computed by 
ci/2, where c is the signal transmission speed. In continuous wave modulation, 
by contrast, the light signal is amplitude-modulated. It is now the phase differ- 
ence between the transmitted signal and the received signal which is measured 
and related to the distance. An alternative here is to use frequency-modulation 
instead of amplitude-modulation. 

TOF sensors need sophisticated instrumentation and as a result, they tend to 
be expensive and belong to the high-end segment of commercial products. 

17.2.3 Active Triangulation 

Triangulation is certainly the oldest method for measuring range to remote 
targets and is also today the most common one. The typical setup of an active 
triangulation sensor consists of a camera and a light projector. The various 
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subclasses are categorized by means of the sort of light projection: light beam, 
light plane, and structured light. 

Light Beam. Here a single light beam is projected onto the scene and 
the highlighted object point is observed in the camera image. Obviously, the 
highlighted object point must be on the light beam itself. In addition it must 
also be on the line defined by its observed image position and the projection 
center of the camera. The intersection of these two lines gives the 3D position. 
Note that it is the task of calibration to determined the camera and light beam 
geometry which are the fundamental ofthe 3D position computation. To capture 
the entire scene a scanning mechanism is needed to generate a large number of 
light beams. 

Light Plane. Like in active stereo vision, the light beam approach can be 
easily extended to light plane projection for higher data acquisition speed. In 
this case a light plane is projected onto the scene to produce a highlighted stripe. 
Then, the 3D position of each point on the highlighted stripe is determined by 
intersecting the light plane with the line defined by the projection center of the 
camera and the image position of that point. To capture the object one may 
sweep the light line. Alternatively, the object may be placed on a turntable for 
translational or rotational movements. 

Structured Light. The main drawback of light plane proj ection is the lacking 

efficiency of data acquisition. Structured light approaches intend to reduce the 
number of projections, in the best case to a single projection. The most popular 
technique of this class is that of binary-encoded pattern. Rather than project 
n light planes and process n images it is possible to generate n light planes 
by projecting only n log 2 n 2D patterns. In all structured light methods the 
most crucial issue is the design of the projection pattem(s) such that for each 
image pixel there is a way to know the identity (i.e. geometry) of the light 
source highlighting the corresponding 3D point on the object surface and the 
the triangulation can be done. 

Numerous variants of structured light methods have been proposed in the 
literature, see [2] for a review. They are all fast and relatively low-cost devices. 
Except the binary-encoded light technique, however, most of them are still in 
the stage of research lab solutions and not commercially available yet. 



173. 3D Sensors 

Although the ranging principles are generally quite simple, several design 
issues (optics, electronics) have to be carefully considered in realizing a concrete 
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Figure 1 7.2. Cyrax 2500 (left) and LMS-Z420I (right). 



range sensor. As an example, Pretov et al. [29] reports the technical details in 
designing a triangular sensor based on laser plane projection. 

Today there exist a vast number of commercial and non-commercial 3D 
sensors. It is not the intention of the authors to give a market survey. Instead, 
we briefly discuss some popular sensors and point interested authors to sources 
for more detailed information. Note that the inclusion of commercial sensors 
should not be interpreted in any way as an endorsement of a vendor's product. 

17.3.1 TOF Sensors 

Cyra Cyrax 2500 scanner (www.cyra.com, see Fig. 17.2) is suited for cap- 
turing large "as-built" structures and turning them into CAD representations. 
They have been used in applications from retrofitting power plants to digitizing 
movie sets. The approximate system pricing is $150K and renders it, as for most 
TOF sensors, to the high-end segment of range sensors. Riegl (www.riegl.com) 
manufactures a series of TOF sensors, see Fig. 17.2 for the model LMS-Z420i 

17.3.2 Active Triangulation Sensors 

Several single-light-plane triangulation sensors are available on the market. 
Typically, they project a single laser plane onto the scene and have no mirrors 
or other equipments for sweeping the light plane. A scan therefore can only 
capture a single stripe on the object surface. Because of the simple design, these 
sensors are compact and called hand-held range sensors. In this case a human 
operator moves the sensor back and forth across surface in an action similar to 
paint spraying. A hand-held sensor is usually attached to a special robot-arm- 
like localizer to measure its position and orientation at each time of movement, 
The ModelMaker (www.3dscanners.com, see Fig. 17.3) and FastSCAN Corba 
(www.polhemus.com/fastscan.htm) are two representatives of hand-held range 
sensors. Faro (www.faro.com) produces a series of high- accuracy localizers, 
see Fig. 17.3 for one model out of this series. Note that hand-held range 
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Figure 17.3. ModelMaker sensor (left) and high-precision localizer from Faro (right). 

sensors provide a point cloud (unstructured range data) instead of structured 
range images. 

The most popular commercial range sensors are based on active triangulation 
using laser light plane with some form of light plane sweeping. Minolta devel- 
oped the Vivid series (www.minolta3d.com, see Vivid 910 in Fig. 17.4) of such 
sensors, each being a stand-alone unit with all functions built in. They use a gal- 
vanometric motor to scan the laser plane across the scene. The most well-known 
range sensors of this class are those from Cyberware (www.cyberware.com). 
The company manufactures a series of sensors which capture objects ranging 
from apple-size models to full-size human bodies, see Fig. 17.4. 

The company ABW in Germany (www.abw-3d.de/home_e.html) delivers the 
LCD-series of projectors for the binary-encoded structured light approach. In 
combination with a camera and related software one yields a relatively inexpen- 
sive range structured light range sensor. Since the two components projector 
and camera are not built into a unit, the customer has the freedom to configure 
their relative positions. 

Probably the most sophisticated triangulation sensors were developed at the 
National Research Council of Canada [17] (www.vit.iit.nrc.ca/VIT.html). Built 
upon both light-beam and light-plane triangulation principles, careful instru- 
mentation resulted in a series of prototypes, each targeting a different class of 
applications or operational conditions (e.g. high tolerance to ambient illumi- 
nation, especially sunlight). 

17.3.3 Low-cost Range Sensors 

The wide range of commercial range sensors have a strong drawback of 
high costs, typically starting from several thousands of US$. This leaves them 
inaccessible to small businesses and domestic users. In addition, the high 
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Figure 1 7. 4. Light-plane trianguiation range sensors: Minolta Vivid 9 1 0 (left) and Cyberware’s 
whole body 3D scanner bundle including four WB4 digitizing heads and WB4 motion system 
(right). 



accuracy claimed for many expensive sensors is not necessary for a variety of 
applications. Recently, several researchers have studied low-cost range sensors 
to meet the needs of this segment of users. 

In [8] the authors describe their implementation of active stereo vision using 
a single light beam. The light source is a laser pointer held in the hand of a 
human operator, making the sensor a flexible and portable one. 

Takatsuka et al. [38] proposes an interactive version of active trianguiation 
by light beam. The light beam is realized by a laser pointer held in the hand of 
a human operator. Thus, no costly light beam projection and sweeping mecha- 
nism are needed. Three LCDs are attached to the laser pointer and observed in 
the camera image. The image positions of these LCDs uniquely determine the 
location of the light beam in space which is necessary for trianguiation. 

Two low-cost single-light-plane trianguiation techniques are described in 
[9, 16]. No expensive lighting and sweeping mechanism are required. Instead, 
a desk-lamp or the sun serves as the light source. A human operator sweeps a 
stick between the light source and the scene, casting a series of shadows into 
the scene. The 3D shape is extracted from the spatial and temporal location of 
the observed shadows. 

All these techniques have in common that a human operator is involved to 
interactively move the light source. This manner usually results in an output of 
unstructured range data. While this makes the topology recovery more difficult 
than in the case of range images, it enables a variable sampling of surfaces. 
Highly structured surfaces can be easily controlled to receive a higher sampling 
rate than simple surfaces. In this case the human knowledge helps establish a 
reasonable locally variable sampling rate that otherwise must be achieved by 
postprocessing uniformly sampled surfaces. 
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17.3.4 Discussion 

At www.geomagic.com/support/resources/3scannersA.pdf a list dated Octo- 
ber 2002 is available that includes the accuracy, volume, speed, etc. for quite 
a large number of the most popular range sensors. Table 17.1 contains links 
to 3D imaging hardware and software manufacturers. Detailed description of 
commercial range sensors can be found in [5, 7]. 

Many range sensors are able to provide color images of the sensed scene 
which are in registration with the range images. The availability of these data 
allows us to perform texture mapping for realistic rendering of the generated 
models. 

The sensor choice for a particular application depends on a number of fac- 
tors: object size, surface properties, price, accuracy, speed, portability, op- 
erational conditions, etc. With respect to object size, for instance, large ob- 
jects/environments are best scanned by TOP sensors. At the other end of the 
spectrum, touch-based sensors may be well suited for small and simple objects. 
Also, some sensors pose constraints on the surface properties. Most of the 
sensors require the surfaces be opaque and only touch-base sensors work safely 
with transparent objects. Finally, the operational conditions may play a central 
role for out-door modeling tasks. 

Table 17.1. Useful information sources. 

www.simple3d.com 

perso.club-intemet.fr/dpo/numerisation3d/ 

www.docjava.com/scanners/3dscanne.htm 

List of 3D range sensor and range data processing software manufacturers 

homepages.picknowl.com.au/myers/surface/rcsources.htm 

List of 3D range sensor and range data processing software manufacturers 

Lots of related academic stuffs (research groups, conferences, code) 

www.3dlinks.com/hardware.scanners.cfm 

A great source of information on 3D computer graphics and contains 
a section on range sensors. 
www.geomagic.com/support/resources/ 

Most vendors of 3D range data processing software provide links to sensor 
manufacturers. This is one of the numerous software vendors. 
www.sculptor.org/3D/ 

Website of 3D technologies and services for sculptors and contains a sensor section 



17.4. Data Fusion 

Usually, a number of 3D scannings are acquired at different viewpoints in 
order to capture the complete geometry. Each view is represented in an in- 



All links have been checked at the time ofwriting (August 2003). 
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dependent sensor coordinate system. It is the task of data fusion to integrate 
the multiple views to a single representation of the sensed object/environment. 
This task is done in two steps: 

■ Registration: transform the views into a common coordinate frame. 

■ Integration: merge the multiple registered views to form a single repre- 
sentation. 

Due to today's hardware support the output ofthe data fusion process is typically 
a triangular mesh. 

17.4.1 Registration 

Assume that the data acquisition step produces a sequence Vi, V 2 , . • • , Kn 
of views at different viewpoints, each in its own local coordinate frame. The 
goal of registration is to determine a set oftransformations Ti , T 2 , . . . , Tm that 
transform the views to a common coordinate system and minimizes an error 
function. Here Ti, i = 1, ... ,m, is a rigid transformation and consists of a 
rotation and a translation. The fundamental of registration is the fact that the 
views possess overlapping parts. The registration aligns the views such that 
these overlapping parts coincide. The error function measures the degree ofthe 
coincidence. 

Registration has received substantial attention in the computer vision com- 
munity. Generally, a first coarse registration is performed to determine the 
inter- view transformation with a few degrees of rotation and a similarly small 
translational tolerance. Then, a fine registration follows in which the transfor- 
mation parameters are fine-tuned. 

Coarse Registration. Many sensors are equipped with a turntable upon 
which the object is placed for sensing. In this case the coarse registration is 
directly provided by the system. Note that a fine registration is still needed to 
compensate for mechanical variability in the turntable mechanism. 

The coarse registration is mostly done manually. For instance, a human 
operator may mark some corresponding points on the views. Although princi- 
pally simple, this approach can become a tedious job when many views are to 
be fused and/or when the surfaces are smooth so that no clear features can be 
easily matched even by the operator. 

Several automatic coarse registration methods have been proposed, see [42] 
and the literature review therein. Typically, these methods detect features and 
conduct a matching ofthe features in the different views. An obvious advantage 
of automatic coarse registration is the elimination of manual intervention. This 
speedup also allows to build more accurate models because it becomes more 
feasible to integrate more views. This way the risk of missing data becomes 
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smaller and by having more measures of the same location a more accurate 
model can be obtained. 

Fine Registration. The iterative closest point (ICP) algorithm developed by 
Besl and McKay [6] serves as the basis for a large number of fine registration 
algorithms of two views, see Fig. 17.5. In its original form ICP requires that 
every point in one view have a corresponding point in the other view. To work 
with overlapping range data it must be extended to handle outliers [40, 44]. For 
this purpose some heuristics are introduced to decide whether a pair of closest 
points {pi,P2) should be excluded from the new transformation estimation. 
Several variants of ICP have been suggested in the literature. Rusinkiewicz and 
Levoy [35] have evaluated these algorithms focusing on computation efficiency 
in search of real-time performance. The recent study [13] investigates the 
robustness issue of fine registration. 

The transformation parameter space explored by ICP and its variants may 
contain many local optima. For a convergence to the global optimum two 
views P\ and P 2 must be reasonably aligned at the beginning. This is reason 
for coarse registration. Also, various nonlinear optimization algorithms such 
similar annealing and evolutionary programming [32] may help climb out of 
local optima. 

In the case of multiple views one may register them incrementally or simul- 
taneously. The incremental approach is efficient and required less memory, 
but the registration error can accumulate and redundant data are not fully used 
to improve registration. By contrast, the simultaneous methods are more ex- 
pensive in space and time. But at least theoretically, they yield more accurate 
registration results. 



Input: Point set Pi and P2 (already coarsely registered) 
Output: Fine registration of P\ and P2 

while (registration error > threshold) { 

for (every point pi e P\) find its closest point p2 € P2; 
Determine the transformation T from Pi to P2 
using all correspondences (pi,P2); 

Transform Pi by T; 

} 



Figure 17.5. ICP algorithm. 
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17.4.2 View Integration 

After the views have been registered and transformed into a common co- 
ordinate frame, it remains to integrate them to a single representation. The 
approaches for this purpose depend on the nature of 3D data: structured range 
images or unstructured point cloud. 

Structured Range Images. For this kind of data the two major approaches are 

mesh-based and volume-based, exemplified by the classical work [40,12] (Both 
papers and their corresponding software implementation can be downloaded 
from www-graphics.stanford.edu/data/3Dscanrep/). In [40] a triangular mesh 
is constructed for each range image based on the pixel connectivity information. 
Then, two meshes are stitched together by removing redundant triangles in 
overlapping parts to form the topology of the final mesh. The geometry of the 
final mesh is further improved by bringing the removed triangles back into a 
consensus geometry process. This way the redundant data in the overlapping 
parts are fully used for increased reconstruction accuracy. 

Volume-based view integration [12] constructs an intermediate implicit sur- 
face which is an iso-surface of a spatial field function /(a:, ty, 2 )=constant. If 
the field function is defined as the distance to the nearest point on the object 
surface, for instance, then the implicit surface is represented by all points where 
the field function is zero, i.e. f{x,y,z) = 0. This intermediate representation 
allows a straightforward combination of views. Finally, the explicit surface is 
reconstructed by the Marching Cubes algorithm for implicit surface polygo- 
nization. 

Unstructured Range Data. The difficult task here is not the integration but the 
topology/geometry reconstruction of the integrated point cloud. The work by 
Floppe etal. [19] constructs, like in volume-based integration of range images, 
an implicit surface representation. The Marching Cube algorithm is applied to 
extract the iso-surface f{x, y,z) — 0 of the implicit surface function. Another 
recent work is given in [27]. 

In the computer graphics community there are several approaches to con- 
structing a representation of mesh or some other form for an (integrated) point 
cloud. We briefly describe three of them: ct-shapes, power crust, and radial 
basis functions. 3D a-shapes were introduced by Edelsbrunner and Miicke 
[14]. Given a set P of points one can build its (3D) Delaunay triangulation 



^In [40] the mesh is aetually construeted before registration and used for improving the accuracy of closest 
point search in ICP. 

^he Delaunay triangulation is a tetrahedrization of the convex hull ofP, i.e. a partition into tetrahedra, in 
such a way that the interior circumscribing sphere of each tetrahedron r does not contain any other point of 
P than the vertices of r. Under non degeneracy assumptions the Delaunay triangulation is unique. 
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T, which is regarded as a simplicial complex. Each simplex a ^ T (vertex, 
edge, triangle, and tetrahedron) is assigned a size. Let be the smallest ball 
whose boundary contains all vertices ofcr. Then the size ofcr is defined to be 
the square of the radius ofS„. One can intuitively think of an Q-shape as the 
subcomplex obtained in the following way: Imagine that a ball-shaped eraser 
with radius -\/a is moved in the space, assuming all possible positions such that 
no point of P lies in the eraser. The eraser removes all simplices it can pass 
through, but not those whose size is smaller than a. The remaining simplices 
(together with all their faces) form the a-shape for that value of the parameter 
a. Two extreme cases are the 0-shape which reduces to P, and the oo-shape, 
which coincides with the convex hull of P. Note that there exist only a finite 
number of different a-shapes, and it is the user who decides for a particular a 
value. Fig. 17.6 (from [24]) shows five a-shapes of a teapot. In some sense the 
power crust approach [ I ] is opposite to a-shapes. Instead of deletion, insertion 




Figure 17.6. a-shapes of a teapot with decreasing a-values. The convex hull is on the top. 
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operation is performed there to an initial structure defined by the medial axis 
off*. 

Representation with Radial Basis Functions (RBFs) [11] is quite different 
from both a-shapes and power crust. This approach represents a point set P 
by a single RBF which is defined as: 



n 

s{x) = p(x) + Y^Xi(pi\x - Xi\) 
i=l 

where p is a low-order polynomial, </) is a real valued function on [0, oo) of 
simple form, and P = [x\, X 2 , ■ ■ ■ , Xn)- A RBF can be fitted to P. In this case 
the object surface is defined implicitly as the zero set of the RBF and can be 
visualized directly using an implicit ray-tracer. A mesh representation of the 
modeled surface can be achieved by the Marching Cubes algorithm for implicit 
surface polygonization. 



17.5. Model Generation 

A variety of model representations are known from the literature, including 
parametric forms, algebraic implicit functions, superquadratics, generalized 
cylinders, and polygonal meshes [10]. Polygonal meshes have been a favorite 
representation in computer graphics. Most range data fusion methods deliver 
their final results in this format. If required, other representations can be gen- 
erated from a mesh of the sensed objects. 



17.6. Other Related Topics 

So far we have concentrated on the main issues of the 3D modeling process. 
There are several other relevant topics that are worth mentioning. 

17.6.1 View Planning 

Scanning a complex object may be tedious work due to the large number of 
views required to recover the complete geometry. While this process is typically 
controlled by the human operator, there is a need to devise scanning strategies 
that minimize the number of views. This will obviously reduce the overhead 
for both data acquisition and data fusion. 

If information regarding the geometry of the object was known, then the 
problem of view planning would be greatly simplified. In the general case, 
however, this geometry is exactly what we want to capture and therefore the 
next (best) view to be scanned must be decided solely on the basis of the range 
data acquired at previous viewpoints. A survey on the closely related problem 
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of sensor planning can be found in [39]. Recent work on view planning are in 
[30, 31], 

17.6.2 Geometry Processing 

Due to their simplicity and direct hardware support (triangular) meshes are a 
popular representation of sensed objects/environments. However, they are not 
compact representations. It is not unusual to have millions and even billions of 
triangles. Since the rendering speed directly depends on the mesh size, mesh 
optimization strategies have been studied to reduce the number of triangles, 
while still maintaining a good approximation to the surfaces. The fundamental 
of mesh optimization is that the neighboring vertices in a good-quality mesh 
should be geodesically the same distance apart [41]. For highly curved ar- 
eas, two vertices may be close geometrically, but very far apart geodesically. 
In these areas, the local mesh representation should be fine. By contrast, in 
(nearly) planar regions the mesh density can be coarse. An important issue in 
mesh optimization is to avoid simplifications that yield topological changes, 
e.g. creation of holes and surfaces smoothed to lines. A large number of 
mesh optimization methods are known in the literature, see [10] for a detailed 
discussion. 

Several other mesh operations are of interest, including mesh denoising, 
editing, and compression. The SIGGRAPH Corses Notes on Digital Geometry 
Processing [37] are a good source for these operations. The book [15] provides 
fundamental theoretical considerations of meshes. 

A further mesh operation is that of watermarking. With the rapid increase in 
3D imaging sensors and processing tools, companies and copyright owners of 
3D data who sell or present their creations in the virtual space will start to face 
copyright-related problems. Watermarking techniques may provide a means 
for copyright protection. While a huge number of watermarking approaches 
have been published for media types like still images, videos, and audio streams, 
there are still very few works on 3D watermarking. A recent work [3] addresses 
the fundamentals of geometry-based watermarking and presents an algorithm 
that modifies normal distributions to invisibly store information in the model's 
geometry. 

A particularly interesting geometry operation in frequency space is recently 
introduced in [28]. The authors extend standard Fourier techniques to the 
domain of unstructured sets of points. The basic idea is to preprocess a point 
cloud into a model representation that describes the object surface with a set 
of regularly resampled height fields. These surface patches form "windows" 



^In computer vision the criteria for a good object representation may be totally different. For instance, 
Johnson and Hebert [21] require that the model be represented in polygonal mesh format with the mesh 
density as regular as possible. 
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in which the discrete Fourier transform is performed to obtain a set of local 
frequency spectra. The concept of frequency on unstructured data gives us 
access to the vast space of sophisticated spectral methods resulting from decades 
of research in signal processing. 



17.7. Applications 

Applications of 3D imaging have appeared very quickly. Aside from the 
traditional areas of reverse engineering and model digitizing for move studios 
the new generation of sensors prove useful for digital content creation. The 
ability to efficiently digitize objects, edit them, and put them on the Web opens 
new dimensions in Web design. Due to recent advances in both hardware and 
software it does not seem to be unrealistic that 3D imaging will eventually 
spread into consumer markets. 

The most spectacular story in 3D imaging is probably the large-scale Dig- 
ital Michelangelo Project [23], in which seven of Michelangelo's sculptures 
were modeled, as well as other artifacts including the parts of the Forma Urbis 
Romae. Actually, heritage conservation has gained much interest in the last 
years and several projects have been initiated. A group from IBM used a com- 
bination of structured light and photometric stereo to model Michelangleo's 
Florentine Pieta [4]. Researchers at University of Tokyo built shape models 
of the 15 -meter bronze Great Buddha in Kamakura [25]. At the Museum of 
the Terra Cotta Warriors and Horses, Xi'an, China, a team of archaeologists, 
computer scientists, and museum staff artists applied 3D imaging techniques 
to recover excavated relics [45]. At the National Research Council of Canada 
several projects have been conducted in the area of heritage conservation and 
documentation using their own range sensors [17]. 

Despite of its relatively short history, 3D imaging has already experienced 
numerous success stories. Screening the academic literature and the websites 
of range sensor vendors reveals a wide range of application fields benefiting 
from this technology. Besides heritage conservation other areas include virtual 
reality, medicine, forensic recording, and 3D movies. The steady advances in 
both sensor technologies and range data processing methodologies will continue 
to widen the application spectrum in future. It is believed that dense range data 
will change our view of 3D computer graphics [26]. 



17.8. Conclusions 

In this chapter we have given a brief introduction to 3D imaging techniques. 
More detailed description of ranging principles can be found in [20, 36]. The 
two survey papers [10, 18] and the special issue [33] contain a broad cover- 
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age of range data fusion techniques. Further details of this research area can 
he found in all conference proceedings and journals in computer graphics and 
computer vision community. In particular, the recent special issues [34, 43], 
the series of International Conference on 3-D Digital Imaging and Modeling 
(www.3dimconference.org/) and Internal Conference on Optical 3-D Measure- 
ment Techniques, and the recent International Symposium on 3D Data Process- 
ing, Visualization, and Transmission (www.dei.unipd.it/conferences/3DPVT/) 
are good sources of up-to-date information. 

Although we are still far away from the dream 3D imaging equipment, the 
current techniques allow us to tackle challenging tasks that were not possible 
before. As a matter of fact, we have seen many applications in various areas and 
the spectrum is continuing to grow. The 3D nature of our world leaves a field 
of unpredictable dimension for future exploration of 3D imaging technologies. 
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Abstract Automatic acquisition of CAD models from existing objects requires accurate 
extraction of geometric and topological information from the input data. This 
chapter presents a range image segmentation method based on local approxi- 
mation of scan lines. The method employs edge models that are capable of 
detecting noise pixels as well as position and orientation discontinuities of vary- 
ing strengths. Region-based techniques are then used to achieve a complete 
segmentation. Finally, a geometric representation of the scene, in the form of a 
surface CAD model, is produced. Experimental results on a large number of real 
range images acquired by different range sensors demonstrate the efficiency and 
robustness of the method. 

Keywords: Range images, segmentation, scan lines, edge models, CAD model acquisition 

18.1. Introduction 

The process of reverse engineering aims at deriving CAD models of existing 
objects for which no such model is available [26]. This process is essential in 
many industrial applications such as re-manufacturing of parts for which no 
documentation is available, re-design through analysis and modification of old 



*This chapter is reprinted with permission of Springer-Verlag from the Journal of Machine Vision and 
Applications, I. Khalifa, M. Moussa and M. Kamel, "Range image segmentation using local approximation 
of scan lines with application to CAD model acquisition”, Volume 13, Numbers 5-6, Pages 263-274, 2003, 
Copyright © 2003 Springer-Verlag. 
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products to construct new and improved versions, and modeling of aesthetic 
designs that usually start with wood or clay prototypes [15]. It can also be 
useful to some computer graphics applications, as well as object recognition 

[7]. 

Many successful systems have been reported in the literature that generate 
polygonal mesh models from range data [20, 4, 19]. Although such models are 
useful for some applications such as terrain visualization and modeling of 3D 
medical data [24], they do not provide a high-level geometric description of a 
general scene, since they only use the polygon as a modeling primitive. They are 
also not concise, especially in the presence of complex curved surfaces. Hence, 
a more efficient and general modeling approach is to generate CAD models 
that decompose a scene into its natural surface components using higher level 
geometric primitives, e.g., natural quadrics. 

Generally, a model acquisition system is composed of four basic mod- 
ules, namely, data acquisition, segmentation, surface representation, and model 
building. Range images are among the most widely used types of input data, 
since they directly approximate the 3D shape of the scanned objects, and they 
are acquired automatically using fast and affordable range sensors. The seg- 
mentation module attempts to group elements of the input data such that each 
group corresponds to a certain meaningful part of the underlying object. The 
surface representation module produces a geometric description of each group. 
Finally, the model building module uses these geometric descriptions along 
with information about the object's topology to create a CAD model of the 
object. The four modules usually overlap and interact, rather than operate in 
sequence. 

Although several encouraging results have been achieved in the design of 
the different components of a CAD model reconstruction system, a fully au- 
tomatic solution is yet to be developed. One of the most serious limitations 
of the available model acquisition systems is the need for extensive operator 
interaction in data segmentation, e.g. [15, 25], which is a very tedious and time 
consuming task. Thus, an automated segmentation module is an essential part 
of the solution to the model acquisition problem. User interaction may also be 
required to specify the geometric representation of the different surfaces [28], 
and identify trimming curves. 

This chapter describes a novel range image segmentation method based on 
local approximation of scan lines. The method employs edge models capable of 
detecting noise pixels, as well as capturing position and orientation discontinu- 
ities at different scales. Several region-based techniques are then used to obtain 
a complete segmentation and geometric surface representation of the input im- 
age. This information is used to acquire a surface CAD model of the scene 
automatically. A large number of real range images acquired by different range 
sensors is used to test the performance of this method. The rest of this chapter 
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is organized as follows. Section 2 introduces the new segmentation method 
and describes how complete segmentation is achieved. Section 3 describes the 
sequence of steps employed to build a surface CAD model of the scene, and 
discusses how the method can be used to approach the problem of acquiring 
complete CAD models from range data. Experimental results are presented in 
section 4. Summary and conclusion are given in section 5. 



18.2. Range Image Segmentation 

The goal of a range image segmentation algorithm is to partition the input 
range image into a set of surface regions that naturally decompose the scanned 
object, such that each region is represented by an appropriate geometric primi- 
tive. Edges in a range image can be classified as jump, fold, or smooth edges, 
which signify position, orientation, or curvature discontinuities, respectively. 
Segmentation techniques can be broadly categorized as either edge-based and 
region-based depending on whether they emphasize the detection of surface 
discontinuities or smooth surface regions, respectively [22]. 

While edge-based techniques tend to locate regions boundaries precisely, and 
are generally fast [27], they usually suffer from edge fragmentation and the need 
for efficient postprocessing, e.g. gap filling. Region-based techniques, on the 
other hand, always produce closed regions. However, they typically suffer from 
the possibility of over or under-segmentation, distortion of region boundaries, 
and/or the sensitivity to the choice of the initial seed regions, e.g., [8]. Also, 
they are typically iterative and are generally much slower than edge-based 
techniques. In fact, since the problems of detecting surface discontinuities and 
homogeneous surface regions are complementary, combining both techniques 
can potentially produce better results [6, 12]. 

Segmentation techniques that utilize scan lines exhibit high-speed perfor- 
mance and allow parallel processing. Region-based techniques that use scan 
lines have been reported in [11, 16]. However, they are limited to polyhedral 
objects. Jiang and Bunke presented an edge detection method based on scan 
lines approximation [13] using Duda's classical splitting algorithm [3]. Al- 
though this method is capable of segmenting curved objects, it suffers from two 
main disadvantages: (a) poor edge localization, since the splitting algorithm is 
not precise for noisy images and it provides no intuitive geometric relationship 
between the true edge location and the location where the lines are split, and (b) 
over-segmentation due to using a quadratic function, since surfaces of order 4 
at least are required to accurately represent common quadrics such as spheres 
and cylinders [1]. 

To overcome these disadvantages, a novel edge-based segmentation method 
that is based on local approximation of scan lines is presented in this section. 
The local approximation technique has the potential to achieve better edge 
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localization and facilitates the detection of noise pixels. Jump edges detection 
is accomplished using the precise edge model described in [13]. A model for 
fold edge detection that is capable of capturing weak folds without producing 
false edges at high curvature regions is introduced. A complete segmentation 
is achieved by closing any contour gaps, and correcting instances of over and 
under-segmentation. 

18.2.1 The Local Approximation Technique 

The edge-based segmentation method is based on local approximation of 
scan lines using algebraic polynomials. Consider a dense range image regu- 
larly sampled in both the x and y directions. Each row or column in the image 
represents a vertical section of the scanned object surface. The pixels in each 
such section constitute a digital piece-wise smooth curve, or a scan line. Local 
approximation of scan lines is accomplished as follows. At each image pixel 
Xj in a scan line, the best approximating quadric of the range values in a neigh- 
borhood of N pixels is calculated by considering the N possible sets of pixels 
containing Xj,i.e., 



[xj ■. j = i + k - {N - 1), . . . + k} (18.1) 

where k — 0,1, , {N — 1), j is the index ofx in the scan line, and N is odd. 
The best approximating quadric, /j(xj), is represented as: 

fi{xi) = ttiXi -I- biXi -b Ci (18.2) 

The value of N should be set small enough to insure fast processing, and 
allow correct representation of small regions but not too small that noise pixels 
cannot be identified. In the implementation, Nis set through training as follows. 
Initially, N is set to the smallest acceptable odd value, N = 5, which means 
that the smallest allowable region should be at least 5 pixels wide. Then, a test is 
performed on a small number of images from a certain range sensor. The test is 
accomplished by executing the local approximation algorithm and identifying 
noise pixels. The resulting noise pixels are then examined visually. If the result 
is not satisfactory, i.e., too many pixels were labeled as noise, N is increased 
by 2, and the test is repeated. 

This technique can potentially overcome the disadvantages of [13] as follows. 
It allows better approximation at and nearjump and fold edges, and thus edges 
can be localized precisely. Also, the use of quadratic approximation functions 
will not result in over-segmentation, since only small local regions are consid- 
ered. If higher order functions, i.e., comparable to N, or piece-wise functions 
such as splines are used, they would follow the data points very closely. This 
would be reasonable if the measurements are reliable, or noise-free, which is 
not the case in most of the available range sensors. 
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18.2.2 Detection of Noise Pixels 

Range images are typically corrupted by different types of noise. Spike noise 
results in isolated image pixels with range values remarkably different from 
their surrounding. There are also some instances where a sensor is unable to 
make a range measurement. Moreover, the range measurements are sometimes 
valid, but there is insufficient information to discern separation of surfaces, e.g. 
surfaces almost parallel to the scanning direction may give rise to one or two 
pixel wide regions. Finally, there is quantization and measurement noise which 
adds a small tractable error randomly at each image pixel. This type of noise 
can be estimated by finding the best-fitting plane to a scanned surface known to 
be planar. The standard deviation, a, of the error of fit indicates the severity of 
the noise. In the following, the first three types will be referred to collectively 
as noise pixels. 

Noise pixels are identified using the technique of local approximation of scan 
lines as follows. Typically, one or more of the N sets, in Eq. 18.1, will produce 
a maximum fitting error comparable to 5, where 5 is set to a value slightly larger 
than cr. However, for noise pixels, the fitting error of all sets will exceed 5. A 
pixel is labeled as a noise pixel if the minimum fitting error in both the x and y 
directions exceeds 5. 

18.2.3 Detection of Jump and Fold Edges 




Figure 18.1. Illustration of the jump edge detection model, (a) Conventional measure of jump 
edge strength, (b) Jump edge strength measure used in [13]. 



Jump edges signify a discontinuity in position. Traditionally, the difference 
in range values between two neighboring pixels was used as a measure of jump 
edge strength and then compared against a threshold to locate jump edges. 
Equivalently, other techniques used the range value gradient as a measure of 
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jump strength instead. Figure 18.1 (a) shows a scan line composed of three 
curve segments separated hy jump edges and illustrates an example of the 
former measure. It is obvious that in the presence of surfaces with a high slope, 
it is difficult to detectj ump edges at different scales, i.e. with varying strengths, 
using this measure. For example, ifthe threshold was set lower than S 2 to detect 
thejump edge separating the two segments on the right, falsejump edges will 
result in the first segment. Alternatively, ifthe threshold was set higherthan 5i 
to avoid those false edges, thejump edge on the right will be missed. 

Instead, the precise definition of the jump edge strength [13] illustrated in 
Figure 18.1 (b), is used as follows. Let Xj and Xi+i be two adjacent pixels, 
approximated locally by the two functions /t(x) and /j+i(x). Thejump strength 
is defined as: 



5, , = |/i(x)-/,+ i(x)|, (18.3) 

is larger than a threshold bothXj andxj+i are labeled as jump 
edge pixels, i.e., each of them lies on the boundary of its region. It is clear 
that this edge model alleviates the problems encountered with the conventional 
measures. The threshold is determined through training, where its initial 
value is set slightly larger than the maximum noise level, and it can be fixed for 
a certain sensor. 

The strength of fold edges, which signify a discontinuity in surface orienta- 
tion, is conventionally measured by the difference in surface normals between 
two adjacent pixels, or the maximum curvature at an image pixel. Figure 18.2 
(a) shows a scan line composed of three curve segments separated by two fold 
edges. Figure 18.2 (b) depicts the angle of the surface normal vector at each 
pixel measured from the x axis. It also illustrates an example of the former fold 
strength measure. 




Figure 18.2. Illustration of the fold edge detection model, (a) A scan line segment, (b) 
Conventional measure of fold edge strength, (c) New measure of fold edge strength. 



As can be seen from the figure this measure is not capable of capturing folds 
at different scales. For example, in order to capture a fold edge at thejunction of 
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two planes with a small difference in surface normals, e.g. S 2 , the threshold will 
be set too low that pixels on a highly curved surface will be labeled incorrectly as 
edges. Alternatively, if the threshold was set higherthan Si to avoid those false 
edges, the fold edge on the right will be missed. Using the surface curvature as 
a measure of fold strength encounters the same problems, in addition to being 
prone to the approximation errors which are inevitable in curvature calculation. 

To overcome this problem, a model for fold edge detection that attempts to 
capture the trend of the surface orientation, illustrated in Figure 18.2 (c), is 
introduced. Consider the scan line shown in Figure 18.2 (a). Using the best 
local approximating function ofthe rangevalues /i(x) at apixel Xj, itsnormal 
vector can be calculated as follows: 

slope = /'(xi) = 2aiX, + bi 

(18.4) 

Qj = [cos(0i) sin(</>i)p 

where (f>i is the angle between the surface normal, and the x axis at a pixel 
Xj. Note that the angle changes are relatively smooth on each surface, however, 
at the pixels where two surfaces meet, the angle change is large, i.e., a jump 
discontinuity in the angle values occurs. Thus, in order to detect fold edges, 
the function gi{x), that best approximates the angles locally, is calculated at 
each pixel x, in a neighborhood of A pixels as before. The fold strength is then 
calculated as: 

S,M = \9i{^) - 9i+i{^)\ (18.5) 

The fold strengths are then compared against a threshold to detect fold 
edges. It is clear that using this definition, T,m can be set low enough to capture 
weak fold edges without producing false edges on curved surfaces. Moreover, 
in order to use the above model, the normals at, and in the vicinity, of fold 
edges should be calculated with negligible error which is facilitated by the 
local approximation method. 

In the current implementation, jump edge detection is performed in the x 
and y directions, i.e., image rows and columns, whereas fold edge detection is 
performed in the a: and y directions, as well as the two diagonal directions. 

18.2.4 Complete Segmentation and Surface Description 

The output ofthe edge detection process is a binary edge map, which typically 
contains gaps in region boundaries. In order to fill those gaps, an adaptive pixel 
grouping process [12] is used. This process starts by identifying the different 
image regions using a connected component labeling algorithm. Then, a region 
test is performed for each region. The region test is a surface fitting operation, 
and a region passes the test if the RMS fit error is lower than a certain threshold 
Trms and its size is larger than T^„. If a region passes the region test, it is 
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registered and added to the final region map. Otherwise, the edges in that 
region are dilated once in hopes of closing an existing gap. The above steps 
are repeated until all regions pass the test. After that, each of the edge pixels, 
from edge detection and dilation, is assigned to one ofthe adjacent (4-neighbor) 
regions where the distance between the pixel and the region is minimum, among 
all such regions, and that the distance is less than T^^s- The value of T„ms is set 
using training, where its initial value is lower than 5. It is then decreased in 
each training iteration until an acceptable segmentation of the training images 
is achieved. 

Instances of over-segmentation may occur due to false edges produced by 
the edge detection method, that have formed a closed contour due to dilation. 
To treat this problem, adjacent regions are examined using the region test. If 
a pair of regions passes the region test, the two regions are merged. Instances 
of under-segmentation may also occur due to the presence of smooth edges or 
the presence of closed regions that fail the region test due to the limited surface 
types allowed. This problem is treated by adding new regions to accommodate 
such cases as follows. A connected component labeling process is started at 
an unlabeled pixel and continued as long as the new region passes the region 
test. The new region is then registered and the above steps are repeated until all 
unlabeled pixels are accounted for. Although this procedure may not always 
be able to recover the missed edges, it produces a surface representation that 
exhibits tolerable deviation, Tr„s, at all pixels. 

The set of surface types used in the region test, or segmentation primitives, 
can include virtually any family of surfaces, such as planes, biquartic patches, 
tensor-product NURBS, as well as conventional quadrics. Intuitively, the seg- 
mentation primitives should be chosen such that they can accurately represent 
a wide variety of objects. The limiting factor is that these primitives should be 
approximated within a reasonable cost, i.e. computational complexity, which 
is determined by the application requirements. For example, including tensor- 
product NURBS patches may allow the representation of very complex sculp- 
tured surfaces. However, fitting NURBS patches to regions with irregular, i.e. 
non-rectangular, boundaries requires complex computations [2]. 

The segmentation primitives used in this implementation are planes, spheres, 
biquartic patches. These primitives are approximated in a non-iterative manner 
and at very low complexity, which speeds up the segmentation process. Bi- 
quartic patches are used because they are capable of accurate representation of 
conventional quadrics. Algorithms for fitting conventional quadrics including 
cones, tori, and cylinders have also been implemented [14]. However, since 
these techniques involve solving nonlinear least-squares problems and thus in- 
crease the processing times remarkably, it has been chosen to include them in the 
segmentation primitives only when such specific representations are required 
by the application. 
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18.3. CAD Model Building 

The segmentation and surface representation techniques described above 
produce a region map as well as a geometric description of each surface region 
in the segmented image. This information is used to construct a surface CAD 
model of the scene as follows. Since surface models support only parametric 
surfaces, the surface description must be converted into a parametric form. A 
NURBS (Non-Uniform Rational B-Splines) representation [18] is adopted here, 
since it provides a flexible representation of curves and surfaces, and is very 
widely used in modeling and visualization systems. Planar surface regions are 
converted into bilinear Bezier patches, while spherical regions are converted into 
biquadratic NURBS patches with 9x5 control nets. Biquartic surface regions 
are parameterized over their bounding boxes to obtain a parametric polynomial 
representation, which is then converted into biquartic Bezier patches. 

Figure 18.3 illustrates the sequence of steps involved in the model building 
process. After finding the NURBS representation of a region, surface trimming 
is accomplished as follows. First, the boundary contours of the region are iden- 
tified using the region map. Then, the different curve segments that compose 
each contour are identified. Finally, each contour is mapped back onto the pa- 



Surface 

Trimming 




Figure 18. 3. A flow diagram of the surface model building process. 
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rameter domain, and the mapping is approximated by the appropriate NURBS 
curve(s). These curves are used to trim the NURBS patch, i.e., define the sur- 
face part bounded by the region contours. Finally, trimmed surfaces are output 
in the standard IGES and VRML formats. The above sequence is repeated for 
each surface region in the segmented image to obtain a surface CAD model of 
the whole scene. 

18.3.1 Application to CAD Model Acquisition 

The framework described above, which consists of the segmentation and 
model building processes, produces a geometric model of a scene from a single 
range image. This framework can be useful in a number of applications. Since 
it produces a concise CAD representation from the voluminous input range 
image, in a relatively short time, the models can be quickly imported in CAD 
system for viewing, surface analysis, and manipulation. It can also be used for 
some computer vision tasks such as collision avoidance. 

Since a single range image is used as input, the framework produces partial 
models ofthe objects in a scene. In order to construct a complete model, multiple 
range views are required. Principally, there are two approaches to integrating 
multiple range views: either to process each view to produce a partial model 
and then merge the acquired models at the feature level, or to merge the data at 
the pixel, or point set, level, before segmenting and further processing. 

The first approach has the advantage of having many existing segmentation 
algorithms that can be used for feature extraction from a single image. However, 
automating the process of merging the different surface patches is a difficult 
task. Sequeira et al [23] presented an example of this approach. The second 
approach, on the other hand, avoids the problem of merging the surface patches. 
However, the feature detection methods required are more complex. Examples 
include the systems presented in [28, 15]. They, however, require the user to 
segment the data manually and remove outliers. An automated algorithm has 
been proposed by Eisher et al [5], which uses a tessellation algorithm [10] to 
obtain adjacency information which facilitates the extraction of surface patches. 
Adjacent patches are then intersected to adjust the edges. 

A few algorithms that fit between the two approaches have been proposed. 
Park and Lee [17] developed an algorithm to approximate NURBS patches 
from either cloud data or range images. Unfortunately, this algorithm suffers 
from over-segmentation of surface patches because it does not take surface 
features into account. Also, Roth and Boulanger [21] have developed a model 
acquisition system that uses both cloud data and registered range images. They 
extract free-form surfaces automatically from the different range views, and 
require the user interaction to locate quadric surfaces from the cloud data. 
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Table 18. 1. Segmentation parameters. 



Data 
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■^jwnp 




^RMS 


MSU 
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0.02mm 


O.Smm 


0 
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0.0 1 3mm 


NRC 


5 


O.Sd' 


1.5d 


15° 


0.2d 


UE 


5 


0.6™n 


1.5d 


15° 


0.45-n 



* Average sampling density. 

The output of both the segmentation and model building methods presented 
above, can be useful to both approaches. For the first approach, the system 
can be used to provide a CAD model for different range views, which can then 
be manipulated and merged, either manually or automatically. For the second 
approach, the output of the segmentation process provides a set of fold edge 
pixels, which can be used after merging the different views to help guide the 
automated surface patch extraction process. Jump edges will not be used, since 
they only occur in partial views of an object. The labeled fold points can also 
enhance polygonal mesh generation systems, which can avoid interpolating the 
data at these points, and thus eliminate rounded edges. 

Moreover, taking into account the state of the reverse engineering systems 
currently available, which require extensive user manipulation, our framework 
offers a lot of improvement. Since partial models are generated automatically, 
the user is only required to work with information at the surface-level-as op- 
posed to the current pixel-level manipulation-which is much more appropriate, 
and less time consuming for humans. 



18.4. Experimental Results 

The model acquisition system presented in this chapter has been tested on 157 
images from Michigan State University (MSU)*, 100 images from the Canadian 
National Research Council (NRC)^, and 33 images from the University of 
Edinburgh (UE)^ range image databases. Sample results are shown in Figures 
18.4 through 18.6. The columns show the original images, segmented images, 
and rendered CAD models, respectively. 

Tables 18.1 and 18.2 summarize the segmentation and average performance 
parameters, respectively. The segmentation and model building methods were 
implemented in C and run on a PC with an Intel PHI 500MHz processor and 
64M RAM, running Linux. The results in Table 18.2 demonstrate the system 
efficiency in terms of: 



*http://sampl.eng.ohio-state.edu/~ sampl/data/3DDB/RID/index.html 
^http://www.vit.iit.nrc.ca/3D/Pages_HTML/3D_Images.html 
^ftp://ftp. dai.ed.ac.uk/pub/vision/range-images/ 
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Table 18.2. Performance evaluation parameters. 



Data 


Image size 


No. of regions 


Actual RMS 


Pi 


Iterations’ 


Time" 


MSU 


207x176 


6.68 


0.032mni 


2.11% 


2.41 


27sec. 


NRC 


256x256 


29.57 


0.1 7d 


0.6% 


3.33 


136sec. 


UE 


189x145 


27.94 


0.26mm 


3.88% 


2.39 


88sec. 



t Adaptive pixel grouping iterations. 

• The segmentation time, defined as the elapsed (real) time between invocation of the program and its 
termination as calculated by the UNIX time utility. 



■ Capability of processing range images, acquired by different sensors, 
which exhibit different combinations of complexity, structure, and sur- 
face types, equally well as shown in the sample images. 

■ Accurate surface representation since the actual average RMS error be- 
tween the acquired models and the original range data points is small 
compared to both 5 and Trms. 

■ The percentage of pixels where the fit error exceeds 6, Pi, is relatively 
small. 

■ The number of iterations required in the adaptive pixel grouping process is 
very small, compared to iterative region-based segmentation techniques, 

e.g. [6]. 

■ The average overall processing times are relatively short, i.e. a CAD 
model of the scene is acquired automatically in about two minutes. 

The results also demonstrate the robustness of the segmentation method in a 
multitude of ways: 

■ The local approximation method is capable of identifying noise pixels at 
different scales, e.g. Figure 18.4 (c). 

■ The local approximation technique allows identification of small regions 
and holes, e.g.. Figures 18.5 (b) and 18.6 (b). 

■ Jump and fold edges of different strengths are successfully identified 
using the local approximation technique, e.g. Figure 18.6 (c). 

■ The segmentation method is capable of correcting instances of under- 
segmentation that occur due to the limited surface types used in the re- 
gion test. Thus, the system can acquire models from scenes that contain 
complex free-form objects as shown in Figures 18.5 (a) and 18.5 (c). 

■ Although there is no special procedure to identify smooth edges, the 
method was able to recover them in some cases, e.g. the junction of 
planar and cylindrical surfaces in Figure 18.6 (a). 
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(ii) Imayc biguyo--4. 




(b) Image h»mp+agpatr2. 




(c) Image occlS. 

Figure 18.4. Segmentation and model building results of MSU images. 







18.4.1 Segmentation Comparison Project 

The segmentation comparison project [9] compares machine segmented im- 
ages (MS), produced by a segmentation algorithm, against ground truth images 
(GT), which is produces by human operators. It classifies regions in an MS 
image into one of the following five categories: 

1 An instance of correct detection: a region in the MS image is found in 
the GT image. 

2 An instance of over-segmentation: a single region in the GT image is 
divided into more than one region in the MS image. 
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3 An instance of under-segmentation: more than one region in the GT 
image are grouped into a single region in the MS image. 

4 An instance of a missed classification: a region in the GT image that does 
not participate in any instance of correct detection, over-segmentation, 
or under-segmentation. 

5 An instance of a noise classification: a region in the MS image that does 
not participate in any instance of correct detection, over-segmentation, 
or under-segmentation. 




(b) Imayc #094. 




(c) Image #229. 




Figure 18.5. Segmentation and model building results of NRC images. 
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A metric describing the accuracy of the recovered geometry is calculated as 
follows. Given the angle difference between two adjacent regions in the GT, 
An, if both regions are classified as correct detection, their angle difference is 
calculated from the MS image as Am- The average values of | An — Am | and the 
standard deviation are then calculated. Finally, the compare threshold T is used 
to reflect the strictness of the above criteria, where the larger value ofT implies 
more strict classification. For example, ifT= 100%, then a region in the MS 
image must completely overlap with a region in the GT image to classify it as a 
correct detection instance. It is proved in [9] that classifications are not unique 
for T < 100%, and that for 50% < T < 100% any region can contribute to 
at most three classifications, one each of correct detection, over-segmentation, 
and under-segmentation. 

The method presented in this chapter was originally developed for data sets 
where the scan planes are parallel to the principal planes, xz and yz. It has been 
modified to work with general scan planes and used to segment the segmentation 
comparison data set captured by the ABW structure light scanner. To determine 
the segmentation parameters to be used, the 10 training images were segmented 




(a) Image Widget-1. 




(b) Image holeplate. 





(e) Image phonol20. 



Figure 18.6. Segmentation and model building results of UE images. 
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Table 18.3. Segmentation comparison results alT = 80%. 



Algorithm 


GT 

regions 


correct 

detection 


angle difT. 
(std. dev.) 


over- 

segmented 


under- 

segmented 


missed 


noise 


USF 




12.7 




0.2 


0.1 


2.1 


1.2 


WSU 


15.2 


9.7 


1. 6(0.7) 


0.5 


0.2 


4.5 


2.2 


UB 


15.2 


12.8 


1. 3(0.8) 


0.5 


0.1 


1.7 


2.1 


UE 


15.2 


13.4 


1. 6(0.9) 


0.4 


0.2 


1.1 


0.8 


EG 


15.2 


13.5 


not avail. 


0.2 


0.0 


1.5 


0.8 


SLA 


15.2 


10.7 


20(1.1) 


1.0 


0.6 


2.1 


4.8 



using the following parameter sets: 6 = {2.5, 3.0}, iV = {9,11}, Tj„^p = 

(10},T/oirf = {25, 30}, and Trms = {1.25,1.5}. All combinations were used. 
The set which produced the highest number of correct detections, which is 
{2.5, 9, 10, 25, 1.5), was used to segment the test images. 

Figure 18.7 show samples of the segmentation results using the ABW images. 
The columns show the intensity, range, and segmented images, respectively. 
Figures 1 8.8 (a) through 1 8.8 (e) show the average segmentation results obtained 
using the 30 test images for the four algorithms compared in [9], namely UB, 
UE, USF, and WSU, as well as the method presented in this chapter (SLA, for 
Scan line Local Approximation). Jiang and Bunke [13] also evaluated their 
method, referred to as EG, using the compare tool, but their segmented images 
were not available to the authors to be able to re-generate the graphs shown in 
Figure 18.8. However, their results were very similar to the UE and UB results. 
Table 18.3 summarizes the results for the seven criteria mentioned above at a 
compare threshold value of 80%, for all six algorithms. Given the data in Figure 
18.8 and Table 18.3, it is clear that there is no across the board winner among 
the algorithms compared. 

The average processing times for the algorithms were 78 minutes (USF) on 
a Sun SparcStation 20, 6.3 minutes (UE) on a Sun SparcStation 5, 4.4 minutes 
(WSU) on a HP 9000/730, 7 seconds (UB) on a Sun SparcStation 20, and 15 
seconds (EG) on a Sun SparcStation 5. The average processing time for SLA, 
as calculated using the UNIX time utility, was 2.55 minutes of user time, 0.26 
seconds of system time, and 2.58 minutes of real time, using a PC with an Intel 
PHI 500MHz processor and 64M RAM, running Linux. 

The results shown above show that, although not better than [13], the perfor- 
mance of the local approximation method is still comparable to the other five 
algorithms, with respect to correct detections, angle, and standard deviation. It 
had a higher number of over-segmentation and noise instances. This is mainly 
due to the fact that the parameter that guides the post processing phase is the 
RMS surface fitting error, T^ms, was fixed to a certain value, 1.5. However, the 
ground truth of the training and testing images exhibited fitting error with the 
characteristics shown in Table 18.4. So, given a fixed Trmst the method has 
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(c) Average under-segmentations 



(d) Average missed regions 




Figure 18.8. Average performance metrics for 30 ABW test images. 



to add new regions not found in the GT, i.e. Noise, or split regions in the GT, 
i.e. Over-segmentation, in order to keep the fitting error for every region in the 
segmented image under Trms- 
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18.5. Conclusion and Future Work 

This chapter has presented a range image segmentation method that is based 
on local approximation of scan lines. The method employed edge detection 
models capable of identifying jump and fold edges of varying strengths. This 
was followed by region-based techniques to close gaps in region boundaries 
and correct instances of over and under-segmentation. The output of the seg- 
mentation method was used to acquire a surface CAD model of the scene in the 
form of trimmed NURBS patches. Application to the different complete model 
acquisition approaches has also been discussed. 

A large number of real range images from different databases has been used 
to test the performance of the segmentation and model building methods, and 
the reported results demonstrated their efficiency and robustness. The perfor- 
mance ofthe segmentation method has also been evaluated using a segmentation 
comparison framework. It has been shown that the performance of the local 
approximation method is comparable to other segmentation algorithms with re- 
spect to most of the comparison criteria. An explanation why the performance 
was worse according to the remaining criteria was also presented. 

Future investigation can address the following issues. First, improving the 
region-based techniques used to obtain a complete segmentation. Second, 
adding more segmentation primitives, such as NURBS patches, which will 
improve the surface representation capability. It can also be improved by in- 
cluding the conventional quadrics, which were optional in this implementation. 
However, although these surface types have a better representation capability, 
their fitting algorithms are computationally expensive. Thus, the approach of 
using them in the process of correcting over- and under-segmentation only, is 
expected to lower the computational cost. 



Table 18.4. Characteristics of the surface fitting error in the ABW images. 



Images 


Avgerage 


Minimum 


Maximum 


Std. Dev, 


A 

cu 








5.09 


0.52 


4,48% 




bbb 




7.09 


0.54 


5.91% 



t Percentage of regions with fit error > 1.5. 
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Abstract In this chapter, we propose a new shape-based, query-by-example, image database 
retrieval method that is able to match a query image to one of the images in the 
database, based on a whole or partial match. The proposed method has two key 
components: the architecture of the retrieval and the features used. Both play 
a role in the overall retrieval efficacy. The proposed architecture is based on 
the analysis of connected components and holes in the query and database im- 
ages. The features we propose to use are geometric in nature, and are invariant 
to translation, rotation, and scale. Each of the suggested three features is not new 
per se, but combining them to produce a compact and efficient feature vector is. 
We use hand-sketched, rotated, and scaled, query images to test the proposed 
method using a database of 500 logo images. We compare the performance of 
the suggested features with the performance of the moments invariants (a set 
of commonly-used shape features). The suggested features match the moments 
invariants in rotated and scaled queries and consistently surpass them in hand- 
sketched queries. Moreover, results clearly show that the proposed architecture 
significantly increase the performance of the two feature sets. 

Keywords: Shape Analysis, shape representation, shape-based image retrieval, image databases, 

trademark image retrieval 



19.1. Introduction 

Today, a lot of images are being generated at an ever increasing rate by 
diverse sources such as earth orbiting satellites, telescopes, reconnaissance and 



*This chapter is a reprint of the paper with the same title appearing at the International Journal of Image and 
Graphics, Vol. 2, No. 3, 2002, pp.375-393. 




374 



Chapter 19 



surveillance planes, fingerprinting and mug-shot-capturing devices, biomedical 
imaging, payment processing systems, and scientific experiments. 

There is a pressing need to manage all this information that keeps pouring 
into our life each day. By managing images we more specifically want to be able 
to efficiently store, display, group, classify, query, and retrieve, those images. 
An image database management system is generally required if we are to get 
the most out of a large image collection. One of the major key services that 
should be offered by an image database system is its ability to provide content- 
based image retrieval, or CBIR. The goal of content-based image retrieval is 
to retrieve database images that contain certain visual properties, as opposed to 
retrieving images based on other properties such as creation date, file size, or 
author/photographer name. For example, we might be interested in retrieving 
images where blue is the most abundant color (color-based image retrieval). 
Another example is when we ask the system to, say, get us all images that 
contain squares or rectangles (shape-based image retrieval). 

Application areas in which CBIR plays a principal role are numerous and 
diverse. Among them are art galleries and museum management, trademark 
and copyright database management, geographic information systems, law en- 
forcement and criminal investigation, weather forecasting, retailing, and picture 
archiving systems. 

The focus of this chapter is on shape-based image retrieval using a feature 
extraction approach. The main goal is to be able to retrieve database images that 
are most similar to a hand-sketched query image. Figure 19.1 shows a block 
diagram of the image retrieval model used in the feature extraction approach. 
The input images are pre-processed to extract the features which are then stored 
along with the images in the database. When a query image is presented, it is 
as well pre-processed to extract its features which are then matched with the 
feature vectors present in the database. A ranked set of images with high 
matching scores are presented at the output. 

We want to be able to retrieve database images similar, in whole or in part, 
to a user-supplied query image. In particular, we want to be able to retrieve 
database images based on (see Figure 19.1): 

■ a whole match with scaled, hand-sketched queries (first row), 

■ a partial match with scaled, rotated, hand-sketched queries (second row), 

■ a match where the number of components in the query and the retrieved 
database image is different but the overall shape is similar (third row). 

We propose a retrieval architecture based on the analysis of connected compo- 
nents and holes in the image. Any feature set can be used with this architecture, 
but we suggest the use of a set of three known object properties as image fea- 
tures suitable for shape-based retrieval. The suggested feature set is invariant 
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Retrieved Images 



Figure 19.1. Feature extraction approach to image retrieval. 




Figure 19.2. Examples of queries that we want to be able to correctly answer. Left column: 
Query image. Right column: Retrieved image. 



to translation, rotation, and scale. The performance of the proposed features is 
compared to that of the moments invariants feature set in two ways: once in 
conjunction with the proposed architecture and once on their own. All images 
used are binary images. 

The rest ofthe chapter is organized as follows. Section 19.2 provides a liter- 
ature review of recent shape-based image retrieval research. Then, in Section 
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19.3, the necessary theoretical background is presented and the shape feature 
set is explained in detail. Section 19.4 details the proposed architecture. Per- 
formance analysis results are presented in Section 19.5. Finally, the conclusion 
and a discussion of future work are provided in Section 19.6. 



19.2. Overview of Current Methods 

Nowadays, numerous shape analysis and representation techniques exist. 
These include chain codes, polygonal approximations, signatures, edge his- 
tograms, Fourier descriptors, moments and image morphology [1]. As shape 
is one of the main characteristics of images, it has been used a lot in image 
database systems as a way of automatically retrieving images by content. In 
almost all implemented systems, other image cues (i.e., texture and color), in 
addition to shape, are also used for image retrieval. In this work, we focus more 
on shape-based retrieval. 

In Safar [2], a shape representation method based on minimum bounding 
circles and touch-point vertex-angle sequences is presented and compared with 
other common representation like Fourier descriptors and Delaunay triangula- 
tion. In another paper [3], the authors conduct a comparative study on various 
shape-based representation techniques under various uncertainty scenarios, like 
the presence of noise and when the exact corner points are unknown. In Lu 
[4], a region-based approach to shape representation and similarity measure is 
presented. In Kwok [5], edge histograms as shape features (and other color fea- 
tures) are used for retrieval from a database of 110 flower images. In Xu [6], a 
shape representation algorithm based on the morphological skeleton transform 
is presented. The algorithm represents shapes as union of special maximal 
rectangle contained in the shape. 

In Adoram [7], an algorithm that uses snakes and invariant moments is pre- 
sented. In Kim [8], a modified Zernike moment descriptor that takes into 
account the importance of the outer form of the shape to human perception is 
proposed. In Muller [9], a deformation-tolerant stochastic model suitable for 
sketch-based retrieval is presented. 

IBM's QBIC system primarily uses statistical features to represent the shape 
of an object [10]. These include a combination of area, circularity, eccen- 
tricity, major axis orientation, and algebraic invariant moments. The ART- 
MUSEUM system was developed for the purpose of archiving a collection of 
artistic paintings [11]. In this system, the database consists of the contour 
images, constructed by extracting all the prominent edge points in a painting. 
Hand-sketched queries are matched with database images by dividing the im- 
ages into 8x8 blocks and computing a global correlation indicator. In STAR 
[12], both contour Fourier descriptors and moments invariants are used for 
shape representation and similarity measurement. 
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Several research papers tackled the trademark matching and retrieval issue 
using different approaches; invariant moments (Mohamad [13]), chain coding 
(Cortelazzo [14]), edge histograms and deformable template matching (Vailaya 
[15]). In the Artisan system [16], all images are segmented into components 
and geometric similarity features are extracted from boundaries of these com- 
ponents. 



19.3. Shape Analysis 

The word "shape” is very commonly used in everyday language, usually 
referring to the appearance of an object. More formally, a shape is: all the ge- 
ometrical information that remains when location, scale, and rotational effects 
are filtered out from an object [17]. 

If one is interested in shape-based image retrieval, then obviously, color and 
texture will not play a useful role in distinguishing between various shapes. 
Consequently, binary images suffice for extracting good shape features. This 
Section presents a discussion of shape analysis in binary images. It particularly 
discusses each of the three shape properties suggested for use as a compact 
shape-description feature vector. 

There are many properties that can be used in describing shapes. These 
include measurements of area and perimeter, length of maximum dimension, 
moments relative to the centroid, number and area of holes, area and dimensions 
of the convex hull and enclosing rectangle, number of sharp corners, number 
of intersections with a check circle and angles between intersections. All these 
measures have the property of characterizing a shape but not of describing it 
uniquely. Here we propose the usage of a set of object properties as shape 
features suitable for shape-based image retrieval. The ideas behind the use 
of those properties as shape features are fairly simple to grasp. We start by 
discussing each of the features and then we provide a discussion of the heuristics 
behind them. 

19.3.1 The Solidity 

The solidity of an object can be defined as the proportion of the pixels within the 
convex hull of the object that are also in the object [18]. It can be computed as 
the ratio between the object area and the area of the corresponding convex hull. 
Figure 19.3 shows two examples of object solidities. In the figure, for each 
of (a) and (b), the original image is shown on the left and the corresponding 
filled convex hull is shown on the right. The solidity value, computed as the 
area of the original image divided by the area of the filled convex hull image, is 
shown under the convex hull image. Figure 19.3 (a) shows a quite solid object; 
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A ▲ 

solidity 0.45 

(a) (b) 

Figure 19.3. Examples of object solidities. The solidity can be computed as the area of the 
object divided by the area of its convex hull, (a) Solid object, (b) Less-solid object. 



eccentricity = 0.98 eccentricity = 0.65 

Figure 19.4. Examples of object eccentricities. The object on the left is more elongated, and 
hence has a larger eccentricity, than the object on the right. 




solidity - 0.86 



the solidity is 0.86. On the other hand, a "not-quite-solid" object is shown in 
Figure 19.3 (b). This is reflected by a solidity of only 0.45. 

19.3.2 The Eccentricity 

The eccentricity of an object can be defined as the eccentricity of the ellipse 
representing the unit-standard-deviation contour of its points. If we view an 
object image as a set of points in 2-dimensional Cartesian space, then the 
parameters of the unit-standard-deviation ellipse are easily computed from the 
covariance matrix ofthe points [19]. The eccentricity ofan ellipse is the ratio 
of the distance between the foci of the ellipse and its major axis length. The 
eccentricity is always between zero and one. (zero and one are degenerate 
cases; an ellipse whose eccentricity is zero is actually a circle, while an ellipse 
whose eccentricity is one is a line segment). 

Figure 19.4 shows two examples of object eccentricities. We note that the 
object on the left is more elongated than the object on the right. This is reflected 
by a larger eccentricity for the object on the left. The unit-standard-deviation 
contours are shown superimposed on the images. 

19.3.3 The Extent 

The minimum bounding rectangle (MBR) ofan object is the smallest rectangle 
that totally encloses the object. The extent of an object can be defined as the 
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extent = 0.78 extent = 0.42 

(a) (b) 

Figure 19.5. Examples of object extents. The extent can be computed as the area of the object 
divided by the area of its minimum bounding rectangle (MBR). (a) Object with high extent value, 
(b) Object with smaller extent value. 

proportion of the pixels within the minimum bounding rectangle of the object 
that are also in the object [18]. It can be computed as the object area divided 
by the area of the MBR. Figure 19.5 shows two examples of object extents 
(the objects here are again logo images). For both part (a) and part (b), the 
original objects are shown on the left, and the objects enclosed in their MBRs, 
along with the extent values, are shown on the right. Some basic shapes (a 



Image 





sex 



0.99 0 0.79 



1 0.96 1 



0.99 0.45 0.73 



0.51 0.91 0.38 



Image 






sex 



1 0.29 1 



0.99 0.83 0.78 



0.99 0.40 0.85 



0.47 0.44 0.35 



Figure 19.6. Some basic shapes and their corresponding solidity (S), eccentricity (e), and 
extent (X) values. 

circle, a square, a rectangle, an ellipse, a pentagon, a hexagon, a star, and 
a crescent) are shown in Figure 19.6 along with their corresponding solidity, 
eccentricity, and extent values. We note that, as expected, the solidity of the 
first six shapes is either one or very close to one. Indeed, any filled convex 
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polygon will have a solidity value of one (the fact that the solidity value for 
the circle, ellipse, pentagon, and hexagon is 0.99 is because those objects are 
digitally represented by a finite set of pixels that approximates the geometry 
of the real object). The eccentricity values are also well in accordance with 
the shapes of the basic objects; the most elongated objects (the rectangle, the 
crescent, and the ellipse) have the highest eccentricity values, whereas the least 
elongated (the circle) has a zero eccentricity. As for the extent, its values are as 
well in accordance with the general shapes of the basic objects (a value of one 
for the square and the rectangle, a higher extent value for the hexagon than the 
pentagon, ellipse, or circle). 

We note that these three features were able, on their own, to easily discrimi- 
nate between the distinct shapes in Figure 19.6. It is worth noting though that 
the pentagon and the hexagon in the figure exhibit feature values that are pretty 
close. This is due to the fact that a hexagon and a pentagon can be considered 
quite similar shapes (although not identical of course). 



19.4. Shape Retrieval Architecture 

In this section, we present an architecture for shape-based image retrieval 
that can be used in conjunction with any feature set. However, we propose the 
use of a feature vector comprised of the solidity, eccentricity, and extent object 
properties. We will denote this feature set as the SCX feature set. 

The main goal is to retrieve images from the database that closely match 
a hand-sketched shape image. The matching doesn't have to be based on the 
whole image. That is, the user-drawn sketch can match a part of a database 
image. We use the term "partial matching" to denote this process. 

A strongly desired property of any shape-based image retrieval system is for 
the retrieval to be invariant to scale and rotation, generally, the features used 
are responsible for achieving this invariance. The SCX feature set, like many 
others, is invariant to scale and rotation. 

The proposed image retrieval architecture encompasses many stages starting 
as early as the image preprocessing stage, going into the feature extraction 
stage, and ending with the image query stage. We will discuss each stage in 
detail in the following sections. 

19.4.1 Preprocessing 

Each image in the database is first pre-processed prior to the feature extraction 
process. The goal of the preprocessing phase is to appropriately prepare the 
image for the feature extraction. The three main tasks performed in the prepro- 
cessing are small-object removal, small-hole filling, and boundary smoothing. 
The first two operations are vital since we don't generally want any small spo- 
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radic group of pixels to be treated as an image component, nor do we want 
any too-small hole to be treated as an real hole. The last operation, object 
smoothing, is useful only in cases where the object boundaries are horizontal or 
vertical. It basically removes any parasitic spurs from the object binary image. 

19.4.2 Feature Extraction 

In describing the feature extraction stage of the architecture, we will use the 
sex feature set as our backbone feature vector. However, it should be kept in 
mind that any other feature set can be used. 

In the proposed architecture, an image is transformed not to a single feature 
vector as is usually the case, but to several feature vectors all referring to the 
image of interest. 

Figure 19.7 shows the steps required to transform a binary image depicting 
a shape to the feature space. An image is transformed to several feature vectors 
(or database records). The first record Vj pertains to image i as a whole. Then, 
L records, Vij j = \ ■ ■ ■ L, follow the first one (L is the number of components 
in the image). Each of those L records represents to a component of the image. 

An example would help clarify this stage. Consider the three images shown 
in Figure 19.8. The images on the left and in the middle contain two components 
and one hole each, whereas the one on the right contains three components and 
two holes. Table 19.1 shows how they would be represented in the database. 

The left-most column in the table contains the image number. In database 
terminology. This number acts as a "foreign key" referring to the "primary key" 
in another table containing unique image numbers and file names. The second 
column is a whole-image flag; it has a value of one for database records that 
describe whole images, and a value of zero for database records describing 
image components. There are two uses for this column (also a database field). 
The first is to distinguish partial matches from whole-image matches, and the 
second is to turn on or off the partial-match system feature. The third column 
is the number-of-components (AO feature. It always has a value of one for 
components. The fourth column is the number-of-holes (H) feature. The last 
six columns are the solidity (S), eccentricity (C), and extent (X) of components 
and holes. 

For whole images, S, C, and X values are the solidity, eccentricity, and 
extent of the image as a whole, but with any holes filled, and S', C , and X' are 
the solidity, eccentricity, and extent of the filled holes in the image treated as 
one object. For image components, on the other hand, 5, C, and X values are 
the solidity, eccentricity, and extent of the filled component, and. S' , C' , and 
X' are the solidity, eccentricity, and extent of the filled holes in that component 
treated as one object (refer to the algorithm in Figure 19.7). 
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Feature extraction from a binary image database 

Procedure PopulateDatabase 

foreach image Yi in the database, i = l,2, - ,N 

[Segment Yi into its Li components using connected components labeling } 
foreach component Zj in Yj, j = 1, 2, • • • , Z/j 

Mj •— number of holes in component Zj 
Sj •— solidity of filled component 
Cj «— eccentricity of filled component 
Xj <— extent of filled component 

Hj «— image whose pixels are the set of all pixels in the holes of Zj 
[Fill all holes in Hj } 

S'j <— solidity of the set of all pixels in Hj 
Cj •— eccentricity of the set of all pixels in Hj 
Xj «— extent of the set of all pixels in Hj 
[form vectorvij = {l,Mj,Sj,Cj,Xj,Sj,C'j,Xj) } 

endfor 

Fi <— Yi with all holes filled 
Si <— solidity of the set of all pixels in Fi 
Ci *— eccentricity of the set of all pixels in Fi 
Xi ♦— extent of the set of all pixels in Fi 

Hi «— image whose pixels are the set of all pixels in the holes of Yi 
[Fill all holes in Hi } 

S'i «— solidity of the set of all pixels in Hi 
C'i «— eccentricity of the set of all pixels in Hi 
X[ «— extent of the set of all pixels in Hi 

^ E ■=! 

[form vector Vi = (Li, Mi, Si,Ci,Xi,S‘i, C'i, X') } 

[vector Vi and vectors Vij, j = 1,2, ■■■ , Li, are added to the database } 

endfor 

endProcedure 



Figure 19. 7, Steps for populating the feature database. 
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® ^ (D 

(a) (b) (c) 

Figure 19.8. Feature extraction example. 

19.4.3 The Matching Process 

Querying-by-example is the most common way to search image databases by 
content [20]. In the case of shape-based image retrieval, a hand-sketch of the 
sought shape is an adequate means for querying, and we indeed use it. In the 
proposed system, the matching procedure is as follows: 

1 The query image is first pre-processed (see Section 19.4.1). It is worth 
noting here that, for the sake of simplifying the system, the hand-sketched 
query image is assumed to be filled and well sketched (in the sense that 
it has to be closed if it depicts a closed shape). 

2 The whole-image feature vector V is extracted from the image. The 
choice of only extracting V as opposed to also extracting the components 
feature vectors Vj 's depends on what we are interested in. If we want to 
retrieve database images that match a part of the query image, then there 
are two approaches; either to extract the Vj 's and use them in a multi- 
query-image fashion (which will complicate the query), or to simply 



Table 19.1. Feature values corresponding to images in Figure 19.8. 



Image 

number 


Whole-image 

flag 


N 


H 


s 


C 


X 


S’ 


C’ 


X’ 


1 


1 


2 


1 


0.99 


0.18 


0.78 


0.40 


0.86 


0.29 


1 


0 


1 


1 


0.99 


0.18 


0.78 


0.99 


0.75 


0.71 


1 


0 


1 


0 


0.99 


0.21 


0.78 


0 


0 


0 


2 


1 


2 


1 


0.99 


0.78 


0.73 


0.50 


0.96 


0.27 


2 


0 


1 


I 


0.99 


0.78 


0.73 


0.98 


0.92 


0.54 


2 


0 


1 


0 


0.98 


0.21 


0.78 


0 


0 


0 


3 


1 


3 


2 


0.99 


0.22 


0.78 


0.58 


0.22 


0.45 


3 


0 


1 


1 


0.99 


0.22 


0.78 


0.99 


0.22 


0.78 


3 


0 


1 


1 


0.99 


0.23 


0.78 


0.98 


0.23 


0.78 


3 


0 


1 


0 


0.79 


0.59 


0.53 


0 


0 


0 
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sketch only the part that we are interested in from the beginning and use 
it as the query image. 

3 (Optional step) Restrict the database to records containing values close 
to the N and H values of the query image. For example, if for the query 
image, N = 3 and H = 2, then we might choose to restrict the database 
to records where N e {2,3,4} and H £ (1,2,3). This is equivalent 
to indexing and will help speed up the retrieval when the database gets 
larger. 

4 The Euclidean distance was chosen as a distance measure for retrieving 
the closest images from the database because of its simplicity (other 
measures can be investigated/used as well). The matching is based on 
the feature vector (N, H, S, C, X, S\C',X'). Depending on whether 
partial matching is turned on or off (using the whole-image-flag field), 
some of the retrievals might be based on the query image matching part 
of the database image. 

19.4.4 Enhancing the Matching Process 

To add more power to partial matching, the following modifications were in- 
troduced to the architecture. Each image in the database is represented by three 
aliases: the original image, a dilated version, and an eroded version. A new 
field is added to the database to denote whether the image is the original one or 
the dilated/eroded version. This flag will be mainly used in order to enable or 
disable object matching based on dilated/eroded versions of database images. 
It should be mentioned that a dilated/eroded image is only added to the database 
if the operation changes the number of components or holes in the image. A 
square 5x5 structuring element is repeatedly used in the morphing until the 
number of components or holes change. 

The above mentioned modifications have two positive effects (discussed in 
the following two subsections): 

1 Enhancing whole-image matching. 

2 Enhancing partial matching. 

On the other hand, the disadvantage is a much larger number of records (an 
upper limit of about three times the original number). This should not degrade 
the speed of the retrieval since the indexing mechanism alleviates that. A larger 
number of records might, however, affect the accuracy of the retrieval. Whether 
the advantages outweigh the disadvantages is the decisive factor in whether to 
opt for this modification or not (we can always, for each query image, perform 
two queries, one with the dilation/erosion enabled and one with it disabled). 
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(a) 



(b) 



(c) 



Figure 19.9. Enhancing whole-image matching, (a) original image, (b) Dilated image, (c) 
Query image. 



Table 19.2. Feature values for the image in Figure 19.9. 



Image 

number 


Morph. 

flag 


Whole-image 

flag 


N 


H 


S 


C 


X 


S’ 


C’ 


X’ 


123 


0 


1 


3 


0 


0.62 


0.23 


0.32 


0 


0 


0 


123 


0 


0 


1 


0 


0.95 


0.83 


0.53 


0 


0 


0 


123 


0 


0 


1 


0 


0.91 


0.74 


0.52 


0 


0 


0 


123 


0 


0 


I 


0 


0.95 


0.84 


0.55 


0 


0 


0 


123 


1 


1 


1 


0 


0.77 


0.23 


0.44 


0 


0 


0 



19.4.5 Enhancing Whole-image Matching 

Consider the image shown in Figure 19.9 (a), its dilated version shown in Figure 
19.9 (b), and the query image shown in Figure 19.9 (c). Obviously, according 
to the discussion in Section 19.4.2, the query image (c) will not match image 
(a) but will match image (b) (if it existed in the database). This is precisely 
why including image (b) as an alias for the original image (a) in the database 
will help retrieve the correct image. We should note that image (b) will not by 
physically added to the database; only a feature vector (or a number of feature 
vectors) will represent it in the database. This (these) vector(s) will "point" 
(using the image number field) to the original image. Table 19.2 shows the 
feature vectors as they would appear in the database. The second column in 
the Table 19.2 is a flag that has the value of one for morphologically modified 
(dilated or eroded) images and a value of zero for original images. We note 
that since there are no holes in the image in Figure 19.9 (a), S' , C , and X' 
all have a value of zero. In addition, since erosion will not change the number 
of components in the image, there are no new records showing a value of N 
greater than 3. 
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Figure 19.10. Enhancing partial matching, (a) original image, (b) Eroded image, (c) Query 
image. 

19.4.6 Enhancing Partial Matching 

Similar to the previous discussion, consider the image shown in Figure 19.10 

(a) , its eroded version shown in Figure 19.10 (b), and the query image shown 
in Figure 19.10 (c). Again, according to the discussion in Section 19.4.2, the 
query image (c) will not partially match image (a) but will partially match image 

(b) (if it existed in the database). This is precisely why including image (b) as 
an alias for the original image (a) in the database will help retrieve the correct 
image. 

19.4.7 Discussion 

The choice of the solidity (S), eccentricity (C), and extent (X) shape measures 
(or features) is not a necessary condition. One can freely substitute them with 
other measures. Alternatively, other measures can be added to them to form 
an extended feature vector. However, the use of the SCX feature vector has 
some interesting properties. As discussed in Section 19.3, they are invariant 
to rotation, position, and scale change. They all have a value range from zero 
to one; a decent range for features that does not need further normalization in 
general. 

As a matter of fact, the solidity, eccentricity, and extent do not uniquely 
describe a given object; one can easily come up with two different objects 
with the same values for the three features. However, the goal is to identify 
"similar" objects and not to uniquely describe them. That is, two objects with 
close solidity, eccentricity, and extent values are in general similar. 



19.5. Experimental Results 

We used a database of 500 logo images to test the performance of the system. 
The bigger part of the image database used in this work was obtained from the 
department of Computer Science at Michigan State University. The original 
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Figure 19.11. Rotation and scale invariance of the SCX feature set compared with the moments 
invariants. The vertical axis is the percentage of the images in the database that were in the first 
k (horizontal axis) retrievals. 



database consisting of 1100 images was used by A. K. Jain and A. Vailaya 
in an image retrieval case study on trademark images citelS. According to 
Jain and Vailaya, the database used was created by scanning a large number of 
trademarks from several books at 75 dpi. In our research, we used a subset of 
this 1 100-image database, as well as some logos collected over the Internet, for 
a total of 500 images. The reason of using a subset of those images is that we 
are primarily concerned with shape-based image retrieval, and therefore, we 
confined the experiments to image whose main characteristic is shape. Image 
with texture nature were automatically removed from the analysis based on 
their number of components and/or holes (texture images have a large number 
of components and/or holes). 

19.5.1 Invariance to Rotation and Scale Change 

In order to test the capability of the solidity, eccentricity, and extent (SCX) shape 
measures to describe objects regardless of their spatial orientation or scale, two 
tests were performed. In the first test, each of the 5(X) images in the database 
was randomly rotated and used as a query image. In the second test, the images 
were randomly scaled. The angles of rotation uniformly varied between 30°and 
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Sketch 




Figure 19.12. Performance for sketch-based retrieval of the SCX feature set compared with 
the moments invariants. The vertical axis is the percentage of the images in the database that 
were in the first k (horizontal axis) retrievals. 



330°, whereas the scaling factor uniformly varied between xO.25 and xl.75. 
The SCX feature set was compared against the widely used moments invariants 
feature set. The seven invariant moments as well as the SCX features are 
extracted from the object image as a whole. That is, the proposed architecture 
was not used in this test because the purpose was to test the rotation and scale 
invariance of the feature sets used. The Euclidean distance measure is used in 
both cases. 

Figure 19.11 shows two plots, the lower pertains to the scale invariance test 
and the upper to the rotation invariance test. In each plot, the vertical axis is the 
percentage of the images in the database that were in the first k (horizontal axis) 
retrievals. In the lower plot for example, about 97% of the 500 query images 
returned the correct database image as the first hit (for the SCX feature set). 
The plots in Figure 19.11 are based on the average of 20 runs. 

From the plots, it is clear that for both rescaled and rotated images, the per- 
formance of the SCX feature set and the performance of the moments invariants 
closely match each other. In addition, both feature sets perform well in terms 
of being invariant to rotation and scale. 





Shape-Based Image Retrieval Applied to Trademark Images 



389 




(a) 




(b) 



Figure 19.13. Sample query (1). (a) Query image, (b) Best matches starting from top left and 
proceeding to the right. 



19.5.2 Sketch-based Retrieval 

To test the performance of the system on hand-sketched images, we used the 
same test procedure as in the previous section, hut now using a test set of 50 
hand-sketched images. Five volunteers participated in the test, each sketching 
his/her own version of the selected 50 images. Moreover, now we compare 
the performance of the two feature sets both inside and outside the proposed 
architecture. 

Figure 19.12 clearly indicates that the performance of the SCX feature set 
coupled with the proposed retrieval architecture yield the best results. In conclu- 
sion, the SCX feature set outperforms the moments invariants for hand-sketched 
retrieval and the proposed architecture significantly increases the performance 
of both feature sets. 

The reason for the performance gap between the SCX and moments is that 
moments tend to be low level features that are sensitive to changes in pixel 
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(b) 



Figure 19.14. Sample query (2), (a) Query image, (b) Best matches starting from top left and 
proceeding to the right. 



layouts. A good example of this layout difference is the one that exists between 
database images and their hand-sketched versions. 

Figures 19.13 and 19.14 show a couple of queries and the best six retrieved 
images in each case. In each figure, part (a) shows the query image and part (b) 
shows the retrieved images (top left is the best match, top mid is the second- 
best match, and so forth). In Figures 19.13, the first candidate returned by the 
system was the one sought. In Figures 19.14, on the other hand, the sought 
image was the third candidate returned by the system. However, the first and 
second candidates returned by the system are a good example ofpartial matching 
(where the query image matches a component of the database image). A good 
example of how an erosion operation helps retrieve the correct candidate is 
shown in Figure 19.13 where the first candidate, containing one component, 
was retrieved as an answer to a query image containing two components. 
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19.6. Conclusion and Future Work 

In this paper, a shape-based image retrieval system was presented. Both the 
architecture of the system and the features used contribute to the efficacy of 
the system. The feature vector used is based on the solidity, eccentricity, and 
extent values for components and holes in the image under investigation. The 
features used are not the only choice. One can add to, or modify, the feature 
vector. 

We showed that the performance of the proposed architecture combined with 
the features used matches that of the widely-used moments invariants feature 
set in retrieving rotated and scaled query images, and surpasses it for hand 
sketched query images. 

We have assumed throughout this work that the hand-sketched query im- 
ages are drawn with closed contours and that they are appropriately filled. A 
prospective research direction might be to look at ways of relaxing these as- 
sumptions by automatically processing the hand-sketched image to put it in a 
suitable form. 

A natural extension of the system would be to store information not only 
about single image parts, but also about n parts at a time. That is, each part 
is analyzed on its own and features are extracted from it, then each possible 
two-parts combination is analyzed and features are extracted from it, and so on. 

In this work, we have not attempted to use suitable spatial indexing structures. 
However, such structures become essential when it comes to large databases. 
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Abstract Recently, a new image registration method, based on the Hausdorff fraction and 
a multi-resolution search of the transformation space, has been developed in the 
literature. This method has been applied to problems involving translations, trans- 
lation and scale, and Affine transformations. In this paper, we adapt the above 
method to the set of similarity transformations. We also introduce a new variant 
of the Hausdorff fraction similarity measure based on a multi-class approach, 
which we call the Multi-class Hausdorff Fraction (MCHF). The multi-class ap- 
proach is more efficient because it matches feature points only if they are from 
the same class. To validate our approach, we segment edge maps into two classes 
which are the class of straight lines and the class of curves, and we apply the 
new multi-class approach to two image registration examples, using synthetic 
and real images, respectively. Experimental results show that the multi-class 
approach speeds up the multi-resolution search algorithm. 



Keywords: Image registration, Hausdorff fraction, multi-resolution, branch-and-bound 



20.1. Introduction 

Image registration is the process of determining the transformation which 
best matches, according to some similarity measure, two images of the same 
scene taken at different times or from different view points. Recently, there has 
been interest in image registration methods based on the Hausdorff distance 
and the multi-resolution search of the transformation space [2] [3] [1] [4]. With 



*This chapter is a reprint of the paper in: H.S. Alhichri and M. Kamel. "Multi-resolution image registration 
using multi-class Hausdorff fraction". Pattern Recognition Letters, vol. 23, pp. 279-286, 2002. 

*M. Kamel is a professor with the University of Waterloo and is the corresponding author. 
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suitable modifications described in [2], the Hausdorff distance is tolerant to 
noise and outliers. The Hausdorff fraction is a variant of the Hausdorff distance 
that can be efficiently computed. The multi-resolution approach uses branch- 
and-bound techniques to prune large sections of the transformation space. 

The method developed by Huttenlocher el al. [2] works well and is compu- 
tationally efficient for the translation space, but is significantly time consuming 
under Affine transformations. Olson el al. [5] enhance the above method 
by incorporating edge point orientations in the Hausdorff distance definition, 
which reduces the rate of false-alarm and enhances performance. However, 
their method requires costly preprocessing which should be done offline. For 
example, such preprocessing includes the computation of many distance trans- 
form arrays, one for each set of oriented edge points. Mount el al [6], combine 
the multi-resolution approach with alignment approach. This is because at later 
stages of the search, the uncertainty regions of edge points become small and 
hence the set of possible alignments also becomes small. However, it must be 
noted that this combinations, which produced significant speedups of the algo- 
rithm, can still be applied to our algorithm. Yi and Camps [7] [8] use the length 
(actually /og(length)) and the direction of line features to transform scale and 
rotation differences into translation differences. Their method also makes it 
possible to search the scale-rotation and translation spaces independently with 
lower complexity. However, it is not general because it relies on the existence 
of a good number of straight line segments and a robust and efficient algorithm 
to extract them. 

In this work we propose an image registration method similar to the method 
in [1], which is based on the following four components: 

■ Feature points : we use edge points as feature points. 

■ Similarity measure : we defined a variant of the Hausdorff fraction simi- 
larity measure based on a multi-class approach, which we call the Multi- 
class Hausdorff Fraction (MCHF). 

m Search space : we adapt the method to the class of similarity transforma- 
tions consisting of scale, rotation and translation differences. 

■ Search strategy : we use a multi-resolution search of the transformation 
space with branch-and-bound techniques. 

During the search of the transformation space, the multi-class approach visits a 
lesser or at least equal number of cells than the single-class approach. To vali- 
date our claims in practice, we propose to segment edge maps into two classes 
which are the class of straight lines and the class of curves. This segmentation 
is invariant to rotation and moderate scale. During the space search step, edge 
points in the model that belong to one class are only compared with edge points 
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in the scene that are of the same class. In other words, the Hausdorff fraction 
is computed between straight lines and curved lines separately and the final 
fraction is taken as their weighted sum. 

Another interesting idea is to classify edge point into several classes based on 
their orientation, which would be similar, in a way, to the work in [5]. However, 
it is important to mention that there is a tradeoff between the number of classes 
on the one hand and the speed and robustness on the other hand. First, the more 
classes we have, the higher are the overhead costs of the algorithm. For example 
the distance transform would have to be computed for each class image. The 
cost of each distance transform is made even worse by the fact that the edge 
points are now more sparse. Thus it is possible that the preprocessing costs 
become too high to the extent that they nullify the savings achieved during the 
search step. Second, more classes means more classification errors, causing an 
correct match to be missed in some instances. For these reasons we chose to 
limit the number of classes to two in this work. 

The rest of the paper is organized as follows, in Section 20.2 we introduce 
briefly the Hausdorff fraction. In Section 20.3, we stuke the transformation 
space. Next, in Section 20.4, We present an overview of the multi-resolution 
image registration algorithm and we show how the method is adapted to similar- 
ity transformations. We discuss the new multi-class Hausdorff fraction in Sec- 
tion 20.5. Section 20.6 contains two experiments implementing the multi-class 
Hausdorff fraction using two classes. Finally, Section 20.7 contains conclusions 
and future work. 

20.2. Hausdorff Fraction 

The Hausdorff fraction is a similarity measure between point sets which is 
tolerant to noise and occlusions. Given two point sets P = {pi, ...,pn} and 
Q = {51 1 •••) Qm}> the Hausdorff fraction between P and Q is defined as: 



HF^P,Q) 



#({p € P\ \\p - < t}) 

*{P) 



n 

N 



( 20 . 1 ) 



In words it means: find the fraction of points in P, which are close to a point 
in Q, within a threshold distance r. 

It can be seen, that the Hausdorff fraction is noise-tolerant up to a noise 
threshold of r, since any such noise in the location of points does not affect the 
match. It is also able to handle outliers and extra points, given the reasonable 
assumption that the Hausdorff fraction of match is still maximum at the correct 
transformation. 
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20.3. Transformation Space 



The transformation space can be the set of translations tx and ty, which are 
the horizontal and vertical translations respectively. The more general Affine 
transformation space has 6 dimensions and is defined as follows: 




Where (x, y) are the original coordinates of the point and {x ,y ) are the trans- 
formed coordinates. In general the parameters a, b, c, and d are continuous, 
while tx and ty are discrete because the images are digitized. 

In this work, the similarity transformation space is used which has 4 param- 
eters: tx, ty, a, and 9 which are the translation in x, translation in y, scale and 
rotation parameters, respectively. The relationship between the scale and angle 
parameters and the Affine parameters a, b, c, and d is as follows: 



a = d — a cos(^) 
b — —c = — Q sin(0) 



(20.3) 



20.4. Multi-resolution Image Registration 

The multi-resolution approach for image registration is presented in [3] and 
[1]. Recall that we are given two point sets P and Q and a similarity space of 
transformations S. The problem is to find T E S that maximizes the Hausdorff 
fraction HF'^{T{P),Q). Since P and Q will be fixed for the remainder of 
the discussion, let us define HF'^iT) — HF'^{T{P),Q) as the Hausdorff 
fraction of T. Let Topt denote this optimum transformation and let HF^yi be 
the optimum Hausdorff fraction. 

The multi-resolution algorithm constructs a search tree, where each node 
is identified with the set of transformations contained in some axis-aligned 
hyper-rectangle called a cell. Each cell is bounded by two transformations 
Tlo — {tx.lotty^io, Ocio, 9io) and Tup — {tx^hi^ty^hi>t^up,^up)‘ The cell at the 
root of the tree is given by the user based on a priori knowledge about the 
problem. It is assumed that Topt belongs to this initial cell. An illustration of 
the initial cell is shown in Figure 20.1, where tx and ty are fixed, and where 
the Affine parameters a and b are represented by the horizontal and the vertical 
axis, respectively. The actual cell is the area between the two circles with radius 
aio anda^p, and by the two rotation angles 9ig and 9up. Figure 20.1 also shows 
an example of the cell subdivision process, where each cell is subdivided into 
two sub-cells which represent its children. 

The multi-resolution algorithm uses a branch-and-bound technique to prune 
branches from the search tree. The tree is searched in a best-first order using 
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Figure 20.1. Subdivision of the scale-angle transformation space. The x and y axes represent 
the Affine parameters a and b, respectively. 



a priority queue. When a node is visited, the algorithm computes two bounds 
on the Hausdorff fraction for the cell at that node. The lower bound can be the 
Hausdorff fraction at any transformation T belonging to the cell, in particular 
where Tmid is the transformation at the center. It is clear that 
we have HF^{Tmid) ^ ^^opt- Note also that this value is used as a key by 
which the cells are ordered in the priority queue. The upper bound HFf^^ on 
the optimal Hausdorff fraction HFfpf can help us kill an entire cell and hence a 
branch of the search tree. This occurs ifiTF^p < HFfpi, because it means that 
the current cell can not contain the optimal transformation. Notice however, 
that HF^i is unknown, therefore we need to use instead, which is the 

best Hausdorff fraction found so far. 

The upper bound HFl^p is computed as the number of model points that can 
be matched by some transformation in the current cell. As in [1], this can be 
computed with the help of the uncertainty region Ri(pf) of a given model point 
Pi, which is defined as the area in the scene covered by = T{pi) for all T 
in the current cell. If a scene point is contained in the region Ri{pi), then this 
means that the model point pi can be matched. Thus pi is counted in the upper 
bound HF^p. 

However, the area covered by has an irregular shape as shown in Figure 
20.2. First of all, for a fixed scale and rotation values, the area covered by a 
such a point under the range of translations is rectangular. Now, the total area 
covered by p^ under similarity transformation is the result of sliding the corner 
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of the rectangular region over the range of scales and rotations (which is an arc- 
like shaped area). This result is illustrated in Figure 20.2 (a). In order to decide 




Figure 20.2. (a) Illustration of irregular uncertainty region for a cell of similarity transfomia- 

tions. (b) Approximation of uncertainty region size. 



whether or not pi can be matched, we need to find whether or not some point 
Qj falls inside the uncertainty region Let = Tmid{Pi), where Tmid 

is the center transformation of the cell. Recall that the distance transform gives 
us the distance A(p^) fromp^ to its nearest neighbor in the scene qj. Thus, if 
A{Pm) is less than the uncertainty region size, it means p, can be matched and 
vise versa. We define the uncertainty region size as |p„Pj„| + \PmPm\’ where 
the points p„ and p^ are defined as shown in Figure 20.2 (b), or respectively: 

Pm = otiR{di)pi + 
pin = aiR{9i)pi + t 

and where R{6 \ ) is the rotation matrix and t is the translation vector. It is easy 
to show that this uncertainty region size is greater than or equal to the distance 
to the farthest point in the uncertainty region. 



20.5. Multi-class Hausdorff Fraction 

The multi-class Hausdorjf fraction MCHF^{P, Q) is defined as follows: 

Jl M- 

MCHF^P,Q) = Y.L±HFl{PuQi) 

i—\ 

A #({P e Pil min^ggjlp - g|| < r}) 

“ N 
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where Ni = HF[ {Pi, Qi) is the Hausdorff fraction between feature 

points of the same class i. It is easy to show that the number of cells visited by 
the multi-class technique is guaranteed to be less than or equal to those visited 
by the single-class approach. This is because all points which are matched in 
the single-class approach, may become unmatchable if they are from different 
classes as shown in Figure 20.3 (a). 




Modc/ft»lii<.poinB Sc«n« failure points 



(a) 




Model ftaiunt points Scene feature points 

(b) 



Figure 20.3. (a) A two class example. Solid lines match feature points from the same class. 

Dashed lines match feature points from different classes, which may not be matchable with a 
point from the same class, (b) Extreme case of two classes of size N - I and 1. 



Furthermore, more cells are killed when the set of feature points is equally 
divided between classes (i.e. the classes have similar size) because MCHFIf^ 
is reduced most. To illustrate this, consider the simple case of two classes where 
one class is of size 1 and the other class is of size - 1. In this case, it is 
clear that the numerator of MCHFf^p is less than the numerator of HF^p by 
at most 2 as illustrated by Figure 20.3 (b), which means any extra pruning will 
be minimal. 



20.6. Experimental Results 

In this section, we apply the multi-resolution multi-class algorithm to two 
image registrations experiments, one involving synthetic images and one in- 
volving real images of a circuit board. We propose to segment edge maps into 
two classes which are the class of straight lines and the class curves. There are 
algorithms to perform this segmentation such as the Hough transform. How- 
ever, we did not investigate this part in this work, instead we segment the images 
into straight lines and curves manually. 

The first experiment consists of synthetic images shown in Figure 20.4, where 
straight lines and curves are illustrated with different gray levels. The initial 
cell given for this experiment is [(3, 1, 0.5, -1.5) — » (5, 3, 1.3, 1)]. The correct 
transformation is (4, 2, 1.0, 0) with Hausdorff fraction 100%. The target Haus- 
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dorff fraction is set at 100% and the algorithm does not stop when the target is 
reached, instead it continues searching all the space. 

As was shown in Section 20.5, more cells are killed early on allowing the 
search to reach the correct transformation quicker. To illustrate this result, we 
have plotted all the center transformations Tmid visited by the algorithm under 
the single-class approach and the multi-class approach in Figure 20.5 (a) and 
(b) respectively. It can be seen that the multi-class approach visited much less 
cells than the single class approach. In the multi-class approach, many cells are 
killed early on reducing the number of cells visited, and directing the search 
elsewhere in the space where the Hausdorff fraction is higher. 

The same experiment is repeated for another set of images this time from a 
real example involving registration of a circuit board scene with a model for in- 
spection purposes. Figures 20.6 and 20.7 show the images and the results for this 
experiment. The initial cell given to the algorithm is [(238, 238, 1.00, -1.5) — » 
(242, 242, 1.50, 0)], while the optimal transformation is (238, 241, 1.21, -0.74). 
[htbp] 

We also include the exact results for both experiments in T able 20.1. The table 



Table 20.1. Summary of results for both synthetic and real examples. 







Cells visited 


CPU time 


Experiment 1 


single class approach 


4009 


12.9 s 


Experiment 1 


multi-class approach 


1302 


3.9 s 


Experiment 2 


single class approach 


1809 


7.1 s 


Experiment 2 


multi-class approach 


1545 


6.9 s 



shows how the total number of cells visited is less in the multi-class approach 
for both experiments, which is translated into savings in CPU execution time for 
both experiments. However, note that the savings in the experiment involving 
real images are less significant. This is due to the discrepancies between the 
segmentation results of the model and the scene as well as larger differences in 
size between the two classes in the case of real images. 



20.7. Conclusion 

In this paper, we adapt the multi-resolution method, developed previously 
in the literature for the Affine set of transformations, to the set of similarity 
transformations. We also introduce a new variant of the Hausdorff fraction 
similarity measure based on a multi-class approach, which we call the Multi- 
class Hausdorff Fraction (MCHF). The multi-class approach is more efficient 
because it visits a lesser or equal number of cells than the single-class approach. 
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The drawback to such techniques is that some pixels can be misclassified and 
thus an correct match can be missed in some instances. 

To validate our claims in practice, we have proposed to segment edge maps 
into two classes which are the class of straight lines and the class curves. Exper- 
imental results using two image registration examples, one involving synthetic 
images and one involving real images, have shown that the new multi-class 
approach visited significantly less cells during the search of the transformation 
space. It has also shown that, even though the new approach requires two more 




\ 

(b) 

Figure 20.4. Synthetic example, (a) Edge map of the scene image, (b) Edge map of the model 
image. 





parameter b parameter b 
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Figure 20.5. Synthetic example, (a) Distribution of transformations tested by the algorithm 
for the single class approach, (b) Multi-class approach. 
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(a) 




(b) 



Figure 20. 6. Circuit board example, (a) Edge map of the scene image, (b) Edge map of the 
model image. 



distance transforms (one for each image/class combination), it provided savings 
in execution times. 

As our focus was on illustrating the validity of the multi-class approach, 
we have not investigated how the segmentation process can be accomplished 
efficiently. Therefore, the problem of finding a suitable segmentation scheme 
is still open. It would also be interesting to investigate this method with other 
types of classifications. 
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Figure 20. 7. Circuit board example.(a) Distribution of transformations tested by the algorithm 
for the single class approach, (b) Multi-class approach. 
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Intergrated Image and Graphics 
Technologies 



This book provides a collection of twenty chapters containing tutorial article 
and new material describing, in a unified way, the basic concepts, theories 
and characteristic features of integrating/formulating different facets of 
integrated image and graphics technologies, with recent developments and 
significant applications in various areas. The book, which is unique in its 
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the fields of image processing, computer vision, graphics, CAD, intelligent 
system, pattern recognition, and Internet will also be benefited. 
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